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PLANTING BED AROUND SHRUBS. COVER
ENTIRE BED WITH 75mm DEPTH
WOODCHIP MULCH. PULL BACK MULCH
FROM BASE OF SHRUBS. ENSURE THAT
MULCH COVERS ALL EXPOSED SOIL.

REMOVE POTS COMPLETELY FROM
POTTED STOCK OR CUT AND REMOVE
BURLAP AND WIRE FROM TOP 1/3 OF
ROOTBALL

REMOVE DAMAGED OR OBJECTIONABLE
BRANCHES. FOLLOW PROPER
HORTICULTURAL PRACTICE.

TOPSOIL MIXTURE  (SEE
SPECIFICATIONS)
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FUTURE COMMERCIAL

promenade Barrett Farm Drive
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PROPOSED 1.8m Ht.
WOOD BOARD FENCE
(REFER TO DETAIL 4/L.1
THIS SHEET)
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PROPOSED RETAINING
WALL (REFER TO CIVIL
DRAWING FOR
DETAILS)
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50 x 150 FRONT RAILS.  SPAN KING POST TO
KING POST MIN
25 x 150 TOP AND BOTTOM

25 x 150 FENCE BOARDS WITH 6mm GAPS.
FASTEN WITH 2 SCREWS PER BOARD TOP
AND BOTTOM

150 x150 KING POST @ 4500mm 0.C.

27
00

SONOTUBE FORMED CONCRETE
FOOTINGS. 200Ø - INTERMEDIATE POSTS,
300Ø - 150 x 150 POSTS. TOP TO BE 100mm
BELOW FINISHED GRADE.

18
00

25 x 150

COMPACTED BACKFILL

NOTES
•  ALL WOOD TO BE PRESSURE TREATED NO.1 SELECT PINE.
•  ALL SCREWS TO BE COATED.
•  ALL FASTENING TO BE WITH SCREWS.
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GENERAL NOTES:

1. IT IS THE RESPONSIBILITY OF THE APPROPRIATE CONTRACTOR OR
OFFICIAL TO REPORT ANY ERRORS, OMISSIONS OR DISCREPANCIES ON
THIS PLAN WITH ACTUAL SITE CONDITIONS TO THE LANDSCAPE ARCHITECT
BEFORE PROCEEDING WITH CONSTRUCTION.

2. THE CONTRACTOR IS TO NOTIFY ALL UTILITY COMPANIES AND
AUTHORITIES PRIOR TO ANY EXCAVATION AND ASCERTAIN LOCATIONS OF
UNDERGROUND SERVICES.

3. THE CONTRACTOR IS TO REINSTATE ALL AREAS AND ITEMS DAMAGED AS
A RESULT OF CONSTRUCTION ACTIVITY.

4. THE CONTRACTOR IS TO COMPLY WITH ALL PERTINENT CODES AND
BY-LAWS.

5. THE CONTRACTOR IS TO MAINTAIN A POSITIVE SURFACE RUN-OFF
THROUGHOUT THE ENTIRE CONSTRUCTION PERIOD.

6. THE LANDSCAPE ARCHITECT IS NOT RESPONSIBLE FOR SUBSURFACE
CONDITIONS.

7. THE CONTRACTOR IS TO IDENTIFY ALL EXISTING TREES TO REMAIN ON
SITE WITH THE LANDSCAPE ARCHITECT PRIOR TO CONSTRUCTION.

8. THE CONTRACTOR IS TO STAKE THE PROPOSED LOCATION OF ALL PLANT
MATERIAL IN CONJUNCTION WITH THE LANDSCAPE ARCHITECT PRIOR TO
EXCAVATION.

9. MINIMUM DISTANCES FOR SELECTED DECIDUOUS TREES ARE AS
FOLLOWS:
- BUILDING FOUNDATIONS 7.5M
- SIDEWALKS AS PER ROW CROSS SECTIONS
- PUBLIC STREETS/ CURBS AS PER ROW CROSS SECTIONS
- SERVICE LATERAL 1.5M
- FIRE HYDRANT 2.5M
- HYDRO TRANSFORMER 3M
- STREETLIGHT 5M (2.5M FOR SMALL TREES)

10. ALL TREES WITHIN 1M OF UNDERGROUND UTILITY TRENCHES ARE TO BE
EXCAVATED BY HAND.

11. REMOVE ALL PROTECTIVE WRAPPING FROM TREE TRUNKS AFTER
INSTALLATION.

12. STAKING OF TREES SHALL ONLY BE PERFORMED IF NECESSARY.

13. ENSURE THAT MULCH IS PULLED BACK A MIN. DISTANCE OF 75MM FROM
BASE OF TREE TRUNK.
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LANDSCAPE PLAN

PROPOSED STREET TREES ON
BARRETT FARM DRIVE AS PART OF
THE SUBDIVISION

PROPOSED DECIDUOUS TREES

PROPOSED SHRUBS / PERENNIALS /
ORNAMENTAL GRASSES

3
L.1

SHRUB PLANTING
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1.8m Ht. WOOD BOARD FENCE
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PROPOSED 1.8m Ht. WOOD BOARD
FENCE

PROPOSED PLANT LIST
KEY QTY. BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS

TREES

AM 1 Acer ginnala               Amur Maple                 60mm cal. B&B
HB 1 Celtis occidentalis                         Hackberry                        60mm cal. B&B
HL 1 Gleditsia triacanthos 'Skyline'     Skyline Honey Locust   60mm cal. B&B
RM 1 Acer rubrum                             Red Maple                    60mm cal. B&B                          Native not hybrid
SM 1 Acer saccharum            Sugar Maple                 60mm cal. B&B

 
SHRUBS

AH 55 Hydrangea arborescens 'Annabelle'   Annabelle Hydrangea       3 gallon pot Potted                        1000mm o.c.
BD 46 Juniperus sabina 'Blue Danube' Blue Danube Juniper         600mm spr. Potted                        1000mm o.c.
FS 13 Sorbaria sorbifolia            Ural False Spirea    800mm ht. Potted                        1200mm o.c.
MJ 13 Juniperus chinensis 'Monlep' Mint Julep Juniper         600mm spr. Potted                        1000mm o.c.
RR 25 Rosa rugosa Rugosa Rose 800mm ht. Potted  800 mm o.c.

PERENNIALS AND ORNAMENTAL GRASSES

DL 317 Hemerocallis 'Stella D'oro'    Stella D'Oro Daylily      150mm pot Potted                        400mm o.c.
HM 100 Panicum virgatum 'Heavy Metal'   Heavy Metal Switchgrass 250mm pot Potted                        800mm o.c.
HO 94 Hosta undulata 'Albo Marginata'   White-Margined Hosta    100mm pot Potted                        400mm o.c.
KF 64 Calamagrostis 'Karl Foerster' Karl Foerster Grass 250mm pot Potted  800 mm o.c.
SR 36 Phalaris arundinacea Strawberries & Cream 250mm pot Potted  600 mm o.c.

'Strawberries & Cream' Ribbon Grass

QTY.
KEY
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PROPOSED SODDED GRASS AREA

PROPOSED RETAINING WALL (REFER
TO CIVIL DRAWING FOR DETAILS)
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