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1 Screening 
This study has been prepared according  to  the City of Ottawa’s 2017 Transportation  Impact Assessment  (TIA) 

Guidelines. Accordingly, a Step 1 Screening Form has been prepared and is included as Appendix A, along with the 

Certification Form for TIA Study PM. As shown in the Screening Form, a TIA is required by the Trip Generation, 

Location, and Safety triggers. This TIA will support the Heron Gate redevelopment within the context of the Official 

Plan Amendment. 

2 Existing and Planned Conditions 

2.1 Proposed Development 
The proposed redevelopment, encompassing 2848, 2851, 2881, 2898 Baycrest Drive and 2820, 2831 Cedarwood 

Drive, is currently zoned as part residential (R5B) and Arterial Mainstreet (AM10). The existing land is currently 

residential  townhouse  and  apartment  buildings.  2851  Baycrest  Drive  has  been  demolished,  with  only  the 

apartment towers remaining. Through a request by the City, an Official Plan Amendment is being developed to 

support the area development and allow the next phase of redevelopment to occur.  

The proposed redevelopment of the Heron Gate will  include seven (7) separate blocks. The first block, named 

HG7, is constructed and is located on the east side of Sandalwood Drive on Heron Road (2816 Sandalwood Drive). 

The remaining redevelopment will remove the existing townhouses and replace them with 118  low‐rise, 2,047 

mid‐rise, and 2,874 high‐rise units. A total of 3,850 parking spaces are included within the redevelopment concept 

plans. The apartment buildings at 2840, 2851, and 2861 Baycrest Drive and 2820 Cedarwood Drive will remain. 

The existing driveways along Baycrest Drive, Sandalwood Drive and Cedarwood Drive will be removed and new 

accesses will be provided per  the redevelopment of each block. Conceptually, new accesses may be provided 

along Walkley Road, per the individual site plans. 

This study documents the transportation impacts supporting the ZBA/OPA process. Separate TIAs will be required 

as each additional block proceeds. 

Figure 1 illustrates the Study Area Context. Figure 2 illustrates the proposed concept plan. 
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Figure 1: Area Context Plan 

 
Source: http://maps.ottawa.ca/geoOttawa/ Accessed: October 27, 2020 
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Figure 2: Heron Gate Official Plan Amendment Concept  
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2.2 Existing Conditions 

2.2.1 Area Road Network 
Heron Road: Heron Road is a City of Ottawa arterial road with a four‐lane divided urban cross‐section and a posted 

speed limit of 50 km/h. The Ottawa Official Plan reserves a 44.5 metre right‐of‐way between Prince of Wales Drive 

and Walkley Road. Sidewalks are provided on both sides of the road and a cycle track is located along the south 

side of the roadway between the Heron‐Walkley Park and Herongate Mall. Heron Road is designated as a trucking 

route. 

Walkley Road: Walkley Road is a City of Ottawa arterial road with a four‐lane divided urban cross‐section and a 

posted speed limit of 50 km/h. The Ottawa Official Plan reserves a 37.5 metre right‐of‐ way between Bank Street 

and Heron Road. Sidewalks are located on both sides of the roadway. Walkley Road is designated as a trucking 

route. 

Bank Street: Banks Street is a City of Ottawa arterial road with a four‐lane divided urban cross‐section (six‐lanes 

between Alta Vista Drive and Walkley Road) and a posted speed limit of 50 km/h. The Ottawa Official Plan reserves 

a 37.5 metre right‐of‐ way between Riverside Drive and Lester Road. Sidewalks are located on both sides of the 

roadway. Bank Street is designated as a trucking route. 

Alta Vista Drive: Alta Vista Drive is a City of Ottawa major collector road with a two‐lane urban cross‐section and 

an unposted speed limit of 50 km/h with a posted 40km/h during school hours. The existing right‐of‐way is 30.0 

metres at Heron Road. Asphalt pathways are provided on both sides of the road and on‐street bike lanes are on 

both sides of the road. 

Albion Road North: Albion Road North is a City of Ottawa collector road with a two‐lane urban cross‐section with 

an unposted speed limit of 50 km/h. The existing right‐of‐way is 20.0 metres, including existing sidewalks on both 

sides. 

Baycrest Drive: Baycrest Drive  is a City of Ottawa  collector  road with a  two‐lane urban  cross‐section with an 

unposted speed limit of 50 km/h. The existing right‐of‐way is 20.0 metres, including existing sidewalks on both 

sides. 

Sandalwood Drive: Sandalwood Drive is a City of Ottawa local road with a two‐lane urban cross‐section with an 

unposted speed limit of 50 km/h. The existing right‐of‐way is 20.0 metres, including existing sidewalks on both 

sides. 

Cedarwood Drive: Cedarwood Drive  is a City of Ottawa  local road with a two‐lane urban cross‐section with an 

unposted speed limit of 50 km/h. The existing right‐of‐way is 20.0 metres, including existing sidewalks on both 

sides. 

Finn Court: Finn Court is a City of Ottawa local road with a two‐lane urban cross‐section and an unposted speed 

limit of 50 km/h. The existing right‐of‐way is 18.0 metres and no sidewalks are provided.  

Jefferson  Street:  Jefferson  Street  is  a  City  of Ottawa  local  road with  a  two‐lane  urban  cross‐section with  an 

unposted speed limit of 50 km/h. The existing right‐of‐way is 20.0 metre, including an asphalt path on the east 

side of the road. 

Hampstead Place: Hampstead Place  is a City of Ottawa  local  road with a  two‐lane urban cross‐section with a 

posted speed limit of 40 km/h. The existing right‐of‐way is 15.0 metres and no sidewalks are provided. 
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Colliston Crescent: Colliston Crescent is a City of Ottawa local road with a two‐lane urban cross‐section with an 

unposted speed limit of 50 km/h. The existing right‐of‐way is 20.0 metres, including a sidewalk on the west side. 

Heatherington Road: Heatherington Road is a City of Ottawa collector road with a two‐lane urban cross‐section 

with an unposted speed limit of 50 km/h with a posted 40km/h during school hours. The existing right‐of‐way is 

20.0 metres, including existing sidewalks on both sides. 

2.2.2 Existing Intersections 
The existing signalized area intersections within one kilometre of the site have been summarized below: 

Heron Road / Baycrest Drive  The  intersection  of  Heron  Road  and  Baycrest  Drive  is  a 
signalized intersection. The east and west bound approaches 
consist of an auxiliary  left‐turn  lane, a  through  lane, and a 
shared  through/right‐turn  lane.  The  southbound  approach 
consists  of  an  auxiliary  left‐turn  lane,  and  a  shared 
through/right‐turn  lane. The northbound approach consists 
of  a  shared  all  movement  lane.  The  cycle  track  on  the 
eastbound  approach  transitions  to  a  bike  pocket  for  an  at 
grade crossing of the intersection. No turn restrictions were 
noted. 

Heron Road / Sandalwood Drive  The  intersection of Heron Road and Sandalwood Drive  is a 
signalized intersection. The east and west bound approaches 
consist of an auxiliary  left‐turn  lane, a  through  lane, and a 
shared  through/right‐turn  lane. The north and  southbound 
approaches consist of an auxiliary left‐turn lane, and a shared 
through/right‐turn  lane.  The  cycle  track  on  the  eastbound 
approach transitions to a bike pocket for an at grade crossing 
of the intersection. No turn restrictions were noted. 

Walkley Road / Cedarwood Drive  The  intersection of Walkley Road and Cedarwood Drive  is a 
signalized  intersection. The eastbound approach consists of 
an  auxiliary  left‐turn  lane,  a  through  lane,  and  a  shared 
through/right‐turn lane. The westbound approach consists of 
a  through  lane  and  a  shared  trough/right‐turn  lane.  The 
southbound approach consists of an auxiliary  left‐turn  lane, 
and  a  shared  through/right‐turn  lane. No  turn  restrictions 
were noted. 

Walkley Road / Baycrest Drive  The  intersection  of Walkley  Road  and  Baycrest  Drive  is  a 
signalized intersection. The east and west bound approaches 
consist of an auxiliary  left‐turn  lane, a  through  lane, and a 
shared  through/right‐turn  lane.  The  southbound  approach 
consists  of  an  auxiliary  left‐turn  lane,  and  a  shared 
through/right‐turn  lane. The northbound approach consists 
of a shared all movement  lane from a private approach. No 
turn restrictions were noted. 

Heron Road / Alta Vista Drive  The  intersection  of  Heron  Road  and  Alta  Vista  Drive  is  a 
signalized  intersection. The eastbound approach consists of 
an  auxiliary  left‐turn  lane,  a  through  lane,  and  a  shared 
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through/right‐turn  lane  with  a  channelized  right.  The 
westbound approach consists of an auxiliary left‐turn lane, a 
two  through  lanes,  and  a  channelized  right‐turn  lane.  The 
north and south bound approaches consist of an auxiliary left‐
turn  lane,  and  a  shared  through/right‐turn  lane  with  a 
channelization.  Bike  lanes  are  provided  in  the  north  and 
southbound directions. No turn restrictions were noted. 

Heron Road / Finn Court  The intersection of Heron Road and Finn Court is a signalized 
intersection. The eastbound approaches consist of a through 
lane and shared through/right‐turn lane, and the westbound 
approach  consists  of  an  auxiliary  left‐turn  lane  and  two 
through  lanes.  The  northbound  approach  consists  of  an 
auxiliary  left‐turn  lane  and  a  right‐turn  lane.  No  turn 
restrictions were noted. 

Heron Road / Jefferson Street‐HG Mall  The intersection of Heron Road and Jefferson Street/HG Mall 
is a signalized intersection. The eastbound approach consists 
of  an  auxiliary  left‐turn  lane,  two  through  lane,  and  a 
channelized  right‐turn  lane.  The  westbound  approach 
consists of an auxiliary  left‐turn  lane, a  through  lane and a 
shared  trough/right‐turn  lane.  The  southbound  approach 
consists of a shared all movement lane, and the northbound 
approach  consists of a  left‐turn  lane, a  through  lane and a 
right‐turn lane. No turn restrictions were noted. 

Walkley  Road  / Hampstead  Place‐Jim 
Durrell RC 

The  intersection of Walkley Road and Hampstead Place/Jim 
Durrell  RC  is  a  signalized  intersection.  The  east  and 
westbound approaches consist of an auxiliary left‐turn lane, 
a  through  lane,  and  a  shared  through/right‐turn  lane.  The 
southbound approach consists of an auxiliary  left‐turn  lane, 
and  a  shared  through/right‐turn  lane.  The  northbound 
approach  consists of  a  shared  all movement  lane. No  turn 
restrictions were noted. 

Walkley Road / Albion Road N‐Colliston 
Crescent 

The intersection of Walkley Road and Albion Road N/Colliston 
Crescent is a signalized intersection. The eastbound approach 
consists of an auxiliary left‐turn lane, two through lanes, and 
a  channelized  right‐turn  lane.  The  westbound  approach 
consists of an auxiliary  left‐turn  lane, a through  lane, and a 
shared  through/right‐turn  lane. The north and  southbound 
approaches consist of an auxiliary left‐turn lane, and a shared 
through/right‐turn lane. No turn restrictions were noted. 

Walkley  Road  /  Heatherington  Road‐
HG Mall 

The  intersection  of  Walkley  Road  and  Heatherington 
Road/HG Mall  is  a  signalized  intersection.  The  eastbound 
approach  consists  of  an  auxiliary  left‐turn  lane,  a  through 
lanes, and a shared through/right‐turn lane. The westbound 
approach consists of an auxiliary left‐turn lane, two through 
lanes, and channelized right‐turn  lane. The north and south 
bound approaches consist of an auxiliary left‐turn lane, and a 



  Timbercreek Heron Gate Official Plan Amendment Transportation Impact Assessment 

    Page 7 

shared through/right‐turn lane. No turning restrictions were 
noted. 

Baycrest Drive / Sandalwood Drive  Baycrest  Drive  and  Sandalwood  Drive  is  a  minor  stop‐
controlled intersection, with the stop sign on the Sandalwood 
Drive  approach.  All  approaches  consist  of  a  shared  all 
movement  lane,  and  the  eastbound  approach  is  a  private 
access. No turning restrictions were noted. 

Baycrest Drive / Cedarwood Drive  Baycrest  Drive  and  Sandalwood  Drive  is  a  three‐leg 
intersection  with  an  all‐way  stop‐control.  All  approaches 
consist of a shared all movement lane. No turning restrictions 
were noted. 

Heron Road & Bank Street  Heron Road and Bank Street is a signalized intersection. The 
east and westbound approaches consist of an auxiliary  left‐
turn lane, two through lanes, and an auxiliary right‐turn lane 
(eastbound  is  channelized).  The  southbound  approach 
consists of an auxiliary  left‐turn  lane, a  through  lane and a 
shared through/right‐turn lane and the northbound approach 
consists of dual auxiliary  left‐turn  lanes,  two  through  lanes 
and  a  channelized  auxiliary  right‐turn  lane.  No  turn 
restrictions were noted. 

Walkley Road & Bank Street  Walkley Road and Bank Street is a signalized intersection. The 
east,  west  and  south  bound  approaches  consist  of  dual 
auxiliary left‐turn lanes, two through lanes, and a channelized 
auxiliary right‐turn  lane. The northbound approach consists 
of  an  auxiliary  left‐turn  lane,  three  through  lanes  and  a 
channelized  auxiliary  right‐turn  lane.  No  turn  restrictions 
were noted. 

2.2.3 Existing Driveways 
Along Heron Road, private driveways are located west of Baycrest Drive on both sides of the road, on the north 

side of the road to the east of Baycrest Drive for residential complexes and individual driveways. An auxiliary left 

turn  lane  and median  break  is  provided  between  Baycrest Drive  and  Sandalwood Drive,  and  the median  is 

depressed to the west of Sandalwood Drive. 

Along the south side of Walkley Road, existing driveways are located west of Cedarwood Drive and east of Baycrest 

Drive, where a depressed median is provided for access. 

Within  the  redevelopment area, existing driveways access Baycrest Drive, Sandalwood Drive, and Cedarwood 

Drive. Existing driveways that will retain access to the City roads  include 2810, 2840, 2851, and 2861 Baycrest 

Drive, and the new access for the HG 7 block at 2816 Sandalwood Drive. 

2.2.4 Cycling and Pedestrian Facilities 
Figure 3 illustrates the pedestrian facilities in the study area and Figure 4 illustrates the cycling facilities. 

Sidewalks are provided along both sides of the roadways in the study area. The cycling network consists of a cycle 

track along a portion of Heron Road, a multi‐use pathway between Heron Road and Walkley Road  in Heron‐

Walkley Park and a suggested bike route to the south along Albion Road N. 
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Figure 5 and Figure 6 summarize the pedestrian and cycling volumes observed in the study area. 

Figure 3: Study Area Pedestrian Facilities 

 
Source: http://maps.ottawa.ca/geoOttawa/ Accessed: October 27, 2020 

Figure 4: Study Area Cycling Facilities 

 
Source: http://maps.ottawa.ca/geoOttawa/ Accessed: October 27, 2020 
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Figure 5: Existing Pedestrian Counts 
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Figure 6: Existing Cyclist Counts 
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2.2.5 Existing Transit 
Within the study area, routes #44, 112, 140, and 291 stop along Heron Road, Baycrest Drive and Walkley Road. 

The frequency of these routes within proximity of the proposed site currently are:  

 Route #44 – every 10‐15 minutes during the day, and 30 minutes during the evening  

 Route #46 – every 5‐20 minutes during the peak hours, and 30 minutes during the off‐peak times 

 Route #140 – every 30 minutes during the day between 9 AM and 3:30 PM  

 Route #291 – peak hour service only, every 10‐20 minutes during the AM peak direction, every 30 minutes 

during the PM peak 

Figure 7 illustrates the transit system map in the study area and Figure 8 illustrates nearby transit stops.  

Figure 7: Existing Study Area Transit Service 

 
Source: http://www.octranspo.com/ Accessed: October 27,2020 

Figure 8: Existing Study Area Transit Stops 

 
Source: http://www.octranspo.com/ Accessed: October 27,2020 
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2.2.6 Existing Area Traffic Management Measures 
There are no existing area traffic management measures within the Study Area. 

2.2.7 Existing Peak Hour Travel Demand 
Existing turning movement counts were acquired from the City of Ottawa for the existing Study Area intersection. 

Table 1 summarizes the intersection count dates. 

Table 1: Intersection Count Date 

Intersection  Count Date 

Heron Road & Baycrest Drive  Wednesday, November 16, 2016 

Heron Road & Sandalwood Drive  Wednesday, November 16, 2016 

Walkley Road & Cedarwood Drive  Wednesday, August 3, 2016 

Walkley Road & Baycrest Drive  Wednesday, November 16, 2016 

Baycrest Drive & Cedarwood Drive  Wednesday, December 19, 2018 

Baycrest Drive & Sandalwood Drive  Wednesday, October 24, 2018 

Heron Road & Alta Vista Drive  Tuesday, December 04, 2018 

Heron Road & Finn Court  Thursday, February 07, 2019 

Heron Road & Jefferson Street/HG Mall  Thursday, November 17, 2016 

Walkley Road & Hampstead Place/Jim Durrell RC  Wednesday, November 16, 2016 

Walkley Road & Albion Road/Colliston Crescent  Wednesday, December 07, 2016 

Walkley Road & Heatherington Road/HG Mall  Wednesday, November 16, 2016 

Heron Road & Bank Street  Wednesday, August 03, 2016 

Walkley Road & Bank Street  Thursday, February 22, 2018 

Heron Road & Walkley Road  Thursday, February 22, 2018 

Figure 9  illustrates the existing traffic counts and Table 2 summarizes the existing  intersection operations. The 

level of service for signalized intersections is based on HCM 2010 calculations for individual lane movements and 

HCM 2000 v/c calculations  for  the overall  intersection, and HCM average delay  for unsignalized  intersections. 

Detailed turning movement count data  is  included  in Appendix B and the Synchro worksheets are provided  in 

Appendix C.  
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Figure 9: Existing Traffic Counts 
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Table 2: Existing Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Baycrest Drive 
Signalized 

EBL  A  0.13  11.8  m4.3  A  0.02  9.0  m0.5 

EBT/R  A  0.52  9.9  41.6  B  0.69  10.7  54.2 

WBL  A  0.11  14.4  m6.5  A  0.20  12.7  m6.6 

WBT/R  B  0.63  20.7  136.2  A  0.50  11.5  120.0 

NB  D  0.81  42.1  71.5  B  0.69  39.9  47.4 

SBL  A  0.01  16.7  1.9  A  0.07  23.7  7.4 

SBT/R  A  0.01  12.7  2.8  A  0.03  19.3  4.5 

Overall  B  0.70  19.4  ‐  B  0.68  13.3  ‐ 

Heron Road & 
Sandalwood Drive 

Signalized 

EBL  A  0.17  7.2  m16.5  A  0.28  14.9  m12.7 

EBT/R  A  0.29  4.8  86.1  A  0.52  14.9  132.0 

WBL  A  0.03  9.1  m2.9  A  0.12  14.0  m5.7 

WBT/R  A  0.44  7.5  75.2  A  0.48  11.5  74.2 

NBL  A  0.11  30.4  7.3  A  0.03  21.2  4.3 

NBT/R  A  0.10  19.5  7.0  A  0.14  12.5  10.8 

SBL  A  0.05  28.4  4.3  A  0.03  21.3  4.7 

SBT/R  A  0.33  14.2  13.2  A  0.20  11.5  13.0 

Overall  A  0.42  7.3  ‐  A  0.44  13.3  ‐ 

Walkley Road & 
Cedarwood Drive 

Signalized 

EBL  A  0.08  4.0  3.2  A  0.27  5.1  4.4 

EBT  A  0.26  3.4  15.2  A  0.30  2.8  12.0 

WBT/R  A  0.31  8.5  66.8  A  0.41  15.2  97.1 

SBL  A  0.16  23.2  10.8  A  0.15  24.8  12.8 

SBR  A  0.18  7.5  6.6  A  0.28  7.1  10.3 

Overall  A  0.30  6.7  ‐  A  0.37  9.9  ‐ 

Walkley Road & 
Baycrest Drive 
Signalized 

EBL  A  0.12  4.4  4.3  A  0.24  5.6  4.6 

EBT/R  A  0.29  3.7  17.5  A  0.34  3.0  16.4 

WBL  A  0.02  16.7  m3.0  A  0.07  4.8  m2.2 

WBT/R  A  0.38  13.5  52.6  A  0.51  4.9  23.3 

NB  A  0.21  13.7  12.2  A  0.16  16.0  10.9 

SBL  A  0.47  26.4  25.7  A  0.51  32.8  29.9 

SBT/R  A  0.14  6.9  7.0  A  0.23  9.8  11.6 

Overall  A  0.43  10.6  ‐  A  0.50  6.5  ‐ 

Heron Road & 
Walkley Road 
Signalized 

EBL  ‐  ‐  ‐  ‐  A  0.01  15.0  1.0 

EBT  A  0.46  18.8  62.3  A  0.46  20.6  69.7 

WBT  A  0.43  18.4  57.5  B  0.62  23.6  100.5 

WBR  A  0.59  2.5  11.0  A  0.59  2.5  11.2 

SBL/R  A  0.58  26.0  74.0  D  0.89  40.3  #150.5 

Overall  A  0.51  14.9  ‐  C  0.74  22.2  ‐ 
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Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Jefferson 

Street/HG Mall 
Signalized 

EBL  A  0.11  1.9  1.1  A  0.29  7.1  m7.0 

EBT  A  0.28  1.4  5.4  A  0.46  4.5  28.0 

EBR  A  0.05  0.1  0.2  A  0.11  1.2  1.5 

WBL  A  0.03  6.7  3.6  A  0.15  10.2  9.3 

WBT/R  A  0.45  7.5  78.1  A  0.46  9.6  73.8 

NBL  A  0.19  32.2  10.3  A  0.36  32.5  21.4 

NBT  A  0.12  30.1  10.0  A  0.25  28.9  21.3 

NBR  A  0.11  9.3  5.1  A  0.23  7.1  9.3 

SB  A  0.47  21.0  21.0  A  0.45  27.1  28.8 

Overall  A  0.43  6.9  ‐  A  0.45  9.4  ‐ 

Walkley Road & 
Heatherington 
Road/HG Mall 
Signalized 

EBL  A  0.17  17.7  18.3  A  0.33  14.1  25.9 

EBT/R  A  0.39  14.7  56.3  A  0.37  12.7  65.7 

WBL  A  0.26  14.4  18.8  A  0.39  23.0  #33.1 

WBT  A  0.31  10.7  39.1  A  0.50  18.2  75.9 

WBR  A  0.04  2.1  2.5  A  0.07  0.2  0.0 

NBL  A  0.51  25.8  28.1  B  0.63  38.6  31.7 

NBT/R  A  0.28  6.3  11.2  A  0.34  9.3  15.6 

SB  A  0.16  9.1  9.0  A  0.54  19.3  29.7 

Overall  A  0.43  13.5  ‐  A  0.56  16.9  ‐ 

Walkley Road & 
Albion 

Road/Colliston 
Crescent 
Signalized 

EBL  A  0.02  7.5  m1.6  A  0.06  1.4  m0.3 

EBT  A  0.25  9.1  41.0  A  0.35  1.5  3.3 

EBR  A  0.15  5.4  16.2  A  0.16  0.4  0.0 

WBL  A  0.21  3.8  2.0  A  0.43  9.4  12.8 

WBT/R  A  0.32  3.4  4.4  A  0.42  5.7  19.5 

NBL  A  0.39  23.5  25.2  B  0.63  36.2  42.4 

NBT/R  A  0.23  5.8  9.0  A  0.23  7.4  10.7 

SBL  A  0.04  16.5  4.3  A  0.04  20.7  4.5 

SBT/R  A  0.04  11.8  4.1  A  0.01  20.2  2.5 

Overall  A  0.37  7.2  ‐  A  0.49  7.0  ‐ 

Walkley Road & 
Hampstead 

Place/Jim Durrell 
RC 

Signalized 

EBL  A  0.04  7.1  4.7  A  0.23  12.9  9.8 

EBT/R  A  0.27  5.6  41.1  A  0.47  12.0  51.5 

WBL  A  0.02  3.3  m0.9  A  0.04  5.3  m1.0 

WBT/R  A  0.32  2.5  14.6  A  0.57  14.6  59.5 

NB  A  0.13  15.8  6.9  A  0.04  3.1  2.5 

SBL  A  0.09  21.8  6.1  A  0.06  20.6  7.8 

SBT/R  A  0.09  0.5  0.0  A  0.10  7.5  7.2 

Overall  A  0.32  4.4  ‐  A  0.39  13.2  ‐ 

Heron Road & Finn 
Court 

Signalized 

EBT/R  A  0.34  4.6  m38.6  A  0.50  4.4  92.5 

WBL  A  0.03  2.8  m0.8  A  0.06  2.1  m0.7 

WBT  A  0.51  7.7  136.9  A  0.42  1.4  20.8 

NBL  A  0.17  35.0  12.8  A  0.05  32.3  5.5 

NBR  A  0.09  14.8  5.4  A  0.06  16.9  4.2 

Overall  A  0.51  6.9  ‐  A  0.51  3.2  ‐ 
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Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & Alta 
Vista Drive 
Signalized 

EBL  C  0.77  75.4  #45.1  D  0.84  91.1  #78.9 

EBT/R  D  0.86  38.7  #107.6  E  0.97  59.6  #219.8 

WBL  F  1.09  142.7  #69.1  C  0.73  81.7  #56.0 

WBT  F  1.03  60.0  #140.1  C  0.80  44.3  146.4 

WBR  A  0.39  7.9  22.4  A  0.29  7.6  18.8 

NBL  A  0.26  29.6  19.6  A  0.26  44.1  13.0 

NBT/R  B  0.62  35.2  69.8  D  0.81  56.2  115.6 

SBL  A  0.38  19.3  24.9  B  0.66  36.2  47.6 

SBT/R  A  0.58  22.8  76.7  E  0.93  57.2  #208.1 

Overall  D  0.85  46.5  ‐  E  0.98  53.4  ‐ 

Heron Road & 
Bank Street 
Signalized 

EBL  D  0.90  72.0  #62.9  E  0.97  84.1  #95.3 

EBT  A  0.56  29.0  89.6  C  0.74  36.9  137.1 

EBR  A  0.36  4.1  15.7  B  0.64  8.2  45.4 

WBL  A  0.44  42.8  31.9  C  0.74  84.3  #46.6 

WBT  F  1.02  75.5  #175.0  F  1.10  107.3  #186.8 

WBR  A  0.37  7.9  20.9  A  0.33  12.6  23.3 

NBL  D  0.85  59.7  81.7  C  0.80  62.8  72.2 

NBT/R  A  0.60  34.5  88.6  C  0.74  50.4  99.7 

SBL  F  1.36  244.5  #99.2  E  0.91  84.5  #120.5 

SBT/R  A  0.60  42.8  66.2  F  1.21  145.7  #231.8 

Overall  D  0.88  54.1  ‐  F  1.10  76.6  ‐ 

Walkley Road & 
Bank Street 
Signalized 

EBL  F  1.26  183.5  #93.8  C  0.76  67.2  55.4 

EBT  A  0.45  38.1  55.2  A  0.46  42.2  62.4 

EBR  A  0.19  0.8  0.0  A  0.50  15.2  40.1 

WBL  A  0.42  57.6  20.7  B  0.70  64.6  48.2 

WBT/R  D  0.84  41.7  85.6  E  0.94  63.6  #137.1 

NBL  C  0.73  68.0  58.4  F  1.66  363.3  #132.6 

NBT  C  0.76  38.1  122.6  A  0.58  41.3  82.3 

NBR  A  0.28  7.0  17.5  A  0.40  9.6  26.0 

SBL  B  0.70  70.1  #36.5  B  0.70  66.2  46.9 

SBT  A  0.51  38.7  76.2  F  1.12  105.0  #233.8 

SBR  A  0.43  6.7  21.2  C  0.78  21.4  95.8 

Overall  D  0.87  51.4  ‐  F  1.05  71.5  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 0.90 
m = metered queue 
# = queue exceeds storage or mid‐block length 

Overall, the road network in the vicinity of the Heron Gate community operate well during the peak hours.  

The Heron Road  and Alta Vista Drive  intersection may  experience  extended queuing during  the peak hours, 

primarily in the east and west bound directions due to the accommodation of the north and south bound traffic.  

Along Bank Street, both the Heron Road and the Walkley Road intersections have over capacity movements during 

the AM peak, and multiple movements over capacity during the PM peak with a resulting overall  intersection 

being over capacity. The Bank Street Renewal has analyzed this corridor and is undergoing detailed design. 

2.2.8 Collision Analysis 
Collision data have been acquired from the City of Ottawa open data website (data.ottawa.ca) for five years prior 

to the commencement of this TIA for the surrounding study are road network. The key intersections within the 

study area, and  intersections/segments within the Heron Gate Official Plan Amendment area will be reviewed. 
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Table 3 summarizes the collisions types and conditions in the study area, Figure 10 illustrates the intersections 

and segments analyzed, and Table 4 summarizes the total collisions for each of these locations. Collision data are 

included in Appendix D. 

Table 3: Study Area Collision Summary, 2014‐2018 

   Number  % 

Total Collisions  595  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  131  22% 

Property Damage Only  464  78% 

Initial Impact Type 

Approaching  4  1% 

Angled  88  15% 

Rear end  255  43% 

Sideswipe  96  16% 

Turning Movement  74  12% 

SMV Unattended  19  3% 

SMV Other  46  8% 

Other  13  2% 

Road Surface 
Condition 

Dry  420  71% 

Wet  99  17% 

Loose Snow  29  5% 

Slush  12  2% 

Packed Snow  9  2% 

Ice  26  4% 

Pedestrian Involved  17  3% 

Cyclists Involved  9  2% 

Figure 10: Study Area Collision Records – Representation of 2014‐2016 

 
Source: https://maps.bikeottawa.ca/collisions/ Accessed: October 27, 2020 

 

Study Area 
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Table 4: Summary of Collision Locations, 2014‐2018 
  Number  % 

Intersections / Segments  595  100% 

Heron Rd @ Alta Vista Dr  43  7% 

Heron Rd @ Finn Crt  11  2% 

Heron Rd @ Baycrest Dr  19  3% 

Heron Rd @ Briar Hill Dr/Sandalwood Dr  15  3% 

Heron Rd @ Jefferson St  17  3% 

Heron Rd @ Walkley Rd  29  5% 

Hampstead Pl @ Walkley Rd  7  1% 

Albion Rd/Colliston Cres E @ Walkley Rd  32  5% 

Cedarwood Dr @ Walkley Rd  15  3% 

Baycrest Dr @ Walkley Rd  29  5% 

Walkley Rd @ Heatherington Rd  29  5% 

Bank St @ Heron Rd  130  22% 

Bank St @ Walkley Rd  125  21% 

Baycrest Dr @ Cedarwood Dr  3  1% 

Baycrest Dr @ Sandalwood Dr  4  1% 

Heron Rd btwn Finn Crt & Baycrest Dr  12  2% 

Heron Rd btwn Baycrest Dr & Sandalwood Dr  2  0% 

Heron Rd btwn Sandalwood Dr & Jefferson St  3  1% 

Walkley Rd btwn Colliston Cres & Cedarwood Dr  8  1% 

Walkley Rd btwn Cedarwood Dr & Baycrest Dr  2  0% 

Walkley Rd btwn Baycrest Dr & Heatherington Rd  19  3% 

Baycrest Dr btwn Heron Rd & Cedarwood Dr  8  1% 

Baycrest Dr btwn Cedarwood Dr & Sandalwood Dr  6  1% 

Baycrest Dr btwn Sandalwood Dr & Walkley Rd  4  1% 

Sandalwood Dr btwn Baycrest Dr & Heron Rd  12  2% 

Cedarwood Dr btwn Walkley Rd & Baycrest Dr  11  2% 

Given the extensive study area, the  intersections of Heron Road at Baycrest Drive, Heron Road at Sandalwood 

Drive/Briar Hill Drive, Walkley Road at Cedarwood Drive and Walkley Road at Baycrest Drive, and the segments of 

Sandalwood Drive between Heron Road and Baycrest Drive and Cedarwood Drive between Walkley Road and 

Baycrest Drive are noted to have experienced higher collisions than other intersections or segments within the 

Heron Gate area. The remaining intersections may need to be revied by the City, now or through future corridor 

design exercises, and the Bank Street intersections are assumed to be reviewed and addressed through the City’s 

revitalization project. Table 5, Table 6, Table 7, Table 8, Table 9, and Table 10 summarize the collision types and 

conditions for each intersection and segment identified to be reviewed within the Heron Gate area.  

Table 5: Heron Road at Baycrest Drive Collision Summary 

   Number  % 

Total Collisions  19  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  1  5% 

Property Damage Only  18  95% 

Initial Impact Type 

Angle  2  11% 

Rear end  10  53% 

Sideswipe  2  11% 

Turning Movement  5  26% 

Dry  12  63% 
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   Number  % 

Total Collisions  19  100% 

Road Surface 
Condition 

Wet  3  16% 

Loose Snow  1  5% 

Ice  3  16% 

Pedestrian Involved  1  5% 

Cyclists Involved  1  5% 

The Heron Road at Baycrest Drive intersection had a total of 19 collisions during the 2014‐2018 time period, with 

18  involving property damage only and the remaining 1 having non‐fatal  injuries. The collision types are most 

represented by  rear‐end and  turning movement collisions. Weather conditions do not affect collisions at  this 

location. Overall, the collisions do not denote a pattern at this intersection and no mitigation is recommended. 

Table 6: Heron Road at Sandalwood Drive/Briar Hill Drive Collision Summary 

   Number  % 

Total Collisions  15  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  5  33% 

Property Damage Only  10  67% 

Initial Impact Type 

Angle  7  47% 

Rear end  4  27% 

Turning Movement  4  27% 

Road Surface 
Condition 

Dry  8  53% 

Wet  5  33% 

Slush  2  13% 

Pedestrian Involved  1  7% 

Cyclists Involved  1  7% 

The Heron Road at Sandalwood Drive/Briar Hill Drive intersection had a total of 15 collisions during the 2014‐2018 

time period, with 10 involving property damage only and the remaining 5 having non‐fatal injuries. The collision 

types are represented by angled, rear‐end and turning movement. Weather conditions do not affect collisions at 

this location. Overall, the collisions do not denote a pattern at this intersection and no mitigation is recommended. 

Table 7: Walkley Road at Cedarwood Drive Collision Summary 

   Number  % 

Total Collisions  15  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  6  40% 

Property Damage Only  9  60% 

Initial Impact Type 

Angle  1  7% 

Rear end  8  53% 

Sideswipe  1  7% 

Turning Movement  3  20% 

SMV Other  2  13% 

Road Surface 
Condition 

Dry  11  73% 

Wet  2  13% 

Loose Snow  1  7% 

Slush  1  7% 

Pedestrian Involved  1  7% 

Cyclists Involved  1  7% 
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The Walkley Road at Cedarwood Drive intersection had a total of 15 collisions during the 2014‐2018 time period, 

with 9 involving property damage only and the remaining 6 having non‐fatal injuries. The collision types are most 

represented by rear end collisions. Weather conditions do not affect collisions at this location. Overall, no sight 

line or geometric issues are noted at this intersection and the rea end collisions may be a factor of traffic volumes, 

therefore no mitigation is recommended. Of note, the Driver Examination Centre is located on the south side of 

Walkley Road and may represent a number of the collisions along Walkley Road. 

Table 8: Walkley Road at Baycrest Drive Collision Summary 

   Number  % 

Total Collisions  29  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  6  21% 

Property Damage Only  23  79% 

Initial Impact Type 

Angle  6  21% 

Rear end  17  59% 

Sideswipe  3  10% 

Turning Movement  2  7% 

SMV Other  1  3% 

Road Surface 
Condition 

Dry  22  76% 

Wet  2  7% 

Slush  1  3% 

Packed Snow  2  7% 

Ice  2  7% 

Pedestrian Involved  1  3% 

Cyclists Involved  1  4% 

The Walkley Road at Baycrest Drive  intersection had a total of 29 collisions during the 2014‐2018 time period, 

with 23 involving property damage only and the remaining 6 having non‐fatal injuries. The collision types are most 

represented by rear end collisions with angled the next highest with 6 collisions. Weather conditions do not affect 

collisions at this location. Overall, no sight line or geometric issues are noted at this intersection and the rea end 

collisions may  be  a  factor  of  traffic  volumes,  therefore  no mitigation  is  recommended. Of  note,  the  Driver 

Examination Centre is located on the south side of Walkley Road and may represent a number of the collisions 

along Walkley Road. 

Table 9: Sandalwood Drive between Heron Road and Baycrest Drive Collision Summary 

   Number  % 

Total Collisions  12  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  1  8% 

Property Damage Only  11  92% 

Initial Impact Type 

Angle  2  17% 

Sideswipe  1  8% 

SMV Other  1  8% 

SMV Unattended  7  58% 

Other  1  8% 

Road Surface 
Condition 

Dry  5  42% 

Wet  5  42% 

Loose snow  2  17% 

Pedestrian Involved  1  8% 

Cyclists Involved  1  8% 
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The segment of Sandalwood Drive between Heron Road and Baycrest Drive had a total of 12 collisions during the 

2014‐2018 time period, with 11 involving property damage only and the remaining 1 having non‐fatal injuries. The 

collision  types  are most  represented  by  single motor  vehicle  unattended,  likely  damage  to  parked  cars  on 

alternating sides of the road. Weather conditions may impact the rate at which the collisions occur, and with over 

half the collisions occurring  in wet or  loose snow conditions, most (5 of 7) of which were single motor vehicle 

unattended. Overall, the collisions may decrease with parking relocated to one side of the road, although this may 

not be feasible with transit stops or traffic calming programs. No mitigation is recommended currently, although 

any future designs should  look to book end the parking areas with bulb‐outs to protected from these collision 

types.  

Table 10: Cedarwood Drive between Walkley Road and Baycrest Drive Collision Summary 

   Number  % 

Total Collisions  11  100% 

Classification 

Fatality  0  0% 

Non‐Fatal Injury  3  27% 

Property Damage Only  8  73% 

Initial Impact Type 

Angle  3  27% 

Sideswipe  1  9% 

Turning Movement  1  9% 

SMV Unattended  5  45% 

Other  1  9% 

Road Surface 
Condition 

Dry  8  73% 

Wet  1  9% 

Loose Snow  1  9% 

Packed Snow  1  9% 

Pedestrian Involved  1  9% 

Cyclists Involved  1  9% 

The segment of Cedarwood Drive between Walkley Road and Baycrest Drive had a total of 11 collisions during the 

2014‐2018 time period, with 8 involving property damage only and the remaining 3 having non‐fatal injuries. The 

collision types are most represented by single motor vehicle unattended, likely damage to parked cars. Weather 

conditions do not affect collisions at this location. No mitigation is recommended currently, although any future 

designs should look to book end the parking areas with bulb‐outs to protected from these collision types. 

2.3 Planned Conditions 

2.3.1 Changes to the Area Transportation Network 
No projects are identified within the City of Ottawa Transportation Master Plan for the 2031 Affordable Network. 

The 2031 Transportation Master Plan and Ultimate Rapid Transit and Transit Priority Network  identifies an at‐

grade bus  rapid  transit corridor along Heron Road, an extension of  the Baseline Road BRT  from  the currently 

planned end point at Airport Parkway/Data Centre Road. The Heron Road BRT would extend to Walkley Road, 

before traveling north along Russell Road and St Laurent Boulevard, ending at Innes Road/Industrial Avenue. 

In addition,  isolated transit priority measures are noted along Walkley Road from the Southeast Transitway to 

Heron Road. 

Bank Street Renewal is also underway at the western limits of the study area. The plan calls for functioning and 

safe complete arterial main street with a well‐balanced multi‐modal transportation network which will cater to 

vehicles, transit, cyclists and pedestrians. This will include cycle tracks in both the northbound and southbound 
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directions, protected  intersections,  landscaped boulevards with sidewalks, and  improved bus stops and shelter 

locations. This project is currently in the design process. 

The Alta Vista Drive Functional Planning Study was completed  in 2019 and  includes a mid‐block road width of 

11.0m, including a 3.5m general traffic lane and 2.0m buffered bike lane in each direction, elevate buffered bike 

lanes into cycle tracks and bend out at intersections, widen sidewalks to 2.0m on both sides of the road, reduce 

curb radii to assist with traffic calming, “protected intersection” layout at signalized intersections, enhance bus 

stops to improve transit efficiency, and replace right turn channels at Heron Road with right turn lanes. No date 

is set of implementation of the project. 

2.3.2 Other Study Area Developments 
2816 Sandalwood Drive – HG7 

HG7 was completed in the summer of 2020, removing the previous 80 townhouses on site to be replaced by 341 

apartment units in three 6‐storey buildings. An access is provided on both Sandalwood Drive and Heron Road.  

1670 Heron Road – Herongate Square 

Herongate  Square  underwent  redevelopment  during  2015‐2016,  de‐malling  the  site  and  adding  additional 

buildings along the Walkley Road and Heron Road frontages, and along the west boundary of the site. 

1780 Heron Road – Ultramar 

A new gas station was proposed at the Heron Road and Walkley Road intersection and has been constructed in 

2016. 

3 Study Area and Time Periods 

3.1 Study Area 
As determined  through pre‐consultation with City  staff,  the  following  study area  intersections  to be  included 

within the study area: 

 Heron Road at: 
o Walkley Road 
o Jefferson Street/HG Mall 
o Sandalwood Drive/Briar Hill  
o Baycrest Drive 
o Finn Court 
o Alta Vista Drive 
o Bank Street 

 Walkley Road at: 
o Heatherington Road/HG Mall 
o Cedarwood Drive 
o Baycrest Drive 
o Albion Road/Colliston Crescent 
o Hampstead Place/Jim Durrell RC 
o Bank Street 

The boundary road will be Heron Road, Walkley Road, Baycrest Drive, Sandalwood Drive and Cedarwood Drive 

and no screenlines are considered as part of this analysis. 
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3.2 Time Periods 
The proposed redevelopment is composed residential units the AM and PM peak hours will be examined. Minimal 

community oriented commercial may ultimately been included on the ground floor of the buildings along Heron 

Road and will need to be confirmed during the TIA reports for the site plan applications.  

3.3 Horizon Years 
The anticipated build‐out year of  the Heron Gate Official Plan Amendment build‐out horizon  is 2040, and an 

interim horizon of 2030 will be evaluated for comparative purposes. 

4 Exemption Review 
Table 11 summarizes the exemptions for this TIA. 

Table 11: Exemption Review 

Module  Element  Explanation   Exempt/Required 

Design Review Component 

4.1 Development 
Design 

4.1.2 Circulation 
and Access 

Only required for site plans  Exempt 

4.2.3 New Street 
Networks 

Only required for plans of subdivision  Exempt – conceptual 
discussion of change to 
Baycrest, Sandalwood and 
Cedarwood will be provided 

4.2 Parking 

4.2.1 Parking 
Supply 

Only required for site plans  Exempt – conceptual 
discussion of the parking 
supply proposed will be 
provided 

4.2.2 Spillover 
Parking 

Only required for site plans where parking 
supply is 15% below unconstrained 
demand 

Exempt 

Network Impact Component 

4.5 Transportation 
Demand 
Management 

All Elements  Not required for site plans expected to 
have fewer than 60 employees and/or 
students on location at any given time 

Required – strategies and 
options will be provided for 
consideration at individual 
site plan applications 

4.6 Neighbourhood 
Traffic Management 

4.6.1 Adjacent 
Neighbourhoods 

Only required when the development relies 
on local or collector streets for access and 
total volumes exceed ATM capacity 
thresholds 

Required 

4.8 Network Concept 

  Only required when proposed 
development generates more than 200 
person‐trips during the peak hour in excess 
of equivalent volume permitted by 
established zoning 

Required 

5 Development‐Generated Travel Demand 

5.1 Trip Generation and Mode Shares 
This TIA has been prepared using the vehicle and person trip rates for the residential components using the TRANS 

Trip Generation Study Report (2009). Table 12 summarizes the person trip rates for the proposed land use. 
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Table 12: Trip Generation Person Trip Rates 

Dwelling Type 
Land Use 
Code 

Peak 
Hour 

Vehicle Trip 
Rate 

Person Trip 
Rates 

Townhomes  221 
AM  0.31  0.84 

PM  0.34  0.85 

Mid‐rise Apartment  223 
AM  0.24  0.65 

PM  0.28  0.70 

High‐rise Apartment  222 
AM  0.24  0.65 

PM  0.27  0.68 

Using the above Person Trip rates, the total person trip generation has been estimates. Table 13 below illustrates 

the  total person  trip generation  for  the  redeveloping  townhome  (low  rise), mid‐rise apartment and high‐rise 

apartment dwelling type. All mid‐rise and high‐rise units are considered single bedroom units for the Official Plan 

Amendment assessment. Of note, the entire Heron Gate area will total 6,402 units in the Official Plan Amendment, 

with the background 348 units at 2816 Sandalwood Drive, and existing 957 units at 2840, 2851, and 2861 Baycrest 

Drive  and 2820 Cedarwood Drive.  The  trips  from  these  sites  are existing  conditions  and  assessed within  the 

background conditions. 

Table 13: Total Person Trip Generation 

Land Use 
Units / 
GFA 

AM Peak Hour  PM Peak Hour 

In  Out  Total  In  Out  Total 

Townhomes  118  86  148  234  105  93  198 

Mid‐rise Apartment  2,047  319  1011  1330  888  545  1433 

High‐rise Apartment  2,874  449  1418  1867  1211  742  1953 

Total Person Trips  854  2577  3431  2204  1380  3584 

Using the most recent National Capital Region Origin‐Destination survey (OD Survey), the existing mode shares 

for Alta Vista have been determined and compared to various modes share breakdowns identified by City Staff as 

potential interpretations of the data. Table 14 summarizes these modal shares. 

Table 14: Mode Shares 

Travel Mode 
Alta Vista 
(average) 

Alta Vista 
(AM from/within) 

Alta Vista 
(PM to/within) 

BRT Area 

Auto Driver  60%  50%  55%  35% 

Auto Passenger  15%  15%  15%  15% 

Transit  20%  20%  15%  35% 

Cycling  0%  5%  5%  5% 

Walking  5%  10%  10%  10% 

Total  100%  100%  100%  100% 

As Heron Road is planned to include dedicated bus lanes, the above mode share targets for a BRT area and person 

trip rates, the person trips by mode have been projected. Table 15 summarizes the trip generation by mode for 

each phase of the Heron Gate redevelopment. 

Table 15: Trip Generation by Mode 

Travel Mode  Mode Share 
AM Peak Hour  PM Peak Hour 

In  Out  Total  In  Out  Total 

Phase 2 

Auto Driver  35%  43  136  179  118  72  191 

Auto Passenger  15%  19  58  77  51  31  81 

Transit  35%  43  136  179  118  72  191 

Cycling  5%  7  19  26  17  10  27 
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Travel Mode  Mode Share 
AM Peak Hour  PM Peak Hour 

In  Out  Total  In  Out  Total 

Walking  10%  12  39  51  34  20  54 

Total  100%  123  389  512  338  207  545 

Phase 3 

Auto Driver  35%  66  183  250  154  101  255 

Auto Passenger  15%  28  79  107  67  43  109 

Transit  35%  66  183  250  154  101  255 

Cycling  5%  9  26  36  22  14  37 

Walking  10%  19  52  72  44  29  72 

Total  100%  189  524  713  441  286  727 

Phase 4 

Auto Driver  35%  38  120  158  104  64  168 

Auto Passenger  15%  16  52  68  45  28  71 

Transit  35%  38  120  158  104  64  168 

Cycling  5%  5  17  22  15  9  24 

Walking  10%  11  34  45  30  19  48 

Total  100%  108  345  453  297  182  479 

Phase 5 

Auto Driver  35%  69  217  285  187  115  302 

Auto Passenger  15%  29  93  123  80  49  129 

Transit  35%  69  217  285  187  115  302 

Cycling  5%  10  31  41  27  16  43 

Walking  10%  19  62  81  53  33  86 

Total  100%  196  619  815  534  328  862 

Phase 6 

Auto Driver  35%  83  245  328  208  132  340 

Auto Passenger  15%  37  106  140  89  57  146 

Transit  35%  83  245  328  208  132  340 

Cycling  5%  12  35  47  30  19  48 

Walking  10%  24  70  94  60  38  98 

Total  100%  238  700  938  594  377  971 

Based on the assumed build‐out phasing, Phases 2, 3 and 4 are anticipated to be completed by 2030 and the full 

build‐out by 2040. Table 16 summarizes the net new trip generation by mode for both horizons. The conceptual 

build‐out phasing is provided in Appendix E. 

Table 16: Summary of Trip Generation by Mode for Build‐Out Horizons 

Travel Mode  Mode Share 
AM Peak Hour  PM Peak Hour 

In  Out  Total  In  Out  Total 

Interim 2030 Build‐Out 

Auto Driver  35%  147  439  587  376  237  614 

Auto Passenger  15%  63  189  252  163  102  261 

Transit  35%  147  439  587  376  237  614 

Cycling  5%  21  62  84  54  33  88 

Walking  10%  42  125  168  108  68  174 

Total  100%  420  1258  1678  1076  675  1751 
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Travel Mode  Mode Share 
AM Peak Hour  PM Peak Hour 

In  Out  Total  In  Out  Total 

Full 2040 Build‐Out 

Auto Driver  35%  299  901  1200  771  484  1256 

Auto Passenger  15%  129  388  515  332  208  536 

Transit  35%  299  901  1200  771  484  1256 

Cycling  5%  43  128  172  111  68  179 

Walking  10%  85  257  343  221  139  358 

Total  100%  854  2577  3431  2204  1380  3584 

5.2 Trip Distribution 
To understand the travel patterns of the subject development, the OD Survey has been reviewed to determine 

the travel for the residential component patterns were applied based on the build‐out within the Alta Vista area. 

Table 17 below summarizes the distributions. 

Table 17: OD Survey Distribution – Alta Vista 

To/From  Residential % of Trips   

North  35%  30% via Heron Road east, 5% via Walkley Road west 

South  25%  15% via Walkley Road east, 10% via Walkley Road west 

East  20%  10% via Walkley Road, 10% via Heron Road 

West  20%  10% via Walkley Road, 10% via Heron Road 

Total  100%   

5.3 Trip Assignment 
Using the distribution outlined above, turning movement splits, and access to major transportation infrastructure, 

the trips generated by the site have been assigned to the Study Area road network. Figure 11 illustrates the new 

site generated volumes. 

The pedestrian  and  cycling distribution have not been provided  at  this  stage of  study  given  the difficulty of 

predicting how and where these modes interact with the surrounding road network. In general, the pedestrian 

travel is considered to be east‐west as there is little crossing desire of Heron Road or Walkley Road, and any transit 

users can access transit within the Heron Gate community and do not need to walk further than Baycrest Drive. 

For cyclists, the lack of facilities likely encourages the use of the pathway network in the area and avoidance of 

the existing road network. While not considered within the study, the future improvements to Heron Road and 

Walkley Road should provide these facilities and encourage cyclists back to these roadways. This can be assessed 

at the time of the environmental assessment/functional design and implementation of the improved corridors. 

Given the above, and the fact that the redevelopment is replacing the existing residential area and not a direct 

increase to the existing, the existing pedestrian and cycling volumes illustrated in Figure 5 and Figure 6 have been 

carried forward within the modeling exercise to provide a potential impact of the pedestrian crossing and bike 

volumes on the study are  intersections. These volumes will need to be further assessed at  individual site plan 

application or draft plan of subdivision submissions. 
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Figure 11: New 2030 Site Generation Auto Volumes 
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Figure 12: New 2040 Site Generation Auto Volumes 
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6 Background Network Travel Demands 

6.1 Transportation Network Plans 
The transportation network plans were discussed in Section 2.3. The Heron Road BRT is now understood to be 

beyond the existing 2031 horizon with no confirmed date. Therefore, it is not considered in the future horizons.  

The Bank Street Renewal is currently in the design process by the City. The geometric changes, as provided by the 

City project team, have been incorporated into the analysis. The timing of Alta Vista Drive renewal is unknown 

and not assessed in the background or future total conditions. 

6.2 Background Growth 
A review of the background projections from the City’s TRANS Regional Model for the 2011 and 2031 horizons 

was completed to determine the forecasted background growth context for each of the study area roadways. As 

growth within the City is not a linear process, a comparison of the existing volumes to the forecasted 2031 volumes 

has been included to determine how regional development has occurred and the impact on the study area. Table 

18 summarizes the results of the model, and the projections are provided in Appendix F.  

Table 18: TRANS Regional Model Projections – Study Area Growth Rates (AM Peak) 

Street 
Direction Growth % from 2011 to 2031  Direction Growth % from Existing to 2031 

Eastbound  Westbound  Eastbound  Westbound 

Heron  0.42%  ‐0.16%  0.58%  ‐1.05% 

Heron @ Bank  0.31%  ‐0.32%  ‐0.44%  ‐1.32% 

Walkley  1.43%  0.52%  ‐2.09%  ‐3.35% 

Walkley @ Bank  1.12%  0.82%  ‐1.19%  ‐3.23% 

  Northbound  Southbound  Northbound  Southbound 

Jefferson  1.05%  ‐4.95%  ‐4.07%  ‐7.01% 

Briar Hill  ‐0.27%  ‐1.04%  5.65%  7.42% 

Sandalwood  2.44%  ‐0.30%  5.73%  6.55% 

Baycrest @ Heron  ‐0.41%  ‐0.89%  ‐2.44%  ‐6.72% 

Baycrest @ Walkley  0.57%  ‐0.51%  2.97%  0.14% 

Alta Vista  1.06%  ‐1.23%  1.86%  ‐4.29% 

Heatherington  0.40%  ‐0.28%  2.28%  9.73% 

Albion  0.93%  ‐3.27%  ‐2.70%  ‐8.90% 

Bank @ Heron  0.20%  0.18%  ‐0.12%  ‐0.60% 

Bank @ Walkley  0.18%  ‐0.29%  0.03%  ‐1.96% 

In general, the TRANS forecasted volumes illustrate minimal or negative growth rates from 2011 to 2031. When 

compared to the existing volumes, the background growth in the area has not proceeded in a linear rate. Heron 

Road and Walkley Road have grown higher than the forecasted volumes and the various intersection roadways 

have similarly grown higher than the forecasted volumes. Given that roadways have a finite capacity and cannot 

grow unconstrained, the growth rates from the existing volumes to 2031 will used to generate the study area 

growth rates. Table 19 summarized the applied growth rates. 
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Table 19: Study Area Growth Rates 

Street 
Direction Growth %  

Eastbound  Westbound 

Heron  0.5%(0%)  0%(0.5%) 

Heron @ Bank 
0%(0%)  0%(0%) 

Walkley 

  Northbound  Southbound 

Jefferson 

0%(0%)  0%(0%) 

Sandalwood 

Baycrest 

Albion 

Bank 

Briar Hill  5%(5%)  5%(5%) 

Heatherington  0.5%(0%)  0%(0.5%) 

Alta Vista  1.5%(0%)  0%(1.5%) 
Format: AM (PM) growth percentage 

6.3 Background Developments 

6.3.1 Other Area Developments 
The HG7  redevelopment  located  at  2816  Sandalwood Drive was  completed  in  the  summer of  2020  and  the 

development related trips from this development have been considered explicitly within the future background 

horizons. 

6.3.2 Heron Gate Trip Reduction 
As the Heron Gate area is redeveloped, the various phases will be demolished in advance of construction. This is 

illustrated in the phasing plan (Appendix E). The existing traffic for each of these areas will be removed for the 

interim 2030 and full build‐out 2040 horizons, and have been illustrated in Figure 13 and Figure 14.  

Of note, the traffic counts used in this study are predominantly 2018, HG 5 was still in place on the south side of 

Heron Road between Baycrest Drive and Sandalwood Drive. These trips have been removed from the background 

horizons and future total horizons. Additional traffic surveys were also conducted at the residential towers that 

will remain in place and have not been removed from the network in any horizon or scenario. 
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Figure 13: Existing Auto Volumes Removed by 2030 
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Figure 14: Existing Auto Volumes Removed by 2040 
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7 Demand Rationalization 

7.1 2030 Future Background Operations  
Figure 15 illustrates the 2030 background volumes and Table 20 summarizes the 2030 background intersection 

operations. The level of service for signalized intersections is based on HCM 2010 calculations for individual lane 

movements and HCM 2000 v/c calculations for the overall intersection, and HCM average delay for unsignalized 

intersections. The synchro worksheets for the 2030 future background horizon are provided in Appendix G. 
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Figure 15: 2030 Future Background Volumes 
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Table 20: 2030 Future Background Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Baycrest Drive 
Signalized 

EBL  A  0.08  9.0  m4.0  A  0.01  8.2  m0.5 

EBT/R  A  0.46  7.4  39.4  B  0.61  8.6  45.2 

WBL  A  0.08  10.9  m5.0  A  0.13  9.2  m5.5 

WBT/R  A  0.55  16.0  100.6  A  0.48  9.8  84.0 

NB  C  0.73  39.1  58.8  A  0.57  34.5  36.3 

SBL  A  0.01  19.3  2.1  A  0.07  24.1  6.8 

SBT/R  A  0.02  14.7  3.0  A  0.03  19.3  4.3 

Overall  A  0.60  15.3  ‐  A  0.60‐  10.8  ‐ 

Heron Road & 
Sandalwood Drive 

Signalized 

EBL  A  0.25  10.7  28.3  A  0.42  20.9  m36.1 

EBT/R  A  0.30  6.3  82.5  A  0.48  14.8  122.2 

WBL  A  0.06  8.2  m6.2  A  0.22  14.9  13.3 

WBT/R  A  0.43  7.5  64.3  A  0.46  11.3  70.7 

NBL  A  0.28  35.0  14.2  A  0.11  23.5  9.7 

NBT/R  A  0.11  17.3  7.3  A  0.13  12.3  10.3 

SBL  A  0.07  28.9  5.8  A  0.05  22.1  6.3 

SBT/R  A  0.46  17.5  19.3  A  0.26  9.5  14.2 

Overall  A  0.41  8.9  ‐  A  0.41  13.5  ‐ 

Walkley Road & 
Cedarwood Drive 

Signalized 

EBL  A  0.05  3.6  2.9  A  0.19  4.1  3.8 

EBT  A  0.22  2.7  14.0  A  0.28  2.7  11.2 

WBT/R  A  0.26  7.1  54.6  A  0.37  13.4  87.8 

SBL  A  0.13  22.6  9.0  A  0.12  24.1  10.6 

SBR  A  0.15  7.8  5.9  A  0.23  7.2  9.0 

Overall  A  0.27  5.6  ‐  A  0.33  8.8  ‐ 

Walkley Road & 
Baycrest Drive 
Signalized 

EBL  A  0.11  4.3  4.4  A  0.21  4.2  5.0 

EBT/R  A  0.26  3.6  15.7  A  0.27  2.4  14.4 

WBL  A  0.02  16.4  m2.8  A  0.05  4.8  m2.1 

WBT/R  A  0.33  12.7  42.7  A  0.41  4.1  21.0 

NB  A  0.19  13.7  11.2  A  0.15  16.1  10.2 

SBL  A  0.41  24.9  22.2  A  0.43  30.8  25.0 

SBT/R  A  0.16  6.5  7.2  A  0.23  9.9  11.1 

Overall  A  0.38  9.9  ‐  A  0.44  5.6  ‐ 

Heron Road & 
Walkley Road 
Signalized 

EBL  ‐  ‐  ‐  ‐  A  0.00  15.0  1.0 

EBT  A  0.40  18.1  53.9  A  0.41  19.7  59.8 

WBT  A  0.38  17.8  50.7  A  0.55  22.2  86.9 

WBR  A  0.56  2.4  10.8  A  0.58  2.5  11.1 

SBL/R  A  0.55  25.4  70.0  C  0.80  34.4  124.3 

Overall  A  0.47  14.5  ‐  B  0.66  19.5  ‐ 
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Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Jefferson 

Street/HG Mall 
Signalized 

EBL  A  0.09  1.8  1.2  A  0.26  5.3  5.2 

EBT  A  0.27  1.5  6.5  A  0.41  3.4  20.3 

EBR  A  0.04  0.1  0.0  A  0.10  0.6  0.0 

WBL  A  0.02  6.6  3.4  A  0.11  9.4  8.3 

WBT/R  A  0.41  7.0  68.8  A  0.45  9.4  72.1 

NBL  A  0.16  31.7  9.6  A  0.31  31.2  19.4 

NBT  A  0.11  30.1  9.4  A  0.23  28.6  19.5 

NBR  A  0.10  8.4  4.4  A  0.21  7.2  8.8 

SB  A  0.43  19.2  18.6  A  0.41  25.4  25.8 

Overall  A  0.39  6.5  ‐  A  0.43  8.7  ‐ 

Walkley Road & 
Heatherington 
Road/HG Mall 
Signalized 

EBL  A  0.15  17.3  16.3  A  0.31  15.9  25.2 

EBT/R  A  0.35  14.2  49.0  A  0.34  14.1  57.1 

WBL  A  0.21  13.2  16.2  A  0.34  23.0  28.2 

WBT  A  0.28  10.4  34.6  A  0.48  19.3  66.1 

WBR  A  0.03  1.8  1.9  A  0.07  0.2  0.0 

NBL  A  0.48  24.9  26.7  A  0.46  27.9  27.9 

NBT/R  A  0.27  6.2  10.7  A  0.28  8.2  14.5 

SB  A  0.15  9.0  8.3  A  0.43  14.8  25.6 

Overall  B  0.39  13.1  ‐  A  0.49  16.7  ‐ 

Walkley Road & 
Albion 

Road/Colliston 
Crescent 
Signalized 

EBL  A  0.02  7.8  m1.7  A  0.05  1.2  m0.3 

EBT  A  0.23  9.0  37.1  A  0.32  1.3  3.0 

EBR  A  0.14  5.6  17.3  A  0.14  0.3  0.1 

WBL  A  0.18  4.0  1.7  A  0.35  6.2  6.6 

WBT/R  A  0.29  4.1  3.8  A  0.37  4.5  10.6 

NBL  A  0.35  22.6  22.9  A  0.58  34.2  38.7 

NBT/R  A  0.21  5.9  8.6  A  0.21  7.7  10.2 

SBL  A  0.04  16.5  4.1  A  0.03  21.0  4.2 

SBT/R  A  0.03  11.7  3.8  A  0.01  20.5  2.5 

Overall  A  0.33  7.4  ‐  A  0.43  6.0  ‐ 

Walkley Road & 
Hampstead 

Place/Jim Durrell 
RC 

Signalized 

EBL  A  0.04  7.0  4.3  A  0.17  11.1  8.3 

EBT/R  A  0.25  5.5  36.8  A  0.43  11.5  45.9 

WBL  A  0.02  3.3  m0.9  A  0.03  4.4  m0.7 

WBT/R  A  0.29  2.5  13.3  A  0.51  12.6  15.8 

NB  A  0.12  15.7  6.5  A  0.04  2.6  1.9 

SBL  A  0.08  21.6  5.6  A  0.06  20.5  7.5 

SBT/R  A  0.08  0.4  0.0  A  0.09  7.8  6.8 

Overall  A  0.29  4.3  ‐  A  0.35  11.9  ‐ 

Heron Road & Finn 
Court 

Signalized 

EBT/R  A  0.33  4.3  38.0  A  0.45  4.0  78.8 

WBL  A  0.02  4.3  m1.3  A  0.05  1.9  m0.6 

WBT  A  0.46  8.9  124.8  A  0.40  1.3  17.5 

NBL  A  0.15  34.7  11.8  A  0.04  32.2  5.1 

NBR  A  0.08  15.2  5.1  A  0.05  17.1  4.1 

Overall  A  0.46  7.4  ‐  A  0.47  2.9  ‐ 

 

   



  Timbercreek Heron Gate Official Plan Amendment Transportation Impact Assessment 

    Page 37 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & Alta 
Vista Drive 
Signalized 

EBL  C  0.71  68.5  #39.6  D  0.82  91.5  #69.4 

EBT/R  D  0.83  36.1  #94.5  D  0.89  49.4  #189.6 

WBL  E  0.98  116.6  #62.0  B  0.69  79.7  #48.1 

WBT  D  0.85  29.8  #117.3  C  0.76  42.6  138.2 

WBR  A  0.34  7.4  19.1  A  0.27  6.8  16.2 

NBL  A  0.23  28.6  17.9  A  0.24  43.6  12.1 

NBT/R  B  0.66  36.6  75.2  B  0.70  47.8  101.7 

SBL  A  0.35  19.0  22.8  A  0.54  30.1  43.0 

SBT/R  A  0.52  21.2  67.2  E  0.94  58.2  #219.5 

Overall  C  0.80  34.5  ‐  E  0.95  48.9  ‐ 

Heron Road & 
Bank Street 
Signalized 

EBL  E  0.93  89.0  #60.2  F  1.01  94.7  #85.3 

EBT  A  0.41  30.9  58.8  B  0.66  32.7  108.6 

EBR  A  0.37  5.1  16.7  B  0.65  13.4  65.8 

WBT  D  0.83  52.3  #103.5  E  0.91  59.5  #124.9 

WBR  A  0.26  1.3  0.0  A  0.25  3.3  6.4 

NBL  F  1.03  94.4  #109.7  E  0.97  89.7  #78.8 

NBT/R  A  0.56  29.3  90.1  A  0.57  36.8  81.1 

SBL  A  0.50  61.9  22.5  B  0.67  60.3  42.2 

SBT/R  A  0.43  32.7  53.4  F  1.01  72.2  #170.3 

Overall  D  0.85  45.7  ‐  F  1.03  52.3  ‐ 

Walkley Road & 
Bank Street 
Signalized 

EBL  F  1.15  149.0  #88.4  E  0.96  97.6  #61.2 

EBT/R  A  0.54  41.0  63.0  C  0.72  38.3  74.8 

WBL  A  0.47  66.9  21.2  D  0.87  83.6  #51.4 

WBT/R  D  0.84  48.2  86.3  D  0.89  53.5  #99.1 

NBL  A  0.57  65.7  31.2  C  0.78  76.3  #43.9 

NBT  E  1.00  66.3  #228.5  B  0.68  39.1  104.1 

NBR  A  0.26  6.1  16.0  A  0.34  5.8  16.5 

SBL  B  0.66  70.9  #46.3  C  0.75  67.1  #46.3 

SBT  A  0.37  31.4  64.7  E  0.94  52.8  #181.4 

SBR  A  0.34  5.2  17.9  C  0.72  21.3  89.5 

Overall  E  0.94  57.9  ‐  E  0.94  49.6  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 1.00 
m = metered queue 
# = queue exceeds storage or mid‐block length 

In general, the study area intersections operate well during the peak hours with the exception of the intersections 

of Heron Road and Alta Vita Drive, Heron Road and Bank Street, and Walkley Road and Bank Street. The slightly 

improvement in operations from the existing conditions is due to the peak hour factor change from 0.9 to 1.0. 

At the intersection of Heron Road and Alta Vista Drive, the operations are similar to the existing conditions with 

queuing concerns  in the eastbound and westbound directions during both peak hours, and  in the southbound 

direction  during  the  PM  peak.  High  delays  are  noted  for  the  AM  westbound  left‐turn movement  and  PM 

eastbound left‐turn movement. 

The Heron Road and Bank Street intersection has been updated with to match the Bank Street Renewal geometry 

and timing provided by the City of Ottawa. During the AM peak hour,  the eastbound  left‐turn movement will 

experience  high  delays  and  potential  extended  queuing,  the westbound  through may  experience  extended 

queuing, and  the northbound  left‐turn  is expected  to be over  capacity, experience high delays and potential 

extended queuing. During the PM peak, the overall intersection is expected to be over capacity with high delays. 

Both  of  the  eastbound  left‐turn  and  southbound  shared  through/right‐turn movements  are  expected  to  be 
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overcapacity, with high delays and potential extended queues, the northbound left‐turn will be nearing capacity 

with high delays and potential extended queuing, and the westbound through may experience extended queuing. 

The Walkley  Road  and  Bank  Street  intersection  has  been  updated with  to match  the  Bank  Street  Renewal 

geometry and timing provided by the City of Ottawa. During the AM peak hour, the eastbound left‐turn movement 

is  expected  to be over  capacity with high delays  and potential  extended queuing, northbound  left‐turn may 

experience extended queuing, the southbound left‐turn movement may experience extended queuing. During the 

PM peak hour, the westbound left‐turn movement is expected to be over capacity with high delays and potential 

extended queuing, and eastbound left‐turn, northbound left‐turn, southbound left‐turn and southbound through 

movements may experience extended queuing. 

The capacity constraints at the Bank Street intersections are consistent with the previous work done in the area 

and the revitalization project. While outside the scope of this project, the corridor coordination may need to be 

revised to accommodate the background traffic and future development. 

7.2 2040 Future Background Operations  
Figure 16 illustrates the 2040 background volumes and Table 21 summarizes the 2040 background intersection 

operations. The level of service for signalized intersections is based on HCM 2010 calculations for individual lane 

movements and HCM 2000 v/c calculations for the overall intersection, and HCM average delay for unsignalized 

intersections. The synchro worksheets for the 2040 future background horizon are provided in Appendix H. 
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Figure 16: 2040 Future Background Volumes 
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Table 21: 2040 Future Background Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Baycrest Drive 
Signalized 

EBL  A  0.08  9.1  m3.8  A  0.02  8.2  m0.5 

EBT/R  A  0.47  7.8  40.5  B  0.61  8.6  45.2 

WBL  A  0.08  9.9  m4.4  A  0.13  8.8  m4.9 

WBT/R  A  0.55  14.1  80.6  A  0.50  10.4  95.9 

NB  C  0.73  39.1  58.8  A  0.57  34.5  36.3 

SBL  A  0.01  19.3  2.1  A  0.07  24.1  6.8 

SBT/R  A  0.02  14.7  3.0  A  0.03  19.3  4.3 

Overall  B  0.60  14.4  ‐  A  0.60  11.0  ‐ 

Heron Road & 
Sandalwood Drive 

Signalized 

EBL  A  0.45  18.0  32.6  D  0.84  53.5  #58.2 

EBT/R  A  0.33  7.4  84.9  A  0.52  15.8  120.7 

WBL  A  0.07  8.9  m6.2  A  0.24  15.9  m13.3 

WBT/R  A  0.46  8.4  65.5  A  0.53  12.6  77.2 

NBL  A  0.35  36.5  14.9  A  0.12  23.7  9.8 

NBT/R  A  0.10  15.8  7.3  A  0.13  12.3  10.3 

SBL  A  0.10  27.7  8.1  A  0.09  23.0  8.7 

SBT/R  B  0.66  28.3  36.9  A  0.38  15.6  24.5 

Overall  B  0.48  11.5  ‐  B  0.69  17.2  ‐ 

Walkley Road & 
Cedarwood Drive 

Signalized 

EBL  A  0.05  3.6  2.9  A  0.19  4.1  3.8 

EBT  A  0.22  2.7  14.0  A  0.28  2.7  11.2 

WBT/R  A  0.26  7.1  54.6  A  0.37  13.4  87.8 

SBL  A  0.13  22.6  9.0  A  0.12  24.1  10.6 

SBR  A  0.15  7.8  5.9  A  0.23  7.2  9.0 

Overall  A  0.27  5.6  ‐  A  0.33  8.8  ‐ 

Walkley Road & 
Baycrest Drive 
Signalized 

EBL  A  0.11  4.3  4.4  A  0.21  4.2  5.0 

EBT/R  A  0.26  3.6  15.7  A  0.27  2.4  14.4 

WBL  A  0.02  16.6  m2.8  A  0.05  4.8  m2.1 

WBT/R  A  0.33  12.7  42.4  A  0.41  4.1  21.0 

NB  A  0.19  13.7  11.2  A  0.15  16.1  10.2 

SBL  A  0.41  24.9  22.2  A  0.43  30.8  25.0 

SBT/R  A  0.16  6.5  7.2  A  0.23  9.9  11.1 

Overall  A  0.38  9.9  ‐  A  0.44  5.6  ‐ 

Heron Road & 
Walkley Road 
Signalized 

EBL  ‐  ‐  ‐  ‐  A  0.00  15.0  1.0 

EBT  A  0.40  18.1  53.9  A  0.41  19.7  59.8 

WBT  A  0.38  17.8  50.7  A  0.55  22.2  86.9 

WBR  A  0.56  2.4  10.8  A  0.60  2.6  11.3 

SBL/R  A  0.58  26.0  74.1  C  0.80  34.4  124.3 

Overall  B  0.48  14.8  ‐  B  0.66  19.3  ‐ 
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Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Jefferson 

Street/HG Mall 
Signalized 

EBL  A  0.09  2.0  1.4  A  0.27  5.8  m5.3 

EBT  A  0.28  1.6  8.0  A  0.41  3.4  21.0 

EBR  A  0.04  0.1  0.0  A  0.10  0.6  0.0 

WBL  A  0.02  6.7  3.4  A  0.11  9.4  8.3 

WBT/R  A  0.41  7.0  68.8  A  0.47  9.7  77.1 

NBL  A  0.16  31.7  9.6  A  0.31  31.2  19.4 

NBT  A  0.11  30.1  9.4  A  0.23  28.6  19.5 

NBR  A  0.10  8.4  4.4  A  0.21  7.2  8.8 

SB  A  0.43  19.2  18.6  A  0.41  25.4  25.8 

Overall  A  0.39  6.4  ‐  A  0.45  8.9  ‐ 

Walkley Road & 
Heatherington 
Road/HG Mall 
Signalized 

EBL  A  0.15  17.3  16.3  A  0.32  16.1  26.1 

EBT/R  A  0.35  14.3  49.0  A  0.34  14.0  57.1 

WBL  A  0.21  13.2  16.2  A  0.35  23.0  28.2 

WBT  A  0.28  10.5  34.6  A  0.48  19.3  66.1 

WBR  A  0.03  1.8  1.9  A  0.08  0.2  0.0 

NBL  A  0.51  25.4  28.1  A  0.46  27.9  27.9 

NBT/R  A  0.28  6.1  11.0  A  0.28  8.2  14.5 

SB  A  0.15  9.0  8.3  A  0.43  14.8  25.6 

Overall  B  0.40  13.2  ‐  A  0.49  16.6  ‐ 

Walkley Road & 
Albion 

Road/Colliston 
Crescent 
Signalized 

EBL  A  0.02  7.8  m1.7  A  0.05  1.2  m0.3 

EBT  A  0.23  9.0  37.1  A  0.32  1.3  3.0 

EBR  A  0.14  5.6  17.3  A  0.14  0.3  0.1 

WBL  A  0.18  4.0  1.7  A  0.35  6.1  6.6 

WBT/R  A  0.29  4.1  3.8  A  0.37  4.5  10.6 

NBL  A  0.35  22.6  22.9  A  0.58  34.2  38.7 

NBT/R  A  0.21  5.9  8.6  A  0.21  7.7  10.2 

SBL  A  0.04  16.5  4.1  A  0.03  21.0  4.2 

SBT/R  A  0.03  11.7  3.8  A  0.01  20.5  2.5 

Overall  A  0.33  7.4  ‐  A  0.43  6.0  ‐ 

Walkley Road & 
Hampstead 

Place/Jim Durrell 
RC 

Signalized 

EBL  A  0.04  7.0  4.3  A  0.17  11.1  8.3 

EBT/R  A  0.25  5.5  36.8  A  0.43  11.5  45.9 

WBL  A  0.02  3.3  m0.9  A  0.03  4.4  m0.7 

WBT/R  A  0.29  2.5  13.3  A  0.51  12.6  15.8 

NB  A  0.12  15.7  6.5  A  0.04  2.6  1.9 

SBL  A  0.08  21.6  5.6  A  0.06  20.5  7.5 

SBT/R  A  0.08  0.4  0.0  A  0.09  7.8  6.8 

Overall  A  0.29  4.3  ‐  B  0.35  11.9  ‐ 

Heron Road & Finn 
Court 

Signalized 

EBT/R  A  0.34  4.6  m38.1  A  0.45  4.0  78.8 

WBL  A  0.03  4.2  m1.3  A  0.05  2.5  m0.8 

WBT  A  0.46  8.4  124.8  A  0.42  1.7  24.8 

NBL  A  0.15  34.7  11.8  A  0.04  32.2  5.1 

NBR  A  0.08  15.2  5.1  A  0.05  17.1  4.1 

Overall  A  0.46  7.2  ‐  A  0.47  3.1  ‐ 
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Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & Alta 
Vista Drive 
Signalized 

EBL  C  0.71  68.5  #39.6  D  0.83  94.0  #69.4 

EBT/R  D  0.86  38.8  #107.8  E  0.95  58.2  #189.6 

WBL  E  0.98  116.3  #61.8  B  0.69  79.7  #48.1 

WBT  D  0.85  29.9  #117.1  D  0.85  48.6  147.6 

WBR  A  0.34  7.4  19.1  A  0.28  7.8  17.7 

NBL  A  0.23  28.6  17.9  A  0.35  56.0  13.8 

NBT/R  C  0.75  41.7  #97.1  B  0.65  43.9  101.7 

SBL  A  0.39  19.9  22.8  A  0.49  27.7  43.0 

SBT/R  A  0.52  21.2  67.2  E  1.00  69.6  #266.1 

Overall  D  0.83  35.9  ‐  E  1.00  55.1  ‐ 

Heron Road & 
Bank Street 
Signalized 

EBL  E  0.93  89.0  #60.2  F  1.01  94.7  #85.3 

EBT  A  0.41  30.9  58.8  B  0.66  32.7  108.6 

EBR  A  0.37  5.1  16.7  B  0.65  13.4  65.8 

WBT  D  0.83  52.3  #103.5  E  0.91  59.5  #124.9 

WBR  A  0.26  1.3  0.0  A  0.25  3.3  6.4 

NBL  F  1.03  94.4  #109.7  E  0.97  89.7  #78.8 

NBT/R  A  0.56  29.3  90.1  A  0.57  36.8  81.1 

SBL  A  0.50  61.9  22.5  B  0.67  60.3  42.2 

SBT/R  A  0.43  32.7  53.4  F  1.01  72.2  #170.3 

Overall  D  0.85  45.7  ‐  F  1.03  52.3  ‐ 

Walkley Road & 
Bank Street 
Signalized 

EBL  F  1.15  149.0  #88.4  E  0.96  97.6  #61.2 

EBT/R  A  0.54  41.0  63.0  C  0.72  38.3  74.8 

WBL  A  0.47  66.9  21.2  D  0.87  83.6  #51.4 

WBT/R  D  0.84  48.2  86.3  D  0.89  53.5  #99.1 

NBL  A  0.57  65.7  31.2  C  0.78  76.3  #43.9 

NBT  E  1.00  66.3  #228.5  B  0.68  39.1  104.1 

NBR  A  0.26  6.1  16.0  A  0.34  5.8  16.5 

SBL  B  0.66  70.9  #46.3  C  0.75  67.1  #46.3 

SBT  A  0.37  31.4  64.7  E  0.94  52.8  #181.4 

SBR  A  0.34  5.2  17.9  C  0.72  21.3  89.5 

Overall  E  0.94  58.2  ‐  E  0.94  49.6  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 1.00 
m = metered queue 
# = queue exceeds storage or mid‐block length 

The background 2040 conditions operate similar to the 2030 background operations. No additional mitigation or 

recommendations are noted. 

7.3 Modal Share Sensitivity 
The modal share has been assumed at a 35% transit modal share  in relation to the proposed Heron Gate BRT 

corridor. While it has been noted that the changes to any geometry along Heron Road have not been incorporated, 

this should not preclude the use of these targets and subsequent design and transportation demand management 

measures to support this modal share. If we assess the proposed Heron Gate redevelopment as an auto focus 

development,  it  would  beget  higher  parking  space  ratios  for  the  development  and  excessive  road 

widening/improvements in the area. The end result would render any modal shift measures introduced outlined 

within  the  redevelopment area  ineffective and become an additional planning/zoning hurdle  to overcome at 

specific site plan applications. 
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Therefore, the modal shares outlined above will be carried forward within this study and incorporated into the 

planning and policy  framework  for  the Heron Gate  redevelopment area. The higher  transit  focus will also be 

required to ensure that the Heron Road BRT is given a firm design and construction date to adequately plan the 

site plan applications within Heron Gate. 

Beyond the need to outline the design requirements and aggressively target a modal shift in the redevelopment, 

the TIA assesses the redevelopment plans for the mid‐rise and high‐rise buildings as single bedroom units. This 

represents the maximum number of units that could be built in the plans, but not the likely unit count that will be 

realized. For example, if 20% of the units became two‐bedroom units, this would reduce the unit count by 10%, 

or nearly 500 units. As the final unit mix will be confirmed at zoning and site plan approval, the individual TIAs 

required for each phase will assess the proposed unit counts are each submission. As such, the final unit mix may 

decrease in the actual trips generated from the redevelopment area and is expected to result in a decrease in the 

potential burden on the surrounding road network and transit service demands. 

8 Development Design 

8.1 Design for Sustainable Modes 
The sustainable modes design  is typically assessed during the site plan application or draft plan of subdivision 

submissions and deal with site specific features and design elements. As the Official Plan Amendment remains a 

higher‐level planning document, this module has limited application to the overall TIA. The specifics of the design 

elements will be required at site plan application or plan of subdivision submissions and need to conform with the 

most recent City standards and design guidance documents.  

The current standards that can be referenced at this time include: 

 Baycrest Drive – widen roadway to facilitate a 22m Slow Collector Street, as outlined within the 22B pre‐

vetted cross‐section in the Designing Neighbourhood Collector Streets 

 Sandalwood Drive and Cedarwood Drive – maintain existing right‐of‐way and formalize asphalt walkways 

to full sidewalks, as outlined in the standard detail drawings for a 20‐A Residential Road 

A high‐level pedestrian and cycling network concept is provided in Figure 17. This concept is provided as a guiding 

figure  for  future  development  and  to  be  considered when  specific  upgrades  are  completed  throughout  the 

community. Of consideration, there are residual properties and other land owners that front onto the Heron Gate 

area roadways and may impact the ability for this future concept to be realized during the various stages or upon 

completion of the proposed redevelopment areas. 
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Figure 17: Heron Gate Concept Plan ‐  Concept Pedestrian and Cycling Network 

 

8.2 New Street Networks 
Traffic calming elements have been recommended and incorporated into the Heron Gate Concept Plan at local 

road intersections, pedestrian crossing locations and at intermittent areas to provide breaks or bookend on‐street 

parking areas. These are  intended to form the basis of meeting the 30 km/h speed policy and may be further 

refined once the design guidelines are issued in 2021. 

In addition to these facilities illustrated in the concept plan, the following elements should be explored: 

 Double  narrowing  on  each  corner  at  the major  intersections  of  Baycrest Drive  at  Cedarwood Drive, 

Baycrest Drive at Sandalwood Drive, and Cedarwood Drive at the new Sandalwood Drive extension 

 Raised intersection at Baycrest Drive and Cedarwood Drive 

 Raised crossings for multi‐use pathway crossings 

 Bulb‐out chicanes to shift parking to opposite side at midblock locations 

 Speed  humps  or  speed  table  located  along  internal  roadways,  such  as  between  Baycrest  Drive  and 

Sandalwood Drive near Heron Road 

Further details and design of these elements will be completed during the various site plan application or draft 

plan of subdivision submissions and likely require roadway modification approvals to be implemented.  

Legend 
Sidewalk 
Walkway 
Cycletrack 
Multi‐Use Pathway 

Future City Facility 
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9 Parking 

9.1 Parking Supply 
The  Heron  Gate  Concept  Plan  currently  proposes  3,805  parking’s  stalls  to  be  provided  throughout  the 

redevelopment area. This is estimated based on a ratio of 0.5 resident spaces per unit and 0.2 visitor spaces per 

unit. This is below the minimum parking requirement (1.2 per low rise unit, 1.2 per mid rise unit and 1 per high 

rise units, plus 0.2 visitor per unit) which can be approximated to be 5,469 resident parking stalls and 480 to 720 

visitor parking stalls depending on the number of buildings and unit counts per site. 

It is recommended that the site be considered, at minimum, as an inner suburban site to maintain the minimum 

parking requirements to 0.5 per unit. Further reductions of the minimum below 0.5 per unit would ultimately 

improve the adoption of alternative modes of travel beyond auto modes. When considering any revisions to the 

parking ratio, consideration should also be given to the unit mix within the development area. The units outlined 

within  the  TIA  are  single  bedroom  units  and would  reduce  the  total  unit  count  as multi‐bedroom  units  are 

incorporated into the various site plan application submissions. 

10 Boundary Street Design 
Table 22 summarizes the MMLOS analysis for the boundary streets of Heron Road, Walkley Road, Baycrest Drive, 

Sandalwood Drive and Cedarwood Drive. The existing and widening/future conditions are split into separate rows. 

The widening conditions are conceptual only and use the Baseline BRT as a proxy condition along Heron Road and 

standard arterial road cross‐section and protected intersection along Walkley Road, collector road guidelines and 

conceptual  cross‐sections  for Baycrest Drive  and  current  local  road  cross‐sections  for  Sandalwood Drive  and 

Cedarwood  Drive.  The  boundary  street  analysis  is  based  on  the  policy  area  of  General  Urban  and  Arterial 

Mainstreet along Walkley Road. The MMLOS worksheets has been provided in Appendix I. 

Table 22: Boundary Street MMLOS Analysis 

Segment 
Pedestrian LOS  Bicycle LOS  Transit LOS  Truck LOS 

PLOS  Target  BLOS  Target  TLOS  Target  TrLOS  Target 

Heron Road 
Existing  D  C  E/A  B  D  D  A  D 

Widening  C  C  A  B  B  B  C  D 

Walkley Road 
Existing  F  C  E  C  B  D  A  D 

Widening  C  C  A  C  D  D  A  D 

Baycrest Drive 
Existing  C  C  D  D  D  D  C  D 

Future  B  C  A  D  D  D  C  D 

Sandalwood Drive 
Existing  B  C  D  D  ‐  ‐  ‐  ‐ 

Future  B  C  A  D  ‐  ‐  ‐  ‐ 

Cedarwood Drive 
Existing  B  C  D  D  ‐  ‐  ‐  ‐ 

Future  B  C  A  D  ‐  ‐  ‐  ‐ 

The existing Heron Road and Walkley Road cross‐sections do not meet the pedestrian and cycling (north side of 

Heron Road only) MMLOS targets. The sidewalks would need to be widened and wider boulevards provided to 

meet the pedestrian targets. Dedicated facilities would need to be provided in both directions to meet the cycling 

targets. It is anticipated that the future City widening/revitalization projects would upgrade the corridors to meet 

the targets.  

The remaining LOS targets are met within the Heron Gate area. 

Crowding  PLOS  is  not  considered  in  the  PLOS  due  to  the  excessively  high‐volume  threshold.  At  the  lowest 

threshold given, of 250 pedestrians per hour, the minimum effective sidewalk width required to achieve LOS A 



  Timbercreek Heron Gate Official Plan Amendment Transportation Impact Assessment 

    Page 46 

would be 3.0 metres, whereby nearly any sidewalk considered for  installation  in the City would not be able to 

meet this target.  

11 Access Intersections Design 
11.1 Location and Design of Access 
No  changes  to  the  existing  intersection  locations  are  proposed  as  part  of  the Official  Plan  Amendment.  An 

additional  local  road  connection  is proposed as an extension of Sandalwood Drive  to  the west  to  connect at 

Cedarwood Drive. The intersections on Heron Road and Walkley Road will be reviewed in the subsequent section 

to outline potential turn lane requirements. Any individual site plan application accesses are expected to meet 

the private approach bylaw and current design guidance for accesses with the City of Ottawa. 

11.2 Intersection Control 
No changes  to  the  intersection control  is anticipated  for  the Heron Gate area. Heron Road and Walkley Road 

intersections are expected to remain as signalized intersections and the internal intersections will remain as an 

all‐way stop control at Baycrest Drive and Cedarwood Drive, minor stop control on Sandalwood Drive at Baycrest 

Drive and at Cedarwood Drive, and private approach stop control for the remaining accesses. 

11.3 Access Intersection Design 

11.3.1 2030 Future Total Access Intersection Operations 
The 2030 future total intersection volumes are illustrated in Figure 18 and the access intersection operations are 

summarized  below  in  Table  23.  The  level  of  service  for  signalized  intersections  is  based  on  HCM  2010  v/c 

calculations for individual lane movements and HCM 2000 v/c calculations for the overall intersection, and HCM 

average delay for unsignalized intersections. The synchro worksheets have been provided in Appendix J. 
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Figure 18: 2030 Future Total Volumes 
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Table 23: 2030 Future Total Access Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Baycrest Drive 
Signalized 

EBL  A  0.10  10.9  m3.8  A  0.02  8.5  m0.5 

EBT/R  A  0.51  9.4  40.2  B  0.62  8.8  46.7 

WBL  A  0.10  13.4  m5.8  A  0.13  9.3  m5.4 

WBT/R  A  0.60  19.1  116.2  A  0.49  10.2  87.3 

NB  D  0.81  41.8  70.8  B  0.62  37.4  40.8 

SBL  A  0.01  16.7  1.9  A  0.07  23.7  6.8 

SBT/R  A  0.01  12.6  2.7  A  0.03  19.2  4.3 

Overall  B  0.67  18.4  ‐  B  0.61  11.5  ‐ 

Heron Road & 
Sandalwood Drive 

Signalized 

EBL  A  0.26  9.2  m28.2  A  0.43  21.1  m36.0 

EBT/R  A  0.31  5.3  84.0  A  0.49  14.7  123.1 

WBL  A  0.07  8.3  m7.4  A  0.27  16.1  15.5 

WBT/R  A  0.44  7.7  64.9  A  0.47  11.6  72.5 

NBL  A  0.36  36.9  17.2  A  0.14  24.2  11.6 

NBT/R  A  0.18  13.9  8.8  A  0.13  12.4  10.2 

SBL  A  0.07  28.6  5.8  A  0.05  22.1  6.3 

SBT/R  A  0.46  17.4  19.5  A  0.26  9.5  14.2 

Overall  A  0.42  8.7  ‐  A  0.42  13.7  ‐ 

Walkley Road & 
Cedarwood Drive 

Signalized 

EBL  A  0.10  4.0  3.8  A  0.29  5.1  4.9 

EBT  A  0.24  3.3  13.9  A  0.29  2.7  11.1 

WBT/R  A  0.30  8.4  56.3  A  0.38  14.7  90.4 

SBL  A  0.22  24.2  13.5  A  0.13  24.4  11.6 

SBR  A  0.27  7.1  8.4  A  0.22  7.2  8.8 

Overall  A  0.30  6.9  ‐  A  0.35  9.5  ‐ 

Walkley Road & 
Baycrest Drive 
Signalized 

EBL  A  0.13  4.5  5.0  A  0.29  6.1  6.1 

EBT/R  A  0.28  3.7  16.2  A  0.27  2.3  14.1 

WBL  A  0.02  16.8  m2.9  A  0.05  4.5  m2.0 

WBT/R  A  0.34  13.0  44.5  A  0.43  3.9  20.7 

NB  A  0.19  13.5  11.2  A  0.16  16.4  10.2 

SBL  A  0.46  26.1  25.2  A  0.23  26.1  14.5 

SBT/R  A  0.22  6.0  8.6  A  0.23  10.1  11.0 

Overall  B  0.40  10.1  ‐  A  0.41  4.7  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 1.00 
m = metered queue 
# = queue exceeds storage or mid‐block length 

The boundary intersection operations for the Heron Gate area are anticipated to operate well during the future 

total 2030 horizon. The operations are similar to the 2030 future background conditions.  

11.3.2 2040 Future Total Access Intersection Operations 
The 2040 future total intersection volumes are illustrated in Figure 19 and the access intersection operations are 

summarized  below  in  Table  24.  The  level  of  service  for  signalized  intersections  is  based  on  HCM  2010  v/c 

calculations for individual lane movements and HCM 2000 v/c calculations for the overall intersection, and HCM 

average delay for unsignalized intersections. The synchro worksheets have been provided in Appendix K. 
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Figure 19: 2040 Future Total Volumes 
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Table 24: 2040 Future Total Access Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Baycrest Drive 
Signalized 

EBL  A  0.12  12.3  m3.7  A  0.02  9.5  m0.5 

EBT/R  A  0.56  10.9  45.4  C  0.71  10.7  59.3 

WBL  A  0.29  17.6  m17.6  E  0.96  88.9  m#60.4 

WBT/R  B  0.64  17.9  115.4  A  0.52  10.5  108.2 

NB  D  0.84  40.0  78.1  B  0.63  32.5  41.0 

SBL  A  0.01  16.0  1.9  A  0.08  24.1  6.9 

SBT/R  A  0.01  12.1  2.7  A  0.03  19.2  4.3 

Overall  C  0.76  18.5  ‐  C  0.72  15.6  ‐ 

Heron Road & 
Sandalwood Drive 

Signalized 

EBL  A  0.50  19.3  m#28.2  E  0.98  82.2  m#55.0 

EBT/R  A  0.40  7.7  94.4  A  0.59  15.9  129.0 

WBL  A  0.25  11.9  17.5  F  1.03  92.5  #83.0 

WBT/R  A  0.49  9.8  72.4  A  0.58  14.7  93.8 

NBL  C  0.78  62.1  35.3  A  0.28  27.6  19.6 

NBT/R  A  0.50  13.8  23.8  A  0.33  14.2  20.5 

SBL  A  0.12  27.2  8.3  A  0.09  23.2  8.8 

SBT/R  B  0.62  26.6  38.4  A  0.40  18.6  27.4 

Overall  B  0.61  13.9  ‐  C  0.71  24.7  ‐ 

Walkley Road & 
Cedarwood Drive 

Signalized 

EBL  A  0.16  4.5  5.0  A  0.47  8.9  11.0 

EBT  A  0.27  3.9  13.7  A  0.31  2.9  10.7 

WBT/R  A  0.33  9.5  56.1  A  0.40  15.5  89.6 

SBL  A  0.19  23.1  12.7  A  0.11  24.0  10.3 

SBR  A  0.59  14.5  22.2  A  0.39  9.1  14.5 

Overall  A  0.35  8.5  ‐  B  0.43  10.1  ‐ 

Walkley Road & 
Baycrest Drive 
Signalized 

EBL  A  0.12  4.1  4.8  A  0.27  4.9  5.5 

EBT/R  A  0.27  3.4  15.7  A  0.27  2.1  13.2 

WBL  A  0.02  16.4  m2.7  A  0.05  4.6  m2.1 

WBT/R  A  0.33  12.6  42.4  A  0.42  4.0  21.1 

NB  A  0.20  13.8  11.2  A  0.16  16.4  10.2 

SBL  A  0.35  23.6  19.0  A  0.26  26.8  16.0 

SBT/R  A  0.21  6.2  8.4  A  0.21  10.6  10.5 

Overall  A  0.46  9.4  ‐  A  0.49  4.7  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 1.00 
m = metered queue 
# = queue exceeds storage or mid‐block length 

The boundary intersection operations for the Heron Gate area are anticipated to operate well during the future 

total 2040 horizon. The operations are similar to the 2040 future background conditions. Of note, queuing may 

extend beyond the existing turn lane storage for the PM peak westbound left‐turn at the Heron Road and 

Baycrest Drive intersection, and during both peak hours for the eastbound left‐turn at the Heron Road and 

Sandalwood Drive intersection. 

11.3.3 Access Intersection MMLOS 
Table 25 summarizes the MMLOS analysis for the Heron Gate intersections with Heron Road and Walkley Road. 

The existing conditions and conceptual future widening conditions have been assessed. The widening conditions 

are conceptual only and use the Baseline BRT as a proxy condition along Heron Road and standard arterial road 

cross‐section and protected intersection along Walkley Road. The intersection analysis is based on the policy area 

of General Urban along Heron Road and Arterial Mainstreet along Walkley Road. The MMLOS worksheets have 

been provided in Appendix I. 
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Table 25: Access Intersection MMLOS Analysis 

Intersection 
Pedestrian LOS  Bicycle LOS  Transit LOS  Truck LOS  Auto LOS 

PLOS  Target  BLOS  Target  TLOS  Target  TrLOS  Target  ALOS  Target 

Heron Rd & 
Baycrest Dr 

Existing  E  C  F  B  F  B  D  D  B  D 

Future  F  C  D  B    D  D   

Heron Rd & 
Sandalwood Dr 

Existing  F  C  D  B  C  B  D  D  A  D 

Future  F  C  D  B    D  D   

Walkley Rd & 
Cedarwood Dr 

Existing  F  C  E  C  E  D  D  D  A  D 

Future  D  C  D  C    D  D   

Walkley Rd & 
Baycrest Dr 

Existing  D  C  D  C  ‐  ‐  D  D  A  D 

Future  D  C  D  C    D  D   

The pedestrian LOS targets are not met due to the arterial road location for the above intersections. Along the 

minor leg, the targets are met as the pavement width is narrow enough to meet a PLOS C or better. As the existing 

intersection minor  legs meet  the  above  targets  no  improvements  are  immediately  required.  The  protected 

intersection assumptions included in the evaluation do not make a difference within the MMLOS framework but 

would provide a practical improvement in the future. The MMLOS framework fails to accommodate arterial road 

evaluations and provide any meaningful results, it is recommended that the existing conditions meet the minimum 

requirements and  that  the  future City  improvements  to a protected  intersection would provide  the practical 

improvement along Heron Road and Walkley Road. 

The cycling LOS targets are not met currently or in the conceptual future widening conditions. The mixed traffic 

conditions  and  left‐turn  conditions  are  the  primary  driver  of  the  BLOS  not  meeting  the  targets.  The 

implementation of cycle  tracks and ramping  from mixed  traffic conditions  to separated  facilities at  the  future 

intersections would meet the BLOS targets in the future. 

The transit LOS targets are not met at the existing intersections. The TLOS targets are delay based with very low 

thresholds, for example less than 10 seconds of delay is required to meet a TLOS B. It is unlikely that this can ever 

be achieved along Heron Road and the future widening will need a City signal coordination plan to attempt to 

achieve  this. Along Walkley Road,  the existing Cedarwood Drive  intersection would need  to  shift  time  to  the 

southbound  left‐turn movement  to  improve  the  TLOS.  In  the  future,  a  coordination  study will  need  to  be 

completed as part of the Walkley Road widening. 

There  are  no  internal  signalized  intersections  anticipated within Heron Gate,  so  no MMLOS  analysis  can  be 

completed.  During  the  various  site  plan  application  or  draft  plan  of  subdivision  submissions,  the  internal 

intersection control should be reviewed. 

The future transit and auto LOS will be conditional on the signal timing plans, bus lanes, transit priority, etc. ,and 

should be evaluated at the time the widening/revitalization projects are initiated. The future LOS conditions for 

these modes  for  the  interim  2030  and  2040  future  total  conditions  can  be  reviewed within  the  operational 

summary in Table 20 and Table 21. These will be revisited again once the various site plan application or draft plan 

of subdivision submissions proceed. 

11.3.4 Recommended Design Elements 

11.3.4.1 Turn Lane Review 
A  review  of  the  forecasted  2040  volumes was  completed  to  provide  a  conceptual  impact  of  the  proposed 

redevelopment in Heron Gate on the adjacent turn lane storage requirements. Table 28 summarizes the Ottawa 

TIA Guidelines Minimum Storage Lengths and the TAC Storage Length for the key study area intersections based 
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on the forecasted AM and PM volumes. Table 29 provides the TIA recommendations and rationale to carry forward 

within the Official Plan Amendment and future TIA studies. 

Table 26: Heron Gate Turn Lane Storage Length Review 

Intersection  Turning Movement 
Theoretical Storage Length  Existing 

Storage TIA Guidelines  TAC 

Heron @ Baycrest 

Eastbound Right  53 to 86 metres  47 to 76 metres  45 

Westbound Left  8 to 13 metres  7 to 12 metres  50 

Northbound Left  43 to 81 metres  38 to 72 metres  ‐ 

Northbound Right *  9 to 15 metres  8 to 13 metres  ‐ 

Heron @ Sandalwood 

Eastbound Right  17 to 39 metres  15 to 34 metres  ‐ 

Westbound Left  10 to 23 metres  9 to 20 metres  55 

Northbound Left  25 to 45 metres  22 to 40 metres  22 

Northbound Right *  10 to 15 metres  9 to 13 metres  ‐ 

Walkley @ Cedarwood 

Eastbound Left  13 to 37 metres  15 to 37 metres  57 

Westbound Right  9 to 22 metres  10 to 22 metres  ‐ 

Southbound Left  14 to 21 metres  14 to 24 metres  15 

Southbound Right  23 to 31 metres  23 to 35 metres  ‐ 

Walkley @ Baycrest 

Eastbound Left  13 to 30 metres  15 to 30 metres  48 

Westbound Right  27 to 49 metres  31 to 49 metres  ‐ 

Southbound Left  26 to 38 metres  26 to 43 metres  15 

Southbound Right  18 to 25 metres  28 to 29 metres  ‐ 
Note: * denotes with right‐turn volumes less than 60 vehicles in the AM and PM peaks 

Table 27: Turn Lane Storage Length Recommendations 

Intersection 
Turning 

Movement 
Recommendation  Rationale 

Heron @ Baycrest 

Eastbound Right 

No turn lane as part 
of the Heron Gate 
Official Plan 
Amendment 

 Due to the cycletrack facility, no space is 
currently available for a right‐turn lane 

 Heron Road widening is required beyond the 
Heron Gate Official Plan Amendment lands 

 Ultimately, this will need to be reviewed with 
the future BRT environmental assessment and 
design 

 It is noted that the eastbound approach is 
forecasted to operate with no auxiliary lane 

Westbound Left  No change 

 Currently operates well although operations 
suggest that the queue may extend the 
storage 

 Recommended to monitor as various SPA 
applications are submitted to determine if it 
needs to be extended  

 It is noted that the lane can only be 
lengthened approximately 20 metres before 
conflicting with adjacent eastbound left‐turn 
lane 

Northbound Left 
New left‐turn lane 
with 45 metres 
storage 

 New lane will reduce delay on through/right‐
turn volumes 

 Can be developed as part of the improvements 
along Baycrest Drive 

Northbound Right  No turn lane    Volumes do not warrant an auxiliary lane 

Eastbound Right  45 metres   Meets guideline parameters 
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Heron @ 
Sandalwood 

Westbound Left  No change   Existing lane provides required storage 

Northbound Left  Extend to 25 metres 
 Repaint turn lane to provide required storage 

 Can be developed as part of the improvements 
along Sandalwood Drive 

Northbound Right  No turn lane    Volumes do not warrant an auxiliary lane 

Walkley @ 
Cedarwood 

Eastbound Left  No change   Existing lane provides required storage 

Westbound Right 

No turn lane as part 
of the Heron Gate 
Official Plan 
Amendment 

 No space is currently available for a right‐turn 
lane 

 Walkley Road widening is required to facilitate 
a right‐turn lane and may conflict with 
potential pedestrian and cycling requirements 

 Ultimately, this will need to be reviewed with 
the future widening environmental 
assessment and design 

 It is noted that the westbound approach is 
forecasted to operate with no auxiliary lane 

Southbound Left  No change   Existing lane meets guideline parameters 

Southbound Right  No change   Existing lane acts is a right‐turn lane 

Walkley @ 
Baycrest 

Eastbound Left  No change   Existing lane provides required storage 

Westbound Right  No change 

 No space is currently available for a right‐turn 
lane 

 Walkley Road widening is required to facilitate 
a right‐turn lane and may conflict with 
potential pedestrian and cycling requirements 

 Ultimately, this will need to be reviewed with 
the future widening environmental 
assessment and design 

 It is noted that the westbound approach is 
forecasted to operate with no auxiliary lane 

Southbound Left  Extend to 30 metres 
 Extend to meet guideline parameters 

 Can be incorporated into roadway 
improvements 

Southbound Right  No turn lane  
 Existing shared through/right‐turn lane 

operates as a defacto right‐turn lane 

It is anticipated that these improvements will be constructed with the adjacent development phases and will be 

confirmed during the individual TIAs. 

11.3.4.2 Roadway Improvement Phasing 

Based on  the existing roadway  improvements and  turn  lane modifications noted  in  the previous sections,  the 

following  improvement  phasing  plan  is  provided  to  outline  infrastructure  upgrades  can  tie  into  the  phased 

redevelopment of Heron Gate. The phasing is consistent with Appendix E. 

 Phase 2 and Phase 3 – 2851 Baycrest Drive and frontage lots on 2820 Cedarwood Drive 

o Renewal of Baycrest Drive between Heron Road and Sandalwood Drive, including traffic calming 

measures, sidewalks and OC Transpo stops 

o Creation of northbound left‐turn lane on Baycrest Drive at Heron Road 

o Potential raised intersection at Baycrest Drive and Sandalwood Drive 

o Renewal  of  Sandalwood  Drive  including  traffic  calming measures,  sidewalks  and  pedestrian 

crossover 
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o Extension of northbound left‐turn lane on Sandalwood Drive at Heron Road 

 Phase 4 – 2881 Baycrest Drive 

o Renewal of Baycrest Drive between Sandalwood Drive and Walkley Road, including traffic calming 

measures, sidewalks and OC Transpo stops 

o Extension of southbound left‐turn lane on Baycrest Drive at Walkley Road 

 Phase 5 – 2848 and 2898 Baycrest Drive 

o Renewal of Cedarwood Drive  including  traffic  calming measures,  sidewalks,  raised pedestrian 

crossover to park space and new intersection with Sandalwood Drive extension, to coincide with 

the sanitary upgrades on Cedarwood Drive 

o Extension of Sandalwood Drive, including traffic calming elements, sidewalks, multi‐use pathway, 

and raised pedestrian crossover to park space 

o Open west leg of Baycrest Drive and Sandalwood Drive intersection 

 Phase 6 – 2820 and 2831 Cedarwood Drive 

o Remedial measures along Cedarwood Drive, such as complete paving where construction traffic 

was directed and curb/sidewalk/boulevard tie ins to adjacent roadways and phases 

12 Transportation Demand Management 

12.1 Context for TDM 
The mode shares used within the TIA represent the targets partly derived through site transportation context, and 

partly through the redevelopment vision of Heron Gate. The shift of modes from auto to transit is directly related 

to the City’s planned BRT corridor along Heron Road and supporting the implementation of this corridor. Given 

the low demand, the corridor has been pushed into the future with the focus on the Baseline Road component 

given  the LRT connectivity and existing demand.  In conjunction with  the  redevelopment vision, projected  trip 

demand  and  ability  to  service  this  community  with  a  City  facility  established  within  the  regional  planning 

framework, it is believed that the target modal shift and transit focus can be achieved. 

Beyond  the  transportation  context,  the Heron Gate  community  is well  situated  from  a  supporting  land  use 

perspective with Heron Gate Mall to the east, a number of schools located in the area, employment areas to the 

east,  and  commercial/retail  services  provided  along  Bank  Street.  It  is  also  expected  that Walkley  Road will 

redevelop as well to match the arterial mainstreet zoning and provide additional supporting services.  

On‐site tenant vehicle parking is proposed at an approximate rate of 0.5 spaces per unit. A reduction to this ratio 

may be explored through the subsequent zoning amendment and site plan applications to further support a mode 

shift  towards  transit and active modes. A shift of space allocation  from auto parking  to bike parking could be 

considered within the policy framework will be required to help achieve the target modal shares. 

While no design priority areas are within the Heron Gate area, Walkley Road borders the site and is designated as 

an Arterial Mainstreet design area. Bank Street is also an Arterial Mainstreet design area and falls within the Bank 

Street Community Design Plan area.  

Total bedrooms within the development is subject to the final unit count and product styles. No age restrictions 

are noted. 

12.2 Need and Opportunity 
The subject site has been assumed to rely on an increase in transit ridership with the proximity to the future Heron 

Road BRT corridor, and those assumptions have been carried through the analysis. The study area intersections 
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may operate well at full build‐out, the intersections at Alta Vista Drive and Bank Street are anticipated to be near 

or overcapacity  in  the  future and  the  increase  in  transit  ridership  is  the primary way  to  transition  towards a 

sustainable transportation network.  

12.3 TDM Program 
The “suite of post occupancy TDM measures” has been summarized in the TDM checklists for the residential land 

uses and is provided in Appendix L. The key TDM measures recommended to be carried forward within the Heron 

Gate Official Plan Amendment include: 

 Building Component Measures: 

o Reduction of minimum parking ratio below 0.5 spaces per unit, where possible 

o Bike parking ratio of 0.5‐1.0 spaces per unit 

o Provide low grade underground garage ramps (<10%), if bike parking is located underground 

o Provide secure bike parking, with easy access from outside 

o Provide bike repair station in secure bike storage areas 

o Provide real‐time arrival information display at entrances/building lobbies 

o Where adjacent to transit routes, integrate transit stops into building design 

o Posting of pedestrian, cycling, and transit information and maps at primary entrances/exits  

o Inclusion of a 1‐year or 6‐month Presto card for initial occupancy of rental units, with a set time 

frame for this offer (e.g. 6‐months) from the initial opening of the site 

o Unbundle parking cost from purchase or rental costs 

 Exterior/Community Component Measures: 

o Provide bike repair station public/park space 

o Contract with provider to install on‐site bikeshare station 

o Contract with provider to install on‐site carshare vehicles and promote their use by residents 

o Integration of  transit  stops with  adjacent buildings, or  improvement of  existing  stops  to City 

standards for waiting area and shelters 

 Monitoring Measures: 

o Conduct travel survey prior to move‐in to establish baseline behaviours 

o Conduct travel survey 1 year after move‐in to track effectiveness of TDM measures 

o Coordinate survey results with City TDM Coordinator 

The above measures are not considered to be mandatory for all areas within Heron Gate, but should be used as a 

toolbox of solutions within the site/building design to achieve the desired modal shifts outlines within this study.  

13 Neighbourhood Traffic Management 
Overall, redevelopment of the area will result in the generation of approximately 1,200 to 1255 auto trips during 

the peak hours, utilizing the collector road of Baycrest Drive and local roads Sandalwood Drive and Cedarwood 

Drive to the arterial road network. The anticipated trip distribution results in under 600 two‐way vehicles per peak 

hour on Baycrest Drive at Heron Road and at Walkley Road,  less than 400 two‐way vehicles per peak hour on 

Sandalwood Drive at Heron Road, and under 450 two‐way vehicles per peak hour on Cedarwood Drive at Walkley 

Road.  

The TIA Guidelines prescribe a threshold of 300 two‐way vehicles per peak hour on collector roads (Baycrest Drive) 

and  120  two‐way  vehicles  per  peak  hour  on  local  roads  (Sandalwood  Drive  and  Cedarwood  Drive).  These 

thresholds, specifically related to two‐way volumes, are significantly below a single lane capacity and have limited 
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application in assessing neighbourhood impacts. For example, the existing volumes, approximately 1,250 two‐way 

peak hour trips, would require a total of five collector road connections to Heron Road and Walkley Road, or three 

collector road and three  local road connections. A total of five or six  intersections on Heron Road and Walkley 

Road to support the Heron Gate area is not a practical or technically viable option. 

Beyond the applicability of the above thresholds, the road improvements associated with the redevelopment of 

Heron  Gate  will  provide  an  overall  neighbourhood  benefit.  Updated  road  cross‐sections,  traffic  calming 

improvements and  focus on  transit and active mode  travel will all  combine  to manage  the  traffic within  the 

community. 

14 Transit 
14.1 Route Capacity 

In Section 5.1 the trip generation by mode was estimated, including an estimate of the number of transit trips that 

will be generated by the proposed development. Table 28 summarizes the transit trip generation. 

Table 28: Trip Generation by Transit Mode 

Travel Mode  Horizon 
AM Peak Hour  PM Peak Hour 

In  Out  Total  In  Out  Total 

Transit – 35% mode 
share 

2030  147  439  587  376  237  614 

2040  299  901  1200  771  484  1256 

The proposed development  is anticipated  to generate 587 AM peak hour  transit  trips and 614 PM peak hour 

transit trips by 2030 and 1200 AM peak hour transit trips and 1256 PM peak hour transit trips by 2040. A portion 

of  the  overall  trips will  be  a  direct  replacement  of  the  current  ridership,  but  it  is  assumed  that  these  are 

predominantly new trips. 

Based on these forecasted numbers, the Table 29 summarizes the theoretical service times required to meet the 

demand in 2030 and 2040. 

Table 29: Forecasted Transit Service – Minimum Bus Requirements 

Horizon  Peak Direction Trips 
Bus and Service Type 

Single Capacity: 
45 passengers 

Articulated Capacity: 
70 passengers 

Double Decker Capacity: 
90 passengers 

2030 
439 outbound AM Trips 

10‐12 buses 
5‐6 minute service 

6‐8 buses 
8‐10 minute service 

5‐6 buses 
10‐12 minute service 

376 inbound PM trips 
8‐10 buses 

6‐7 minute service 
5‐7 buses 

9‐11 minute service 
4‐5 buses 

11‐14 minute service 

2040 
901 outbound AM Trips 

20‐25 buses 
2‐3 minute service 

13‐16 buses 
4‐5 minute service 

10‐13 buses 
5‐6 minute service 

771 inbound PM trips 
17‐21 buses 

3‐4 minute service 
11‐14 buses 

4‐5 minute service 
9‐11 buses 

6‐7 minute service 
Note: Bus and service time ranges assume 100% to 80% capacity 

Based on the current servicing provided within the Heron Gate area, a slight increase in the peak hour service is 

likely required to accommodate the 2030 interim build out of the Heron Gate Official Plan Amendment area. By 

the full build‐out of the area in 2040, the service demands would be 2 to 4 times the existing service depending 

on bus types used. At this service level, the need for the dedicated Heron Road BRT could be supported, extending 

the bus  lanes ending at Data Centre Road easterly the Heron Gate Official Plan Amendment Area. The current 

Transportation Master Plan does not  look beyond  the 2031 horizon, so  the potential  for  these  facilities  to be 
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scheduled prior to 2040 will need to be considered in the next update. While the transit supportive nature of this 

facility may be the primary focus, it should also be considered that the ancillary benefits of upgrading of the Heron 

Road would include high quality cycling and pedestrian environment, further encouraging non‐auto trips.  

Beyond the local service requirements, Table 30 summarizes the directionality of these trips using the area travel 

patterns summarized in Section 5.2. This has been provided as a high‐level overview to assist in planning potential 

connecting route servicing requirements, whether these trips would ultimately be directed towards LRT lines or 

remain on connecting bus routes. 

Table 30: Transit Trips Directional Split 

To/From 

2030  2040 

AM  PM  AM  PM 

In  Out  In  Out  In  Out  In  Out 

North  52  155  132  83  105  315  270  170 

South  37  110  94  60  74  226  193  122 

East  29  87  75  47  60  180  154  96 

West  29  87  75  47  60  180  154  96 

14.2 Transit Priority 
No transit priority was considered for the study area within the horizons of the study. Ultimately, bus lanes will 

be constructed along Heron Road, likely in a similar manner as the Baseline Road corridor to the west. Through 

the environmental assessment study and functional design, the layout and transit priority requirements the rapid 

transit extension will be determined. Walkley Road is noted to have isolated measures although the translation 

of  this  terminology  to actual  roadway elements  is  inconsistent and usually predicated on  addressing  specific 

service issues experienced post construction. 

15 Network Concept 
The forecasted volumes along Heron Road and Walkley Road are consistent with 4‐lane arterials roads and can be 

accommodated with  the  existing  roadway  capacity.  The  forecasted  transit  demand  will  be  in  the  range  of 

dedicated BRT facilities, as planed for the future along Heron Road. Therefore, the overall transportation concept 

will be supportive of the Heron Gate redevelopment and the forecasted trip generation. The gap between concept 

and implementation will need to be resolved by the City during the Official Plan and Transportation Master Plan 

updates. 

It is noted that the intersections at Alta Vista Drive and Bank Street are expected to have capacity constraints in 

the background and  future conditions. The  functional design of Bank Street has already established  the  road 

condition and capacity limits, per the current City Renewal project. As this edge condition can be considered in 

place,  it  also  supports  the  advancement  of  the  Heron  Road  BRT  to  not  only  support  the  Heron  Gate 

redevelopment, but the rest of the City that may travel through the area. 

16 Network Intersection Design 
16.1 Network Intersection Control 
No change to the existing signalized control is recommended for the network intersections. 
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16.2 Network Intersection Design 

16.2.1 2030 Future Total Network Intersection Operations 
The 2030 future total network intersection operations are summarized below in Table 31. The level of service for 

signalized intersections is based on HCM 2010 v/c calculations for individual lane movements and HCM 2000 v/c 

calculations  for  the  overall  intersection,  and HCM  average  delay  for  unsignalized  intersections.  The  synchro 

worksheets have been provided in Appendix J. 

Table 31: 2030 Future Total Network Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Walkley Road 
Signalized 

EBL  ‐  ‐  ‐  ‐  A  0.01  15.0  1.0 

EBT  A  0.43  18.5  58.5  A  0.40  19.6  58.6 

WBT  A  0.39  17.9  52.0  A  0.59  22.8  93.2 

WBR  A  0.56  2.4  10.7  A  0.59  2.5  11.2 

SBL/R  A  0.57  25.8  72.5  C  0.79  34.2  123.2 

Overall  A  0.49  14.8  ‐  B  0.68  19.5  ‐ 

Heron Road & 
Jefferson 

Street/HG Mall 
Signalized 

EBL  A  0.09  1.9  1.4  A  0.26  5.6  5.5 

EBT  A  0.28  1.5  7.6  A  0.41  3.4  21.1 

EBR  A  0.04  0.1  0.0  A  0.10  0.7  0.0 

WBL  A  0.02  6.6  3.4  A  0.11  9.4  8.3 

WBT/R  A  0.41  7.0  69.7  A  0.46  9.6  74.6 

NBL  A  0.16  31.7  9.6  A  0.31  31.2  19.4 

NBT  A  0.11  30.1  9.4  A  0.23  28.6  19.5 

NBR  A  0.10  8.4  4.4  A  0.21  7.2  8.8 

SB  A  0.43  19.2  18.6  A  0.41  25.4  25.8 

Overall  A  0.39  6.5  ‐  A  0.44  8.8  ‐ 

Walkley Road & 
Heatherington 
Road/HG Mall 
Signalized 

EBL  A  0.15  16.8  16.4  A  0.30  14.4  26.5 

EBT/R  A  0.37  14.1  53.1  A  0.32  12.4  59.8 

WBL  A  0.23  13.5  16.6  A  0.32  20.8  28.1 

WBT  A  0.29  10.5  35.6  A  0.48  17.9  71.6 

WBR  A  0.03  1.8  1.9  A  0.07  0.2  0.0 

NBL  A  0.49  24.9  26.7  A  0.53  33.0  28.1 

NBT/R  A  0.27  6.2  10.7  A  0.31  9.2  14.5 

SB  A  0.15  9.0  8.3  A  0.48  17.1  25.7 

Overall  A  0.41  13.1  ‐  A  0.51  16.1  ‐ 

Walkley Road & 
Albion 

Road/Colliston 
Crescent 
Signalized 

EBL  A  0.02  7.6  m1.6  A  0.05  1.1  m0.2 

EBT  A  0.24  9.1  39.1  A  0.35  1.3  3.1 

EBR  A  0.14  5.5  16.0  A  0.14  0.3  0.1 

WBL  A  0.18  4.2  2.7  A  0.38  7.6  9.2 

WBT/R  A  0.33  3.9  6.7  A  0.37  4.7  12.7 

NBL  A  0.35  22.6  22.9  A  0.58  34.2  38.7 

NBT/R  A  0.21  5.9  8.6  A  0.21  7.7  10.2 

SBL  A  0.04  16.5  4.1  A  0.03  21.0  4.2 

SBT/R  A  0.03  11.7  3.8  A  0.01  20.5  2.5 

Overall  A  0.36  7.3  ‐  A  0.43  6.1  ‐ 
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Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Walkley Road & 
Hampstead 

Place/Jim Durrell 
RC 

Signalized 

EBL  A  0.04  7.1  4.3  A  0.17  11.1  8.3 

EBT/R  A  0.26  5.5  38.5  A  0.46  11.9  50.4 

WBL  A  0.02  3.0  m0.7  A  0.04  4.7  m0.8 

WBT/R  A  0.32  2.3  12.8  A  0.51  12.5  24.1 

NB  A  0.12  15.7  6.5  A  0.04  2.6  1.9 

SBL  A  0.08  21.6  5.6  A  0.06  20.5  7.5 

SBT/R  A  0.08  0.4  0.0  A  0.09  7.8  6.8 

Overall  A  0.31  4.1  ‐  A  0.35  12.0  ‐ 

Heron Road & Finn 
Court 

Signalized 

EBT/R  A  0.34  4.5  m37.8  A  0.48  4.3  87.7 

WBL  A  0.03  3.0  m0.8  A  0.05  2.1  m0.7 

WBT  A  0.48  7.3  129.6  A  0.41  1.4  19.1 

NBL  A  0.15  34.7  11.8  A  0.04  32.2  5.1 

NBR  A  0.08  15.2  5.1  A  0.05  17.1  4.1 

Overall  A  0.49  6.6  ‐  A  0.50  3.1  ‐ 

Heron Road & Alta 
Vista Drive 
Signalized 

EBL  C  0.71  68.5  #39.6  D  0.82  91.5  #69.4 

EBT/R  D  0.86  38.1  #106.1  E  0.96  58.4  #215.0 

WBL  E  0.98  116.3  #61.9  B  0.69  79.7  #48.1 

WBT  E  0.91  35.7  #133.3  C  0.79  43.6  143.8 

WBR  A  0.34  7.3  19.5  A  0.27  7.4  17.2 

NBL  A  0.23  28.6  17.9  A  0.24  43.3  12.1 

NBT/R  B  0.66  36.6  75.2  B  0.70  47.8  101.7 

SBL  A  0.35  19.0  22.8  A  0.54  30.1  43.0 

SBT/R  A  0.52  21.2  67.2  E  0.94  58.2  #219.5 

Overall  D  0.83  36.9  ‐  E  0.98  52.0  ‐ 

Heron Road & 
Bank Street 
Signalized 

EBL  F  1.07  128.5  #64.0  F  1.02  98.1  #86.7 

EBT  A  0.43  31.2  61.8  C  0.71  34.1  118.5 

EBR  A  0.37  5.1  16.7  B  0.65  13.4  65.8 

WBT  D  0.90  59.1  #124.1  E  0.94  63.5  #131.4 

WBR  A  0.19  0.8  0.0  A  0.22  2.2  3.1 

NBL  F  1.03  94.4  #109.7  E  0.97  89.7  #78.8 

NBT/R  A  0.56  29.3  90.3  A  0.59  37.3  82.0 

SBL  A  0.52  62.4  23.4  C  0.71  61.8  46.0 

SBT/R  A  0.43  32.7  53.4  F  1.01  72.2  #170.3 

Overall  E  0.91  49.3  ‐  F  1.04  53.4  ‐ 

Walkley Road & 
Bank Street 
Signalized 

EBL  F  1.15  149.0  #88.4  E  0.96  97.6  #61.2 

EBT/R  A  0.53  39.9  65.5  C  0.76  41.8  81.7 

WBL  A  0.51  68.0  22.8  D  0.86  82.6  #50.7 

WBT/R  D  0.88  51.4  98.6  D  0.88  53.1  98.0 

NBL  A  0.58  66.5  31.2  C  0.78  75.9  #43.9 

NBT  F  1.03  74.4  #228.5  B  0.68  39.3  104.1 

NBR  A  0.27  6.7  17.4  A  0.36  5.8  17.1 

SBL  C  0.71  74.7  #48.0  C  0.79  69.1  #50.8 

SBT  A  0.38  32.4  64.7  E  0.94  52.6  #181.4 

SBR  A  0.35  5.3  17.9  C  0.72  21.3  89.5 

Overall  E  0.98  61.2  ‐  E  0.94  49.9  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 1.00 
m = metered queue 
# = queue exceeds storage or mid‐block length 



  Timbercreek Heron Gate Official Plan Amendment Transportation Impact Assessment 

    Page 60 

In general, the network intersection operations for the 2030 future total horizon operate similarly to the 2030 

future background conditions. Along Bank Street, the eastbound left‐turn at Heron Road and Bank Street 

becoming over capacity during the AM peak and the northbound through movement becoming over capacity 

during the AM peak hour at the Walkley Road and Bank Street intersection.  

16.2.2 2040 Future Total Network Intersection Operations 
The 2040 future total network intersection operations are summarized below in Table 32. The level of service for 

signalized intersections is based on HCM 2010 v/c calculations for individual lane movements and HCM 2000 v/c 

calculations  for  the  overall  intersection,  and HCM  average  delay  for  unsignalized  intersections.  The  synchro 

worksheets have been provided in Appendix J. 

Table 32: 2040 Future Total Network Intersection Operations 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Heron Road & 
Walkley Road 
Signalized 

EBL  ‐  ‐  ‐  ‐  A  0.01  15.0  1.0 

EBT  A  0.41  18.1  54.3  A  0.38  19.3  55.0 

WBT  A  0.38  17.8  50.5  A  0.57  22.4  89.0 

WBR  A  0.60  2.5  11.0  B  0.69  3.1  11.7 

SBL/R  C  0.80  32.9  113.8  D  0.90  41.2  #158.5 

Overall  A  0.55  17.5  ‐  C  0.71  20.9  ‐ 

Heron Road & 
Jefferson 

Street/HG Mall 
Signalized 

EBL  A  0.10  3.8  m3.2  A  0.39  11.4  m7.7 

EBT  A  0.40  3.3  25.6  A  0.47  5.5  37.9 

EBR  A  0.04  0.4  0.6  A  0.10  1.6  m1.5 

WBL  A  0.03  6.8  3.5  A  0.14  10.1  8.7 

WBT/R  A  0.45  7.4  78.7  A  0.59  11.3  107.0 

NBL  A  0.16  31.7  9.6  A  0.31  31.2  19.4 

NBT  A  0.11  30.1  9.4  A  0.23  28.6  19.5 

NBR  A  0.10  8.4  4.4  A  0.21  7.2  8.8 

SB  A  0.43  19.2  18.6  A  0.41  25.4  25.8 

Overall  A  0.39  6.8  ‐  A  0.47  10.4  ‐ 

Walkley Road & 
Heatherington 
Road/HG Mall 
Signalized 

EBL  A  0.15  17.5  16.9  A  0.30  14.2  27.7 

EBT/R  A  0.35  14.5  49.6  A  0.30  11.8  55.9 

WBL  A  0.22  13.3  16.2  A  0.31  20.5  27.7 

WBT  A  0.28  10.5  34.6  A  0.46  17.6  68.2 

WBR  A  0.03  1.8  1.9  A  0.07  0.2  0.0 

NBL  A  0.51  25.4  28.1  A  0.53  33.0  28.1 

NBT/R  A  0.28  6.1  11.0  A  0.31  9.2  14.5 

SB  A  0.15  9.0  8.3  A  0.48  17.1  25.7 

Overall  A  0.45  13.3  ‐  A  0.55  15.8  ‐ 

Walkley Road & 
Albion 

Road/Colliston 
Crescent 
Signalized 

EBL  A  0.02  7.8  m1.6  A  0.05  1.1  m0.2 

EBT  A  0.25  9.2  40.7  A  0.37  1.3  3.0 

EBR  A  0.14  5.5  15.0  A  0.14  0.3  0.1 

WBL  A  0.19  5.6  5.8  A  0.41  8.5  10.9 

WBT/R  A  0.40  5.8  17.5  A  0.40  5.0  16.0 

NBL  A  0.35  22.6  22.9  A  0.58  34.2  38.7 

NBT/R  A  0.21  5.9  8.6  A  0.21  7.7  10.2 

SBL  A  0.04  16.5  4.1  A  0.03  21.0  4.2 

SBT/R  A  0.03  11.7  3.8  A  0.01  20.5  2.5 

Overall  A  0.40  7.9  ‐  A  0.47  6.1  ‐ 

   



  Timbercreek Heron Gate Official Plan Amendment Transportation Impact Assessment 

    Page 61 

Intersection  Lane 
AM Peak Hour  PM Peak Hour 

LOS  V/C  Delay  Q (95th)  LOS  V/C  Delay  Q (95th) 

Walkley Road & 
Hampstead 

Place/Jim Durrell 
RC 

Signalized 

EBL  A  0.05  7.3  4.4  A  0.18  11.6  8.5 

EBT/R  A  0.26  5.6  39.8  A  0.49  12.2  54.3 

WBL  A  0.02  2.5  m0.6  A  0.04  5.3  m0.8 

WBT/R  A  0.38  2.4  12.6  A  0.54  13.7  43.1 

NB  A  0.12  15.7  6.5  A  0.04  2.6  1.9 

SBL  A  0.08  21.6  5.6  A  0.06  20.5  7.5 

SBT/R  A  0.09  0.5  0.4  A  0.09  7.8  6.8 

Overall  A  0.35  4.1  ‐  A  0.36  12.8  ‐ 

Heron Road & Finn 
Court 

Signalized 

EBT/R  A  0.37  5.3  m37.7  A  0.52  4.6  99.1 

WBL  A  0.03  2.7  m0.7  A  0.06  3.2  m0.9 

WBT  A  0.49  6.9  137.8  A  0.43  2.0  28.5 

NBL  A  0.15  34.7  11.8  A  0.04  32.2  5.1 

NBR  A  0.08  15.2  5.1  A  0.05  17.1  4.1 

Overall  A  0.54  6.7  ‐  A  0.55  3.6  ‐ 

Heron Road & Alta 
Vista Drive 
Signalized 

EBL  C  0.71  68.5  #39.6  D  0.83  94.0  #69.4 

EBT/R  E  0.93  45.4  #121.3  F  1.11  101.7  #243.4 

WBL  E  0.98  116.9  #61.9  B  0.69  79.7  #48.1 

WBT  E  0.93  37.9  #136.4  D  0.88  50.8  #162.1 

WBR  A  0.34  7.7  21.1  A  0.28  8.5  18.8 

NBL  A  0.23  28.6  17.9  A  0.34  54.9  13.7 

NBT/R  C  0.75  41.7  #97.1  B  0.65  43.9  101.7 

SBL  A  0.39  19.9  22.8  A  0.49  27.7  43.0 

SBT/R  A  0.52  21.2  67.2  E  1.00  69.6  #266.1 

Overall  E  0.92  40.3  ‐  F  1.09  69.9  ‐ 

Heron Road & 
Bank Street 
Signalized 

EBL  F  1.09  136.2  #65.5  F  1.02  98.1  #86.7 

EBT  A  0.45  31.7  65.6  C  0.76  36.1  130.8 

EBR  A  0.37  5.1  16.7  B  0.65  13.4  65.8 

WBT  E  0.92  61.1  #127.7  E  0.94  64.3  #132.6 

WBR  A  0.17  0.7  0.0  A  0.21  1.8  2.2 

NBL  F  1.03  94.4  #109.7  E  0.97  89.7  #78.8 

NBT/R  A  0.56  29.4  90.5  A  0.59  37.7  82.3 

SBL  A  0.54  63.1  24.4  C  0.76  64.0  49.7 

SBT/R  A  0.43  32.7  53.4  E  0.96  97.6  #170.3 

Overall  E  0.92  50.2  ‐  F  1.04  53.9  ‐ 

Walkley Road & 
Bank Street 
Signalized 

EBL  F  1.15  149.0  #88.4  E  0.96  97.6  #61.2 

EBT/R  A  0.50  37.7  67.2  C  0.78  43.0  86.8 

WBL  A  0.59  71.2  25.9  E  0.92  91.8  #55.5 

WBT/R  E  0.96  60.4  #137.0  E  0.92  56.9  #114.8 

NBL  A  0.58  66.5  31.2  D  0.81  81.1  #43.9 

NBT  F  1.06  82.4  #228.5  B  0.70  40.4  104.1 

NBR  A  0.28  7.2  18.6  A  0.38  5.8  17.4 

SBL  E  0.93  109.2  #49.1  D  0.82  71.7  #55.2 

SBT  A  0.41  34.6  64.7  E  0.95  54.4  #181.4 

SBR  A  0.37  5.5  17.9  C  0.73  22.3  91.6 

Overall  F  1.02  66.5  ‐  E  0.96  52.1  ‐ 
Notes:  Saturation flow rate of 1800 veh/h/lane 

PHF = 1.00 
m = metered queue 
# = queue exceeds storage or mid‐block length 
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In the 2040 total future conditions, the completion of the Heron Gate redevelopment and background growth 

will result in a general drop in operations throughout the network. Overall, the network will operate similar to 

the 2030 total future conditions and 2040 future background conditions. Capacity constraints previously noted 

at the Alta Vista Drive intersection and Bank Street and Walkley Road intersections will continue to exist.  

At the Heron Road and Alta Vista Drive intersection, the overall intersection will become over capacity during 

the PM peak hour as a result of the eastbound shared through/right‐turn movement being over capacity, with 

high delays and potential extended queuing. Due to the demand from all directions at this intersection and 

required pedestrian crossing times, limited opportunities exist to adjust the signal timing.  

The Walkley Road and Bank Street intersection will become over capacity during the AM peak hour as a result of 

the northbound through movement being overcapacity, with high delays and potential extended queuing. The 

southbound left‐turn movement will also begin to experience high delays. During the PM peak, the northbound 

left‐turn movement will begin to experience high delays. The operations at this intersection will need to be 

reviewed by the City as part of the Bank Street Renewal project. 

The Heron Road and Walkley Road intersection may experience some extended queuing along Heron Road 

during the AM peak. 

16.2.3 Network Intersection MMLOS 

Table 33 summarizes the MMLOS analysis for the network intersections along Heron Road and Walkley Road, with 

the exception of the Bank Street intersections. The Bank Street intersections are assumed to be assessed through 

the City’s design project. The existing conditions and conceptual future widening conditions have been assessed. 

The widening conditions are conceptual only and use the Baseline BRT as a proxy condition along Heron Road and 

standard arterial road cross‐section and protected intersection along Walkley Road. The intersection analysis is 

based on the policy area of General Urban along Heron Road and Arterial Mainstreet along Walkley Road to the 

east of the Heron Gate area, and the policy area for within 300m of a school to the west of Heron Gate on both 

Heron Road and Walkley Road. The MMLOS worksheets has been provided in Appendix I. The MMLOS worksheets 

have been provided in Appendix K.  

Table 33: Study Area Intersection MMLOS Analysis 

Intersection 
Pedestrian LOS  Bicycle LOS  Transit LOS  Truck LOS  Auto LOS 

PLOS  Target  BLOS  Target  TLOS  Target  TrLOS  Target  ALOS  Target 

Heron Rd & 
Walkley Rd 

Existing  E  C  D  C  D  D  B  D  C  D 

Future  E  C  A  C    D  D   

Heron Rd & 
Jefferson St 

Existing  F  C  F  B  D  B  D  D  A  D 

Future  F  C  D  B    D  D   

Walkley Rd & 
Heatherington Rd 

Existing  F  C  F  C  C  D  D  D  A  D 

Future  D  C  D  C      D   

Walkley Rd & 
Albion Rd 

Existing  E  A  E  A  D  A  B  D  A  E 

Future  D  A  D  A    D  D   

Walkley Rd & 
Hampstead Pl 

Existing  E  A  E  A  C  A  B  D  A  E 

Future  D  A  D  A    D  D   

Heron Rd & Finn 
Crt 

Existing  E  A  D  A  B  A  B  D  A  E 

Future  F  A  D  A    D  D   

Heron Rd & Alta 
Vista Dr 

Existing  E  A  F  A  F  A  A  D  E  E 

Future  E  A  A  A    D  D   
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The MMLOS targets for the network  intersections are similar to the  intersection evaluation at the Heron Gate 

area. The same constraints and recommendations should be carried through to these intersections once Heron 

Road and Walkley Road are widening/revitalized.  

The future transit and auto LOS will be conditional on the signal timing plans, bus lanes, transit priority, etc. ,and 

should be evaluated at the time the widening/revitalization projects are initiated. The future LOS conditions for 

these modes  for  the  interim  2030  and  2040  future  total  conditions  can  be  reviewed within  the  operational 

summary in Table 31 and Table 32. These will be revisited again once the various site plan application or draft plan 

of subdivision submissions proceed. 

16.2.4 Recommended Design Elements 
As outlined throughout this study, the current arterial road cross‐sections and protected intersection standards 

should  be  applied  by  the  City  once  they  advance  the Heron  Road  and Walkley Road widening/revitalization 

projects.  

17 Summary of Improvements Indicated and Modifications Options  
The following summarizes the analysis and results presented in this TIA report: 

Proposed Site and Screening 

 The  proposed  redevelopment  of  Heron  Gate  includes  118  low  rise  townhome  units,  2,046 mid‐rise 

apartment units and 2,872 high‐rise apartment units 

 Apartment buildings at 2840, 2851, and 2861 Baycrest Drive and 2820 Cedarwood Drive will remain within 

Heron Gate  

 The existing accesses along Baycrest Drive, Cedarwood Drive and Sandalwood Drive will be removed and 

replaced with new accesses and private road connections 

 An extension of Sandalwood Drive is proposed to connect from Baycrest Drive to Cedarwood Drive 

 The redevelopment of Heron Gate is proposed to be completed through five phases by 2040 

 The HG 7 Block,  located at 2816 Sandalwood Drive, while  technically  included within  the Official Plan 

Amendment Area was previously approved and constructed before the initiation of this study, therefore 

has  not  been  included  in  the  proposed  total  unit  count  and  instead  as  a  background  condition/ 

development  

 The Trip Generation, Location, and Safety triggers were all met for the TIA Screening and required this TIA 

to support the Official Plan Amendment, Official Plan Amendment and Zoning Bylaw Amendment 

Existing Conditions 

 Heron Road, Walkley Road and Bank Street are arterial roads, Alta Vista Drive is a major collector road, 

and Baycrest Drive and Albion Road are collector roads in the study area 

 The extension of Sandalwood Drive is a local road 

 Sidewalks/pathways are generally provided on both sides of the study area roadways, and a cycle track is 

provided on the south side of Heron Road along the frontage of the Heron Gate area  

 Mid to high  levels of collisions are noted along Heron Road and Walkley Road, trending higher where 

traffic volumes are higher on the side streets (e.g. at Alta Vista Drive versus Baycrest Drive) 

 Collisions along segments of Sandalwood Drive and Cedarwood Drive may be influenced by the presence 

of on‐street parking, future road improvements should look to provide bulb‐outs to book end the parking 

areas 
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 The Bank Street  intersections have an order of magnitude higher collision rates and are recommended 

that the City review as part of the Bank Street Renewal project 

 In general, the existing conditions operate well with some queuing along Walkley Road during the PM 

peak at the Heatherington Road and the Heron Road intersections 

 The intersections of Heron Road at Alta Vista Drive and both Bank Street intersections are noted to have 

capacity constraints , specifically during the AM peak at the Alta Vista Drive intersection and in both peaks 

along Bank Street 

Development Generated Travel Demand 

 The proposed redevelopment area is forecasted produce a total of 3,431 two‐way people trips during the 

AM peak hour and a total of 3,581 two‐way people trips during the PM peak hour 

 Of the 2030 interim horizon forecasted people trips, 587 two‐way trips will be vehicle trips during the AM 

peak hour and 614 two‐way trips will be vehicle trips during the PM peak hour based on a 35% modal 

share target 

 Of the total 2040 forecasted people trips, 1,200 two‐way trips will be vehicle trips during the AM peak 

hour and 1,256 two‐way trips will be vehicle trips during the PM peak hour based on a 35% modal share 

target 

 The same modal share target is forecast for transit use and the same number of transit trips are targeted 

at the interim 2030 and total 2040 horizons 

 Based on historic  counts  and  counts  conducted  at  the existing  apartment buildings,  is  expected  that 

approximately 490 two‐way vehicles trips will be removed during the AM peak and 640 two‐way vehicle 

trips will be removed during the PM peak due to the demolition of the existing residential lands 

 Of the forecasted trips, 35% are anticipated to travel north, 25% to the south, and 20% to both the east 

and west 

Background Conditions 

 The HG7 redevelopment at 2816 Sandalwood Drive was explicitly included in the background conditions, 

along with background growth rates calculated from the City’s TRANS regional traffic model 

 The  study  area  intersections  are  expected  to  operate  similar  to  the  existing  conditions  during  the 

background horizons 

 The capacity  issues noted during the existing conditions remain at the Heron Road at Alta Vista Drive, 

Heron Road at Bank Street and Walkley Road at Bank Street intersections 

Development Design 

 Baycrest Drive is recommended to be widen roadway to facilitate a 22.0 metre Slow Collector Street, as 

outlined within the 22B pre‐vetted cross‐section in the Designing Neighbourhood Collector Streets 

 Sandalwood Drive and Cedarwood Drive should be maintained as standard 20.0 metre local roads and the 

sidewalks should be formalized from the existing asphalt walkways 

 Traffic calming elements are recommended at the future internal road intersections include:  

o Double narrowing on each corner at the major intersections of Baycrest Drive at Cedarwood Drive, 

Baycrest Drive at Sandalwood Drive, and Cedarwood Drive at the new Sandalwood Drive extension 

o Raised intersection at Baycrest Drive and Cedarwood Drive 

o Raised crossings for multi‐use pathway crossings 

o Bulb‐out chicanes to shift parking to opposite side at midblock locations 
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o Speed humps or speed table  located along  internal roadways, such as between Baycrest Drive and 

Sandalwood Drive near Heron Road 

 Traffic calming elements will need to be confirmed once the 30 km/h speed policy design guidelines are 

issued in 2021 

Parking 

 It  is  recommended  that  the Heron Gate area be  considered as an  inner  suburban  site  to  reduce  the 

minimum parking requirements to 0.5 spaces per unit 

 Furthermore,  it  is  recommended  that  the potential of  reducing  the minimum parking  requirement be 

explored, or a maximum parking rate be implemented to support the focus on transit design and modal 

share targets 

Boundary Street Design 

 Heron Road and Walkley Road do not currently meet the pedestrian or cycling MMLOS targets, due to 

sidewalk and boulevard size, and mixed cycling operations, with the exception on the south side of Heron 

Road where the cycletrack meets the cycling targets 

 Ultimately, the internal road improvements and future Heron Road and Walkley Road cross‐sections are 

expected to meet the MMLOS targets 

Access Intersections Design 

 No changes to the internal road intersections is anticipated as part of the redevelopment of Heron Gate 

 Individual  site  plan  application  accesses  are  expected  to  confirm  to  the  private  approach  bylaw  and 

current design guidance for accesses with the City of Ottawa 

 The  intersections on Heron Road at Baycrest Drive and Sandalwood Drive, and along Walkley Road at 

Cedarwood Drive and Baycrest Drive will remain signalized intersections 

 All four boundary road intersections are expected to operate well through to full build‐out in the 2040 

horizon 

 The boundary road intersection MMLOS analysis has been summarized: 

o The  boundary  road  intersections will  not meet  the  pedestrian MMLOS  targets  regardless  of  any 

improvements  to existing conditions or  the  future widening due  to  the current  framework of  the 

MMLOS analysis 

o The City may  implement advanced pedestrian crossing  time  to  improve  the conditions during  the 

interim if the pedestrian LOS is of concern 

o The cycling LOS targets are also not expected to be met at the boundary road intersections due to the 

mixed flow operations from Baycrest Drive, Sandalwood Drive/Briar Hill Drive and Cedarwood Drive, 

and would  require  ramp  ups  prior  to  the  intersections  and  integrated  into  the  future  protected 

intersections to meet the targets in the future 

o Otherwise, it is expected that the primary cycling travel routes will use the adjacent pathway networks 

until such time that Heron Road and Walkley Road are widened and dedicated facilities are provided 

along these corridors 

o The transit LOS does not meet the targets the existing intersections due to delays on the existing route 

turning movements to/from Baycrest Drive and along Heron Road 
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o It is expected similar operational delays will be present as long as local routes are used to service the 

Heron Gate area or the  intersection timing plans are reconfigured to solely address transit vehicle 

movements at the sacrifice of the overall intersection operations 

o These MMLOS operations are not considered to be impacted by the Heron Gate redevelopment 

 The road improvements are to be coordinated with the redevelopment of the adjacent Phases, including 

traffic calming elements, new sidewalks, new pedestrian crossovers, the Sandalwood Drive extension and 

left‐turn lane improvements at Heron Road and Walkley Road, and generally follow the build as follows: 

o Phase 2 and 3 – 2851 Baycrest Drive – Baycrest Drive between Heron Road and Sandalwood Drive, 

and Sandalwood Drive between Baycrest Drive  to Heron Road, and northbound  left‐turn  lanes on 

Baycrest Drive and Sandalwood Drive at Heron Road 

o Phase  4  –  2881  Baycrest  Drive  –  Baycrest  Drive  from  Sandalwood  Drive  to Walkley  Road  and 

southbound left‐turn lane on Baycrest Drive at Walkley Road 

o Phase 5 – 2848 and 2989 Baycrest Drive – Cedarwood Drive from Baycrest Drive to Walkley Road and 

new  

o Phase 6 – 2820 and 2831 Baycrest Drive – Final paving and tie‐in, if required 

TDM 

 Supportive TDM measures to be included within the Official Plan Amendment should include: 

o Building Component Measures: 

o Reduction of minimum parking ratio below 0.5 spaces per unit, where possible 

 Bike parking ratio of 0.5‐1.0 spaces per unit 

 Provide low grade underground garage ramps (<10%), if bike parking is located underground 

 Provide secure bike parking, with easy access from outside 

 Provide bike repair station in secure bike storage areas 

 Provide real‐time arrival information display at entrances/building lobbies 

 Where adjacent to transit routes, integrate transit stops into building design 

 Posting of pedestrian, cycling, and transit information and maps at primary entrances/exits  

 Inclusion of a 1‐year or 6‐month Presto card for initial occupancy of rental units, with a set time 

frame for this offer (e.g. 6‐months) from the initial opening of the site 

 Unbundle parking cost from purchase or rental costs 

o Exterior/Community Component Measures: 

 Provide bike repair station public/park space 

 Contract with provider to install on‐site bikeshare station 

 Contract with provider to install on‐site carshare vehicles and promote their use by residents 

 Integration of  transit  stops with  adjacent buildings, or  improvement of  existing  stops  to City 

standards for waiting area and shelters 

o Monitoring Measures: 

 Conduct travel survey prior to move‐in to establish baseline behaviours 

 Conduct travel survey 1 year after move‐in to track effectiveness of TDM measures 

 Coordinate survey results with City TDM Coordinator 

Neighbourhood Traffic Management 

 The TIA Guideline thresholds are not considered applicable be used  for direction  in planning  the road 

traffic management features 
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 Regardless of the above, the adherence to the collector road guidelines, future 30km/h speed guidelines 

and the traffic calming elements listed for inclusion into the redevelopment of Heron Gate, it is expected 

that the traffic will be sufficiently managed and no additional mitigation features are required 

Transit 

 The existing transit service utilizes Baycrest Drive to service the Heron Gate area, with routes along Heron 

Road and on Walkley Road to the east of Baycrest Drive 

 The forecasted transit trips is in the range of 590 to 615 peak hour trips by 2030 and 1,200 to 1,250 trips 

by 2040 at full build‐out 

 The existing service would need to increase to approximately a 10‐minute service schedule by 2030 and 

a 5‐minute service schedule by 2040 to meet this demand 

 At this level of transit ridership, a BRT facility is supportable along Heron Road and could be planned by 

the City to develop in conjunction with the Heron Gate redevelopment 

 No specific transit priority measures were considered as part of the area road network analysis as the 

Heron Road BRT would be dedicated facilities and the extent of any priority measures along Walkley Road 

would be subject to transit service identifying any specific service constraints at signalized intersections 

Network Concept 

 No changes to the transportation network concept are recommended as part of this study 

 The OP and TMP updates should consider the timing of the road widening and BRT facilities and ensure 

they are planned to keep pace with the planned redevelopment of the Heron Gate area 

Network Intersection Design 

 Generally, the network intersections will operate well with capacity constraints noted at the Heron Road 

at Alta Vista Drive, Heron Road at Bank Street and Walkley Road at Bank Street intersections 

 The Alta Vista Drive intersection has limited options for signal timing adjustments due to the conflicting 

movement  demands without  a wider  coordination  study  to  optimize  the  north‐south  and  east‐west 

demands 

 The Bank Street intersections are a function of the ongoing Bank Street Renewal geometric changes and 

transit demands, therefore  it  is beyond the scope of this study to review the Bank Street corridor and 

explore mitigation measures already contemplated during the development of the functional design 

 The network road intersection MMLOS analysis has been summarized: 

o The  network  road  intersections will  not meet  the  pedestrian MMLOS  targets  regardless  of  any 

improvements  to existing conditions or  the  future widening due  to  the current  framework of  the 

MMLOS analysis 

o The City may  implement advanced pedestrian crossing  time  to  improve  the conditions during  the 

interim if the pedestrian LOS is of concern 

o The cycling LOS targets are also not expected to be met at the network road intersections due to the 

mixed flow operations from side street, and would require ramp ups prior to the intersections and 

integrated into the future protected intersections to meet the targets in the future 

o The transit LOS does not meet the targets at the existing intersections due to delays on the transit 

route turning movements, with the exception of Heron Road at Jefferson Street and Walkley Road at 

Heatherington Road where the targets are met 
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o It is expected similar operational delays will be present as long as local routes are used to service the

area or the intersection timing plans are reconfigured to solely address transit vehicle movements at

the sacrifice of the overall intersection operations

o These MMLOS operations are not considered to be impacted by the Heron Gate redevelopment

o The  future  transit  and  auto  LOS will  be  conditional on  the  signal  timing plans,  bus  lanes,  transit

priority, etc. and should be evaluated at the time the widening/revitalization projects are initiated

 No changes recommended  for the network road  intersections beyond the  improvements noted  in the

TMP concept plans

18 Conclusion 
It is recommended that, from a transportation perspective, the proposed Official Plan Amendment proceed. 

Prepared By:  Reviewed By: 

Andrew Harte, P.Eng. 
Senior Transportation Engineer 

Christopher Gordon, P.Eng. 
Senior Transportation Engineer 

Dec. 4, 2020



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix A 

     

TIA Screening Form and PM Certification Form 

 

   



13 Markham Avenue
Nepean ON  K2G 3Z1

City of Ottawa 2017 TIA Guidelines Date: Jan. 4, 2019

Step 1 ‐ Screening Form Project Number: 2018‐49

Project Reference: Timbercreek ‐ Heron Gate

Municipal Address

Description of Location

Land Use Classification

Development Size 

Accesses

Phase of Development

Buildout Year

TIA Requirement

Land Use Type

Development Size  5,063 Units

Trip Generation Trigger Yes

Does the development propose a new driveway to a boundary street that 

is designated as part of the City’s Transit Priority, Rapid Transit or Spine 

Bicycle Networks?

Yes

Is the development in a Design Priority Area (DPA) or Transit‐oriented 

Development (TOD) zone?
No

Location Trigger Yes

Are posted speed limits on a boundary street are 80 km/hr or greater? No

Are there any horizontal/vertical curvatures on a boundary street limits 

sight lines at a proposed driveway?
No

Is the proposed driveway within the area of influence of an adjacent traffic 

signal or roundabout (i.e. within 300 m of intersection in rural conditions, 

or within 150 m of intersection in urban/ suburban conditions)?

No

Is the proposed driveway within auxiliary lanes of an intersection? No

Does the proposed driveway make use of an existing median break that 

serves an existing site?
No

Is there is a documented history of traffic operations or safety concerns on 

the boundary streets within 500 m of the development?
Yes

Does the development include a drive‐thru facility? No

Safety Trigger Yes

1.1 Description of Proposed Development

1.2 Trip Generation Trigger

2848, 2851, 2881, 2898 Baycrest Dr, 2820, 2831 Cedarwood Dr 

PLAN 796 PT BLK 1A, A, C, D & G, CARL CONDO PLAN 325 LEVEL 

1;UNIT 17, 326 LEVEL 1;UNIT 6, 327 LEVEL 1;UNIT 36

Residential (R5B) and Arterial Mainstreet (AM10)

1.3 Location Triggers

314 low rise, 1,387 mid‐rise, 3,362 high‐rise units (HG7 not 

included)

1.4. Safety Triggers

Full TIA Required

Existing Road Network ‐ Baycrest, Cedarwood, Sandalwood

8 remaining blocks

2022 for initial block

Townhomes or apartments



 

 
 

 City Of Ottawa 
Infrastructure Services and Community 
Sustainability 

Planning and Growth Management 
110 Laurier Avenue West, 4th fl.  

Ottawa, ON  K1P 1J1 
Tel. : 613-580-2424 
Fax: 613-560-6006 

 

Ville d'Ottawa 
Services d 'infrastructure et Viabilité des 
collectivités 

Urbanisme et Gestion de la croissance 
110, avenue Laurier Ouest 

Ottawa (Ontario) K1P 1J1 
Tél. : 613-580-2424 
Télécopieur: 613-560-6006 

 

 

 

 

 

 

 

TIA Plan Reports 
 

On 14 June 2017, the Council of the City of Ottawa adopted new Transportation Impact 

Assessment (TIA) Guidelines.  In adopting the guidelines, Council established a requirement 

for those preparing and delivering transportation impact assessments and reports to sign a 

letter of certification. 

 

Individuals submitting TIA reports will be responsible for all aspects of development-related 

transportation assessment and reporting, and undertaking such work, in accordance and 

compliance with the City of Ottawa’s Official Plan, the Transportation Master Plan and the 

Transportation Impact Assessment (2017) Guidelines. 

 

By submitting the attached TIA report (and any associated documents) and signing this 

document, the individual acknowledges that s/he meets the four criteria listed below. 

 

CERTIFICATION 

 

1. I have reviewed and have a sound understanding of the objectives, needs and 

requirements of the City of Ottawa’s Official Plan, Transportation Master Plan and the 

Transportation Impact Assessment (2017) Guidelines; 

2. I have a sound knowledge of industry standard practice with respect to the preparation 

of transportation impact assessment reports, including multi modal level of service 

review; 

3. I have substantial experience (more than 5 years) in undertaking and delivering 

transportation impact studies (analysis, reporting and geometric design) with strong 

background knowledge in transportation planning, engineering or traffic operations; 

and  
4. I am either a licensed1 or registered2 professional in good standing, whose field of 

expertise [check √ appropriate field(s)] is either transportation engineering √ or 

transportation planning □. 
 
1,2 License of registration body that oversees the profession is required to have a code of conduct and 

ethics guidelines that will ensure appropriate conduct and representation for transportation planning 

and/or transportation engineering works. 

 

 



 

TIS REPORTS-PreQualification Letter/rc 

 

 

 

Dated at ___Ottawa__________ this __20__ day of ________September________, 2018. 

  (City) 

 

 

Name:   ___________Andrew Harte_____________________________ 

      (Please Print) 

 

Professional Title: _________Professional Engineer___________________________ 

 

 

 

___________________________________________________________ 

Signature of Individual certifier that s/he meets the above four criteria 

 

 

 

 

Office Contact Information (Please Print) 

Address: 13 Markham Avenue 

 

City / Postal Code: Ottawa  /  K2G 3Z1 

 

Telephone / Extension: (613) 697-3797 

 

E-Mail Address: Andrew.Harte@CGHTransportation.com 

 

  

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix B 

     

Turning Movement Count Data 

 
   































































































































 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix C 

     

Synchro Intersection Worksheets – Existing Conditions 

 

   























































 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix D 

     

Collision Data 

 

   



Accident Date Accident Year Accident Time Location Environment Condition Light Traffic Control Traffic Control Condition Classification Of Accident Initial Impact Type Road Surface Condition

2014‐07‐29 2014‐07‐29 15:30 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2014‐08‐22 2014‐08‐22 15:01 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2014‐01‐27 2014‐01‐27 0:37 ALBION RD/COLLISTON CRES E @ WALKLEY RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 03 ‐ Loose snow

2014‐02‐21 2014‐02‐21 19:30 ALBION RD/COLLISTON CRES E @ WALKLEY RD 04 ‐ Freezing Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2014‐09‐29 2014‐09‐29 15:37 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2014‐09‐15 2014‐09‐15 10:10 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐07‐01 2015‐07‐01 13:36 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2015‐06‐12 2015‐06‐12 15:38 ALBION RD/COLLISTON CRES E @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet

2015‐10‐19 2015‐10‐19 13:55 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2015‐01‐20 2015‐01‐20 17:09 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 99 ‐ Other 01 ‐ Dry

2015‐03‐31 2015‐03‐31 14:12 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2015‐11‐02 2015‐11‐02 16:02 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐07‐25 2016‐07‐25 22:13 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2016‐12‐01 2016‐12‐01 18:09 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 02 ‐ Wet

2016‐03‐04 2016‐03‐04 19:00 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐02‐19 2016‐02‐19 18:17 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐01‐18 2016‐01‐18 16:20 ALBION RD/COLLISTON CRES E @ WALKLEY RD 03 ‐ Snow 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2016‐01‐19 2016‐01‐19 6:38 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 06 ‐ Ice

2016‐11‐10 2016‐11‐10 9:00 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2017‐06‐17 2017‐06‐17 19:42 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 01 ‐ Approaching 01 ‐ Dry

2017‐07‐25 2017‐07‐25 12:05 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2017‐07‐22 2017‐07‐22 6:01 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 03 ‐ Dawn 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2017‐07‐19 2017‐07‐19 13:11 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐11‐18 2017‐11‐18 18:54 ALBION RD/COLLISTON CRES E @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2017‐03‐01 2017‐03‐01 18:22 ALBION RD/COLLISTON CRES E @ WALKLEY RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2018‐01‐25 2018‐01‐25 9:14 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2018‐05‐08 2018‐05‐08 19:15 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2018‐06‐06 2018‐06‐06 17:37 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐06‐26 2018‐06‐26 6:57 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐07‐09 2018‐07‐09 10:39 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐10‐20 2018‐10‐20 6:53 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 99 ‐ Other 02 ‐ Wet

2018‐10‐30 2018‐10‐30 17:16 ALBION RD/COLLISTON CRES E @ WALKLEY RD (0011422) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2014‐08‐20 2014‐08‐20 12:49 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2014‐05‐29 2014‐05‐29 14:00 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐05‐31 2014‐05‐31 12:19 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2014‐06‐07 2014‐06‐07 12:15 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐09‐05 2014‐09‐05 9:47 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐04‐03 2014‐04‐03 12:34 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐04‐24 2014‐04‐24 12:50 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐04‐03 2014‐04‐03 13:57 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐05‐15 2014‐05‐15 15:31 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐05‐23 2014‐05‐23 15:15 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2014‐12‐09 2014‐12‐09 11:45 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐08‐11 2014‐08‐11 13:30 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐09‐12 2014‐09‐12 11:26 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐12‐30 2014‐12‐30 16:30 BANK ST @ HERON RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐10‐06 2014‐10‐06 20:40 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐03‐17 2015‐03‐17 14:00 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 99 ‐ Other 01 ‐ Dry

2015‐01‐13 2015‐01‐13 17:59 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2015‐12‐07 2015‐12‐07 12:04 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2015‐01‐21 2015‐01‐21 8:39 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐01‐21 2015‐01‐21 9:56 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐04‐07 2015‐04‐07 14:38 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐03‐04 2015‐03‐04 14:14 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐05‐06 2015‐05‐06 12:30 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐01‐07 2015‐01‐07 9:11 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2015‐02‐03 2015‐02‐03 15:11 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2015‐07‐29 2015‐07‐29 16:40 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐03‐20 2015‐03‐20 13:29 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐02‐13 2015‐02‐13 14:52 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐09‐02 2015‐09‐02 8:39 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐02‐10 2015‐02‐10 17:31 BANK ST @ HERON RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐07‐15 2015‐07‐15 19:37 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐05‐15 2015‐05‐15 18:27 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐05‐22 2015‐05‐22 14:23 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐08‐16 2015‐08‐16 13:15 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐12‐14 2015‐12‐14 16:30 BANK ST @ HERON RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐06‐12 2015‐06‐12 15:45 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐09‐12 2015‐09‐12 14:18 BANK ST @ HERON RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2015‐10‐26 2015‐10‐26 16:20 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐08‐04 2015‐08‐04 10:20 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐08‐06 2015‐08‐06 8:32 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐10‐08 2015‐10‐08 11:16 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐09‐18 2015‐09‐18 13:00 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐07‐20 2015‐07‐20 12:06 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐12‐23 2015‐12‐23 10:05 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐11‐09 2015‐11‐09 15:31 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐11‐19 2015‐11‐19 7:40 BANK ST @ HERON RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐12‐13 2015‐12‐13 21:38 BANK ST @ HERON RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐12‐24 2015‐12‐24 10:24 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐12‐16 2015‐12‐16 14:50 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐11‐24 2015‐11‐24 15:06 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2016‐07‐09 2016‐07‐09 21:11 BANK ST @ HERON RD 02 ‐ Rain 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 02 ‐ Wet

2016‐03‐05 2016‐03‐05 11:49 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐01‐08 2016‐01‐08 13:37 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐02‐17 2016‐02‐17 11:40 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2016‐02‐25 2016‐02‐25 7:35 BANK ST @ HERON RD 04 ‐ Freezing Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2016‐04‐04 2016‐04‐04 8:52 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐05‐04 2016‐05‐04 11:03 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐05‐05 2016‐05‐05 12:10 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐08‐28 2016‐08‐28 16:59 BANK ST @ HERON RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐08‐22 2016‐08‐22 14:59 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐11‐20 2016‐11‐20 21:31 BANK ST @ HERON RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 04 ‐ Slush

2016‐08‐06 2016‐08‐06 14:49 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐02‐25 2016‐02‐25 17:44 BANK ST @ HERON RD 02 ‐ Rain 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 04 ‐ Slush



2016‐05‐03 2016‐05‐03 7:57 BANK ST @ HERON RD 07 ‐ Fog, mist, smoke, dust 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐06‐22 2016‐06‐22 12:30 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐05‐30 2016‐05‐30 11:23 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐04‐23 2016‐04‐23 14:38 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐08‐19 2016‐08‐19 15:40 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐05‐30 2016‐05‐30 9:07 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐08‐23 2016‐08‐23 14:47 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐09‐13 2016‐09‐13 12:46 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐12‐22 2016‐12‐22 14:26 BANK ST @ HERON RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2016‐12‐23 2016‐12‐23 19:46 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐12‐06 2016‐12‐06 14:54 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐12‐01 2016‐12‐01 13:11 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐05‐02 2017‐05‐02 23:17 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 02 ‐ Wet

2017‐05‐31 2017‐05‐31 17:19 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐05‐12 2017‐05‐12 7:58 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐05‐20 2017‐05‐20 16:10 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐05‐05 2017‐05‐05 12:31 BANK ST @ HERON RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2017‐07‐04 2017‐07‐04 12:34 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2017‐07‐23 2017‐07‐23 19:05 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐09‐07 2017‐09‐07 20:34 BANK ST @ HERON RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 02 ‐ Wet

2017‐10‐13 2017‐10‐13 14:35 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐12‐11 2017‐12‐11 9:25 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2017‐12‐15 2017‐12‐15 8:18 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2017‐12‐11 2017‐12‐11 11:50 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐11‐17 2017‐11‐17 21:45 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐12‐01 2017‐12‐01 18:33 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐02‐02 2017‐02‐02 16:57 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2017‐02‐09 2017‐02‐09 16:55 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2017‐01‐27 2017‐01‐27 17:05 BANK ST @ HERON RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2017‐02‐22 2017‐02‐22 3:05 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 02 ‐ Wet

2017‐04‐07 2017‐04‐07 23:13 BANK ST @ HERON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐12‐26 2017‐12‐26 13:15 BANK ST @ HERON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2018‐01‐12 2018‐01‐12 17:13 BANK ST @ HERON RD (0002155) 04 ‐ Freezing Rain 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 99 ‐ Other 04 ‐ Slush

2018‐01‐16 2018‐01‐16 0:47 BANK ST @ HERON RD (0002155) 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2018‐02‐07 2018‐02‐07 14:58 BANK ST @ HERON RD (0002155) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 05 ‐ Packed snow

2018‐02‐21 2018‐02‐21 22:41 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐02‐24 2018‐02‐24 10:35 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐03‐03 2018‐03‐03 10:44 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐03‐05 2018‐03‐05 1:05 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2018‐03‐10 2018‐03‐10 12:45 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐03‐12 2018‐03‐12 6:07 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐04‐14 2018‐04‐14 16:45 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐04‐24 2018‐04‐24 15:07 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐05‐11 2018‐05‐11 22:28 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐05‐17 2018‐05‐17 18:46 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2018‐05‐24 2018‐05‐24 14:27 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐06‐01 2018‐06‐01 14:27 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐07‐05 2018‐07‐05 12:49 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐07‐12 2018‐07‐12 16:33 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐08‐02 2018‐08‐02 9:16 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2018‐08‐04 2018‐08‐04 13:13 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐08‐05 2018‐08‐05 9:30 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐08‐20 2018‐08‐20 14:40 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2018‐08‐20 2018‐08‐20 14:53 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐09‐13 2018‐09‐13 21:38 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2018‐09‐19 2018‐09‐19 7:40 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2018‐09‐30 2018‐09‐30 19:30 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐10‐05 2018‐10‐05 18:14 BANK ST @ HERON RD (0002155) 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐10‐13 2018‐10‐13 18:30 BANK ST @ HERON RD (0002155) 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 99 ‐ Other 01 ‐ Dry

2018‐10‐15 2018‐10‐15 9:45 BANK ST @ HERON RD (0002155) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐10‐15 2018‐10‐15 16:01 BANK ST @ HERON RD (0002155) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2018‐10‐18 2018‐10‐18 16:42 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐10‐31 2018‐10‐31 13:15 BANK ST @ HERON RD (0002155) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐11‐12 2018‐11‐12 7:05 BANK ST @ HERON RD (0002155) 03 ‐ Snow 03 ‐ Dawn 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 03 ‐ Loose snow

2018‐11‐19 2018‐11‐19 15:49 BANK ST @ HERON RD (0002155) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐11‐26 2018‐11‐26 18:39 BANK ST @ HERON RD (0002155) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐12‐02 2018‐12‐02 13:40 BANK ST @ HERON RD (0002155) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2014‐03‐10 2014‐03‐10 13:36 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 02 ‐ Wet

2014‐01‐27 2014‐01‐27 10:46 BANK ST @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 03 ‐ Loose snow

2014‐07‐15 2014‐07‐15 13:25 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐09‐02 2014‐09‐02 19:08 BANK ST @ WALKLEY RD 02 ‐ Rain 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 02 ‐ Wet

2014‐09‐21 2014‐09‐21 17:24 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐01‐06 2014‐01‐06 15:46 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2014‐01‐03 2014‐01‐03 22:10 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 06 ‐ Ice

2014‐01‐07 2014‐01‐07 10:35 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 06 ‐ Ice

2014‐01‐20 2014‐01‐20 16:20 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐01‐27 2014‐01‐27 13:12 BANK ST @ WALKLEY RD 05 ‐ Drifting Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 05 ‐ Packed snow

2014‐01‐25 2014‐01‐25 19:19 BANK ST @ WALKLEY RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 03 ‐ Loose snow

2014‐02‐10 2014‐02‐10 7:00 BANK ST @ WALKLEY RD 01 ‐ Clear 03 ‐ Dawn 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 04 ‐ Slush

2014‐01‐25 2014‐01‐25 19:19 BANK ST @ WALKLEY RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2014‐03‐12 2014‐03‐12 15:42 BANK ST @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 05 ‐ Packed snow

2014‐04‐17 2014‐04‐17 16:33 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐05‐06 2014‐05‐06 14:50 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐04‐29 2014‐04‐29 11:00 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐05‐12 2014‐05‐12 17:38 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 99 ‐ Other 01 ‐ Dry

2014‐06‐12 2014‐06‐12 9:05 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2014‐06‐16 2014‐06‐16 11:45 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2014‐06‐21 2014‐06‐21 17:10 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐06‐27 2014‐06‐27 14:33 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐08‐18 2014‐08‐18 11:15 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐10‐15 2014‐10‐15 16:34 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐11‐18 2014‐11‐18 12:02 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐09‐27 2014‐09‐27 16:09 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐12‐27 2014‐12‐27 17:09 BANK ST @ WALKLEY RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2014‐12‐18 2014‐12‐18 12:45 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2015‐06‐22 2015‐06‐22 15:06 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry



2015‐10‐01 2015‐10‐01 14:25 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2015‐07‐12 2015‐07‐12 19:40 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2015‐03‐10 2015‐03‐10 16:40 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐06‐30 2015‐06‐30 11:20 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐03‐10 2015‐03‐10 16:25 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐07‐13 2015‐07‐13 7:50 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐06‐16 2015‐06‐16 14:16 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐03‐07 2015‐03‐07 20:37 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2015‐01‐13 2015‐01‐13 14:41 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐03‐04 2015‐03‐04 18:24 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐04‐13 2015‐04‐13 18:50 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐07‐16 2015‐07‐16 19:15 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐06‐29 2015‐06‐29 20:07 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐05‐23 2015‐05‐23 16:32 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐04‐11 2015‐04‐11 12:19 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐06‐16 2015‐06‐16 10:45 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐10‐15 2015‐10‐15 16:18 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐10‐22 2015‐10‐22 15:19 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐11‐01 2015‐11‐01 14:48 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐11‐18 2015‐11‐18 18:24 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐07‐16 2016‐07‐16 8:54 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2016‐06‐14 2016‐06‐14 13:48 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐10‐06 2016‐10‐06 21:34 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐02‐22 2016‐02‐22 17:05 BANK ST @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2016‐09‐27 2016‐09‐27 8:59 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2016‐11‐02 2016‐11‐02 8:01 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2016‐12‐08 2016‐12‐08 21:13 BANK ST @ WALKLEY RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 06 ‐ Ice

2016‐02‐16 2016‐02‐16 16:28 BANK ST @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 03 ‐ Loose snow

2016‐09‐19 2016‐09‐19 13:23 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐01‐29 2016‐01‐29 17:18 BANK ST @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐01‐20 2016‐01‐20 10:54 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐09‐13 2016‐09‐13 8:24 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐03‐25 2016‐03‐25 18:28 BANK ST @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐04‐16 2016‐04‐16 10:20 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐04‐16 2016‐04‐16 19:10 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐04‐19 2016‐04‐19 15:00 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐06‐19 2016‐06‐19 23:23 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐10‐12 2016‐10‐12 16:22 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐09‐26 2016‐09‐26 16:03 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐11‐04 2016‐11‐04 22:41 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐11‐02 2016‐11‐02 18:40 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐12‐08 2016‐12‐08 20:22 BANK ST @ WALKLEY RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2016‐11‐18 2016‐11‐18 18:00 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐11‐28 2016‐11‐28 10:52 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐05‐24 2017‐05‐24 13:21 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐05‐25 2017‐05‐25 13:29 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐06‐08 2017‐06‐08 15:22 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐08‐28 2017‐08‐28 21:40 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐08‐31 2017‐08‐31 21:03 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐08‐30 2017‐08‐30 12:28 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐09‐14 2017‐09‐14 17:30 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐09‐05 2017‐09‐05 21:43 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2017‐10‐21 2017‐10‐21 19:39 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 99 ‐ Other 01 ‐ Dry

2017‐09‐26 2017‐09‐26 8:20 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2017‐10‐24 2017‐10‐24 8:23 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2017‐11‐17 2017‐11‐17 14:12 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐12‐10 2017‐12‐10 12:21 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2017‐12‐04 2017‐12‐04 16:47 BANK ST @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2017‐01‐17 2017‐01‐17 16:15 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐01‐15 2017‐01‐15 14:30 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐01‐02 2017‐01‐02 16:50 BANK ST @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐01‐05 2017‐01‐05 16:50 BANK ST @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 06 ‐ Ice

2017‐01‐14 2017‐01‐14 14:17 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐01‐04 2017‐01‐04 10:48 BANK ST @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2017‐03‐03 2017‐03‐03 19:14 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐03‐21 2017‐03‐21 15:22 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐04‐01 2017‐04‐01 0:18 BANK ST @ WALKLEY RD 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 03 ‐ Loose snow

2017‐03‐24 2017‐03‐24 14:55 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2017‐04‐07 2017‐04‐07 13:35 BANK ST @ WALKLEY RD 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 02 ‐ Wet

2017‐04‐07 2017‐04‐07 1:46 BANK ST @ WALKLEY RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet

2017‐12‐30 2017‐12‐30 17:03 BANK ST @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐12‐24 2017‐12‐24 11:11 BANK ST @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐01‐10 2018‐01‐10 13:28 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐02‐03 2018‐02‐03 18:44 BANK ST @ WALKLEY RD (0011423) 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 02 ‐ Wet

2018‐02‐22 2018‐02‐22 8:49 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐06‐06 2018‐06‐06 21:49 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐06‐16 2018‐06‐16 12:06 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐06‐20 2018‐06‐20 20:23 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐07‐18 2018‐07‐18 16:29 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐07‐25 2018‐07‐25 14:40 BANK ST @ WALKLEY RD (0011423) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2018‐07‐30 2018‐07‐30 15:40 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐07‐31 2018‐07‐31 13:19 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐08‐04 2018‐08‐04 13:47 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐08‐08 2018‐08‐08 11:19 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2018‐08‐26 2018‐08‐26 22:37 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐09‐13 2018‐09‐13 19:08 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2018‐10‐14 2018‐10‐14 13:38 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐10‐17 2018‐10‐17 17:05 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2018‐10‐31 2018‐10‐31 17:06 BANK ST @ WALKLEY RD (0011423) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐11‐16 2018‐11‐16 15:13 BANK ST @ WALKLEY RD (0011423) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 03 ‐ Loose snow

2018‐11‐20 2018‐11‐20 13:45 BANK ST @ WALKLEY RD (0011423) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2018‐11‐21 2018‐11‐21 13:45 BANK ST @ WALKLEY RD (0011423) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2018‐12‐05 2018‐12‐05 13:01 BANK ST @ WALKLEY RD (0011423) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 02 ‐ Wet

2018‐12‐05 2018‐12‐05 17:30 BANK ST @ WALKLEY RD (0011423) 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2018‐12‐20 2018‐12‐20 16:29 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐12‐27 2018‐12‐27 15:15 BANK ST @ WALKLEY RD (0011423) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry



2015‐01‐23 2015‐01‐23 16:00 BAYCREST DR @ CEDARWOOD DR 01 ‐ Clear 05 ‐ Dusk 02 ‐ Stop sign 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐12‐26 2016‐12‐26 14:35 BAYCREST DR @ CEDARWOOD DR 04 ‐ Freezing Rain 01 ‐ Daylight 02 ‐ Stop sign 03 ‐ P.D. only 02 ‐ Angle 06 ‐ Ice

2017‐09‐17 2017‐09‐17 9:06 BAYCREST DR @ CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 02 ‐ Stop sign 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2015‐02‐10 2015‐02‐10 20:11 BAYCREST DR @ SANDALWOOD DR 01 ‐ Clear 07 ‐ Dark 03 ‐ Yield sign 03 ‐ P.D. only 99 ‐ Other 01 ‐ Dry

2016‐10‐29 2016‐10‐29 12:28 BAYCREST DR @ SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 03 ‐ Yield sign 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2017‐09‐21 2017‐09‐21 0:00 BAYCREST DR @ SANDALWOOD DR 01 ‐ Clear 00 ‐ Unknown 03 ‐ Yield sign 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2018‐04‐06 2018‐04‐06 18:59 BAYCREST DR @ SANDALWOOD DR (0007085) 03 ‐ Snow 05 ‐ Dusk 03 ‐ Yield sign 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2014‐10‐06 2014‐10‐06 9:29 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐01‐06 2014‐01‐06 2:48 BAYCREST DR @ WALKLEY RD 04 ‐ Freezing Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 06 ‐ Ice

2014‐02‐25 2014‐02‐25 16:50 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐02‐07 2014‐02‐07 15:30 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐08‐12 2014‐08‐12 8:10 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐09‐29 2014‐09‐29 17:00 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐03‐17 2015‐03‐17 18:40 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2015‐06‐11 2015‐06‐11 0:26 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐04‐02 2015‐04‐02 14:49 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐05‐17 2016‐05‐17 11:19 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐06‐09 2016‐06‐09 13:07 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2016‐09‐01 2016‐09‐01 21:27 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐03‐22 2016‐03‐22 8:49 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐05‐13 2016‐05‐13 20:24 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐09‐23 2016‐09‐23 16:46 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐06‐15 2016‐06‐15 7:30 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐10‐27 2016‐10‐27 10:40 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐11‐04 2016‐11‐04 12:42 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐07‐01 2017‐07‐01 23:17 BAYCREST DR @ WALKLEY RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 02 ‐ Wet

2017‐07‐05 2017‐07‐05 7:39 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐12‐13 2017‐12‐13 7:30 BAYCREST DR @ WALKLEY RD 03 ‐ Snow 03 ‐ Dawn 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2017‐03‐19 2017‐03‐19 17:41 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐12‐28 2017‐12‐28 18:57 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 05 ‐ Packed snow

2017‐12‐27 2017‐12‐27 14:25 BAYCREST DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐01‐26 2018‐01‐26 8:51 BAYCREST DR @ WALKLEY RD (0006958) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐02‐09 2018‐02‐09 14:46 BAYCREST DR @ WALKLEY RD (0006958) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 05 ‐ Packed snow

2018‐02‐12 2018‐02‐12 15:55 BAYCREST DR @ WALKLEY RD (0006958) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 04 ‐ Slush

2018‐04‐07 2018‐04‐07 16:20 BAYCREST DR @ WALKLEY RD (0006958) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐09‐07 2018‐09‐07 8:03 BAYCREST DR @ WALKLEY RD (0006958) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐04‐29 2014‐04‐29 16:54 BAYCREST DR btwn CEDARWOOD DR & SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 99 ‐ Other 01 ‐ Dry

2016‐07‐03 2016‐07‐03 19:13 BAYCREST DR btwn CEDARWOOD DR & SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2016‐02‐17 2016‐02‐17 14:44 BAYCREST DR btwn CEDARWOOD DR & SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2017‐11‐10 2017‐11‐10 0:00 BAYCREST DR btwn CEDARWOOD DR & SANDALWOOD DR 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2017‐02‐06 2017‐02‐06 9:11 BAYCREST DR btwn CEDARWOOD DR & SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2017‐12‐29 2017‐12‐29 22:29 BAYCREST DR btwn CEDARWOOD DR & SANDALWOOD DR 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 02 ‐ Non‐fatal injury 07 ‐ SMV other 06 ‐ Ice

2014‐01‐21 2014‐01‐21 12:49 BAYCREST DR btwn HERON RD & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐04‐05 2014‐04‐05 12:59 BAYCREST DR btwn HERON RD & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐05‐14 2015‐05‐14 22:28 BAYCREST DR btwn HERON RD & CEDARWOOD DR 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐05‐26 2016‐05‐26 8:11 BAYCREST DR btwn HERON RD & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2016‐12‐17 2016‐12‐17 0:00 BAYCREST DR btwn HERON RD & CEDARWOOD DR 04 ‐ Freezing Rain 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 03 ‐ Loose snow

2018‐01‐10 2018‐01‐10 13:52 BAYCREST DR btwn HERON RD & CEDARWOOD DR (__3ZA861) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐06‐20 2018‐06‐20 Unknown BAYCREST DR btwn HERON RD & CEDARWOOD DR (__3ZA861) 01 ‐ Clear 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2018‐06‐25 2018‐06‐25 21:19 BAYCREST DR btwn HERON RD & CEDARWOOD DR (__3ZA861) 01 ‐ Clear 05 ‐ Dusk 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐04‐27 2015‐04‐27 18:55 BAYCREST DR btwn SANDALWOOD DR & WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 10 ‐ No control 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2015‐11‐04 2015‐11‐04 13:28 BAYCREST DR btwn SANDALWOOD DR & WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2017‐12‐12 2017‐12‐12 14:59 BAYCREST DR btwn SANDALWOOD DR & WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐10‐09 2018‐10‐09 15:50 BAYCREST DR btwn SANDALWOOD DR & WALKLEY RD (__3ZA9YU) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐07‐26 2014‐07‐26 17:07 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2014‐08‐20 2014‐08‐20 16:02 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐06‐18 2014‐06‐18 18:30 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2015‐01‐25 2015‐01‐25 9:58 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet

2015‐06‐03 2015‐06‐03 14:15 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐02‐28 2016‐02‐28 12:45 CEDARWOOD DR @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 03 ‐ Loose snow

2017‐05‐31 2017‐05‐31 21:12 CEDARWOOD DR @ WALKLEY RD 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2017‐08‐31 2017‐08‐31 16:52 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐08‐28 2017‐08‐28 15:30 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐09‐18 2017‐09‐18 18:45 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2017‐01‐10 2017‐01‐10 8:43 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 04 ‐ Slush

2017‐03‐12 2017‐03‐12 11:48 CEDARWOOD DR @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐09‐13 2018‐09‐13 13:55 CEDARWOOD DR @ WALKLEY RD (0002235) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐12‐29 2018‐12‐29 11:00 CEDARWOOD DR @ WALKLEY RD (0002235) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐12‐31 2018‐12‐31 18:41 CEDARWOOD DR @ WALKLEY RD (0002235) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2014‐02‐05 2014‐02‐05 6:33 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 03 ‐ Dawn 10 ‐ No control 02 ‐ Non‐fatal injury 99 ‐ Other 01 ‐ Dry

2014‐02‐19 2014‐02‐19 0:00 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 03 ‐ Loose snow

2014‐09‐06 2014‐09‐06 0:00 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2014‐10‐22 2014‐10‐22 0:00 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2015‐11‐16 2015‐11‐16 9:23 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2017‐05‐05 2017‐05‐05 23:41 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 02 ‐ Rain 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2017‐08‐31 2017‐08‐31 13:48 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2017‐11‐10 2017‐11‐10 15:09 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐01‐03 2018‐01‐03 Unknown CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR (__3ZA9YT) 03 ‐ Snow 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 05 ‐ Packed snow

2018‐03‐15 2018‐03‐15 15:51 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR (__3ZA9YT) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2018‐12‐23 2018‐12‐23 10:01 CEDARWOOD DR btwn WALKLEY RD & BAYCREST DR (__3ZA9YT) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐03‐03 2014‐03‐03 17:04 HAMPSTEAD PL @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐10‐01 2015‐10‐01 8:56 HAMPSTEAD PL @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2015‐08‐19 2015‐08‐19 20:36 HAMPSTEAD PL @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐10‐23 2015‐10‐23 20:14 HAMPSTEAD PL @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 01 ‐ Approaching 01 ‐ Dry

2016‐04‐21 2016‐04‐21 14:45 HAMPSTEAD PL @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐12‐09 2016‐12‐09 8:22 HAMPSTEAD PL @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2018‐07‐11 2018‐07‐11 7:16 HAMPSTEAD PL @ WALKLEY RD (0006845) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐01‐02 2014‐01‐02 12:53 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2014‐01‐03 2014‐01‐03 9:02 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 06 ‐ Ice

2014‐02‐24 2014‐02‐24 8:40 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐04‐17 2014‐04‐17 8:10 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2014‐08‐25 2014‐08‐25 1:42 HERON RD @ ALTA VISTA DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2014‐11‐08 2014‐11‐08 16:23 HERON RD @ ALTA VISTA DR 02 ‐ Rain 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2014‐12‐06 2014‐12‐06 16:05 HERON RD @ ALTA VISTA DR 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐10‐15 2014‐10‐15 4:07 HERON RD @ ALTA VISTA DR 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 02 ‐ Wet

2014‐12‐15 2014‐12‐15 18:14 HERON RD @ ALTA VISTA DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry



2015‐02‐02 2015‐02‐02 10:00 HERON RD @ ALTA VISTA DR 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 05 ‐ Packed snow

2015‐03‐19 2015‐03‐19 16:52 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2015‐03‐03 2015‐03‐03 16:15 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐08‐24 2015‐08‐24 10:21 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐10‐22 2015‐10‐22 8:05 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐09‐30 2015‐09‐30 16:30 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐05‐03 2016‐05‐03 23:14 HERON RD @ ALTA VISTA DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐09‐01 2016‐09‐01 13:56 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2016‐07‐02 2016‐07‐02 16:37 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐02‐28 2016‐02‐28 12:08 HERON RD @ ALTA VISTA DR 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2016‐09‐24 2016‐09‐24 23:09 HERON RD @ ALTA VISTA DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐08‐24 2016‐08‐24 18:21 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐02‐02 2016‐02‐02 15:15 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐01‐15 2016‐01‐15 14:49 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 05 ‐ Packed snow

2016‐05‐31 2016‐05‐31 12:38 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐12‐05 2016‐12‐05 14:00 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 05 ‐ Packed snow

2017‐05‐11 2017‐05‐11 9:50 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐06‐24 2017‐06‐24 12:08 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐05‐21 2017‐05‐21 15:46 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2017‐08‐15 2017‐08‐15 6:43 HERON RD @ ALTA VISTA DR 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2017‐08‐30 2017‐08‐30 9:43 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2017‐07‐01 2017‐07‐01 21:34 HERON RD @ ALTA VISTA DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 02 ‐ Wet

2017‐10‐04 2017‐10‐04 16:16 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐01‐05 2017‐01‐05 17:23 HERON RD @ ALTA VISTA DR 03 ‐ Snow 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2017‐03‐08 2017‐03‐08 4:00 HERON RD @ ALTA VISTA DR 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet

2017‐12‐21 2017‐12‐21 15:27 HERON RD @ ALTA VISTA DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2017‐12‐16 2017‐12‐16 16:46 HERON RD @ ALTA VISTA DR 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐01‐19 2018‐01‐19 17:21 HERON RD @ ALTA VISTA DR (0007188) 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2018‐03‐14 2018‐03‐14 9:44 HERON RD @ ALTA VISTA DR (0007188) 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2018‐04‐22 2018‐04‐22 15:47 HERON RD @ ALTA VISTA DR (0007188) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐04‐25 2018‐04‐25 12:45 HERON RD @ ALTA VISTA DR (0007188) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2018‐05‐14 2018‐05‐14 0:30 HERON RD @ ALTA VISTA DR (0007188) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2018‐07‐31 2018‐07‐31 17:31 HERON RD @ ALTA VISTA DR (0007188) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2018‐10‐09 2018‐10‐09 11:45 HERON RD @ ALTA VISTA DR (0007188) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐04‐18 2015‐04‐18 18:42 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐03‐20 2015‐03‐20 15:20 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐04‐03 2015‐04‐03 22:34 HERON RD @ BAYCREST DR 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2015‐01‐07 2015‐01‐07 11:30 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2015‐08‐31 2015‐08‐31 16:34 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐03‐16 2016‐03‐16 12:08 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐02‐01 2016‐02‐01 10:40 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐01‐06 2016‐01‐06 13:34 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐04‐25 2016‐04‐25 15:14 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐05‐31 2016‐05‐31 16:28 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐11‐16 2016‐11‐16 10:49 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2017‐08‐21 2017‐08‐21 16:00 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐10‐03 2017‐10‐03 8:25 HERON RD @ BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2017‐11‐08 2017‐11‐08 16:49 HERON RD @ BAYCREST DR 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2017‐02‐13 2017‐02‐13 15:36 HERON RD @ BAYCREST DR 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2017‐01‐05 2017‐01‐05 19:10 HERON RD @ BAYCREST DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2018‐01‐13 2018‐01‐13 10:32 HERON RD @ BAYCREST DR (0007191) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2018‐01‐15 2018‐01‐15 9:03 HERON RD @ BAYCREST DR (0007191) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐11‐04 2018‐11‐04 17:30 HERON RD @ BAYCREST DR (0007191) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2014‐09‐26 2014‐09‐26 18:24 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2014‐08‐14 2014‐08‐14 12:02 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2014‐08‐17 2014‐08‐17 19:11 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐10‐08 2014‐10‐08 23:45 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2015‐02‐04 2015‐02‐04 15:00 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 04 ‐ Slush

2015‐03‐11 2015‐03‐11 12:55 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐01‐06 2016‐01‐06 14:48 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2016‐02‐18 2016‐02‐18 12:57 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2017‐02‐15 2017‐02‐15 18:05 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 03 ‐ Snow 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 04 ‐ Slush

2017‐12‐31 2017‐12‐31 18:33 HERON RD @ BRIAR HILL DR/SANDALWOOD DR 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐02‐13 2018‐02‐13 21:18 HERON RD @ BRIAR HILL DR/SANDALWOOD DR (0007190) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2018‐03‐17 2018‐03‐17 18:40 HERON RD @ BRIAR HILL DR/SANDALWOOD DR (0007190) 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐04‐14 2018‐04‐14 8:30 HERON RD @ BRIAR HILL DR/SANDALWOOD DR (0007190) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐08‐11 2018‐08‐11 17:14 HERON RD @ BRIAR HILL DR/SANDALWOOD DR (0007190) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 01 ‐ Dry

2018‐10‐11 2018‐10‐11 15:29 HERON RD @ BRIAR HILL DR/SANDALWOOD DR (0007190) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 05 ‐ Turning movement 02 ‐ Wet

2014‐01‐16 2014‐01‐16 11:20 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2014‐10‐22 2014‐10‐22 11:45 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐04‐02 2015‐04‐02 7:20 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐11‐27 2015‐11‐27 18:16 HERON RD @ FINN CRT 02 ‐ Rain 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2016‐05‐27 2016‐05‐27 7:37 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐01‐06 2016‐01‐06 15:45 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2016‐10‐03 2016‐10‐03 13:54 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2017‐08‐24 2017‐08‐24 21:47 HERON RD @ FINN CRT 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2017‐09‐07 2017‐09‐07 9:28 HERON RD @ FINN CRT 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐02‐01 2018‐02‐01 12:44 HERON RD @ FINN CRT (0012186) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐09‐21 2018‐09‐21 11:11 HERON RD @ FINN CRT (0012186) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2014‐05‐24 2014‐05‐24 18:20 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐10‐04 2014‐10‐04 8:59 HERON RD @ JEFFERSON ST 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2014‐11‐08 2014‐11‐08 18:02 HERON RD @ JEFFERSON ST 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2014‐11‐28 2014‐11‐28 17:05 HERON RD @ JEFFERSON ST 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐10‐26 2015‐10‐26 8:20 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2015‐12‐01 2015‐12‐01 16:44 HERON RD @ JEFFERSON ST 02 ‐ Rain 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet

2015‐12‐11 2015‐12‐11 12:50 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2015‐03‐29 2015‐03‐29 21:14 HERON RD @ JEFFERSON ST 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐05‐20 2015‐05‐20 16:15 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐02‐27 2015‐02‐27 15:27 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2016‐03‐01 2016‐03‐01 12:04 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐09‐01 2016‐09‐01 19:09 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐01‐28 2016‐01‐28 14:55 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐06‐18 2016‐06‐18 20:20 HERON RD @ JEFFERSON ST 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐07‐03 2016‐07‐03 18:41 HERON RD @ JEFFERSON ST 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐01‐08 2018‐01‐08 17:22 HERON RD @ JEFFERSON ST (0007192) 03 ‐ Snow 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 03 ‐ Loose snow

2018‐05‐10 2018‐05‐10 17:03 HERON RD @ JEFFERSON ST (0007192) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry



2014‐03‐21 2014‐03‐21 16:33 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐04‐19 2014‐04‐19 17:43 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐06‐28 2014‐06‐28 11:30 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐10‐02 2014‐10‐02 18:13 HERON RD @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐12‐12 2014‐12‐12 7:00 HERON RD @ WALKLEY RD 01 ‐ Clear 03 ‐ Dawn 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐01‐16 2015‐01‐16 7:40 HERON RD @ WALKLEY RD 01 ‐ Clear 03 ‐ Dawn 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 04 ‐ Slush

2015‐02‐25 2015‐02‐25 16:05 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2015‐01‐26 2015‐01‐26 2:01 HERON RD @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 03 ‐ Loose snow

2015‐08‐04 2015‐08‐04 18:00 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐03‐27 2015‐03‐27 7:58 HERON RD @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2015‐03‐27 2015‐03‐27 8:13 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 06 ‐ Ice

2015‐02‐26 2015‐02‐26 14:25 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐11‐05 2016‐11‐05 17:07 HERON RD @ WALKLEY RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2016‐04‐02 2016‐04‐02 18:27 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2016‐01‐11 2016‐01‐11 15:36 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐07‐04 2016‐07‐04 9:34 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐09‐28 2016‐09‐28 18:47 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐11‐11 2016‐11‐11 12:41 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐12‐16 2016‐12‐16 10:26 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐12‐31 2016‐12‐31 14:09 HERON RD @ WALKLEY RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 01 ‐ Approaching 03 ‐ Loose snow

2017‐06‐25 2017‐06‐25 2:48 HERON RD @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2017‐10‐08 2017‐10‐08 12:33 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2017‐01‐05 2017‐01‐05 9:15 HERON RD @ WALKLEY RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 06 ‐ Ice

2017‐04‐15 2017‐04‐15 4:47 HERON RD @ WALKLEY RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2018‐03‐01 2018‐03‐01 14:53 HERON RD @ WALKLEY RD (0011256) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐04‐11 2018‐04‐11 8:41 HERON RD @ WALKLEY RD (0011256) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐04‐16 2018‐04‐16 13:43 HERON RD @ WALKLEY RD (0011256) 02 ‐ Rain 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 02 ‐ Wet

2018‐06‐19 2018‐06‐19 23:00 HERON RD @ WALKLEY RD (0011256) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐09‐11 2018‐09‐11 15:20 HERON RD @ WALKLEY RD (0011256) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2016‐09‐14 2016‐09‐14 21:37 HERON RD btwn BAYCREST DR & SANDALWOOD DR 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2017‐11‐01 2017‐11‐01 9:02 HERON RD btwn BAYCREST DR & SANDALWOOD DR 02 ‐ Rain 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2014‐01‐09 2014‐01‐09 7:46 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 03 ‐ Dawn 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2014‐07‐25 2014‐07‐25 15:33 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐08‐29 2014‐08‐29 7:08 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2014‐10‐10 2014‐10‐10 13:20 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐12‐10 2014‐12‐10 12:46 HERON RD btwn FINN CRT & BAYCREST DR 03 ‐ Snow 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 03 ‐ Loose snow

2015‐03‐03 2015‐03‐03 8:46 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2016‐02‐27 2016‐02‐27 10:11 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐04‐04 2016‐04‐04 18:17 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 05 ‐ Dusk 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2016‐04‐06 2016‐04‐06 17:57 HERON RD btwn FINN CRT & BAYCREST DR 03 ‐ Snow 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 03 ‐ Loose snow

2016‐03‐30 2016‐03‐30 11:33 HERON RD btwn FINN CRT & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐05‐02 2017‐05‐02 18:02 HERON RD btwn FINN CRT & BAYCREST DR 02 ‐ Rain 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2018‐11‐20 2018‐11‐20 11:10 HERON RD btwn FINN CRT & BAYCREST DR (__3ZBOFO) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 01 ‐ Approaching 02 ‐ Wet

2017‐12‐09 2017‐12‐09 23:22 HERON RD btwn SANDALWOOD DR & JEFFERSON ST 03 ‐ Snow 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 07 ‐ SMV other 03 ‐ Loose snow

2018‐05‐29 2018‐05‐29 9:07 HERON RD btwn SANDALWOOD DR & JEFFERSON ST (__3ZA3AG) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2018‐07‐24 2018‐07‐24 15:16 HERON RD btwn SANDALWOOD DR & JEFFERSON ST (__3ZA3AG) 02 ‐ Rain 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 03 ‐ Rear end 02 ‐ Wet

2014‐03‐23 2014‐03‐23 16:31 SANDALWOOD DR btwn BAYCREST DR & HERON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐07‐13 2014‐07‐13 12:00 SANDALWOOD DR btwn BAYCREST DR & HERON RD 02 ‐ Rain 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 02 ‐ Wet

2015‐05‐11 2015‐05‐11 18:02 SANDALWOOD DR btwn BAYCREST DR & HERON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2015‐10‐08 2015‐10‐08 0:00 SANDALWOOD DR btwn BAYCREST DR & HERON RD 02 ‐ Rain 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 02 ‐ Wet

2016‐12‐05 2016‐12‐05 0:00 SANDALWOOD DR btwn BAYCREST DR & HERON RD 03 ‐ Snow 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 03 ‐ Loose snow

2017‐07‐21 2017‐07‐21 12:52 SANDALWOOD DR btwn BAYCREST DR & HERON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 99 ‐ Other 01 ‐ Dry

2017‐04‐03 2017‐04‐03 0:00 SANDALWOOD DR btwn BAYCREST DR & HERON RD 02 ‐ Rain 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 02 ‐ Wet

2018‐01‐07 2018‐01‐07 Unknown SANDALWOOD DR btwn BAYCREST DR & HERON RD (__3ZA9YZ) 03 ‐ Snow 00 ‐ Unknown 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 03 ‐ Loose snow

2018‐02‐24 2018‐02‐24 18:30 SANDALWOOD DR btwn BAYCREST DR & HERON RD (__3ZA9YZ) 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2018‐02‐28 2018‐02‐28 20:48 SANDALWOOD DR btwn BAYCREST DR & HERON RD (__3ZA9YZ) 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet

2018‐03‐27 2018‐03‐27 8:42 SANDALWOOD DR btwn BAYCREST DR & HERON RD (__3ZA9YZ) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2018‐06‐15 2018‐06‐15 9:02 SANDALWOOD DR btwn BAYCREST DR & HERON RD (__3ZA9YZ) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐02‐11 2014‐02‐11 15:42 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2014‐05‐09 2014‐05‐09 8:49 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2014‐07‐25 2014‐07‐25 17:55 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐07‐20 2014‐07‐20 18:25 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐01‐07 2014‐01‐07 8:00 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 02 ‐ Wet

2014‐02‐28 2014‐02‐28 16:50 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐06‐17 2014‐06‐17 17:15 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐11‐06 2014‐11‐06 13:51 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐10‐09 2014‐10‐09 13:47 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2014‐10‐10 2014‐10‐10 18:23 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2015‐11‐17 2015‐11‐17 9:23 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2015‐03‐20 2015‐03‐20 16:04 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2015‐06‐08 2015‐06‐08 15:03 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐04‐01 2015‐04‐01 18:01 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐02‐25 2015‐02‐25 8:45 WALKLEY RD @ HEATHERINGTON RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 04 ‐ Slush

2016‐03‐24 2016‐03‐24 15:48 WALKLEY RD @ HEATHERINGTON RD 03 ‐ Snow 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 04 ‐ Slush

2016‐12‐08 2016‐12‐08 23:57 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 06 ‐ Ice

2016‐01‐20 2016‐01‐20 11:53 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2016‐01‐20 2016‐01‐20 18:03 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 02 ‐ Wet

2016‐12‐10 2016‐12‐10 22:08 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2017‐01‐07 2017‐01‐07 8:07 WALKLEY RD @ HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 06 ‐ Ice

2018‐02‐11 2018‐02‐11 14:41 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2018‐03‐30 2018‐03‐30 14:41 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐06‐06 2018‐06‐06 20:16 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐06‐11 2018‐06‐11 18:44 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2018‐09‐15 2018‐09‐15 17:15 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐09‐17 2018‐09‐17 8:43 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 01 ‐ Daylight 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2018‐11‐15 2018‐11‐15 21:18 WALKLEY RD @ HEATHERINGTON RD (0006928) 01 ‐ Clear 07 ‐ Dark 01 ‐ Traffic signal 03 ‐ P.D. only 05 ‐ Turning movement 01 ‐ Dry

2018‐11‐16 2018‐11‐16 16:02 WALKLEY RD @ HEATHERINGTON RD (0006928) 03 ‐ Snow 05 ‐ Dusk 01 ‐ Traffic signal 02 ‐ Non‐fatal injury 03 ‐ Rear end 03 ‐ Loose snow

2014‐05‐22 2014‐05‐22 9:26 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2014‐10‐14 2014‐10‐14 20:40 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 02 ‐ Non‐fatal injury 07 ‐ SMV other 01 ‐ Dry

2014‐05‐29 2014‐05‐29 9:40 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2014‐08‐25 2014‐08‐25 13:12 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2014‐10‐31 2014‐10‐31 15:06 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2015‐05‐29 2015‐05‐29 12:57 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry

2015‐08‐01 2015‐08‐01 13:18 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2015‐09‐17 2015‐09‐17 15:24 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 06 ‐ SMV unattended vehicle 01 ‐ Dry

2016‐07‐12 2016‐07‐12 15:17 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 02 ‐ Angle 01 ‐ Dry



2016‐02‐12 2016‐02‐12 12:27 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐07‐31 2017‐07‐31 9:52 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐10‐18 2017‐10‐18 17:31 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2017‐10‐02 2017‐10‐02 2:26 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2017‐01‐05 2017‐01‐05 15:17 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 02 ‐ Wet

2018‐07‐20 2018‐07‐20 14:20 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD (__3ZA361) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐09‐04 2018‐09‐04 13:07 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD (__3ZA361) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐10‐15 2018‐10‐15 7:09 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD (__3ZA361) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐11‐30 2018‐11‐30 17:24 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD (__3ZA361) 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2018‐12‐01 2018‐12‐01 11:12 WALKLEY RD btwn BAYCREST DR & HEATHERINGTON RD (__3ZA361) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2014‐05‐07 2014‐05‐07 8:26 WALKLEY RD btwn CEDARWOOD DR & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2014‐12‐22 2014‐12‐22 10:37 WALKLEY RD btwn CEDARWOOD DR & BAYCREST DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 04 ‐ Sideswipe 01 ‐ Dry

2014‐07‐29 2014‐07‐29 11:35 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 03 ‐ Rear end 01 ‐ Dry

2015‐12‐30 2015‐12‐30 11:30 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 99 ‐ Other 04 ‐ Slush

2016‐11‐18 2016‐11‐18 14:15 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 99 ‐ Other 01 ‐ Dry

2016‐07‐23 2016‐07‐23 20:30 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR 01 ‐ Clear 05 ‐ Dusk 10 ‐ No control 02 ‐ Non‐fatal injury 04 ‐ Sideswipe 01 ‐ Dry

2016‐05‐07 2016‐05‐07 0:05 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR 01 ‐ Clear 07 ‐ Dark 10 ‐ No control 03 ‐ P.D. only 07 ‐ SMV other 01 ‐ Dry

2017‐03‐20 2017‐03‐20 12:15 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 03 ‐ Rear end 01 ‐ Dry

2018‐06‐08 2018‐06‐08 8:36 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR (__3ZA370) 01 ‐ Clear 01 ‐ Daylight 10 ‐ No control 03 ‐ P.D. only 02 ‐ Angle 01 ‐ Dry

2018‐12‐03 2018‐12‐03 10:28 WALKLEY RD btwn COLLISTON CRES & CEDARWOOD DR (__3ZA370) 02 ‐ Rain 01 ‐ Daylight 10 ‐ No control 02 ‐ Non‐fatal injury 07 ‐ SMV other 02 ‐ Wet



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix E 

     

Conceptual Heron Gate Phasing 

   











 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix F 

     

City TRANS Forecasts – Background Growth 

 

   









 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix G 

     

Synchro Intersection Worksheets – 2030 Future Background Conditions 

 

   























































 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix H 

     

Synchro Intersection Worksheets – 2040 Future Background Conditions 

 

   























































 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix I 

     

MMLOS Analysis 

 

   



Multi-Modal Level of Service - Intersections Form
Consultant CGH Transportation Project Heron Gate Secondary Plan

Scenario Existing and Conceptual Date Nov. 10, 2020

Comments - Worst case vc/delay used for transit and auto

- Future conditions to be assessed during SPA

- Future widening for informational purposes only. 

- Effective walk time not assessed as all intersections will fail

Crossing Side NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
Lanes 3 3 5 5 3 3 6 6 3 3 6 6

Median No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Conflicting Left Turns Permissive Permissive Permissive Permissive Protected Protected Permissive Permissive Permissive Permissive Permissive Permissive

Conflicting Right Turns
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control
Permissive or yield 

control

Right Turns on Red (RToR) ? RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited RTOR allowed RTOR allowed RTOR allowed RTOR allowed

Ped Signal Leading Interval? No No No No No No Yes Yes No No No No

Right Turn Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel

Corner Radius 10-15m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m

Crosswalk Type
Std transverse 

markings
Std transverse 

markings
Std transverse 

markings
Textured/coloured 

pavement
Textured/coloured 

pavement
Textured/coloured 

pavement
Textured/coloured 

pavement
Textured/coloured 

pavement
Std transverse 

markings
Std transverse 

markings
Std transverse 

markings
Std transverse 

markings

PETSI Score 70 71 38 41 85 85 29 29 71 71 21 21

Ped. Exposure to Traffic LoS C C E E B B F F C C F F
Cycle Length

Effective Walk Time

Average Pedestrian Delay
Pedestrian Delay LoS - - - - - - - - - - - -

C C E E B B F F C C F F

Approach From NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Bicycle Lane Arrangement on Approach Mixed Traffic Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Mixed Traffic Mixed Traffic

Curb Bike Lane, 
Cycletrack or MUP

Curb Bike Lane, 
Cycletrack or MUP

Mixed Traffic Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP

Right Turn Lane Configuration ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m

Right Turning Speed ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h

Cyclist relative to RT motorists D D D Not Applicable D D Not Applicable Not Applicable D D D Not Applicable
Separated or Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Separated Mixed Traffic Separated Separated Separated Mixed Traffic Mixed Traffic Mixed Traffic Separated

Left Turn Approach No lane crossed No lane crossed One lane crossed Other LT config No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box

Operating Speed ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 40 to ≤ 50 km/h > 40 to ≤ 50 km/h > 50 to < 60 km/h > 50 to < 60 km/h

Left Turning Cyclist B C E F B B A A B B A A

D D E F D D A A D D D A

Average Signal Delay > 40 sec ≤ 20 sec ≤ 10 sec ≤ 20 sec ≤ 20 sec

- F C B - - - - - - C C

Effective Corner Radius < 10 m < 10 m 10 - 15 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m

Number of Receiving Lanes on Departure 
from Intersection

≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2

D D - - D D - - D D - -

Volume to Capacity Ratio

Level of Service

Heron-Baycrest - Existing Heron-Baycrest - Widened Heron-Sandalwood - Existing

Pe
de

st
ria

n

INTERSECTIONS

Level of Service
E F F

A
ut

o

B - A

F D D

- C

0.61 - 0.70 0.0 - 0.60

D D

B
ic

yc
le

Level of Service

Tr
an

si
t

Tr
uc

k

Level of Service
F

Level of Service
D



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 3 6 6 3 0 - 2 5 6 3 0 - 2 5 5

No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Protected Protected Permissive Permissive Permissive Permissive Permissive Permissive Protected Protected Permissive Permissive

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited

No No Yes Yes No No No No No No Yes Yes

No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel

5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

85 85 29 29 71 86 38 21 85 100 46 46

B B F F C B E F B A D D

- - - - - - - - - - - -

B B F F C B E F B A D D

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

Curb Bike Lane, 
Cycletrack or MUP

Curb Bike Lane, 
Cycletrack or MUP

≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m

≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h

D D Not Applicable Not Applicable D D D D D D Not Applicable Not Applicable
Mixed Traffic Mixed Traffic Separated Separated Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Separated Mixed Traffic Separated Separated

No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box No lane crossed No lane crossed One lane crossed One lane crossed No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box

≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 40 to ≤ 50 km/h > 40 to ≤ 50 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h

B B A A B B E E B B A A

D D A A D D E E D D A A

≤ 40 sec ≤ 10 sec

- - - - - E B - - - - -

< 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m

≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2

D D - - D D - - D D - -

-

Walkley-Baycrest - Existing Walkley-Baycrest - Widened

F D

E D

E -

D D
0.0 - 0.60

A -

Heron-Sandalwood - Widened

F

D

-

D



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 4 5 3 5 5 3 4 6 6

No Median - 2.4 m Median > 2.4 m No Median - 2.4 m No Median - 2.4 m Median > 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Permissive Permissive No left turn / Prohib. Protected Permissive Permissive Permissive Permissive Permissive Permissive

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited RTOR allowed RTOR allowed RTOR allowed RTOR allowed

No No No No Yes Yes No No No No

No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel
Conv'tl without 
Receiving Lane

5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 5-10m 15-25m 5-10m 5-10m

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

71 56 46 85 49 46 71 51 21 25

C - D D B - D D C D F F

- - - - - - - - - - - -

C - D D B - D D C D F F

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m

≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h

D - D - D D Not Applicable Not Applicable D D D D
Mixed Traffic - Mixed Traffic - Mixed Traffic Mixed Traffic Separated Separated Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

No lane crossed One lane crossed No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box No lane crossed No lane crossed One lane crossed ≥ 2 lanes crossed

> 40 to ≤ 50 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 40 to ≤ 50 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h

B - - E B B A A B B E F

D - - - D D A A D D E F

≤ 30 sec ≤ 10 sec

- - - - - - - - D - - B

10 - 15 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m < 10 m 10 - 15 m

≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2

B - - - D D - - D D - -

D D F

- - D

Walkley-Cedarwood - Existing Walkley-Cedarwood - Widened Heron-Jefferson - Existing

D D F

A - A

B D D
0.0 - 0.60 0.0 - 0.60



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 4 6 6 5 5 5 6

No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Protected Protected Permissive Permissive Permissive Protected Permissive No left turn / Prohib.

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited

No No Yes Yes No No Yes Yes

No Channel No Channel No Channel No Channel
Conv'tl without 
Receiving Lane

No Channel No Channel No Channel

5-10m 5-10m 5-10m 5-10m 10-15m 5-10m 5-10m 5-10m

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Std transverse 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

85 68 29 29 41 52 46 37

B C F F - - - E D - D E

- - - - - - - - - - - -

B C F F - - - E D - D E

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Mixed Traffic Mixed Traffic

Curb Bike Lane, 
Cycletrack or MUP

Curb Bike Lane, 
Cycletrack or MUP

Curb Bike Lane, 
Cycletrack or MUP

≤ 50 m ≤ 50 m ≤ 50 m > 50 m

≤ 25 km/h ≤ 25 km/h ≤ 25 km/h >25 km/h

D D Not Applicable Not Applicable D - F - Not Applicable - Not Applicable Not Applicable
Mixed Traffic Mixed Traffic Separated Separated Mixed Traffic - Mixed Traffic - Separated - Separated Separated

No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box No lane crossed 2-stage, LT box 2-stage, LT box 2-stage, LT box

≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 50 to < 60 km/h > 50 to < 60 km/h

B B A A C - - - A - A A

D D A A D - - - A - A A

≤ 30 sec ≤ 30 sec

- - - - - - D D - - - -

< 10 m < 10 m < 10 m < 10 m 10 - 15 m > 15 m < 10 m > 15 m

≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2

D D - - B - A - D - A -

D

D

Heron-Walkley - Existing

E

C

B
0.71 - 0.80

Heron-Jefferson - Widened

F

D

-

D

-

Heron-Walkley - Widened

E

A

-

D

-



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 3 6 6 3 3 6 6 3 3 5 5

No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Permissive Permissive Permissive Permissive
Protected/ 
Permissive

Permissive Permissive Permissive Protected Protected Permissive Permissive

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited

No No No No No No No No No No Yes Yes

No Channel No Channel
Conv'tl without 
Receiving Lane

No Channel No Channel No Channel
Conv'tl without 
Receiving Lane

No Channel No Channel No Channel No Channel No Channel

10-15m 10-15m 5-10m 15-25m 10-15m 10-15m 5-10m 15-25m 5-10m 5-10m 5-10m 5-10m

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

70 70 25 18 70 70 25 18 85 85 46 46

C C F F C C F F B B D D

- - - - - - - - - - - -

C C F F C C F F B B D D

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP

≤ 50 m ≤ 50 m > 50 m ≤ 50 m ≤ 50 m ≤ 50 m

≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h

D D F D - - - - D D Not Applicable Not Applicable
Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic - - - - Mixed Traffic Mixed Traffic Separated Separated

No lane crossed No lane crossed One lane crossed One lane crossed No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box

≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h

B B E E - - - - B B A A

D D F E - - - - D D A A

≤ 20 sec ≤ 20 sec

- - C C - - - - - - - -

> 15 m < 10 m 10 - 15 m 10 - 15 m < 10 m < 10 m < 10 m < 10 m

≥ 2 ≥ 2 ≥ 2 ≥ 2

A D - - - - - - D D - -

Walkley-Heatherington - Existing/AM PLOS Walkley-Heatherington - Widened

F D

F D

C -

A --

Walkley-Heatherington - Existing PM PLOS

F

-

-

-D D
0.0 - 0.60



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 4 5 5 3 4 5 5 3 0 - 2 5 5

No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Permissive Permissive Permissive Permissive Protected Protected Permissive Permissive Permissive Permissive Permissive Permissive

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited RTOR allowed RTOR allowed RTOR allowed RTOR allowed

No No No No No No Yes Yes No No No No

No Channel No Channel No Channel
Conventional with 
Receiving Lane

No Channel No Channel No Channel No Channel No Channel No Channel No Channel No Channel

10-15m 10-15m 10-15m 10-15m 5-10m 5-10m 5-10m 5-10m 10-15m 5-10m 10-15m 5-10m

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

70 53 37 38 85 68 46 46 70 86 37 38

C D E E B C D D C B E E

- - - - - - - - - - - -

C D E E B C D D C B E E

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m

≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h

D D D D D D Not Applicable Not Applicable D D D D
Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Separated Separated Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

No lane crossed No lane crossed One lane crossed One lane crossed No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box No lane crossed No lane crossed One lane crossed One lane crossed

> 40 to ≤ 50 km/h > 40 to ≤ 50 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h

B B E E B B A A B B E E

D D E E D D A A D D E E

≤ 40 sec ≤ 10 sec ≤ 20 sec ≤ 20 sec

- E - B - - - - - - C C

10 - 15 m 10 - 15 m 10 - 15 m 10 - 15 m < 10 m < 10 m < 10 m < 10 m 10 - 15 m 10 - 15 m 10 - 15 m < 10 m

≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2

B B - - D D - - B B - -

Walkley-Albion - Existing

E

B

A

E E

Walkley-Albion - Widened

D

Walkley-Hampstead - Existing

E C

D

-

E

0.0 - 0.60 0.0 - 0.60

D B

A-



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 0 - 2 5 5 3 5 5 3 6 6

No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Protected Protected Permissive Permissive Permissive No left turn / Prohib. Permissive Permissive No left turn / Prohib. Permissive

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited

No No Yes Yes No No No No Yes Yes

No Channel No Channel No Channel No Channel No Channel No Right Turn No Channel No Channel No Channel No Channel

5-10m 5-10m 5-10m 5-10m 10-15m No Right Turn 10-15m 5-10m 5-10m 5-10m

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Std transverse 
markings

Std transverse 
markings

Std transverse 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

85 100 46 46 70 55 37 77 37 29

B A D D - C D E - B E F

- - - - - - - - - - - -

B A D D - C D E - B E F

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

Curb Bike Lane, 
Cycletrack or MUP

Curb Bike Lane, 
Cycletrack or MUP

≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m ≤ 50 m

≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h ≤ 25 km/h

D D Not Applicable Not Applicable - D - D D D Not Applicable Not Applicable
Mixed Traffic Mixed Traffic Separated Separated - Mixed Traffic - Mixed Traffic Mixed Traffic Mixed Traffic Separated Separated

No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box No lane crossed One lane crossed No lane crossed No lane crossed 2-stage, LT box 2-stage, LT box

≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h

B B A A - B E - B B A A

D D A A - D - - D D A A

≤ 10 sec ≤ 10 sec

- - - - - - B B - - - -

< 10 m < 10 m < 10 m < 10 m 10 - 15 m 10 - 15 m < 10 m < 10 m

≥ 2 ≥ 2 ≥ 2 ≥ 2 ≥ 2

D D - - - B - - - D - -

E

Heron-Finn - Widened

F

Heron-Finn - Existing

B

D

-

D

0.0 - 0.60

DB

A -

Walkley-Hampstead - Widened

D

D

-

D

-



NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST
3 3 5 5 3 3 6 6

No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m No Median - 2.4 m

Protected Protected
Protected/ 
Permissive

Permissive Protected Protected Protected Protected

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

Permissive or yield 
control

RTOR allowed RTOR allowed RTOR allowed RTOR allowed RTOR prohibited RTOR prohibited RTOR prohibited RTOR prohibited

No No No No No No Yes Yes

Conventional with 
Receiving Lane

Conventional with 
Receiving Lane

Conv'tl without 
Receiving Lane

Conv'tl without 
Receiving Lane

No Channel No Channel No Channel No Channel

15-25m 15-25m 15-25m 15-25m 5-10m 5-10m 5-10m 5-10m

Zebra stripe hi-vis 
markings

Zebra stripe hi-vis 
markings

Zebra stripe hi-vis 
markings

Zebra stripe hi-vis 
markings

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

Textured/coloured 
pavement

80 80 42 42 85 85 37 37

B B E E B B E E

- - - - - - - -

B B E E B B E E

NORTH SOUTH EAST WEST NORTH SOUTH EAST WEST

Curb Bike Lane, 
Cycletrack or MUP

Mixed Traffic Mixed Traffic Mixed Traffic
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP
Curb Bike Lane, 

Cycletrack or MUP

≤ 50 m > 50 m ≤ 50 m

>25 km/h >25 km/h >25 km/h

Not Applicable E F E Not Applicable Not Applicable Not Applicable Not Applicable
Separated Mixed Traffic Mixed Traffic Mixed Traffic Separated Separated Separated Separated

1 lane crossed No lane crossed One lane crossed One lane crossed 2-stage, LT box 2-stage, LT box 2-stage, LT box 2-stage, LT box

> 40 to ≤ 50 km/h > 40 to ≤ 50 km/h > 50 to < 60 km/h > 50 to < 60 km/h ≤ 40 km/h ≤ 40 km/h > 50 to < 60 km/h > 50 to < 60 km/h

C B E E A A A A

C E F E A A A A

> 40 sec > 40 sec > 40 sec

F - F F - - - -

> 15 m > 15 m > 15 m > 15 m < 10 m < 10 m < 10 m < 10 m

≥ 2 ≥ 2 ≥ 2 ≥ 2

A A - - D D - -

E

Heron-Alta Vista - Widened

E

Heron-Alta Vista - Existing

F

A

-

F

0.91 - 1.00

DA

E -



Multi-Modal Level of Service - Segments Form
Consultant CGH Transportation Project Heron Gate Secondary Plan

Scenario Existing and Conceptual Date Nov. 10, 2020

Comments

North Side South Side Widening Existing Widening Existing Concept Collector Existing Concept Local Existing Concept Local

Sidewalk Width
Boulevard Width

1.8 m         
> 2 m

≥ 2 m         
> 2 m

1.8 m         
< 0.5 m

≥ 2 m         
> 2 m

1.8 m         
0.5 - 2 m

≥ 2 m         
> 2 m

1.8 m         
0.5 - 2 m

≥ 2 m         
0.5 - 2 m

1.8 m         
0.5 - 2 m

≥ 2 m         
0.5 - 2 m

Avg Daily Curb Lane Traffic Volume > 3000 > 3000 > 3000 > 3000 > 3000 ≤ 3000 ≤ 3000 ≤ 3000 ≤ 3000

Operating Speed
On-Street Parking

> 50 to 60 km/h  
no

> 50 to 60 km/h  
no

> 50 to 60 km/h  
no

> 50 to 60 km/h  
no

> 50 to 60 km/h  
yes

≤ 30 km/h      
yes

> 50 to 60 km/h  
yes

≤ 30 km/h      
yes

> 50 to 60 km/h  
yes

≤ 30 km/h      
yes

Exposure to Traffic PLoS D - C F C C A B A B A
Effective Sidewalk Width 1.5 m 2.0 m 1.5 m 2.0 m 1.5 m 2.0 m 1.5 m 2.0 m 1.5 m 2.0 m

Pedestrian Volume 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr 250 ped/hr

Crowding PLoS B - B B B B B B B B B

Level of Service D - C F C C B B B B B

Type of Cycling Facility Mixed Traffic
Physically 
Separated

Physically 
Separated

Mixed Traffic
Physically 
Separated

Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

Number of Travel Lanes 2-3 lanes total 2-3 lanes total
≤ 2 (no 

centreline)
≤ 2 (no 

centreline)
≤ 2 (no 

centreline)
≤ 2 (no 

centreline)
≤ 2 (no 

centreline)
≤ 2 (no 

centreline)

Operating Speed ≥ 50 to 60 km/h ≥ 50 to 60 km/h ≥ 50 to 60 km/h ≤ 40 km/h ≥ 50 to 60 km/h ≤ 40 km/h ≥ 50 to 60 km/h ≤ 40 km/h

# of Lanes & Operating Speed LoS E - - E - D A D A D A

Bike Lane (+ Parking Lane) Width

Bike Lane Width LoS - - - - - - - - - - -
Bike Lane Blockages

Blockage LoS - - - - - - - - - - -
Median Refuge Width (no median = < 1.8 m) < 1.8 m refuge < 1.8 m refuge < 1.8 m refuge < 1.8 m refuge < 1.8 m refuge < 1.8 m refuge < 1.8 m refuge < 1.8 m refuge

No. of Lanes at Unsignalized Crossing ≤ 3 lanes ≤ 3 lanes ≤ 3 lanes ≤ 3 lanes ≤ 3 lanes ≤ 3 lanes ≤ 3 lanes ≤ 3 lanes

Sidestreet Operating Speed >50 to 60 km/h >50 to 60 km/h >50 to 60 km/h ≤ 40 km/h >50 to 60 km/h ≤ 40 km/h >50 to 60 km/h ≤ 40 km/h

Unsignalized Crossing - Lowest LoS C A A B A B A B A B A

Level of Service E A A E A D A D A D A

Facility Type Mixed Traffic Bus lane Mixed Traffic Mixed Traffic Mixed Traffic Mixed Traffic

Friction or Ratio Transit:Posted Speed Vt/Vp ≥ 0.8 Cf ≤ 60 Vt/Vp ≥ 0.8 Vt/Vp ≥ 0.8 Vt/Vp ≥ 0.8 Vt/Vp ≥ 0.8

Level of Service D - B D D D D - - - -
Truck Lane Width ≤ 3.5 m ≤ 3.3 m ≤ 3.5 m ≤ 3.5 m ≤ 3.5 m ≤ 3.5 m ≤ 3.5 m ≤ 3.5 m ≤ 3.5 m ≤ 3.5 m

Travel Lanes per Direction > 1 > 1 > 1 > 1 1 1 1 1 1 1

Level of Service A - C A A C C C C C C

E

SEGMENTS Street A

B
ic

yc
le

Pe
de

st
ria

n

F

D

C

Tr
an

si
t

A
ut

o

Level of Service

Tr
uc

k

Not Applicable

CedarwoodSandalwoodBaycrestWalkleyHeron



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix J 

     

Synchro Intersection Worksheets – 2030 Future Total Conditions  

 

   























































 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix K 

     

Synchro Intersection Worksheets – 2040 Future Total Conditions 

 

   























































 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix L 

     

TDM Checklist 
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