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MARK DATE DESCRIPTION

  17-06-16   ISSUED FOR REVIEW1.

Scale:

  17-09-21             ISSUED FOR REVIEW
2.

  17-11-10             MOHLTC STAGE 3.2 SKETCH PLAN3.

  18-02-16             ISSUED FOR 50% PEER REVIEW4.

  18-02-23             ISSUED FOR PEER REVIEW
5.

  18-03-21             ISSUED FOR  REVIEW6.

  18-04-03             ISSUED FOR  REVIEW7.

L200

LANDSCAPE DETAILS

AS NOTED

TYPICAL CONCRETE PAVING
SECTION SCALE 1:10

SAW CUT CONTROL
JOINT

EXPANSION JOINT

GRANULAR  'A'

SUBGRADE

CONCRETE PAVING

NOTES:
1. SAW CUT CONTROL JOINTS AT TYP. SPACING 1500mm MAX.
2. EXPANSION JOINTS AT TYP. SPACING 4500mm MAX.
3. FOR CONCRETE SPECIFICATION REFER TO CIVIL.

REINFORCING

TYPICAL CONCRETE CURB
SECTION SCALE 1:10

DETECTABLE
WARNING PLATE

GRANULAR 'A'

SUBGRADE

FINISHED GRADE
CONCRETE PAVING
ENSURE FLUSH TRANSITION
BETWEEN CONCRETE PAVING
& DETECTABLE WARNING PLATE

SUBGRADE

PLANTING AREA

GRANULAR 'A'

EXPANSION JOINT

FINISHED GRADE
CONCRETE PAVING

REINFORCING
2-15M CONT.

12mm CHAMFER

C.I.P. CONCRETE CURB

200

1. FOR CURBS OVER 200 HT, EXTEND CONCRETE
   375mm BELOW FINISHED GRADE.
2. FOR CONCRETE SPECIFICATION REFER TO CIVIL.
3. ALL EXTERIOR REINFORCED CONCRETE IS TO BE
    CLASS C1 35 mPa.
4. ALL EXTERIOR UNREINFORCED CONCRETE IS TO BE
    CLASS C2 32 mPa.
5. CURB FINISH TO BE ARCHITECTURAL CONCRETE.

10M SPACER BARS AT 500

NOTES:

TYPICAL DETECTABLE WARNING STRIP
SECTION SCALE 1:10

NOTE: INSTALL METAL EDGING ADJACENT TO ALL SODDED OR PLANTING AREAS.

GRANULAR 'A'

SUBGRADE

FILTER CLOTH

FINISHED GRADE
PLANTING AREA
ENSURE FLUSH
TRANSITION BETWEEN
PEA GRAVEL AND ADJACENT
PLANTING AREA

METAL EDGING

FINISHED GRADE
PEA GRAVEL

TYPICAL PEAGRAVEL AT PLANTING AREA
SECTION SCALE 1:10

TYPICAL BIKE RING
SECTION SCALE 1:10

TYPICAL LIGHT BOLLARD AT TACTILE WARNING STRIP
SECTION SCALE 1:20

900

CORE DRILL
Ø76mm
MIN. HOLES
150mm DEEP

BOLA BIKE RACK
REFER TO
SPECIFICATIONS

FINISHED GRADE
CONCRETE
PAVING

GRANULAR 'A'

SUBGRADE

NOTE : INSTALL BIKE RACKS MIN. 610mm FROM BUILDING
WALLS OR OBSTRUCTIONS PER MANUFACTURER'S
INSTALLATION INSTRUCTIONS.

76

ANCHORING
CEMENT
FILLING

SUBGRADE

C.I.P. CONCRETE FOOTING
REFER TO STRUCTURAL DETAIL
TS05 FOR REINFORCING

FINISHED GRADE
CONCRETE  PAVING

FLUSH WITH
WARNING PLATE

600 NOTES:
1. FOR CONCRETE MIX TYPE,
REFER TO STRUCTURAL.
2. CONTRACTOR TO PROVIDE SHOP
DWGS. FOR REVIEW.

300

FINISHED GRADE
DETECTABLE WARNING
PLATE

FINISHED GRADE
VEHICULAR
CONCRETE PAVING

DECORATIVE BOLLARD

SITE PLAN APPROVAL


