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STORAGE
SHED WITH

STANDARD SIZE 22"W
X 34"H WINDOW

NOTE: ENSURE 1M DEPTH OF MEDIUM CONNECTION
WITH NATIVE SOIL SUBGRADE HORIZON FOR ROOT
DEVELOPMENT AND STABILITY

MONTFORT HOSPITAL

ORLEANS HEALTH HUB
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L105

OUTDOOR THERAPY GARDEN
PLANTING PLAN & DETAILS

DESIGN CONCEPT

1:200

OUTDOOR THERAPY GARDEN PLANTING PLAN
PLAN SCALE 1:100

TYPICAL ORNAMENTAL METAL FENCE IRON EAGLE 1800 mm HT
SECTION N.T.S.

TYPICAL PRECAST PLANTER
SECTION SCALE 1:10

TYPICAL PEAGRAVEL
SECTION SCALE 1:10

GRANULAR 'A'

SUBGRADE

FILTER CLOTH

FINISHED GRADE
DARK GREY RIVER STONE,
200mm-250mm
ENSURE FLUSH
TRANSITION BETWEEN
RIVER STONE  AND LAWN

FINISHED GRADE
MATERIAL VARIES

STEEL  EDGING
BY EVEREDGE

BUILDING WALL

900

200

FINISHED GRADE
PLANTING AREA

GRANULAR 'A'

5mm CHAMFER,
TYP.

100mm DIA PERFORATED
PVC DRAINAGE PIPE
C/W FILTER CLOTH,
CONNECT TO
NEAREST CB OR AD

FILTER FABRIC

100

800

NOTE:
FOR CONCRETE MIX TYPE REFER TO STRUCTURAL
SAW CUT CONTROL JOINTS AT TYP. SPACING
1500mm MAX.
EXPANSION JOINTS AT TYP. SPACING 4500mm MAX.

CONCRETE
RETAINING
WALL

CONCRETE
PAVING

STAINLESS
STEEL
HANDRAIL
SEE D2/L107

2001800

PLANSECTION A-A

50mm WEEP HOLE AT 1000 C/C

2-20 CONT.

15@300H
15@400V

15@300V
10@400H

15@300H DOWELS

HANDRAIL
SEE D3/L107

HANDRAIL
POST SPACED
@ 1200mm O.C. MAX

RETAINING WALL BEYOND
SLOPE WITH RAMP

RAMP BEYOND

100

2-20 CONT.

SAWCUTS

SAW CUT
CONTROL JOINT

EXPANSION JOINT
CONCRETE PAVING

GRANULAR 'A'

STAINLESS
STEEL RODS

TYPICAL RAMP
SECTION / PLAN SCALE 1:20

PRECAST BASE UNIT
75 X 300 X 600

240

TIGHTLY BUT TOP
COURSE OF WALL
UNITS (TO ACT AS
COPING)

PLANTING AREA

CONCRETE ADHESIVE
BETWEEN UNITS

CLEAR STONE

FILTER FABRIC

GEOGRID TYPICAL
LENGTH 1200 TYPICAL

RIGID INSULATION

FINISHED GRADE
MATERIAL VARIES

PRECAST WALL UNITS
114 X 240 X 420
LINEO BY UNILOCK

SUBGRADE


