
 

 

March 18, 2019 
 
 
Jadco Group Construction 
345 Boulevard Samson 
Laval, QC  H7X 2Z7 
 
 
 
Dear Jadco Group Construction:  

Re:  Stationary Noise Feasibility Study Cover Letter 
180 Metcalfe Street, Ottawa ON 
GWE File No.:  18‐115‐ Cover Letter  

   
Following our submission of a stationary noise feasibility study to satisfy site plan control requirements 

for the planned mixed‐use residential and retail development located at 180 Metcalfe Street in Ottawa, 

Ontario (ref. Gradient Wind report #18‐115‐ Stationary Noise, dated December 20, 2018), this brief letter 

addresses comments from the City of Ottawa regarding the relative distances and exposure angles for 

stationary  noise  sources  in  the  above  noted  study,  in  addition  to  comments  relating  to  supporting 

documentation regarding the computer simulation.  

A  summary  is provided on  the  following pages explaining how each of  the  comments  relating  to  the 

stationary noise study have been addressed. The number sequences and text in bold are in reference to 

each of  the numbered comments  continued  in  the City’s correspondence. We have  incorporated our 

response in Gradient Wind report #18‐115‐ Stationary Noise R1, dated March 18, 2019. 

1. STATIONARY NOISE STUDY 

1. Provide scaled plan with distances and angles between all noise sources and installed receptors as per 

Environmental Noise Control Guidelines – Section 3.1.1 c). 

 
GWE Response: With  regard  to  stationary noise  sources, distances and exposure angles between  the 

sources  and  receptors on  the  surrounding  area  are not  relevant or  applicable.    In  the  noted  report, 

stationary sources are modeled as point sources which radiate sound omnidirectionally outward into the 

surrounding area. Sound rays have the ability to reflect off hard surfaces such as building facades and hard 
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ground, affecting the sound pressure level at discrete receptors. These reflections also allow stationary 

sources to be heard at discrete receptors even without direct exposure. Due to the complex nature of the 

sound  from stationary sources  reflecting off hard surfaces  from  the surroundings,  it  is not  feasible  to 

accurately depict  the  sound path  from  the point  source  to  the  receptor.   Scaled  figures are provided 

showing the source and receiver locations 

 
2. Please  provide  Predictor‐Lima  output  for  our  review  and  as  supportive  information  for  assumed 

conditions, calculated results and provided conclusions/recommendations. 

GWE Response: The report, dated March 18, 2019, has been updated to include supporting information 

for Predictor‐Lima.  This Information is provided in Appendix A.  

3. Information in Tables 6 & 7 of Section 4.3 are provided in Hz rather than dBA for sound levels. Please 

provide  conversion  so as  to  relate  to  sound  levels as opposed  to  frequency  levels as  they  relate  to 

comfort and allowable limits as per the City ENCG and MECP NPC 300 (as amended).  

Gradient Wind: Information provided in Table 6 and 7 (Section 5) outlines the sound pressure level results 

(in  dBA)  at  discrete  receptors  due  to  noise  from  the  emergency  generator  and  rooftop  equipment 

respectively. Tables 2 and 3 outlines  the sound power  levels  (dBA  re one picowatt) and  insertion  loss 

(sound power reduction in dBA) requirements for the sound sources used in the model respectively. The 

sound power and insertion loss requirements are separated into 1/1 octave frequency bands with units 

in Hz (ex. 63 Hz, 125 Hz, 250 Hz, etc). Therefore, a conversion so as to relate to sound levels as opposed 

to frequency levels as they relate to comfort and allowable limits is not required.  
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Should you have any questions, or wish to discuss our findings further, please call us (613) 836‐0934 or 

contact us by e‐mail at joshua.foster@gradientwind.com. In the interim, we thank you for the opportunity 

to be of service. 

Sincerely, 

Gradient Wind Engineering Inc. 
 
 

              
 
Giuseppe Garro, MASc.   Joshua Foster, P.Eng 
Junior Environmental Scientist  Principal 
GWE18‐115 

   
     

 


