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SEE C-010, FOR NOTES, LEGEND, CB TABLE, AND DETAILS
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N

LEGEND, NOTES,

REMOVALS, AND

EROSION CONTROL PLAN

APRIL 2020J.B.

T.R.B.D.P.S./J.B.

124829 C-010

1995

CARLING AVENUE

NOTES:

1. SILT FENCE TO BE ERECTED PRIOR TO EARTH WORKS BEING

COMMENCED. SILT FENCE TO BE MAINTAINED UNTIL

VEGETATION IS ESTABLISHED OR UNTIL START OF

SUBSEQUENT PHASE.

2. SILT SACK TO BE PLACED AND MAINTAINED UNDER COVER

OF ALL CATCHBASINS. GEOTEXTILE SILT SACK IN STREET

CBs TO REMAIN UNTIL ALL CURBS ARE CONSTRUCTED.

GEOTEXTILE FABRIC IN RYCBs TO REMAIN UNTIL

VEGETATION IS ESTABLISHED. ALL CATCHBASINS TO BE

REGULARLY INSPECTED AND CLEANED, AS NECESSARY,

UNTIL SOD AND CURBS ARE CONSTRUCTED.

3. CONTRACTOR TO PROVIDE DETAILS ON LOCATION(S) AND

DESIGN OF DEWATERING TRAP(S) PRIOR TO COMMENCING

WORK. CONTRACTOR ALSO RESPONSIBLE FOR

MAINTAINING TRAP(S) AND ADJUSTING SIZE(S) IF DEEMED

REQUIRED BY THE ENGINEER DURING CONSTRUCTION.

4. CONTRACTOR TO PROTECT EXISTING CATCHBASINS WITH

FILTER CLOTH UNDER THE COVERS TO TRAP

SEDIMENTATION. REFER TO IDENTIFIED STRUCTURES.

 LEGEND :

LIGHT DUTY SILT FENCE AS PER

OPSD-219.110

SILT SACK PLACED UNDER EXISTING CB

COVER

52.52.5 0

1:200

SEDIMENT AND

EROSION CONTROL
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REMOVALS PLAN

LIMIT OF DEEP EXCAVATION FOR

UNDERGROUND PARKING, ALL

STRUCTURES,  SURFACE TREATMENTS

AND LANDSCAPING TO BE REMOVED

WITHIN THIS ZONE

REFER TO NOTE 15 BELOW

CURBS ALONG CARLING AND BROMLEY

TO BE REMOVED AND REINSTATED AS

NEEDED TO IF DAMAGED DURING

CONSTRUCTION

HYDRO POLES AND ANCHORS TO BE

SUPPORTED DURING EXCAVATION

EXISTING HYDRO REMOVALS AND OR

RELOCATION TO BE COORDINATED WITH

MECHANICAL AND ELECTRICAL

ENGINEERS

TREE REMOVALS TO BE COORDINATED

WITH LANDSCAPE PLAN

HYDRO SERVICES TO EXISTING

DWELLINGS TO BE REMOVED PRIOR TO

CONSTRUCTION

HYDRO POLE TO BE REMOVED

EXISTING CURB/DRIVEWAY

TO BE REMOVED AND

REPLACED.

SEE DRAWING C-001 FOR

DETAILS
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