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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.

GENERAL NOTES - PARTITIONS:

Date:
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.

GENERAL NOTES - PARTITIONS:
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.

GENERAL NOTES - PARTITIONS:

Date:

Project No:

Scale:
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ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE 
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WRITTEN PERMISSION OF THE ARCHITECT.
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P44
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.

GENERAL NOTES - PARTITIONS:

Date:

Project No:

Scale:

ISSUED
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DO NOT SCALE DRAWINGS.
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4

A706

CW1

CW1

EW91

CW1

EW91

EW30

R3

CW1

EW30 EW91

CW1
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R3

CW1 RD

RD

RD

RD

RD

RD

RD
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RD
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RD

RD
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RD
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RD

CW1

EW30

EW91

CW1

EW30
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EW30
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EW91

EW49
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CW1
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CW1
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EW30

CW1

EW91

RD

RD

300

51 m²

MULTIPURPOSE
ROOM

IN
ROUND

240

5893

54 m²

MULTIPURPOSE
ROOM
CLEAN

275

2
9
5

18 m²

STAIR B
B.M1

147 m²

CHILDREN'S COLLECTIONS
284

5.8 m²

D-200

STAIR B VEST

49 m²

INDIGENOUS CENTRE OPEN AREA
241

49 m²

INDIGENOUS CENTRE OPEN AREA
241

AWP4

STEAM BENT GLULAM WOOD 

STRUCTURE EQUALLY 

SPACED AROUND THE 

ROOM, TYPICAL 

FHC

CW1

EXTERIOR GUARD AT TERRACE

F40

F40

F40

CW10

CW10

CW10

P42J

CB21

CBR31

EXTERIOR FURNITURE 

STORAGE UNIT (NIC)

EXTERIOR SINK

2
4
2

RETRACTABLE METAL 

SLIDING SECURITY 

GRILLE

2
4
2
.2

18.9 m²

A.M1

STAIR A

GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.

GENERAL NOTES - PARTITIONS:

Date:

Project No:

Scale:
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OTTAWA PUBLIC LIBRARY AND
LIBRARY AND ARCHIVES CANADA

JOINT FACILITY

LEVEL 2 FLOOR PLAN

A105

No. Date Description
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A401

1

A401

2

A401

2

A401

2

A403

2

A403

126.4 m²

320

RESTRICTED
DOCUMENTS READING

ROOM

8.8 m²

337

UNIVERSAL WASHROOM

44.0 m²

355

MECHANICAL (OPL)

42.9 m²

350

CNC/ DIGITAL
PRODUCTION CENTRE

TELECOM
ROOM

352

29.4 m²

349

ALL GENDER
WASHROOM

131.8 m²

324

CURRATED COLLECTION
(L3 157.1+L4

148.1=305.2sm)

176.8 m²

323

SPECIAL MEDIA READING
ROOM

6

A861

1

A861

5

A861

136.8 m²

306A

STAFF TOOLS 11.3 m²

303

DIRECTOR REFERENCE
SERVICES

16.4 m²

301

MEETING ROOM

29.8 m²

315

MEETING ROOM LARGE

27.1 m²

309

EXECUTIVE OPEN OFFICE

6.7 m²

309B

WASHROOM

260.3 m²

306

REFERENCE SERVICES
OPEN AREA (STAFF
WORKSAPCES AND

OFFICES)

24.0 m²

311

MEETING ROOM - LARGE

12.8 m²

318

MEETING ROOM

5.1 m²

306

TEL. UNIT RM.

10.4 m²

316A

ELEC. ROOM

8.3 m²

E-02

SERVICE ELEVATOR

8.1 m²

319B

CLEANING CLOSET

5.4 m²

305

TEL. UNIT RM.

90.0 m²

321

SPECIAL MEDIA SECURE
AREA

115.8 m²

322

LOWY COLLECTION

57.8 m²

321A

SECURE CIRCULATION

7.5 m²

B-300

STAIR B VESTIBULE

42.2 m²

378

SR. LREADERSHIP TEAM
OPEN AREA +

WORKSTATIONS

3.9 m²

A-300

STAIR A VEST

10.6 m²

350

ELECTRICAL

ARRIVAL
300

GREEN SCREEN 

8.1 m²
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3
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3
0
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P44
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0
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7.5 m²

353

CLEANING CLOSET
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319A
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10.7 m²

304

PRINT/COPY/SCAN
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35.7 m²

309A
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CANADA

17.8 m²

314
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2
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2
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3
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339

CLEAN ASSEMBLY
SPACE
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315

PROJECT
COLLABORATION LAB

16.0 m²

343

VIDEO STUDIO

7.9 m²

342

RECORDING STUDIO

45.8 m²

316

MECHANICAL(LAC)
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MATERIAL
STORAGE

348

ELEV
E-003B

17.1 m²

374

CEO
13.5 m²

373
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MANAGER

15.5 m²

375

OFFICE, DIVISION
MANAGER

8.7 m²

319

SERVER ROOM

9.1 m²

E-01A
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7.5 m²

368

MEETING ROOM

28.7 m²

338
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COLLABORATION LAB B

19.6 m²

350A

OLD MEDIA

14.1 m²

302

DIRECTOR GENERAL
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7.3 m²
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13.4 m²
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0
.7

 m
²

3
1
7
A

C
O

L
L
A

B
O

R
A

T
IV

E
 S

P
A

C
E

16.7 m²

307

COLLABORTIVE SPACE

57.6 m²

365

QUIET STUDY ROOM

4.0 m²

382

STAFF WASHROOM
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381

STAFF WC

3.3 m²

339A

PAINT BOOTH
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325

MEETING ROOM SMALL
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326

WASHROOM

4.8 m²
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OPERATIONS AND
MAINTENANCE ROOM

37.7 m²
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STAFF BREAK ROOM
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STAIR B VESTIBULE
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.
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GENERAL NOTES - PLANS:

1. REFER TO BUILDING ELEMENTS SCHEDULE FOR EXTERIOR WALL, 

PARTITION, ROOF, CEILING AND SOFFIT TYPES.

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR 

ADDITIONAL REQUIREMENTS.

3. AT LOCATIONS WHERE MECH. DUCTS INTERFERE WITH FULL HEIGHT 

CONSTRUCTION OF INTERIOR PARTITIONS, OFFSET PARTITION 

ABOVE CEILING AND BRACE AS REQUIRED.  MAINTAIN FIRE 

SEPARATION/SOUND RATING OF PARTITION.  OFFSETTING OF 

PARTITIONS WILL ONLY BE PERMITTED WHERE DUCTWORK CANNOT 

BE POSITIONED.

4. ALL DIMENSIONS ARE TAKEN TO FACE OF MASONRY OR CONCRETE 

AT MASONRY AND CONCRETE WALLS AND PARTITIONS.  AT STEEL 

STUD PARTITIONS, DIMENSIONS ARE TAKEN TO FACE OF GYPSUM 

BOARD, UNLESS OTHERWISE NOTED.

5. INCREASE THICKNESS OF WALLS OR FURR OUT WALL THICKNESS 

AS REQUIRED TO ACCOMODATE MECHANICAL AND ELECTRICAL 

PANELS AND SERVICES.  MAINTAIN FIRE SEPARATION AROUND 

BACK OF PANELS WHERE APPLICABLE.

6. FOR DIMENSIONS OF CONCRETE REFER TO SLAB EDGE DRAWINGS.

1. GYPSUM BOARD PARTITIONS AND FURRING:
1.1 EXTEND GYPSUM BOARD PARTITIONS FULL HEIGHT TO U/S OF FLOOR 

OR ROOF SLAB ABOVE, UNLESS OTHERWISE INDICATED.  AT ACCESS 

FLOORS, GYPSUM BOARD PARTITIONS EXTEND TO STRUCTURAL 

SLAB BELOW UNLESS OTHERWISE INDICATED.

1.2 AT NON-RATED FIRE SEPARATIONS, ACOUSTIC AND FIRE RATED 

PARTITIONS, PROVIDE JOINT SEALANT AT PERIMETER JOINTS AND ALL 

PENETRATIONS THROUGH GYPSUM BOARD.

1.3 PROVIDE  BACKER PLATES FOR HANDRAIL SUPPORT, BUMPER RAILS, 

WALL MOUNTED MILLWORK, WASHROOM ACCESSORIES, TACK 

BOARDS AND WRITING SURFACES ETC.  REFER TO PLANS FOR EXTENT 

AND LOCATIONS.

1.4 AT PARTITIONS TO RECEIVE CERAMIC TILE WALL FINISH PROVIDE TILE 

BACKER BOARD IN LIEU OF GYPSUM BOARD BEHIND TILES. BACKER 

BOARD TO BE FIRE RATED TYPE AT FIRE RATED PARTITIONS.

1.5 AT ACOUSTIC PARTITIONS, RECESSED ELECTRICAL BOXES ON 

OPPOSITE SIDES OF PARTITION TO BE STAGGERED MINIMUM 600mm.

1.6 SEE ROOM FINISH SCHEDULE FOR INTERIOR FINISHES.

1.7 HEIGHT OF FURRING WALL TO BE 150mm ABOVE FINISHED CEILING 

UNLESS OTHERWISE NOTED.

1.8 SUFFIXES FOR GYPSUM BOARD PARTITIONS AND FURRING:

'A': DENOTES ASSEMBLY TO EXTEND MIN 150mm ABOVE FINISHED 

CEILING

'B': DENOTES ASSEMBLY TO STOP AT U/S OF FINISHED CEILING

'C': DENOTES LOW WALL - HEIGHT INDICATED ON FLOOR PLANS.

CAP WITH GB UNLESS OTHERWISE INDICATED.

'D': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON ONE SIDE ONLY (REFER TO RFS)

'E': DENOTES ASSEMBLY REPLACES GB WITH IMPACT RESISTANT

GB ON BOTH SIDES

'F': DENOTES ENGINEERED METAL SUPPORT SYSTEM.

'G': DENOTES FURRING TO EXTEND TO U/S OF FLOOR OR ROOF 

SLAB ABOVE.

'H': DENOTES PLENUM DIVIDER TO EXTEND BELOW ASSEMBLY 

FROM U/S OF ACCESS FLOOR TO T/O SLAB BELOW.  

REFER TO 5/A052

'J' DENOTES PARTITION EXTENDS FROM T/O ACCESS FLOOR TO 

U/S OF FLOOR OR ROOF SLAB ABOVE.

1.9  ULC LISTINGS PROVIDED FOR FIRE RATED PARTITIONS ARE FOR 

REFERENCE ONLY.  PROVIDE APPROPRIATE MANUFACTURER SPECIFIC 

ULC LISTINGS FOR REVIEW AS REQUIRED IN THE SPECIFICATIONS.

2. CONCRETE MASONRY UNIT WALLS AND PARTITIONS:

2.1 ALL CONCRETE MASONRY UNIT WALLS AND PARTITIONS TO U/S OF 

FLOOR OR ROOF SLAB ABOVE, UNLESS NOTED OTHERWISE.  AT 

ACCESS FLOORS, CONCRETE MASONRY UNIT PARTITIONS EXTEND 

FROM STRUCTURAL SLAB BELOW UNLESS OTHERWISE INDICATED.

2.2 PROVIDE COMPRESSIBLE JOINT FILLER CONTINUOUS AT TOP OF ALL 

CMU WALLS AND PARTITIONS, SEAL JOINTS WHERE EXPOSED. PROVIDE 

FIRESTOPPING AND SMOKE SEALS AT PERIMETER JOINTS AND 

PENETRATIONS IN FIRE RATED PARTITIONS.

2.3 PROVIDE LATERAL BRACING AT TOP OF CMU WALLS AND PARTITIONS, 

REFER TO STRUCTURAL FOR DETAILS.

2.4 PROVIDE REINFORCEMENT OF CMU WALLS AND PARTITIONS AS  

REQUIRED BY STRUCTURAL.

3. FIRE SEPARATIONS:

3.1 REFER TO FIRE SEPARATION PLANS - FIRE SEPARATION 

REQUIREMENTS.

3.2 AT ALL FIRE RATED PARTITIONS: INSTALL CONTINUOUS FIRESTOPPING 

AND SMOKE SEALS AT ALL PERIMETER  JOINTS AND PENETRATIONS, 

3.3 AT RECESSED PANEL INSTALLATIONS (EG. ELECTRICAL PANELS) 

WITHIN RATED WALLS:PROVIDE CONTINUITY OF THE REQUIRED 

RATING BEHIND AND AROUND THE PANEL.

GENERAL NOTES - PARTITIONS:

Date:

Project No:

Scale:

ISSUED

CONTRACTOR MUST CHECK & VERIFY ALL DIMENSIONS ON THE JOB.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED UPON REQUEST. REPRODUCTION OF DRAWINGS, 

SPECIFICATIONS AND RELATED DOCUMENTS IN PART OR IN WHOLE IS FORBIDDEN WITHOUT THE 

WRITTEN PERMISSION OF THE ARCHITECT.

THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL SIGNED BY THE ARCHITECT.

KWC Architects Inc.
Architects in Joint Venture for the OPL/LAC Joint Facility
384 Adelaide Street West, Suite 100, Toronto, Canada M5V1R7

Tel: 416 862 8800  Fax: 416 862 5508  info@dsai.ca  www.dsai.ca

As indicated

2
0
2
0
-0

5
-2

8
 5

:2
1
:0

9
 P

M
B

IM
 3

6
0
:/

/1
8
5
5
-O

P
L-

LA
C

-R
2
0
/1

8
5
5
-A

R
C

H
-D

S
A

-B
ui

ld
in

g-
R

2
0
.r

vt

OTTAWA PUBLIC LIBRARY AND
LIBRARY AND ARCHIVES CANADA

JOINT FACILITY

LEVEL 5 MEZZANINE

A109

No. Date Description

1 2020-05-28 ISSUED FOR CD 30%



UP

RD

RD

RD

RD

RD

RD

RD

1-1

1-1

1-2

1-2

1-3

1-3

1-4

1-4

1-5

1-6

1-7

1-8

1-9

2-6

2-6

2-7

2-7

2-8

2-8 2-9

2-A

2-B

2-C

2-D

2-E

2-F

1-A

1-B

1-C

1-D

1-E

1-F

2-1 2-2 2-3 2-4

2-5

2-10

2-10

1

A401

1

A401

2

A401

2

A401

2

A403

2

A403

9000

9000

9000

9000

9000

9000

9000

9000

9000 9000 3885 3405

9
0

0
0

8
9

7
8

8
9

7
8

9
0

0
0

9
0

0
0

9000 9000 9000 9000 9000 9000 9000 7290

9000

9000

9000

9
00

0

9
00

0

9
00

0

9
00

0

9
00

0

ROOF TYPE R1

AREA = 1333 m²

ROOF TYPE R1

AREA = 818 m²

ROOF TYPE

R2

ROOF TYPE

R2

ROOF TYPE

R4

ROOF TYPE

R4

ROOF TYPE

R4

ROOF TYPE

R5/R10

SS GUTTER &ROOF DRAINS 

SS GUTTER &ROOF DRAINS 

SS GUTTER &ROOF DRAINS 

SS GUTTER &ROOF DRAINS 

SS GUTTER &ROOF DRAINS 

SS GUTTER &ROOF DRAINS 

4

A403

4

A403

1

A402

1

A402

2

A402

2

A402

1

A403

1

A403

3

A403

3

A403

1

A404

1

A404

GUTTER

GUTTER / 

MAINTENANCE PATH

GUTTER
GUTTER

GUTTER
GUTTER

GUTTER
GUTTER

GUTTER

GUTTER
GUTTER

GUTTER
GUTTER

GUTTER

GUTTER

GUTTER
GUTTER

R3

R3

R3

R4 R4

1
. 7

%

1
.7

%

1
.7

%

1
.7

%

1
.7

%

1
. 7

%

1
.9

%

2
.0%

2
.0

%

20.4%

5.0%

5.0%

SLOPE 16.4%

SLOPE 4.3%

SLOPE 11.1% 5.0%

SLOPE 30.2%

SLO
PE 5.3%

16.6%

S
LO

PE
 4

.9
%

S
LO

P
E 1

5.3%

SLOPE 5.0%

SLO
PE 5.0%

9
.9

%

6
.6

%

5
.7

% 9
.6

%5
.6

%

1
8.4%

S
LO

P
E 

4
.9

%

S
LO

P
E 

5
.0

%

SLOPE 3.3%

SLOPE 9.2%

2
2.2%

2
4.5%

1
7.6%

1
2.8%

8
.1

%

4
.3

%

1
.5

%

SLOPE 8.8%

S
LO

P
E 

5.
0

%

SLOPE 2.2%

SLO
PE 5.0%

SLOPE 2.8%

1
9

.4
%

1
5

.6
%

1
1

.0
% 9

.7
%

1
9

.1
%

2
1

.4
%

82.5%

93.8%

4.5%

2
4

.0
%

2
0

.3
%

3
2

.1
%

4
3

.6
%

5
1

.0
%4
9

.2
%

1
2.8%

1
.1

%

3
5.0%

3
6.7%

S
LO

P
E 3

2.0%

3
7.4%

3
6.9%

4
7.1%

3
3

.6
%

2
0

.7
%

2
4

.1
%

2
7

.2
%

3
0

.0
%

3
2

.2
%

3
3

.9
%

3
7

.1
%

3
9

.4
%

4
1

.7
%

4
1

.4
%

3
2

.3
%

1
9

.7
%

1
3

.1
% 1
6

.7
%

SL
OP

E 
5.

0%

SLOPE 12.8%

S
LO

P
E 0

.9
%

SLOPE 34.5%

SLOPE 21.4%

SLOPE 0.6%

SLOPE 3.0%

16.8%

SL
OP

E 
5.

0%

SLOPE 10.4%

SLOPE 33.1%

S
LO

P
E 1

6.4%

SLOPE 16.2%

SLOPE 56.0%

SLOPE 55.9%

55.7% 55.7% 57.8% 52.1% 35.0% 51.2% 53.7% 52.1% 53.2% 52.5%52.5% 53.0%52.5% 52.3% 52.2% 54.8%52.5%54.8%

32.1%
54.6%

52.3%

54.6%

52.0%
53.7%

58.0%

58.0%

52.3%

52.1%
53.2%

52.5%
52.5%

52.5%
52.9%

1.8
%

1
.8

%

1.9
%

1
.9

%

1
.9

%

2.0
%

2.0%

2.1
%

2
.2%

2
.2%

2
.5

%

2
.4

%

2
.3

%

2
.5

%
2

.5
%

2
. 4

%

2
.4

%

2
.3

%

2
.1

%

2.2
%

2.1
%

1
.9

% 1
.8

%

1
.8

%

1
.8

%

HANDS-FREE LIFE-INE 

SYSTEM

MAINTENANCE PATH 

AT ROOF EDGE

HANDS-FREE LIFE-INE 

SYSTEM

MAINTENANCE PATH 

AT ROOF EDGE

HANDS-FREE LIFE-INE 

SYSTEM

MAINTENANCE PATH 

AT ROOF EDGE

HANDS-FREE LIFE-INE 

SYSTEM

MAINTENANCE PATH 

AT ROOF EDGE

HANDS-FREE LIFE-INE 

SYSTEM

MAINTENANCE PATH 

AT ROOF EDGE

HORIZONTAL CABLE 

SYSTEM

HORIZONTAL CABLE 

SYSTEM

HANDS-FREE LIFE-INE 

SYSTEM

LIGHTENING PROTECTION 

SYSTEM 

SOLID COPPER AIR 

TERMINAL

LIGHTENING PROTECTION 

SYSTEM 

SOLID COPPER AIR 

TERMINAL

ROOF ACCESS FROM 

MECHANICAL MEZZANINE  
ROOF ACCESSS HATCH

R2

Date:

Project No:

Scale:

ISSUED

CONTRACTOR MUST CHECK & VERIFY ALL DIMENSIONS ON THE JOB.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED UPON REQUEST. REPRODUCTION OF DRAWINGS, 

SPECIFICATIONS AND RELATED DOCUMENTS IN PART OR IN WHOLE IS FORBIDDEN WITHOUT THE 

WRITTEN PERMISSION OF THE ARCHITECT.

THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL SIGNED BY THE ARCHITECT.

KWC Architects Inc.
Architects in Joint Venture for the OPL/LAC Joint Facility
384 Adelaide Street West, Suite 100, Toronto, Canada M5V1R7

Tel: 416 862 8800  Fax: 416 862 5508  info@dsai.ca  www.dsai.ca

1 : 125

5
/2

8
/2

0
2
0
 1

1
:5

3
:4

4
 A

M
B

IM
 3

6
0
:/

/1
8
5
5
-O

P
L-

LA
C

-R
2
0
/1

8
5
5
-A

R
C

H
-D

S
A

-B
ui

ld
in

g-
R

2
0
.r

vt

OTTAWA PUBLIC LIBRARY AND
LIBRARY AND ARCHIVES CANADA

JOINT FACILITY

ROOF PLAN

A110

No. Date Description

1 2020-05-28 ISSUED FOR CD 30%



66.50LEVEL 1

72.50LEVEL 2

77.10LEVEL 3

81.70LEVEL 4

86.30LEVEL 5

61.50P1

58.50P2

2-A2-B2-C2-D2-E2-F

91.90ROOF

2
6

0
0

3
0

0
0

4
6

0
0

4
6

0
0

4
6

0
0

3
7

5
0

2
2

5
0

4
1

2
5

8
7

5
3

0
0

0

9000 8978 8978 9000 9000

62.38P1 LOADING

68.75LEVEL 1 MEZZANINE

89.30LEVEL 5 MEZZANINE

STN-11

STN-11

1
1

0
0

DGU-1

SPU-1

DGU-3

TGU-2TGU-2

TGU-1

DGU-1DGU-1DGU-1

PC-2

TGU-1

FN-1

FN-2

FN-2

FN-2

FN-2

STN-11

STN-11

FN-2

FN-1

FN-2

FN-2

FN-1

FN-2

FN-2

WD-10 DGU-2

PC-1PC-1 PC-1 PC-1

DGU-2

DGU-2

1
6

0
0

 
 

1
6

0
0

FN-2

FN-2

66.50LEVEL 1

72.50LEVEL 2

77.10LEVEL 3

81.70LEVEL 4

86.30LEVEL 5

61.50P1

58.50P2

2-A 2-B 2-C 2-D 2-E 2-F

91.90ROOF

2
6

0
0

3
0

0
0

4
6

0
0

4
6

0
0

4
6

0
0

3
7

5
0

2
2

5
0

4
1

2
5

8
7

5
3

0
0

0

9000 9000 8978 8978 9000

62.38P1 LOADING

68.75LEVEL 1 MEZZANINE

89.30LEVEL 5 MEZZANINE

2
3

4
0

FN-1

FN-2

DGU-2

STN-11

DGU-1

STN-11

STN-11

DGU-1

DGU-1

DGU-2 DGU-2DGU-2

STN-11

FN-2

FN-2

FN-2

WD-10WD-10

STN-11

STN-11

STN-10

FN-2

FN-2

FN-2

FN-1

FN-2

DGU-1MTL-15

WD-10

DGU-3

 
 

1
6

0
0

LV-1

LV-1 LV-1WD-10

1485

STN-10

MTL -10, FN-1, FN-2, FLASHINGS, 

METAL PANEL, EXTRUSION OR 

BREAK SHAPE.

HIGH PERFORMANCE EXTERIOR 

COATING CUSTOM COLOUR -

BRONZE METALIC

EXTERIOR MATERIALS LEGEND:

WD -10

DOUGLAS FIR WOOD

19mm X 89mm HORIZONTAL WOOD 

STRAPPING

STN -11

NATURAL STONE

ALGONQUIN LIMESTONE, VEIN CUT 

HONED. MAX PANEL SIZE 700mm X 

1500mm

STN -10

NATURAL STONE

GRANITE , NORDIC BLACK,

FLEURY CUT, HONED. 

PC -1

PRECAST CONCRETE

CUSTOM PIGMENT -LIGHT GREY

PC -2

PRECAST CONCRETE

CUSTOM PIGMENT -CHARCOAL

MTL -15

ARCHITECTURAL METAL MESH

CUSTOM COLOUR - BRONZE

DGU, TGU, SPU

CLEAR GLASS WITH BIRD FRIENDLY 

FRITT PATTERN

Date:

Project No:

Scale:

ISSUED

CONTRACTOR MUST CHECK & VERIFY ALL DIMENSIONS ON THE JOB.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED UPON REQUEST. REPRODUCTION OF DRAWINGS, 

SPECIFICATIONS AND RELATED DOCUMENTS IN PART OR IN WHOLE IS FORBIDDEN WITHOUT THE 

WRITTEN PERMISSION OF THE ARCHITECT.

THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL SIGNED BY THE ARCHITECT.

KWC Architects Inc.
Architects in Joint Venture for the OPL/LAC Joint Facility
384 Adelaide Street West, Suite 100, Toronto, Canada M5V1R7

Tel: 416 862 8800  Fax: 416 862 5508  info@dsai.ca  www.dsai.ca

As indicated

5
/2

8
/2

0
2
0
 1

1
:5

4
:2

8
 A

M
B

IM
 3

6
0
:/

/1
8
5
5
-O

P
L-

LA
C

-R
2
0
/1

8
5
5
-A

R
C

H
-D

S
A

-B
ui

ld
in

g-
R

2
0
.r

vt

OTTAWA PUBLIC LIBRARY AND
LIBRARY AND ARCHIVES CANADA

JOINT FACILITY

ELEVATIONS

A301

1 : 125A301

EAST ELEVATION1

1 : 125A301

WEST ELEVATION2

No. Date Description

1 2020-05-28 ISSUED FOR CD 30%



66.50LEVEL 1

72.50LEVEL 2

77.10LEVEL 3

81.70LEVEL 4

86.30LEVEL 5

61.50P1

58.50P2

2-62-72-82-9 2-12-22-32-42-52-10

91.90ROOF

62.38P1 LOADING

68.75LEVEL 1 MEZZANINE

3
0

0
0

8
7

5
4

1
2

5
2

2
5

0
3

7
5

0
4

6
0

0
4

6
0

0
4

6
0

0
3

0
0

0
2

6
0

0

3405 3885 9000 9000 9000 9000 9000 9000 9000

89.30LEVEL 5 MEZZANINE

FN-2

FN-1

PC-2

STN-11

STN-11

STN-11

FN-2

FN-2

FN-2

FN-2

FN-2

FN-1

FN-2

FN-2

FN-1

FN-2

FN-2

FN-2

FN-2

TGU-2

SPU-1

DGU-2

DGU-2
SPU-1

DGU-2

DGU-1

DGU-1

STN-11

STN-11

DGU-1

STN-11

STN-11

STN-11

STN-11

STN-11

STN-11

DGU-1

STN-11

DGU-2

PC-1

DGU-2
DGU-2 WD-10 DGU-2

PC-1

PC-2

PC-2

PC-2

1
5

0
0

1
1

0
0

1
1

0
0

7
0

0
9

0
0

1
9

5
0

6
5

0
2

0
0

0
1

5
0

0
2

4
0

0
 

 
1

6
0

0
7

0
0

STN-10

DGU-2

9
0

0

9
0

0

WD-10
WD-10

WD-10

PC-1

PC-1

4
0

01
5

0
0

4
0

0

9
0

0
1

0
0

0

4
0

0
1

5
0

0

MTL-15 DGU-1

PC-1

MTL-10

OPEN OPEN
STN-10

DGU-2

66.50LEVEL 1

72.50LEVEL 2

77.10LEVEL 3

81.70LEVEL 4

86.30LEVEL 5

61.50P1

58.50P2

2-6 2-7 2-8 2-92-1 2-2 2-3 2-4 2-5 2-10

91.90ROOF

62.38P1 LOADING

68.75LEVEL 1 MEZZANINE

2
6

0
0

3
0

0
0

4
6

0
0

4
6

0
0

4
6

0
0

3
7

5
0

2
2

5
0

4
1

2
5

8
7

5
3

0
0

0

340538859000900090009000900090009000

89.30LEVEL 5 MEZZANINE

FN-2

FN-2

DGU-1
DGU-1

DGU-1

DGU-1 DGU-1

DGU-1

DGU-2

STN-11

STN-11

STN-11

STN-11

STN-11

STN-11

DGU-2

TGU-2

DGU-1

DGU-1

STN-11

STN-11

STN-11

STN-11

SPU-1

DGU-1

DGU-1

DGU-2

TGU-2

DGU-1

DGU-1

DGU-2

FN-1

FN-2

FN-2

FN-2

FN-2

FN-1

FN-2

FN-2

FN-2

FN-2

FN-2

FN-1

FN-2

DGU-2DGU-2 WD-10 WD-10

DGU-2

WD-10WD-10 WD-10

 
 

1
6

0
0

1
1

0
0

7
0

0
6

0
0

9
0

0
7

0
0

2
0

0
0

1
5

0
0

DGU-2 DGU-2DGU-2

WD-10 WD-10WD-10 WD-10

9
0

0

PC-2

GDRL3

MTL-10 MTL-10

DGU-2 DGU-2

FDC

STN-10

STN-10

STN-10

MTL -10, FN-1, FN-2, FLASHINGS, 

METAL PANEL, EXTRUSION OR 

BREAK SHAPE.

HIGH PERFORMANCE EXTERIOR 

COATING CUSTOM COLOUR -

BRONZE METALIC

EXTERIOR MATERIALS LEGEND:

WD -10

DOUGLAS FIR WOOD

19mm X 89mm HORIZONTAL WOOD 

STRAPPING

STN -11

NATURAL STONE

ALGONQUIN LIMESTONE, VEIN CUT 

HONED. MAX PANEL SIZE 700mm X 

1500mm

STN -10

NATURAL STONE

GRANITE , NORDIC BLACK,

FLEURY CUT, HONED. 

PC -1

PRECAST CONCRETE

CUSTOM PIGMENT -LIGHT GREY

PC -2

PRECAST CONCRETE

CUSTOM PIGMENT -CHARCOAL

MTL -15

ARCHITECTURAL METAL MESH

CUSTOM COLOUR - BRONZE

DGU, TGU, SPU

CLEAR GLASS WITH BIRD FRIENDLY 

FRITT PATTERN

Date:

Project No:

Scale:

ISSUED

CONTRACTOR MUST CHECK & VERIFY ALL DIMENSIONS ON THE JOB.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED UPON REQUEST. REPRODUCTION OF DRAWINGS, 

SPECIFICATIONS AND RELATED DOCUMENTS IN PART OR IN WHOLE IS FORBIDDEN WITHOUT THE 

WRITTEN PERMISSION OF THE ARCHITECT.

THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL SIGNED BY THE ARCHITECT.

KWC Architects Inc.
Architects in Joint Venture for the OPL/LAC Joint Facility
384 Adelaide Street West, Suite 100, Toronto, Canada M5V1R7

Tel: 416 862 8800  Fax: 416 862 5508  info@dsai.ca  www.dsai.ca

As indicated

5
/2

8
/2

0
2
0
 1

1
:5

5
:1

2
 A

M
B

IM
 3

6
0
:/

/1
8
5
5
-O

P
L-

LA
C

-R
2
0
/1

8
5
5
-A

R
C

H
-D

S
A

-B
ui

ld
in

g-
R

2
0
.r

vt

OTTAWA PUBLIC LIBRARY AND
LIBRARY AND ARCHIVES CANADA

JOINT FACILITY

ELEVATIONS

A302

1 : 125A302

NORTH ELEVATION1

1 : 125A302

SOUTH ELEVATION2

No. Date Description

1 2020-05-28 ISSUED FOR CD 30%


