
REMOVE DAMAGED OR OBJECTIONABLE
BRANCHES, FOLLOW THE MOST
RECENT CANADIAN NURSERY &
TRADES ASSOCIATION PRACTICE.
DO NOT PRUNE LEADER

MINIMUM 1 STAKE 2400mm LONG ON WINDWARD SIDE. SECURE
WITH No. 12 GALVANIZED WIRE ENCASED IN 12mm DIAMETER
RUBBER HOSE, ALLOWING SLACK IN GALVANIZED WIRE. REMOVE
STAKES AFTER ONE YEAR. STAKE BEYOND EDGE OF ROOT BALL

TREE WRAP APPLIED SPIRALLY FROM
GROUND UP TO HEIGHT OF SECOND
BRANCHES.
REMOVE AFTER PLANTING

CONSTRUCT 100mm SAUCER
AROUND TREE BASE

ROOT COLLAR TO BE SET 100mm ABOVE FINISHED GRADE

TOPSOIL MIXTURE AS PER SPECIFICATION

1800

APPLY APPROVED PLASTIC
RODENT GUARD 450mm MINIMUM

NOTE:

1. ALL MEASUREMENTS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED

2. LOCATION AS SPECIFIED ON THE
CONTRACT DRAWINGS

CUT AND REMOVE BURLAP AND
WIRE BASKET FROM TOP 2/3
OF ROOT BALL WITHOUT
DISTURBING ROOTS

300

COMPACTED SUBGRADE

DECIDUOUS TREE PLANTING

MINIMUM 1 STAKE 2400mm LONG ON WINDWARD SIDE. SECURE
WITH No. 12 GALVANIZED WIRE ENCASED IN 12mm DIAMETER
RUBBER HOSE, ALLOWING SLACK IN GALVANIZED WIRE. REMOVE
STAKES AFTER ONE YEAR. STAKE BEYOND EDGE OF ROOT BALL

REMOVE DAMAGED OR
OBJECTIONABLE BRANCHES,
FOLLOW THE MOST RECENT
CANADIAN NURSARY & TRADES
ASSOCIATION PRACTICE. DO
NOT PRUNE LEADER.

CONSTRUCT 100mm SAUCER
AROUND TREE BASE.

ROOT COLLAR TO BE SET 100mm ABOVE FINISHED GRADE

TOPSOIL MIXTURE AS PER SPECIFICATION

1800

NOTE:

1. ALL MEASUREMENTS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED

CUT AND REMOVE BURLAP
AND WIRE BASKET FROM TOP
2/3 OF ROOT BALL WITHOUT
DISTURBING ROOTS.

300

2. LOCATION AS SPECIFIED ON THE
CONTRACT DRAWINGS

COMPACTED SUBGRADE

CONIFEROUS TREE PLANTING

TITLE:
PLANTING TRENCH

WELL DRAINED SOILS (LOTS)
DWG No: L2

REV:

DATE: MAY 2001

JAN 2017

140X140mm (6X6)
FENCE POST

19mm (1")
FENCE BOARD
(WIDTH VARIES)

38X38mm (2X2) STRIP
ATTACH TO POSTS

COMPACTED
STONEDUST

COMPACTED
SUBGRADE

LARGE STONE

FINISH GRADE

POST CAP OR
POST TOP ROUTED

19 X 140 CENTER BOARD
BOTH SIDES OF FENCE

FENCE BOARD

TOP RAIL

BOTTOM RAIL

38X140mm (2X6)
TOP RAIL

NOTES:
1. ALL WOOD TO BE WESTERN RED CEDAR.
2. NAIL OR SCREW ALL WOOD MEMBERS IN PLACE WITH STAINLESS

STEEL HARDWARE.
3. FENCES, INCLUDING POSTS, TO BE MINIMUM 150mm FROM

PROPERTY LINES.

38X140mm (2X6)
BOTTOM RAIL

FINISH GRADE

SECTION

ELEVATION

STRIP

PROPERTY
LINE

BRUSH CLEAN POLYMERIC JOINT SAND INTO JOINTS
UNLESS MANUFACTURER DOES NOT RECOMMEND IT

UNIT PAVERS

25mm LEVELLING BED OF
COARSE SAND

GRANULAR 'A' (THICKNESS
AS SPECIFIED) COMPACTED
TO 95% PROCTOR DENSITY

(SEE NOTE 5)

UNDISTURBED OR THOROUGHLY COMPACTED SUBGRADE

NOTES:

1. THE LEVELING COURSE (BEDDING SAND) SHALL BE PLACED LOOSE, IN A UNIFORM LAYER AT A MAXIMUM
DEPTH OF 25mm TO ACHIEVE THE FINAL COMPACTED THICKNESS AND GRADE AS SPECIFIED

2. INSTALL SOLID EDGE RESTRAINT BETWEEN UNIT PAVERS AND ANY SOFT SURFACE (SOD, PLANTING BED, ETC.)

3. UNIT PAVERS ARE THEN PLACED ON TOP OF THE LEVELING COURSE AND ADDITIONAL SAND SWEPT BETWEEN
THE UNIT PAVERS

4. THE UNIT PAVERS ARE THEN VIBRATED INTO PLACE WITH A VIBRA-PLATE AND WATER IS ADDED TO ASSIST IN
THE SETTLING OF THE JOINT SAND

5. GRANULAR 'A' DEPTH TO BE 100mm FOR PEDESTRIAN AREAS AND 150mm FOR VEHICULAR ACCESSES. OR AS
RECOMMENDED BY GEOTECHNICAL INVESTIGATION

TITLE:
MODIFIED
UNIT PAVING - ON GRANULAR BASE

DWG No: SC9

REV:

DATE: MAY 2001

FEB 2016

TREE PROTECTION
FENCING
LIMIT OF CLEARING
& GRADING

ROOT PRUNING TRENCH
MINIMUM 600mm DEPTH
CUT ROOTS CLEANLY
AS PER NOTES BELOW

NOTES:

1. PROPER ROOT PRUNING TECHNIQUE IS REQUIRED WHEN TREE
ROOTS ARE ENCOUNTERED DURING EXCAVATION OR PRIOR TO
TRANSPLANTING EXISTING TREES

2. EXCAVATIONS WITHIN THE CRZ SHOULD BE DONE BY
MICRO-TUNNELLING OR BORING, AIR-SPADE, HYDROVAC,
AND/OR HAND DIGGING.  ALL ROOTS, INSIDE AND OUTSIDE THE
CRITICAL ROOT ZONE (CRZ) SHOULD BE CUT CLEANLY (AS PER
ABOVE DRAWING) WITH PRUNING SHEARS OR A SAW WIPED
WITH ALCOHOL BEFORE EACH CUT.

3. AFTER ROOTS ARE CLEANLY CUT ( AND AFTER TRANSPLANTING
IF APPLICABLE), THE AREA AROUND THE ROOTS SHOULD BE
IMMEDIATELY BACKFILLED WITH SUITABLE MATERIAL (TO BE
APPROVED BY LANDSCAPE ARCHITECT) TO PREVENT
DESSICATION.

COMPACTED
SUBGRADE

NON-WOVEN
GEOTEXTILE

RIVERWASH
STONE

CONCRETE SLAB

SAND COURSE
(50mm TYPICAL)

SCARIFY BOTTOM AND SIDES
OF BED OR PLANTING PIT TO A
DEPTH OF 150 mm

TOPSOIL MIX (SEE LANDSCAPE
NOTES

CUT AND REMOVE TOP BURLAP
FROM TOP 1/3 OF ROOTBALL OR
REMOVE ENTIRE CONTAINER
FROM POTTED STOCK

PRUNE DAMAGED OR WEAK
BRANCHES AS PER NORMAL
HORTICULTURAL PRACTICES

FINISH GRADE

100mm SAUCER

75 mm MULCH

50
0 

m
m

SCARIFY BOTTOM AND SIDES OF PIT
TO A DEPTH OF 150 mm

TOPSOIL MIX (SEE LANDSCAPE NOTES)

CUT AND REMOVE TOP BURLAP FROM TOP
1/3 OF ROOTBALL OR REMOVE ENTIRE
CONTAINER FROM POTTED STOCK

PRUNE DAMAGED OR WEAK BRANCHES
AS PER NORMAL HORTICULTURAL
PRACTICES

FINISH GRADE
100mm SAUCER

75mm MULCH

4 BEECHWOOD, SUITE 201, OTTAWA, ONTARIO, CANADA K1L 8L9
TEL:613 228 9850   FAX:613 228 9848   mailbox@woodmanarchitect.com

GENERAL NOTES

1. This drawing  has been prepared for site plan approval
only.  Additional detailing and specifications are required
for construction.
2. It is the responsibility of the Contractor to verify all
dimensions & conditions on site.  Report any errors or
omissions to the Landscape Architect prior to
commencing work.
2. It is the responsibility of the Contractor to locate all
underground utilities prior  to construction.
3. All dimensions are in metric.
4. Do not scale the drawings.
5.  All drawings & designs remain the property of TRACY
WHALEN - LANDSCAPE ARCHITECT & are protected by
copyright.

TRACY WHALEN - LANDSCAPE ARCHITECT
Studio B,  5 Wellfleet Cres., Ottawa, Ontario  K2J 2X7  (613) 825-9756

190993

L3

SEPTEMBER  25, 2019

T.W.

T.W.

01 2019-09-20

TREE CONSERVATION NOTES
(PERTAINING TO TREES WHICH ARE ON SITE &
PARTIALLY LOCATED ON ADJACENT PROPERTIES)

1. Do not place any material or equipment within the critical
root zone (CRZ) of the trees.
2. Do not attach any sign, notice or posters to any tree.
3.  Do not raise or lower the existing grade wilthin the CRZ
without approval.
4.  Tunnel or bore when digging within the CRZ of a tree.
5.  Do not damage the root system, trunk or branches of
any tree.
6.  Ensure that exhaust fumes from all equipment are NOT
directed towards any tree's canopy.

TREE PLANTING3 NTS

BOARD FENCE9 NTS

1:150

02 2019-09-25

03 2019-10-21

Issued for Discussion

Issued for Site Plan Approval

Revised & Reissued for Site Plan
Approval

04 2020-01-17Revised in response to SPA comments.

05 2020-01-24Revised to coordinate with Arch. dwgs.

06 2020-07-09Revised in response to SPA comments.

TREE PROTECTION FENCE1 NTS

UNIT PAVING7 NTS

TURF STONE UNIT PAVING8 NTS

ROOT PRUNING2 NTS

RIVERWASH STONE SURFACING & STEPPING STONE6 NTS

PROPOSED  VEGETATION

PLANT LIST
KEY  SCIENTIFIC NAME COMMON NAME NO. SIZE   COND.
DECIDUOUS TREES

AP Acer Palmatum Japanese Maple           2 Relocate on Site

SR Syringa reticulata 'Ivory Silk' Ivory Silk Japanese Tree Lilac      4 75mm Cal.   WB

       
DECIDUOUS SHRUBS

EA Euonymus alatus Burning Bush             5 80cm Ht.       Pot

EC Euonymus alatus 'Compacta' Dwarf Burning Bush      6 80cm Ht.       Pot

HP Hydrangea paniculata Pinky Winky Hydrangea      3 80cm Ht.       Pot

'Pinky Winky'

PG Potentilla 'Goldfinger' Goldfinger Cinquefoil           6 60cm Ht.       Pot

RA Ribes alpinum Alpine Currant               7 80cm Ht.       Pot

SS Sorbaria sorbifolia False Spirea      7 1.0m Ht.        Pot

SV Spirea x vanhouttii Bridle Wreath Spirea             4 1.0m Ht.       Pot

PERENNIALS & GRASSES

CA Calamagrostis x acutifolia Karl Foerster Feather Reed Grass      23  15cm Pot

'Karl Foerster'

FV Filipendula vulgaris Double Dropwort 'Flora Plena'      16 15cm Pot

 'Flora Plena'

HS Hemerocallis 'Stella D'or' Stella D'or Daylily         14 15cm Pot

VM Vinca minor Periwinkle      46 10cm Pot

SHRUB, PERENNIAL & GRASS PLANTING BED5 NTS

SHRUB PIT PLANTING4 NTS
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