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EX. 71.2m - 200mmØ PVC SAN @ 0.50%

EX. 71.4m - 600mmØ CONC. STM @ 0.40% EX. 51.3m - 675mmØ CONC. STM @ 0.25%

EX
. 5

4.
0m

 - 
37

5m
m

Ø
 P

VC
 S

TM
 @

 0
.2

5%

EX
. 3

00
m

m
Ø

 W
AT

ER
M

AI
N

EX. 200mmØ WATERMAIN

50mm PEX WATERMAIN B

20
0m

m
 W

AT
ER

M
AI

N 
A

50
m

m
 P

EX
 W

AT
ER

M
AI

N 
A

T/
W

M
=9

5.
98

T/
P 

SA
N=

96
.0

5

T/
W

M
=9

5.
98

T/
P 

SA
N=

96
.0

5

T/
W

M
=9

5.
98

T/
P 

SA
N=

96
.0

5

T/
W

M
=9

6.
11

T/
P 

SA
N=

96
.3

3

T/
W

M
=9

5.
98

T/
P 

SA
N=

96
.0

5

T/
W

M
=9

6.
11

T/
P 

SA
N=

96
.3

3

T/
W

M
=9

6.
11

T/
P 

SA
N=

96
.3

3

T/
W

M
=9

6.
11

T/
P 

SA
N=

96
.3

3

T/WM=95.97T/P SAN=96.14

T/WM=95.97T/P SAN=96.14

T/WM=95.97T/P SAN=96.14

T/WM=95.97T/P SAN=96.14

T/WM=95.99T/P SAN=96.06

T/WM=95.99T/P SAN=96.06

T/WM=95.99T/P SAN=96.06

T/WM=95.99T/P SAN=96.06

26.85m

30.31m

31.72m

30.16m

T/P SAN=95.70

FH FLANGE
ELEV=98.39

D.C.

0+000

0+020

0+040

0+060

0+080

0+096

0 +
00

0

0 +
02

0

0 +
04

0

0 +
06

0

0 +
07

1

PRV

PRV

PRV

PRV

PRV

PRV

PRV

PRV

PR
V

PR
V

PR
V

PR
V

PR
V

PR
V

PR
V

PR
V

1.5m ASPH SWLK 

EX. SAN STUB
INV=88.40

EX. SAN
T/G=97.45

NW INV=88.89
SE INV=90.78

EX. SAN
T/G=97.89

NW INV=90.87
SW INV=93.78
SE INV=90.88
NE INV=92.07
NE INV=94.15

EX. SAN
T/G=98.19

NE INV=94.04
SW INV=95.03

EX. SAN
T/G=98.63

NE INV=95.39
S INV=95.42

EX. HYDRO
SERVICE MANHOLE

EX. CAPPED
ROGERS DUCTS

EX. 1.0m x 6.0m
BELL EASEMENT

EX. 1.5m x 3.0m
ROGERS EASEMENT

TOPO SURVEY TOP OF VALLEY
(APRIL 28, 2014)

MVCA FLOODPLAIN

TOPOGRAPHICAL
SURVEY WATER'S EDGE

MVCA WATER'S EDGE

MVCA MEANDER BELT

3m EROSION ACCESS
ALLOWANCE

GEOTECHNICAL LIMIT
OF HAZARD LANDS

MVCA TOP OF VALLEY

5m TOE EROSION
ALLOWANCE

3.0m PATHWAY
WITH 1.0m BUFFER

BANK FULL / HIGH
WATER MARK

MVCA TOP OF BANK

REFER TO GEOTECHNICAL REPORT
PG5398-1 DATED JULY 14, 2020 PREPARED
BY PATERSON GROUP FOR POOLE CREEK
SLOPE STABILITY ASSESSMENT.

EXISTING SERVICING AND GRADING DETAILS
SHOWN AS PER KANATA WEST 1st REGISTRATION
DRAWINGS PROJECT 160401393 PREPARED BY
STANTEC CONSULTING DATED OCTOBER 5, 2020. TO
BE CONFIRMED PRIOR TO CONSTRUCTION.

ROAD CUT AS PER CITY OF
OTTAWA STANDARD DETAIL R10 (IF
REQUIRED BASED ON SUBDIVISION
CONSTRUCTION TIMING)

CONNECT EX.
SAN TO NEW MH

CONNECTION TO EXISTING 200mmØ WATERMAIN TO BE
DETERMINED IN THE FIELD BY THE CITY PERSONNEL.
CONNECTION BY CITY FORCES, EXCAVATION, BACKFILL,
AND REINSTATEMENT BY CONTRACTOR.
CONNECTION TOP OF MAIN=±95.70

EX. STM
T/G=98.58

S INV=95.95
NE INV=95.87

EX. STM
T/G=98.19

NE INV=95.01
SW INV=95.59

EX. STM
T/G=97.83

NW INV=95.19
SE INV=94.38

SW INV=94.89
NE INV=94.00

EX. STM
T/G=97.71

SE INV=95.32

CONNECT EX.
STM TO NEW MH

BLOCK 29
PROPERTY LINE

BLOCK 29
PROPERTY LINE

BLOCK 29
PROPERTY LINE

SAN 1 (1200Ø)
T/G=98.21

NE INV=94.00
SW INV=94.00
NW INV=94.06

SAN 2 (1200Ø)
T/G=98.16

SE INV=94.17
NW INV=94.18

SAN 3 (1200Ø)
T/G=98.20

SE INV=94.25
NW INV=94.26
SW INV=94.31

SAN 4 (1200Ø)
T/G=98.29

SE INV=94.47
N INV=94.50

SAN 6 (1200Ø)
T/G=97.67
NE INV=94.66

SAN 5 (1200Ø)
T/G=97.65

S INV=94.62

CB 106A-1
T/G=97.93

SE INV=96.55

CB 103A-2
T/G=98.00
SW INV=96.62

CB 103A-1
T/G=98.00

NE INV=96.50
NE INV=96.56

CB 104A-1
T/G=97.92

NE INV=96.54
CB 104A-2
T/G=97.92
SW INV=96.54

SAN 1A (1200Ø)
T/G=98.15
SE INV=94.11
NW INV=94.12
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70.2m-200mmØ SAN @ 0.50%
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3.6m-200mmØ
CB LEAD @ 1.00%

6.0m-200mmØ
CB LEAD @ 1.00%

1.1m-200mmØ
CB LEAD @ 1.00%

4.8m-200mmØ
CB LEAD @ 1.00%

1.2m-200mmØ
CB LEAD @ 1.00%
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T/P STM=96.14

T/P STM=96.06

STM 101 (1200Ø)
T/G=98.17

NE INV=94.99
SW INV=94.99
NW INV=95.10

STM 102 (1200Ø)
T/G=98.10

SE INV=95.22
NW INV=95.23

STM 103 (1200Ø)
T/G=98.21

SE INV=95.30
NW INV=95.37
SW INV=95.37

STM 104 (1200Ø)
T/G=98.25

SE INV=95.56

STM 106 (1200Ø)
T/G=98.23
NE INV=95.62

STM 101A (1200Ø)
T/G=98.12
SE INV=95.14
NW INV=95.15

8.1m-375mmØ STM @ 0.50%

13.9m-375mmØ STM @ 0.50%
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SITE SERVICING PLAN

SSP-1 2

EXISTING BELL PEDESTAL

EXISTING COMMUNITY MAIL BOX LOCATION
EXISTING STREET LIGHT

EXISTING CSP 
EXISTING GLB 

EXISTING ROGERS VAULT/PEDESTAL

EXISTING HYDRO TRANSFORMER

EXISTING CONCRETE ENCASED DUCT BANK
EXISTING 4-PARTY UTILITY TRENCH
EXISTING EASEMENT

N

LO

A

D

IN

G

 Z

O

N

E

LO

A

D

IN

G

 Z

O

N

E

LO

A

D

IN

G

 Z

O

N

E

N

O

 P

A

R

K

IN

G

LO

A

D

IN

G

 Z

O

N

E

DEVELOPMENT LIMITS

DEVELOPMENT LIMITS

F

I

R

S

T

 

R

E

G

I

S

T

R

A

T

I

O

N

P

H

A

S

I

N

G

S

E

C

O

N

D

 

R

E

G

I

S

T

R

A

T

I

O

N

P

H

A

S

I

N

G

PHASE 
1

PHASE 
2

PHASE 
3

PHASE 
4

PHASE 
5

PHASE 
3

PHASE 
2

PHASE 
4

LIM
IT O

F R
EG

IST
RATIO

N

HOLST
EIN

 ROAD

MAIZE
 AVEN

UE

RO
G

ER G
RIFFITHS AVENUE

HAMPSH
IRE P

LA
CE

COMBINE W
ALK

PLO
UGHSH

ARE R
OAD

PLOUGHSHARE ROAD

TILLAGE STREET

RO
G

ER G
RIFFITHS AVENUE

HO
LSTEIN RO

AD

WHEE
L B

ARROW M
EW

S

WINTER
 W

HEA
T T

ER
RACE

SH
ROPSH

IRE P
LA

CE

MAPLE 
GROVE R

D.

SHEAF RO
W

CARTA
GE W

AY

CO
RN HUSK LANE

PLO
UGHSH

ARE R
OAD

INTERIM POND

PO
O

LE
 C

RE
EK

CARP RIVER

BLOCK 11

COMMER
CIAL

BLO
CK 1

KWPS

MED
. R

ES
IDEN

TIA
L

BLO
CK 29

PARK

BLO
CK 28

SC
HOOL

BLO
CK 76

MED
. R

ES
IDEN

TIA
L

BLO
CK 78

PARK

BLO
CK 14

3

CARP RIVER RESERVE

HAZEL
DEA

N ROAD
TR

INITY
 C

OMMER
CIAL D

EV
ELO

PMEN
T

ULTIMATE POND

BLOCK 144

KEY PLAN
N.T.S.

N

Chkd.Dwn. Dsgn. YY.MM.DD
File Name: 160401608-DB.dwg WAJ AMP WAJ 21.02.01

Copyright Reserved
The Contractor shall verify and be responsible for all dimensions. DO 
NOT scale the drawing - any errors or omissions shall be reported to

The Copyrights to all designs and drawings are the property of

authorized by Stantec is forbidden.

Stantec without delay.

Stantec. Reproduction or use for any purpose other than that

Legend

Permit-Seal

ByRevision Appd. YY.MM.DD
1 ISSUED FOR REVIEW WAJ AMP 21.03.25
2 REVISED AS PER CITY COMMENTS WAJ AMP 21.07.22

ORIGINAL SHEET - ARCH D

Drawing No.

Scale

Revision

Title

Client/Project

Project No.

Sheet

of

RICHCRAFT GROUP OF COMPANIES

KANATA WEST BLOCK 29

OTTAWA, ON

160401608

26W
:\

ac
tiv

e\
16

04
01

60
8\

de
sig

n\
dr

aw
in

g\
16

04
01

60
8-

DB
.d

w
g

20
21

/0
7/

22
 9

:4
3 

AM B
y:

 Jo
hn

so
n,

 W
ar

re
n

www.stantec.com
Tel.

Stantec Consulting Ltd.
400 - 1331 Clyde Avenue
Ottawa ON

613.722.4420

CITY PLAN No. 18439

C
ITY

 F
ILE

 N
o.

 D
07

-1
2-

21
-0

04
2

PROPOSED WATERMAIN
PROPOSED VALVE AND VALVE BOX
PROPOSED FIRE HYDRANT
PROPOSED SANITARY SEWER
PROPOSED STORM SEWER
PROPOSED CATCHBASIN
PROPOSED SUBDRAIN CATCHBASIN
EXISTING WATERMAIN
EXISTING VALVE AND VALVE BOX
EXISTING FIRE HYDRANT
EXISTING SANITARY SEWER
EXISTING STORM SEWER
EXISTING CATCHBASIN
CIRCULAR ORIFICE (SEE DWG SD-1)

PROPOSED DEPRESSED CURB LOCATIONS
PROPOSED MOUNTABLE/BARRIER CURB LOCATIONBARRIER MOUNTABLE

H,B,C,G,SL

SITE

THERMAL INSULATION AS PER W22

200mm Ø  WATERMAIN A
STATION FINISHED GRADE TOP OF W/M ITEM

0+000 98.10 95.70  CONNECTION TO EX. 300mmØ WATERMAIN

0+004.0 98.15 95.75 45° VERTICAL BEND

0+004.7 98.13 96.46 45° VERTICAL BEND

0+005.3 98.11 96.46 45° VERTICAL BEND

0+006.0 98.09 95.69 45° VERTICAL BEND

0+012.0 98.10 95.70 200mmØ VALVE AND BOX

0+020 98.19 95.79 TOP OF WATERMAIN

0+025.1 98.16 95.76 11.25° HORIZONTAL BEND

0+033.6 98.05 95.65 200mmØ VALVE AND BOX

0+036.1 98.08 95.68 200mmØ x 200mmØ TEE

0+040.0 98.14 95.74 200mmØ x 50mmØ REDUCER

0+060 97.98 95.58 TOP OF WATERMAIN

0+081.5 98.28 95.88 22.5° HORIZONTAL BEND

0+095.8 97.80 95.40 50mmØ x 38mmØ REDUCER

SEWER AND WATERMAIN CROSSING TABLE

COSSING STM INV STM OBV SAN INV SAN OBV WTR TOP WTR BTM NOTES

1 94.98 (94.88) 95.66 (95.76) 93.98 94.18 96.46 96.26 DEFLECT WATER OVER
STORM (AS PER W25.2)

2 94.99 (94.89) 95.67 (95.77) 94.07 94.27

3 95.28 95.66 94.23 94.43 96.36 96.16 DEFLECT WATER OVER
STORM (AS PER W25.2)

4 95.30 95.67 94.31 94.51

 * BRACKETS DENOTE ADJUSTED VALUE WITH CONCRETE PIPE THICKNESS

1

2

3

4

150mmØ SANITARY SEWER PVC SDR 28 @ 1% MIN

BUILDING SERVICES
200mmØ STORM SERVICE PVC SDR 28 @ 1% MIN

38mmØ PEX WATER SERVICE C/W CURB STOP AND
SERVICE POST UNLESS OTHERWISE SHOWN

0.50m BEHIND BACK
OF CURB/SIDEWALK
AS SHOWN ON PLAN

200mm Ø  WATERMAIN B
STATION FINISHED GRADE TOP OF W/M ITEM

0+000 98.08 95.68 200mmØ x 200mmØ TEE

0+003.6 98.13 95.73 45° VERTICAL BEND

0+004.3 98.11 96.36 45° VERTICAL BEND

0+004.9 98.09 96.36 45° VERTICAL BEND

0+005.7 98.07 95.67 45° VERTICAL BEND

0+006.7 98.24 95.84 200mmØ VALVE AND BOX

0+010.4 98.23 95.83 150mmØ FIRE HYDRANT TEE

0+013.9 98.18 95.78 200mmØ x 50mmØ REDUCER

0+020 98.12 95.72 TOP OF WATERMAIN

0+040 98.16 95.76 TOP OF WATERMAIN

0+060 98.29 95.89 TOP OF WATERMAIN

0+070.8 98.15 95.75 50mmØ x 38mmØ REDUCER

CLAY SEAL LOCATION AS PER S8
REFER TO GEOTECHNICAL REPORT FOR DETAILS

INTERCONNECTED CATCHBASIN

NOTES:

1. PROPOSED UNITS TO BE EQUIPPED WITH PRESSURE REDUCING VALVES (PRV'S)
AS PER THE ONTARIO BUILDING CODE.

UNIT TO BE EQUIPPED WITH PRESSURE REDUCING VALVEPRV
PROPOSED RETAINING WALL




