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CONIFEROUS TREE

GENERAL NOTES:
1. ALL WORKS AND MATERIALS SHALL CONFORM TO THE LATEST REVISION OF THE STANDARDS AND

SPECIFICATIONS FOR THE CITY OF OTTAWA, ONTARIO PROVINCIAL STANDARD DRAWINGS (OPSD) AND
SPECIFICATIONS (OPSS), WHERE APPLICABLE. LOCAL UTILITY STANDARDS AND MINISTRY OF
TRANSPORTATION STANDARDS WILL APPLY WHERE REQUIRED.

2. THE CONTRACTOR SHALL CONFIRM THE LOCATION OF ALL EXISTING UTILITIES WITHIN THE SITE AND
ADJACENT WORK AREAS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL EXISTING
UTILITIES TO THE SATISFACTION OF THE AUTHORITY HAVING JURISDICTION.  THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE REPAIR OR REPLACEMENT OF ANY SERVICES OR UTILITIES DISTURBED DURING
CONSTRUCTION, TO THE SATISFACTION OF THE AUTHORITY HAVING JURISDICTION.

3. ALL DIMENSIONS SHALL BE CHECKED AND VERIFIED IN THE FIELD BY THE CONTRACTOR PRIOR TO THE
START OF CONSTRUCTION.  ANY DISCREPANCIES SHALL BE REPORTED IMMEDIATELY TO THE ENGINEER.
LOST TIME DUE TO FAILURE OF THE CONTRACTOR TO CONFIRM UTILITY LOCATIONS AND NOTIFY
ENGINEER OF POSSIBLE CONFLICTS PRIOR TO CONSTRUCTION WILL BE AT THE CONTRACTORS EXPENSE.

4. ANY AREAS BEYOND THE LIMIT OF THE SITE DISTURBED DURING CONSTRUCTION SHALL BE RESTORED TO
ORIGINAL CONDITION OR BETTER TO THE SATISFACTION OF THE AUTHORITY HAVING JURISDICTION AT THE
CONTRACTOR'S EXPENSE.

5. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THE 'OCCUPATIONAL HEALTH AND SAFETY ACT
AND REGULATIONS FOR CONSTRUCTION PROJECTS.' THE GENERAL CONTRACTOR SHALL BE DEEMED TO
BE THE 'CONSTRUCTOR' AS DEFINED IN THE ACT.

6. ALL CONSTRUCTION SIGNAGE MUST CONFORM TO THE MINISTRY OF TRANSPORTATION OF ONTARIO
MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES PER LATEST AMENDMENT.

PLANT LIST
KEY QTY. BOTANICAL NAME                          COMMON NAME CAL/HT.                        ROOT

                                      (mm)
LARGE CONIFEROUS TREES
PP 1 PICEA PUNGENS                              BLUE SPRUCE                 50                              W.B.

LARGE DECIDUOUS TREES
AR 4 ACER RUBRUM                                 RED MAPLEE                 50                              W.B
TA 4 TILIA AMERICANA                            BASSWOOD                                 50                              W.B.

* TREE PLANTING RESTRICTIONS ONLY APPLY FOR SITES UNDERLAIN BY SETTLEMENT
          SUSCEPTIBLE SILTY CLAY DEPOSITS. DUE TO THE ABSENCE OF A SILTY CLAY DEPOSIT,
          THE TREE PLANTING RESTRICTIONS DO NOT APPLY FOR THE PROPOSED DEVELOPMENT

7. THE CONTRACTOR IS ADVISED THAT WORKS BY OTHERS MAY BE ONGOING DURING THE PERIOD OF THIS
CONTRACT.  THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES TO PREVENT
CONFLICTS.

8. ALL DIMENSIONS ARE IN MILIMETRES UNLESS SPECIFIED OTHERWISE.

9. THERE WILL BE NO SUBSTITUTION OF MATERIALS UNLESS PRIOR WRITTEN APPROVAL IS RECEIVED FROM THE
LANDSCAPE ARCHITECT.

10. ALL CONSTRUCTION SHALL BE CARRIED OUT IN ACCORDANCE WITH THE RECOMMENDATIONS MADE IN
THE GEOTECHNICAL REPORT.

11. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED AND TO BEAR THE COST OF
THE SAME.

12. SHOULD DEEPLY BURIED ARCHAEOLOGICAL REMAINS BE FOUND ON THE PROPERTY DURING
CONSTRUCTION ACTIVITIES, THE HERITAGE OPERATIONS UNIT OF THE ONTARIO MINISTRY OF CULTURE
MUST BE NOTIFIED IMMEDIATELY.

13. ALL NECESSARY CLEARING AND GRUBBING SHALL BE COMPLETED BY THE CONTRACTOR. REVIEW WITH
CONTRACT ADMINISTRATOR AND THE CITY OF OTTAWA PRIOR TO ANY TREE CUTTING / REMOVAL.

14. DRAWINGS SHALL BE READ IN CONJUNCTION WITH THE SITE PLAN.

15. BENCHMARKS: IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THAT THE SITE BENCHMARK(S)
HAS NOT BEEN ALTERED OR DISTURBED AND THAT ITS RELATIVE ELEVATION AND DESCRIPTION AGREES
WITH THE INFORMATION DEPICTED ON THIS PLAN.

PLANTING NOTES:
1. CONTRACTOR TO VERIFY LOCATION OF ALL SERVICES PRIOR TO ANY EXCAVATION.

2. LOCATIONS OF ALL PLANT MATERIALS TO BE STAKED BY THE CONTRACTOR AND VERIFIED IN THE FIELD BY
LANDSCAPE ARCHITECT PRIOR TO THE EXCAVATION OF PITS.

3. ALL PLANT MATERIAL SHALL BE NURSERY GROWN STOCK UNLESS OTHERWISE NOTED.

4. DECIDUOUS TREES TO HAVE A MINIMUM 1800 CLEAR STEM ABOVE GRADE.

5. ALL PLANT MATERIAL SHALL BE WARRANTIED FOR TWO YEARS FROM THE DATE OF SUBSTANTIAL
COMPLETION AS DETERMINED BY THE LANDSCAPE ARCHITECT.

6. ALL STEEL T-BARS TO BE REMOVED AT THE ONE YEAR INTERIM INSPECTION UNLESS OTHERWISE DIRECTED BY
THE LANDSCAPE ARCHITECT.

7. CONTRACTOR TO REINSTATE ALL EXISTING AREAS DAMAGED BY HIS WORK TO THE  SATISFACTION OF THE
LANDSCAPE ARCHITECT.

8. PERIODIC REVIEWS OF PLANTING SHALL BE CARRIED OUT BY THE LANDSCAPE ARCHITECT.

9. ANY PROPOSED SUBSTITUTIONS OF PLANT SPECIES SHALL BE MADE WITH PLANTS OF EQUIVALENT OVERALL
FORM, HEIGHT, BRANCHING HABIT, FLOWER, LEAF, COLOR, FRUIT AND CULTURE AND ONLY AFTER
APPROVAL OF THE LANDSCAPE ARCHITECT.
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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.
This drawing is not to be used for construction until signed by the
Landscape Architect.
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3 DECIDUOUS TREE PLANTING
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NOTES:
1. REMOVE STAKES AND RODENT GUARD AFTER ONE YEAR OR UNTIL

TAKEOVER, UNLESS OTHERWISE DIRECTED BY THE LANDSCAPE ARCHITECT.
2. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION
3. REMOVE TREE WRAP AFTER PLANTING
4. CALIPER TO BE MEASURED AT THE BASE OF TREE AT ROOT BALL.

COMPACTED SUBGRADE

TOPSOIL MIX, LIGHTLY COMPACT AND
WATER WELL TO ELIMINATE AIR POCKETS
AND PREVENT SETTLEMENT

CUT AND REMOVE BURLAP AND WIRE
BASKET FROM TOP 2/3 OF ROOT BALL
WITHOUT DISTURBING ROOTS

SCARIFY SURFACE OF SUBGRADE
PRIOR TO PLANTING

ROOT COLLAR TO BE SET 100mm
ABOVE FINISHED GRADE

CONSTRUCT 100mm SAUCER AROUND
TREE BASE

75mm SHREDDED MULCH AS
PER SPECIFICATIONS

APPLY 450mm MINIMUM FLEXIBLE
PLASTIC RODENT COLLAR

STAKE BEYOND EDGE OF ROOT BALL USING
TWO (2) STAKES 2400mm (MIN) LONG.
SECURE AROUND TRUNK AND MAIN
BRANCHES WITH NO.12 GALVANIZED WIRE
ENCASED IN
12mm DIAMETER RUBBER HOSE, ALLOWING
SLACK IN GALVANIZED WIRE.

GUY WIRES SHOULD BE WOUND TIGHTLY -
THERE MUST BE NO PROTRUDING WIRE
WHICH MAY CREATE A HAZARD.

USE THREE (3) STAKES FOR TREES 3m IN
HEIGHT OR LARGER. LARGER TREES MAY BE
GUYED RATHER THAN STAKED, AS DIRECTED
BY THE LANDSCAPE ARCHITECT.

REMOVE DAMAGED OR
OBJECTIONABLE BRANCHES, FOLLOW
THE MOST RECENT CANADIAN NURSERY
& TRADES ASSOCIATION PRACTICE.  DO
NOT PRUNE LEADER.
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NOTES:
1. THE AREA WITHIN THE CRITICAL ROOT ZONE OF ALL EXISTING TREES SHALL BE PROPERLY PROTECTED WITH

TEMPORARY FENCING AS PER THE APPROVED LANDSCAPE PLAN.
2. THE SURVEY SHALL SHOW EXISTING ELEVATION AT BASE OF ALL TREES TO BE PRESERVED AS SHOWN BY "+".
3. THE AREA WITHIN THE PROTECTED FENCING SHALL REMAIN UNDISTURBED AND SHALL NOT BE USED FOR THE

STORAGE OF BUILDING MATERIALS OR EQUIPMENT. REMOVE ALL DEBRIS.
4. PRUNE BRANCHES TO REMOVE DAMAGED OR OBJECTIONABLE BRANCHES. DO NOT PRUNE LEADERS.
5. TREE PROTECTION SHALL REMAIN UNTIL SUBSTANTIAL PERFORMANCE OF THE PROJECT.
6. IF CUTTING OF ROOTS OR CHANGING OF GRADES AROUND EXISTING TREES IS CALLED FOR, FOLLOW APPROPRIATE

DETAILS AS DIRECTED BY LANDSCAPE ARCHITECT.
7. IF TREES ARE BEING AFFECTED BY CONSTRUCTION, A WATER AND FERTILIZING PROGRAM WILL BE REQUIRED TO THE

SATISFACTION OF THE LANDSCAPE ARCHITECT.

38x38 T-BAR POST AT
1500 O.C. MAX.

1200 PAIGE WIRE FARM
FENCE SECURED WITH
WIRE TWIST TIES

UNDISTURBED SOIL
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CRITICAL ROOT ZONE
DBH x 10cm

4 TREE PROTECTION FENCE
N.T.S.
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2 BIKE RACK
N.T.S.

1 CONCRETE PAD FOR BIKE RACK
N.T.S.

NOTES:
1. COLOUR: JET BLACK, GLOSS (RAL 9005)
2. HOT DIPPED GALVANIZED, SURFACE
MOUNT

CIP CONCRETE AS
PER SPECIFICATIONS
GRANULAR 'A' BASE
COMPACTED AS PER
SPECIFICATION

COMPACTED
SUBGRADE

BIKE RACK AS PER
SPECIFICATIONS

FINISH
GRADE

REFER TO
PLAN FOR
ADJACENT
SURFACE10

0
15

0

2%
CROSS SLOPE

REFER TO SUPPLIER
FOR MOUNTING
INSTRUCTIONS

NOTES:
1. CONCRETE TO BE 32 MPa CLASS C-2 MEETING THE REQUIREMENTS OF S.P. F-3510 AND

PLACED IN ACCORDANCE WITH S.P. F-9040. REFER TO SPECIFICATIONS.
2. GRANULAR 'A' SHALL MEET THE REQUIREMENTS OF OPSS 1010.
3. APPROVED NON-WOVEN CLASS 1 GEOTEXTILE AS PER MS-22.15 WHEN WARRANTED BY

SOIL CONDITION, SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT.

CONCRETE PAVING - 32MPa - 6% A.E. STIFF BROOM
FINISH WITH NO TROWEL, STEEL EDGE/ CONTROL
JOINT 1500mm O.C.,SAWCUT OR TOOLED
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