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BIKE RAKE, PRIMED

& PAINTED

64mm CONT. STEEL

PLATE, PRIMED &

PAINTED, WELD TO

STEEL PIPE

CONCRETE SLAB

13mm EXPANSION

BOLT @ 660mm

O.C.

64mm CONT. STEEL

PLATE, PRIMED &

PAINTED, WELD TO

STEEL PIPE
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BIKE RAKE, PRIMED
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102mm WIDE

YELLOW PAINT

STRIPING (TYP.)

DIAGONAL 102mm

WIDE YELLOW

PAINT STRIPING AT

610mm O.C.

INTERNATIONAL

ACCESSIBLE

SYMBOL. REFER

TO DETAIL 12

FLUSH

FLUSH WHERE

ASPHALT AND

CONCRETE MEET

 CONCRETE
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DETAIL 1
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1524

TYP.

BOLLARD (TYP.), REFER TO

DETAIL 1

NOTE: EXPANSION JOINTS

PER INDUSTRY STANDARD
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LETTERING AND BACKGROUND

BOLLARD COVERED WITH

"RED POST GUARD PLASTIC

SLEEVE"

102mm SCH. 40 STEEL PIPE

CONCRETE FILLED BOLLARD

CAULK SEAL BOLLARD

COVER BASE (TYP.)

FOAM WRAP (TYP.)

COLOURED CONCRETE (TBD

BY OWNER) TYP.

FILL POST WITH

CONCRETE

2500 PSI P.C.

CONCRETE MIN.

(TYP.)

RUST-PROOF 51mm ROUND

GALVANIZED POST INSIDE

STEEL BOLLARD AND

ENCASED IN CONCRETE

NOTES:

SIGNS SHALL BE MOUNTED

TO POST WITH GALVANIZED

OR CADMIUM PLATE 8mmØ

STEEL BOLTS, NUTS AND

WASHERS. CONTRACTOR

SHALL SUPPLY AND INSTALL

8mm NYLON WASHERS

BETWEEN BOLT HEADS AND

SIGN FACE TO PROTECT

FINISH

305

FILL POST WITH

CONCRETE

2500 PSI P.C.

CONCRETE MIN.

(TYP.)

BOLLARD COVERED WITH

"RED POST GUARD PLASTIC

SLEEVE"

102mm SCH. 40 STEEL PIPE

CONCRETE FILLED BOLLARD

CAULK SEAL BOLLARD

COVER BASE (TYP.)

FOAM WRAP (TYP.)

COLOURED CONCRETE (TBD

BY OWNER) TYP.
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1067x1753mm GATE

HINGED ON 76x76

TS PEDESTRIAN

ACCESS GATE

WITH 102x114mm

HD. STEEL BUTTS

TOP, MIDDLE &

BOTTOM WELD TO

ANGLE

CONTROL JOINT

(TYP.)

(QTY. 7)  152mmØx 1219mm

TALL STEEL PIPE BOLLARD.

GROUT, GROUT AND SET

610mm IN CONCRETE

FOOTING. MOUNTED INSIDE

ENCLOSURE

1829mm HIGH CMU BLOCK

ENCLOSURE

152mm CONCRETE RAMP,

DESIGN STRENGTH 3.000PSI

WITH NO. 4 REBAR AT

305mm O.C. BOTH WAYS

203mmØ GALVANIZED PIPE

POST

HINGE: 178mm RD BARREL

BODY WITH WELD PLATES

(BHRD7-2-1/2) BY JANSEN

ORNAMENTAL SUPPLY CO.

(QTY. 8) EACH 25mmØ

GALVANIZED PIPE 152mm

LONG EMBEDDED FLUSH

WITH TOP OF CONCRETE

RAMP TO ALLOW DOORS TO

BE ANCHORED IN THE OPEN

OR CLOSED POSITION

VARIES

VARIES

VARIES
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"B' GATE LATCH DETAIL

"A" CANE BOLT DETAIL

V.I.F.

203mmØ STEEL

GALVANIZED PIPE POST

FILLED WITH CONCRETE

B-DECK METAL GATE

PAINTED TO MATCH

BUILDING

13mm STEEL ROD CROSS

BRACING, WELD TO

B-DECK METAL

FINISH TO MATCH

BUILDING

HINGE: 178mm RD BARREL

BODY WITH WELD PLATES

(BHRD7-2-1/2) BY JANSEN

ORNAMENTAL SUPPLY CO.

153 356
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44.5x44.5x5mm ANGLE

GATE FRAME

6.35mm METAL PLATE

WELDED TO FRAME

25mm I.D. x 76mm SLEEVE

WELDED TO GATE FRAME,

TYP. OF 2 EACH GATE

44.5x44.5x5mm ANGLE

GATE FRAME

25mm I.D. x 76mm SLEEVE

WELDED TO GATE FRAME,

TYP. OF 2 EACH GATE

51x51x4.8mm ANGLE FOR

HANDLE REST, WELD TO

FACE OF STEEL PLATE OF

GATE

0.75mmØ CANE BOLT

WITH 102mm LONG

HANDLE

25mm I.D. x 76mm

SLEEVE CORE

CONCRETE AND SET

WITH EPOXY GROUT.

PROVIDE FOR BOTH

OPEN AND CLOSED

GATE POSITIONS
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152mm STEEL BOLLARD FILLED WITH CONCRETE,

PAINT DARK GREY

ONE COURSE 203x203x406mm SPLIT-FACE CMU

CAP, INTEGRALLY COLOURED 'BOOT BROWN,'

NO PAINT

ONE COURSE 203x203x406mm CMU MASONRY

BLOCK, SMOOTH FACE PAINTED SHERWIN

WILLIAMS "TOTALLY TAN" NO. SW 6115

ONE COURSE 203x203x406mm SPLIT-FACE CMU

CAP, INTEGRALLY COLOURED 'BOOT BROWN,'

NO PAINT

ONE COURSE 203x203x406mm CMU MASONRY

BLOCK, SMOOTH FACE PAINTED SHERWIN

WILLIAMS "TOTALLY TAN" NO. SW 6115

CONCRETE "DOME," PAINTED DARK GREY

RETENTION/LANDSCAPE AREA

WALL AND FOOTING REINFORCING, SEE

STRUCTURAL

152mm CONCRETE PAD
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LOCKABLE HASP

CANE BOLT

CANE BOLT

METAL B-DECK PAINTED TO

MATCH ADJACENT WALL,

PAINT SHERWIN WILLIAMS

"TOTALLY TAN"

PROVIDE STEEL SLEEVED

HOLES TO RECEIVE CANE

BOLT TO SECURE DOORS IN

OPEN AND CLOSED STATES

13mm STEEL ROD

(TYP.)
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CONDUIT, REFER TO

ELECTRICAL

CONCRETE BASE

LIGHT FIXTURE, REFER

TO SPEC SHEET
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