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NOTES: 1. STONE - USE CLEAR CRUSHED 100mm STONE. STONE - USE CLEAR CRUSHED 100mm STONE. 2. LENGTH - AS REQUIRED BUT NOT LESS THAN 15.0m. LENGTH - AS REQUIRED BUT NOT LESS THAN 15.0m. 3. THICKNESS - NOT LESS THAN 300mm. THICKNESS - NOT LESS THAN 300mm. 4. WIDTH - 6.7m MINIMUM, NOT LESS THAN THE WIDTH AT POINTS WHERE WIDTH - 6.7m MINIMUM, NOT LESS THAN THE WIDTH AT POINTS WHERE INGRESS OR EGRESS OCCURS. 5. FILTER CLOTH - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO FILTER CLOTH - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING STONE. 6. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHT-OF-WAY.  THIS MAY REQUIRED PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND AND REPAIR AND/OR CLEAN OUT OF ANY MEASURES USED TO TRAP SEDIMENT.  ALL SEDIMENT SPILLED, DROPPED OR TRACKED ONTO THE PUBLIC RIGHT-OF-WAY MUST BE REMOVED IMMEDIATELY.  7. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.
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PLAN VIEW
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15.0m MINIMUM
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300mm MINIMUM
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MUDMAT 6.7mx20.0m
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PROVIDE FILTER BAGS AS SHOWN (GEO-SYNTHETICS MANUFACTURER OR APPROVED EQUIVALENT) FILTER BAG DETAIL N.T.S
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PROTECT PROPOSED CATCHBASINS WITH FILTER BAG DURING CONSTRUCTION
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PROTECT PROPOSED CATCHBASINS WITH FILTER BAG DURING CONSTRUCTION
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SILT FENCE BARRIER AS PER OPSD.219.110.  PLACED 0.3m INSIDE PROPERTY LINE.
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