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PROPOSED 4-STOREY APARTMENT BUILDING
LEVEL 01 FFE=64.40

MAIN LOBBY FF=62.90
USF (MECH ) = 59.58

USF (ELEVATOR PIT) = 59.47
USF (PERIMETER WALLS) = 60.75

MAX. ROOF RELEASE RATE = 1.83L/s
SUMP PUMP REQUIRED TO DISCHARGE
FOUNDATION AND FLOOR DRAINS FOR

MECHANICAL ROOM AND ELEVATOR PIT
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APPROX AREA OF ROAD CUT AS PER CITY OF OTTAWA
STANDARD DETAIL R10.  AREA TO BE REINSTATED TO

ORIGINAL CONDITION OR BETTER.  MATCH EX.
ELEVATIONS AT TIE INS.

EX. ASPHALT DRIVEWAY AND 7.9m OF EX. DEPRESSED BARRIER CURB TO
BE REMOVED.  BARRIER CURB TO BE REINSTATED AT FULL HEIGHT

INCLUDING NEW BOULEVARD WORKS UP TO PROPERTY LINE.
BOULEVARD TO BE REINSTATED TO ORIGINAL CONDITION OR BETTER,

INCLUDING ASPHALT BIKE LANE AND LINE PAINTING, CONCRETE BLOCK
RUMBLE STRIP, CONCRETE SIDEWALK AND BOULEVARD, AND GRASS.

ALL WORK TO BE DONE  AS PER CITY STD's SC 1.1, SC1.4, SC 4 AND SC21.
MATCH EX. SURFACE TYPES AND ELEVATIONS.
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ELEVATION = 0.14m
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18.85m

1.8m HIGH BOARD FENCE. REFER
TO ARCH. DRAWINGS.

REMOVAL OF EX. BOARD FENCE
TO BE COORDINATED WITH
ADJACENT LAND OWNER

2.6%

PLANTING/GARDEN
REFER TO LANDSCAPE PLAN

MIN. WINDOW SILL
ELEV=62.85

MIN. WINDOW SILL
ELEV=62.87

PLANTER- REFER TO
LANDSCAPE PLAN
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LANDSCAPE  CB
T/G=62.60

EX. ANCHOR TO BE PROTECTED
DURING CONSTRUCTION.

MATCH EX.ELEVATIONS
AT PROPERTY LINE.

MATCH EX. ELEVATIONS
AT PROPERTY LINE.

TIE INTO EX. ASPHALT
GUTTER LINE.

BARRIER CURB.
SC 1.1

TIE INTO EX. ASPHALT
PRIVATE ENTRANCE AS PER SC7.1
CONCRETE SIDEWALK CONTINUES
AND DEPRESSED AT THE DRIVEWAY
AS PER SC 2

TIE INTO EX. MONOLITHIC CURB AND
SIDEWSALK. MATCH EX. GRADES

EX. ASPHALT SIDEWALK TO BE
REMOVED AND REINSTATED WITH
NEW 2.0m MONOLITHIC CURB
AND SIDEWALK AS PER SC 2.

LIMIT OF MONOLITHIC CURB AND
SIDEWALK  TO TIE TO EX. ASPHALT
SIDEWALK

TIE INTO EX. ASPHALT
GUTTER LINE.

TIE INTO EX. ASPHALT
GUTTER LINE.

CBMH
T/G=62.71

FRAME AND COVER PER S 28

BARRIER CURB.
SC 1.1

FIREROUTE SIGN.
REFER TO ARCH
DRAWINGS

FIREROUTE SIGN.
REFER TO ARCH
DRAWINGS
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T/W=62.79
B/W=62.61
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1.8m HIGH BOARD FENCE. REFER
TO ARCH. DRAWINGS.
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WASTE ROOM
FF=62.73
NO INTERNAL ENTRY
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MATCH ELEVATIONS
AT EX. SIDEWALK (TYP.)

CONCRETE
WALKWAY
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Copyright Reserved
The Contractor shall verify and be responsible for all dimensions. DO 
NOT scale the drawing - any errors or omissions shall be reported to

The Copyrights to all designs and drawings are the property of

authorized by Stantec is forbidden.
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Legend

Notes

PROPOSED VALVE BOX

DEPRESSED CURB LOCATION

99.99

PROPOSED ELEVATION

ORIGINAL GROUND ELEVATION

PROPOSED LOT CORNER ELEVATION
EXISTING ELEVATION AT LOT CORNER

FLOW DIRECTION AND GRADE

FINISHED FIRST FLOOR ELEVATION

98.88

TERRACING 3:1 SLOPE MAXIMUM
(UNLESS OTHERWISE SHOWN)

PROPOSED SWALE

DIRECTION OF EMERGENCY
OVERLAND FLOW ROUTE

PROPOSED DOOR LOCATIONS

PROPOSED CATCHBASIN MANHOLE AND COVER

PROPOSED RETAINING WALL

SITE GRADING

1. ALL GRANULAR BASE & SUB BASE COURSE MATERIALS SHALL BE COMPACTED AS PER
GEOTECHNICAL CONSULTANT RECOMMENDATIONS.

2. ALL DISTURBED GRASSED AREAS SHALL BE RESTORED TO ORIGINAL CONDITION OR BETTER, WITH
SOD ON MIN. 100mm TOPSOIL. THE RELOCATION OF TREES AND SHRUBS SHALL BE SUBJECT TO
APPROVAL BY THE PROJECT LANDSCAPE ARCHITECT OR ENGINEER.

3. INSPECTIONS: ALL WORK ON THE MUNICIPAL RIGHT OF WAY AND EASEMENTS TO BE INSPECTED
BY THE MUNICIPALITY PRIOR TO BACKFILLING. ALL WORK RELATING TO WATERMAINS AND
SEWERS TO BE INSPECTED BY THE MUNICIPALITY WHEN REQUIRED.

4. REFER TO ARCHITECTURAL SITE PLAN FOR DIMENSIONS AND SITE DETAILS.

5. CONTRACTOR TO OBTAIN A ROAD OCCUPANCY PERMIT 48 HOURS PRIOR TO COMMENCING
ANY WORK WITHIN THE MUNICIPAL ROAD ALLOWANCE IF REQUIRED BY THE MUNICIPALITY.

6. EMBANKMENTS TO BE SLOPED AT MIN. 3:1, UNLESS OTHERWISE SPECIFIED.

7. ALL NECESSARY CLEARING AND GRUBBING SHALL BE COMPLETED BY THE CONTRACTOR.
REVIEW WITH DEVELOPER AND THE CITY OF OTTAWA PRIOR TO TREE CUTTING.

8. SUB-EXCAVATE SOFT AREAS & FILL WITH GRANULAR 'B' COMPACTED IN 0.15m LAYERS.

9. NO ALTERATION TO EXISTING GRADES OR DRAINAGE PATTERN ON PROPERTY LINE MAY BE
MADE WHERE NO PERMISSION TO ENTER ADJACENT PROPERTY EXISTS.

10. ALL TREES ON THE RIGHT-OF-WAY ARE TO BE MAINTAINED BEFORE AND AFTER CONSTRUCTION
AND ALL TREES WITHIN THE PROPERTY SHALL BE PROTECTED AS PER 'MUNICIPAL TREES AND
NATURAL AREAS PROTECTION BY-LAWS' AND 'URBAN TREES CONSERVATION BY-LAW'.

11. NO EXCESS DRAINAGE TO BE DIRECTED TO NEIGHBOURING PROPERTIES EITHER BEFORE OR
AFTER CONSTRUCTION.

12. MATCH ELEVATIONS AT PROPERTY LINES

13. PAVEMENT CONSTRUCTION AS PER GEOTECHNICAL INVESTIGATION BY MCINTOSH
PERRY, REPORT # CC-023-1093. DATED DECEMBER 2022

PAVEMENT STRUCTURE FOR PARKING LOT
40mm HL3 OR SUPERPAVE 12.5 ASPHALTIC CONCRETE
150mm OPSS GRANULAR A BASE
450mm OPSS GRANULAR B TYPE I OR II

N

KEY PLAN
N.T.S.

Permit-Seal

TOP OF FOUNDATION ELEVATION
UNDERSIDE OF FOOTING ELEVATION

N

1. TOPOGRAPHIC SURVEY AND BENCHMARK COMPLETED FARLEY, SMITH & DENIS
SURVEYING LTD. COMPLETED JAN 04, 2022, REGISTERED ON JAN 17, 2022
- BENCHMARK LOCATION, TOP OF SPINDLE ELEVATION ON HYDRANT AT

INTERSECTION OF SCOTT STREET AND ROCKHURST ROAD. ELEVATION=63.62

2. SITE PLAN PREPARED BY OPEN PLAN ARCHITECT, DATED JULY 26, 2022.

PROPOSED LANDSCAPE CATCH BASIN AS PER S30,S31
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1 ISSUED FOR REVIEW JP AG 22.11.29
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PROPOSED BOULEVARD RE-INSTATEMENT AREA
BOULEVARD TO BE REINSTATED TO ORIGINAL
CONDITION OR BETTER, INCLUDING ASPHALT BIKE
LANE AND LINE PAINTING, CONCRETE BLOCK
RUMBLE STRIP, CONCRETE SIDEWALK AND
BOULEVARD, AND GRASS.  ALL WORK TO BE DONE
AS PER CITY STD's SC 1.1, SC1.4, SC 4 AND SC21.
MATCH EX. SURFACE TYPES AND ELEVATIONS.
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