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'COURTYARD' BY MARRIOTT

6 STOREY - 115 SUITES -  23 RMS / FLOOR
SPRINKLERED

ROOF DRAINAGE TO BE GATHERED IN CEILING OF THE GROUND FLOOR
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T
LOCATION OF  PAD MOUNTED TRANSFORMER
AS PER HYDRO STANDARDS
- ACCESSIBLE BY HEAVY VEHICLES WITHIN WITHIN 3M OF PAVED SURFACES
- SCREENED BY LANDSCAPING, LEAVING OPENING FOR SERVICE  C/W
BOLLARDS.
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5 EV CHARGING STATIONS
(10) CARS C/W POSTED SIGN
FOR HYBRID VEHICLES

B.F. SIGN (8/A-102)
SEE GENERAL NOTE 12
TYPICAL

HEAVY DUTY ASPHALT TO EXTEND INTO BLVD
SEE DETAILS AS-342 (CITY STANDARD)

SEE SITE ELECTRICAL PLAN FOR
PHOTOMETRICS REQUIRED TO BE
ZERO LIGHT TRESPASS

B.F. DEPRESSED CURB/
RAMP (TYP.) - AS PER
3.8.3.2(3) IN THE OBC.  SEE
DETAIL 2/A-101 C/W TWSI

REINF. CONCRETE PAD
FLUSH TO AHALT

COURTYARD
(NOT SUBJECT TO SECURITIES)

BRAND TO HAVE FINAL APPROVAL
3517 SF (326 SM)

52.03 m X 6.0M FIRE ROUTE
LENGTH TO TURN AROUND  FACILITY
REQUIRED AT MAX DISTANCE
OF 90m AS PER OBC 3.2.5.6.

BASEMENT SERVICE WELLS

30' FLAG POLE (SEE 2/A101 FOR
SPEC.)BASE BY STRUCTURAL
ENGINEER. TO BE PART OF THE
PERMIT SET OF DRAWINGS

HATCH DENOTES
REINF. DECORATIVE NON-
SLIP  CONC PAVING.

PAINTED BF SYMBOL
REFER TO MUNICIPAL
STANDARDS 7/A-101
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FEATURE PLANTER AND SIGN
WALL. SUBJECT TO SIGN
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(5) BIKE RINGS,

PROPOSED PRIVATE
FIRE HYDRANT
C/W 4 x 10cm CONC.
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'CAUTION' YELLOW
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STAMPED / COLOURED LINES
TO DELINEATE CROSSING

BENCHES
SEE LANDSCAPE

PROPOSED GAS METER
LOCATION. TO BE SCREENED
WITH LANDSCAPING
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TACTILE
PLATE

BASEMENT
MECH / ELEC.
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MOLOK SEE 2/A-100
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NOTE:
- EXPANSION JOINTS IN SIDEWALK ARE TO BE PROVIDED AT A
MAXIMUM OF 6M APART OR AS REQUIRED.
- TRANSVERSE CONTRACTION JOINTS TO BE PROVIDED AT A
MAXIMUM OF 1.5M APART OR AS REQUIRED.
- ALL CONCRETE WALKS ARE TO BE SEALED WITH 'SEALTIGHT
1220 WHITE PIGMENTED CURING COMPOUND' BY W.R.
MEADOWS OR APPROVED EQUAL APPLICATION AS PER
MANUFACTURE SPECIFICATIONS.
- PROVIDE NON-SLIP SURFACE FINISHES AT ALL BARRIER-FREE
PATHS OF TRAVEL ON SITE (TYP.)
- PROVIDE SAW CUTS @ 8" o.c. ON SLOPED AND FLARED SIDES
OF RAMP

250

40
0

15
0

FINISH GRADE

COMPACTED GRANULAR 'A' BASE
(MIN. OF 200mm COMPACTED DEPTH) U.N.O.

CO
NT

RO
L

JO
IN

T

SEE CIVIL
SPECIFICATION

CURB & SIDEWALK BEYOND

1500 (MIN.)
SEE SITE PLAN

COMPACTED GRANULAR 'B' BASE
(MIN. OF 300mm COMPACTED DEPTH) U.N.O.

MAX. SLOPE 1:10

MAX.
SLOPE
= 1:10

1500 MIN. @ PASSENGER LOADING ZONE

FLARED
SIDES
MAX 1:10

SLIP RESISTANT, CONTRASTING DARK GRAY
DETECTABLE WARNING TEXTURED SURFACE

PLAN DETAIL

OBC REFERENCES 3.8.3.2.(3) & 3.8.3.2.(3)(d)
GATTES (GOLBAL ALLIANCE ON ACCESSIBLE
TECHOLIGIES & ENVIRONMENT
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.
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CONTINUOUS TACTILE WALKING SURFACE
ALIGN WITH DIRECTION OF TRAVEL. REFER TO SITE PLAN

61
0

TACTILE WALKING SURFACE INDICATORS TO HAVE RAISED
PROFILE AND HIGHT TONAL CONTRAST TO THE ADJACENT
GROUND SURFACE EI. YELLOW - PROVIDE MIN 70% LRV

RECESS MOUNTED - Armor Tile or Approved Equal
by Kinesik Engineered Products 1.855 364 .7763

CURB

SIDEWALK

ROADWAY

CROSS SLOPE NO GREATER THE 150

FOR CURB HEIGHTS
75-200mm SLOPE NO
GREATER THEN 1:10

18
0

50

#

ABBREVIATIONS

C.D. - CURB DEPRESSION
CSW.  - CONCRETE SIDE WALK
FH -  FIRE HYDRANT
G.F.A. - GROSS FLOOR AREA
H.D. - HEAVY DUTY PAVING
L.D. - LIGHT DUTY PAVING
LB - LIGHT BOLLARD
LS - LIGHT STANDARD
BF - BARRIER FREE
BFFE -  BASEMENT FFE
FFE - FINISHED FLOOR ELEVATION
T.B.D.- TO BE DETERMINED
T.B.R.- TO BE REMOVED
SM - SQUARE METERS
SF - SQUARE FEET
PROV.- PROVIDED
REQ'D- REQUIRED
BS - BUS SHELTER
EX. - EXISTING
F.R.S - FIRE ROUTE SIGN
B - BOLLARD
FYSB - FRONT YARD  SETBACK
ISYSB - INTERIOR SIDE YARD SETBACK
RYSB - REAR YARD BUILDING SETBACK

OVER- HEAD
DOOR

BIKE RACK - REFER TO
LANDSCAPE DWGS

DRAWING LEGEND

PROPOSED  LOCATION OF  PAD
MOUNTED TRANSFORMER (CONFIRM
WITH LOCAL UTILITIES SEE SITE
ELECTRICAL PLAN)

PAINTED ISLAND
-NO PARKING

AREA OF PROPOSED
NEW BLDG

(S.C.) SIAMESE
CONNECTION

NUMBER OF PARKING STALLS IN A  ROW

FREE STANDING SIGNS

LOCATION OF  L.S.

BF DEPRESSED CURB/
RAMP (TYPICAL)
- AS PER 3.8.3.2(3) OBC

SERVICE EXITS/
ENTRANCE
POINTS

DESIGNATED BARRIER FREE
PARKING SPACE. REFER TO
CITY STANDARD FOR
PAINED SYMBOL
SEE DET. 2/A-100

HARDSCAPE AREAS
PAVERS / STAMPED
CONCRETE. REFER TO
LANDSCAPE DRAWINGS

LOCATION OF BLDG
PRINCIPAL ENTRANCES
FOR PUBLIC, FIRE
FIGHTERS AND BF USE

SIGN INDEX

GENERAL NOTES:

1. ALL EXISTING PAVEMENT, CURBS, SIDEWALKS,
DRIVEWAYS AND BOULEVARD AREAS DISTURBED BY
THE CONSTRUCTION MUST BE REINSTATED TO THE
SATISFACTION OF THE TOWN.

2. A MINIMUM SETBACK OF 1.0m FROM STREET
FURNITURE TO PROPOSED DRIVEWAYS AND
SIDEWALKS SHALL BE MAINTAINED.  ALL EXISTING
STREET FURNITURE TO BE RELOCATED BY THE
CONTRACTOR/OWNER TO A SETBACK OF 1.0m. THE
COST OF THE RELOCATION OF ANY UTILITY IS THE
RESPONSIBILITY OF THE DEVELOPER/ONWER.

3. THE CONTRACTOR/OWNER IS RESPONSIBLE FOR ALL
UTILITY LOCATES AND AND DAMAGE OR
DISTURBANCE DURING CONSTRUCTION.

4. ALL BARRIER FREE ENTRANCES AND BARRIER FREE
PATHS OF TRAVEL MUST COMPLY WITH O.B.C. 3.8.

5. THE OWNER/CONTRACTOR SHALL SUPPLY ALL FIRE
ROUTE AND HANDICAP SIGNS AS SET OUT IN THE
TOWN BY-LAWS AND DESIGN CRITERIA.

6. ALL EXTERIOR ILLUMINATION TO BE DIRECTED
DOWNWARD AS WELL AS INWARD AND DESIGNED TO
MAINTAIN ZERO CUTOFF LIGHT DISTRIBUTION AS THE
PROPERTY LINE.

7. ALL DOWNSPOUTS TO BE CONNECTED TO THE
STORM DRAINAGE SYSTEM.

8. ALL CONDENSING UNITS TO BE SCREENED ON THE
GROUND FLOOR

9. SEPARATE PERMITS ARE REQUIRED FOR ANY
SIGNAGE ON THE PROPERTY.

10. WHERE  POSSIBLE TREES ARE TO BE PROTECTED
FROM CONSTRUCTION.

11.EXCESS SNOW WILL BE REMOVED BY PRIVATE
HAULER SUBJECT TO DEMAND FOR PARKING.

12.REBOUNDING SIGN POST MOUNTED ON CURB.
MANUFACTURE: IMPACT RECOVERY
(http://www.impactrecovery.com/) STYLE: Sta-Rite Sign
Posts. SIGN MOUNTING HEIGHT & SIGN AS PER TOWN
ACCESSIBILITY STANDARDS

PAVEMENT MARKING INDEX:

     

#

1 STOP BAR 0.30 m
2 SOLID YELLOW  0.10 m

ACCESSIBLE PARKING MARKING

1 FIRE ROUTE SIGN - CITY STANDARD
2 NO PARKING ANY TIME - Ra-51 30 cm x 30 cm

LEFT/RIGHT ARROW
2L NO PARKING ANY TIME - RA-51 30 cm x 30 cm

LEFT ARROW
2R NO PARKING ANY TIME - RA-51 30 cm x 30 cm

RIGHT ARROW
3 ACCESSIBLE PARKING
4 STOP SIGN - Ra-1 60 cm x 60 cm
5 STOP SIGN - Ra-1 60 cm x 60 cm

WITH ALL-WAY TAB RA-1T 15CM X 30CM
6           COMPACT CARS
7.         HYBRID PARKING ONLY

#

SNOW  STORAGE
AREAS

OWNERS OPTION FOR HYBRID PARKING
STALLS.  EV CHARGING STATION C/W
SIGN AND - SEE ELECTRICAL. AT A
MINIMUM A CONDUIT IS TO BE RUN FOR
FUTURE WORK

TWSI AS PER AODA
REQUIRMENTS

PROPOSED CONCRETE
SIDEWALK

PATH OF  FIRE ROUTE

SOFT LANDSCAPE AREAS
REFER TO LANDSCAPE
DRAWING

PROPERTY LINE

PROP. WATER SERVICE

PROP. SANITARY SERVICE
PROP. STORM SERVICE

PROPOSED DECORATIVE FENCING
SEE LANDSCAPE DWG
TREE PROTECTION REFER TO LANDSCAPE

CREDIT NOTES:

BASE INFORMATION PROVIDED BY  J.D.
BARNES LIMITED. FILE DATED JANUARY 23,
2023 REFERENCE 22-10-132-00 - PART OF
BLOCK 2 REGISTERED PLAN 4M-1012 CITY
OF OTTAWA.
SAPLYS ARCHITECTS ACCEPTS NO
RESPONSIBILITY FOR THE ACCURACY, OR
COMPLETENESS OF THE DATA SUPPLIED
AND SUCH DATA IS NOT INCLUDED UNDER
SEALS OF CERTIFICATION.

SURVEYORS INFO FILE: 22-10-132-00

ENGINEERS INFO FILE: 123002
www.jdbarnes.comF: (613) 254-8659T: (613) 731-7244

62 STEACIE DRIVE, SUITE 103, KANATA, ON K2K 2A9

MAPPING

GIS

SURVEYING

FLAGPOLE TO BE INSTALLED AS PER MANUFACTURER'S
SPECIFICATIONS, FLAGPOLE BASE AND MOUNTING HARDWARE
TO BE AS PER MANUFACTURER'S SPECIFICATIONS, FLAGPOLE
FOOTING AND DIMENSIONS TO BE ENGINEERED AS PER
EXISTING SOIL CONDITIONS AND MANUFACTURERS'S SPECS.

FLAGPOLE TO BE USED ONLY FOR FLAGS WHICH ARE PATRIOTIC,
CIVIC, EDUCATIONAL, OF FOR A RELIGIOUS
ORGANIZATION/CORPORATION AS ALLOWED UNDER THE SIGN
BY-LAW (38-88)

9,15M (30 FT) HIGH FLAGPOLE
*CLEAR ANODIZED FINISH
*MODEL SCA 40
*BASE No, B-3

BY EWING ARCH, FLAGPOLES
(416) 291-1675

OR APPROVED EQUAL

6
A-100

HYBRID PARKING SIGN
EXAMPLE
N.T.S.

KEY PLAN  - NTS

5
A-100

PAINTED MARKING

• Recommended line width for markings is 10 cm
• All pavement markings to be slip resistant paint

4
A-100

B.F. CURB DEPRESSION DET. 
DETAIL FROM GAATES 2.1.5.1 
SCALE  1:10 - BETTER BARRIER-FREE CURB RAMPS 

2
A-100

MOLOK - HOTEL GARBAGE
ISSUED FOR INFORMATION PURPOSES
SEE WEBSITE FOR FINISH INFO

1
A-100

SITE PLAN
1:200

DRAWING TITLE

DO NOT SCALE DRAWINGS.  USE ONLY DRAWINGS  MARKED "ISSUED FOR
CONSTRUCTION".  VERIFY  CONFIGURATIONS & DIMENSIONS ON SITE
BEFORE BEGINNING WORK.  NOTIFY ARCHITECT IMMEDIATELY OF ANY
ERRORS, OMISSIONS OR DISCREPANCIES.

GENERAL NOTES:
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40 FRANK NIGHBOR PLACE
Kanata, Ontario , Canada

Closest Major Intersection : Silver Seven & Palladium Dr
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DB 1ST SUBMISSION - SPA 22-03-231

Mailing Address:
1464 CORNWALL RD.
OAKVILLE, ONTARIO L6J 7W5

DEVELOPMENT CONSULTANT:

OWNERS:
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nk
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r P
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Palladium Dr.

APPLICATION No. PC2022-0256

ARCHITECTS:

60 ST. CLAIR AVE ,SUITE 806
TORONTO, ONTARIO M4V 1M1

401 REAL ESTATE TRUST INC
2225 Eagle Street N,
Cambridge, ON, N3H 4R7

N
O
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TH

FILE No.

CI
TY

 PL
AN

  N
o.

XXXX
X

DB 2ND SUBMISSION - SPA 23-10-122

2A-1001:200

LSDB SEE ABOVE TABLE

Application No. D07-12-23-0061

Site Plan

7
A-100

COMPACT CAR PARKING SIGN

City File No. D07-12-23-006
City Plan No. 19002
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