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SITE PLAN LEGEND SITE PLAN- GENERAL NOTES

1 ALL EXISTING PAVEMENT, CURBS, SIDEWALKS, DRIVEWAYS
AN DBOULEVARD AREAS DISTURBED BY THE
CONSTRUCTION ME BE REINSTATED TO THE SATISFACTION
OF THE TOWN

2 A MINIMUM SETBACK OF 1.0m FROM STREET FURNTIURE TO
PROPOSED DRIVEWAYS AND SIDEWALKS SHALL BE
MAINTAINED. ALL EXISTING STREET FURNITURE TO BE
RELOATED BY THE CONTRACTOR/OWNER TO A SETBACK
OF 1.0m. THE COST OF RELCOATION OF ANY UTILITY IS THE
RESPONSIBILITY OF THE DEVELOPER/ OWNER

3 THE CONTRACTOR/ OWNER IS RESPONSIBLE FOR ALL
UTILITY LOCATES AND DAMAGE/ DISTURBANCE DURING
CONSTRUCTION.

4 ALL BARRIER-FREE ENTRANCES AND BARRIER FREE PATHS
OF TRAVEL MUST COMPLY WITH O.B.C. 3.8.

CREDIT NOTES:

THIS SITEPLAN IS BASED UPONT AND
MUST BE READ IN CONJUNCTION WITH
THE SURVEY FOR THIS PROPERTY.
MATAJ ARCHITECTS ACCEPTS NO
RESPONSIBILITY FOR THE ACCURACY,
OR COMPLETENESS OF THE DATA
SUPPLIED AND SUCH DATA IS NOT
INCLUDED UNDER SEALS OF
CERTIFICATION, IF ANY.
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CITY OF OTTAWA
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PROPOSED LOCATION OF NEW FIRE HYDRANT W/ STEEL BOLLARDS
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WALL MOUNTED LIGHT FIXTURE
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RECESSED EXTERIOR LIGHT FIXTURE @ SOFFIT & PROTE COCHERE
-REFER TO ELECTRICAL DWGS

NEW HEAVY DUTY ASPHALT PAVING (REMAINDER OF THE SITE TO RECEIVE
LIGHT DUTY ASPHALT PAVING)

DECORATIVE NON-SLIP SURFACE PAVING UNDER PORTE COCHERE
(REFER TO LANDSCAPE DWGS)

LANDSCAPED AREA

POURED CONCRETE PAD AT LOADING AREA & WASTE COLLECTION

FIRE DEPARTMENT CONNECTION

HOSE BIB (REFER TO MECHANICAL DWGS)

PAD MOUNTED HYDRO TRANSFORMER W/ STEEL BOLLARDS

DOUBLE HEADED LIGHT FIXTURE ON CONCRETE BASE
-REFER TO ELECTRICAL

SINGLE  HEADED LIGHT FIXTURE ON CONCRETE BASE
-REFER TO ELECTRICAL DWGS

SINGLE  HEADED LIGHT FIXTURE ON CONCRETE BASE W/ ELECTRICAL
OUTLET
-REFER TO ELECTRICAL DWGS

E

STEEL BOLLARD (REFER TO DETAIL XX.X)

PARKING COUNT

FRS FIRE ROUTE SIGN TO BE POSTED UNDER DESIGNATED MUNICIPAL BYLAW
2003-499. REFER TO DETAI 2/A102

PROPOSED GRADING (REFER TO CIVIL DWGS)

CONDENSING UNIT ON 4" CONCRETE PAD (REFER TO MECH DWGS)

SNOW STORAGE AREA (OWNER TO TAKE NECESSARY PRECAUTIONS W/
SNOW REMOVAL COMPANY)

X

104.04

CREDIT NOTES:
TOPO SURVEYORS INFO:

ONTARIO LAND SURVERYORS
ANNIS, O'SULLIVAN, VOLLEBEKK LTD
14 CONCOURSE GATE, SUITE 500
NEPEAN, ONTARIO K2E 7S6
(613) 727-0850
EMAIL: Nepean@aovltd.com

SITE PLAN- GENERAL NOTES

5 THE OWNER/ CONTRACTOR SHALL SUPPLY ALL FIRE ROUTE
AND BARRIER-FREE SIGNS AS SET OUT IN THE TOWN
BY-LAWS AND DESIGN CRITERIA

6 ALL EXTERIOR ILLUMINATION TO BE DIRECTED DOWNWARD
AS WELL AS INWARD AND DESIGNED TO MAINAIN XERO
CUTOFF LIGHT DISTRIBUTION AT THE PROPERTY LINE

7 ALL DOWNSPOUTS TO BE CONNECTED TO THE STORM
DRAINAGE SYSTEM

8 ALL CONDENSING UNITS TO BE SCREENED ON THE
GROUND FLOOR

9 SEPARATE PERMITS ARE REQUIRED FOR ANY SIGNAGE
ON THE PROPERY

10 WHERE POSSIBLE TREES ARE TO BE PROTECTED FROM
CONSTRUCTION

TRUE NORTHPROJECT NORTHPROJECT NORTH

SITE PLAN - BLDG 3
ROOF LEVEL
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ALL DIMENSIONS AND INFORMATION SHOWN ON THESE DRAWINGS MUST BE
CHECKED AND VERIFIED ON SITE AND ANY DISCREPANCIES REPORTED TO THE
ARCHITECT PRIOR TO CONSTRUCTION AND FABRICATION OF ITS
COMPONENTS.  SHOULD EXISTING CONDITIONS OR SERVICES BE FOUND TO
VARY FROM THAT INDICATED ON THE DRAWINGS, THE ARCHITECT MUST BE
NOTIFIED IMMEDIATELY.

FEATURES OF CONSTRUCTION NOT FULLY SHOWN ARE ASSUMED TO BE THE
SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.

ALL DRAWINGS AND RELATED DOCUMENTS SHALL REMAIN THE PROPERTY
AND COPYRIGHT OF MATAJ ARCHITECTS INC.
USE LATEST REVISED DRAWINGS.  DO NOT SCALE DRAWINGS.
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CONSTRUCTION ME BE REINSTATED TO THE SATISFACTION
OF THE TOWN

2 A MINIMUM SETBACK OF 1.0m FROM STREET FURNTIURE TO
PROPOSED DRIVEWAYS AND SIDEWALKS SHALL BE
MAINTAINED. ALL EXISTING STREET FURNITURE TO BE
RELOATED BY THE CONTRACTOR/OWNER TO A SETBACK
OF 1.0m. THE COST OF RELCOATION OF ANY UTILITY IS THE
RESPONSIBILITY OF THE DEVELOPER/ OWNER

3 THE CONTRACTOR/ OWNER IS RESPONSIBLE FOR ALL
UTILITY LOCATES AND DAMAGE/ DISTURBANCE DURING
CONSTRUCTION.

4 ALL BARRIER-FREE ENTRANCES AND BARRIER FREE PATHS
OF TRAVEL MUST COMPLY WITH O.B.C. 3.8.
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SUPPLIED AND SUCH DATA IS NOT
INCLUDED UNDER SEALS OF
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BY-LAWS AND DESIGN CRITERIA

6 ALL EXTERIOR ILLUMINATION TO BE DIRECTED DOWNWARD
AS WELL AS INWARD AND DESIGNED TO MAINAIN XERO
CUTOFF LIGHT DISTRIBUTION AT THE PROPERTY LINE
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DRAINAGE SYSTEM
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GROUND FLOOR
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ALL DIMENSIONS AND INFORMATION SHOWN ON THESE DRAWINGS MUST BE
CHECKED AND VERIFIED ON SITE AND ANY DISCREPANCIES REPORTED TO THE
ARCHITECT PRIOR TO CONSTRUCTION AND FABRICATION OF ITS
COMPONENTS.  SHOULD EXISTING CONDITIONS OR SERVICES BE FOUND TO
VARY FROM THAT INDICATED ON THE DRAWINGS, THE ARCHITECT MUST BE
NOTIFIED IMMEDIATELY.

FEATURES OF CONSTRUCTION NOT FULLY SHOWN ARE ASSUMED TO BE THE
SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.
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NOTE:
- EXPANSION JOINTS IN SIDEWALK
ARE TO BE PROVIDED AT A
MAXIMUM OF 7.2M APART OR AS
REQUIRED.
- TRANSVERSE CONTRACTION
JOINTS TO BE PROVIDED AT A
MAXIMUM OF 1.5M APART OR AS
REQUIRED.
- ALL CONCRETE WALKS ARE TO BE
SEALED WITH 'SEALTIGHT 1220
WHITE PIGMENTED CURING
COMPOUND' BY W.R. MEADOWS OR
APPROVED EQUAL APPLICATION AS
PER MANUFACTURE
SPECIFICATIONS.
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SURFACE / EQUIP.  AND
BOLLARD
(U.N.O.)

COMPACTED GRANULAR 'A' BASE
(MIN. OF 200mm COMPACTED
DEPTH) U.N.O.

UNDISTURBED BASE

CONCRETE FILL IS TO BE
DOMED SMOOTH AT TOP)

FINISH GRADE

SODDING TO BE
PLACED ON MIN

OF 200mm
SCREENED TOP

SOIL U.N.O.

12mm RADIUS AT EDGE

12mm CONT. ASPHALT
IMPREGNATED FELT

EXPANSION JOINT ALONG
CURB & BLDG FACE WHERE

APPLICABLE

150x150 6/6 WWM

VARIES SEE SITE PLAN

POURED CONCRETE CURB
-PROVIDE 25mm RADIUS AT FRONT
EDGE & 12mm RADIUS AT BACK
EDGE
-32 MPa CONCRETE C/W 8% AIR
ENTRAINMENT
-BROOM FINISH

FINISH GRADE

15m CONT. REBAR

COMPACTED GRANULAR 'B' BASE
(MIN OF 300MM COMPACTED
DEPTH U.N.O)

POURED CONCRETE SIDEWALK ON
GRANULAR 'A' BASE (MIN 200 MM COMPACTED DEPTH U.N.O.)
- 32MPA CONCRETE  C/W 8% AIR ENTRAINMENT
- BROOM FINISH

2-BARRIER FREE SIGN FACE

BY PERMIT
ONLY

3-MOUNTING DETAIL

60
0

2cm RED REFLECTIVE ANNULAR BAND

WHITE REFLECTIVE BACKGROUND

1.5cm RED REFLECTIVE INTERDICTOR STROKE

BLACK LETTER "P", LEGEND AND BORDER

WHITE REFLECTIVE
SYMBOL & BORDER

125mm BLUE
REFLECTIVE
SQUARE
BACKGROUND
AND OUTLINE

ALL ACCESSIBLE PARKING STALLS
SHALL BE DESIGNATED BY ONE
SIGN PER BAY MEETING
ACCESSIBILITY DESIGN
STANDARDS:

- MARK WITH INTERNATIONAL
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ALL DIMENSIONS AND INFORMATION SHOWN ON THESE DRAWINGS MUST BE
CHECKED AND VERIFIED ON SITE AND ANY DISCREPANCIES REPORTED TO THE
ARCHITECT PRIOR TO CONSTRUCTION AND FABRICATION OF ITS
COMPONENTS.  SHOULD EXISTING CONDITIONS OR SERVICES BE FOUND TO
VARY FROM THAT INDICATED ON THE DRAWINGS, THE ARCHITECT MUST BE
NOTIFIED IMMEDIATELY.

FEATURES OF CONSTRUCTION NOT FULLY SHOWN ARE ASSUMED TO BE THE
SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.

ALL DRAWINGS AND RELATED DOCUMENTS SHALL REMAIN THE PROPERTY
AND COPYRIGHT OF MATAJ ARCHITECTS INC.
USE LATEST REVISED DRAWINGS.  DO NOT SCALE DRAWINGS.
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CHECKED AND VERIFIED ON SITE AND ANY DISCREPANCIES REPORTED TO
THE ARCHITECT PRIOR TO CONSTRUCTION AND FABRICATION OF ITS
COMPONENTS.  SHOULD EXISTING CONDITIONS OR SERVICES BE FOUND TO
VARY FROM THAT INDICATED ON THE DRAWINGS, THE ARCHITECT MUST BE
NOTIFIED IMMEDIATELY.

FEATURES OF CONSTRUCTION NOT FULLY SHOWN ARE ASSUMED TO BE THE
SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.
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NOTES:

1 - CM/BUILDER SHALL SHALL PROVIDE ALL EXTERIOR SAMPLES TO ARCHITECT/BRAND FOR APPROVAL OF COLOR &

      TEXTURE, BEFORE COMMENCING WORK ON SITE CM/BUILDER SHALL SUBMIT ARCHITECTS & BRAND'S APPROVED

      EXTERIOR SAMPLES TO OWNER FOR FINAL APPROVAL.

2 - CM AND/OR RELATED TRADE TO SUBMIT COLOR OPTIONS FOR ALL EXTERIOR MECHANICAL LOUVERS & CAPS BEFORE   

     BEFORE WORK IS EXECUTED ON SITE SO THAT COLOR MATCHING TO ADJACENT FINISH IS OBTAINTED.

3 - CM/GC TO PROVIDE SHOP DRAWING INDICATING ALL EXTERIOR MECHANICAL PENETRATION AS PERTAINS TO THEIR

      SIZE/LOCATION & FINISH/COLOR

EXTERIOR ELEVATION LEGEND

E01 EIFS - BRICK PATTERN-KENDALL CHARCOAL

E02 EIFS - GREY

E03 EIFS - SANDSTONE FINISH WHITE DOVE BM OC-17

E04 EIFS - KENDAL CHARCOAL BM HC-166

E04A ACM - KENDAL CHARCOAL BM HC-166

E05 ACM -  WHITE DOVE, BM OC 17

E06 STONE - 300X600 - ARRISCRAFT - NUTMEG-CAMBRIDGE RENAISSANCE

E07 GLASS GUARD RAIL

E08 WAC LIGHTING (WS-W29118), 3000K, BLACK FINISH

E12 ELEVATOR WALL BEYOND
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1 BLD 3 - WEST ELEVATION (FRONT)

REV DESCRIPTION REV. DATE

1 ISSUED FOR CLC - Reply 2022/06/30

2 ISSUED FOR SPA - 1ST
REVIEW REPLY

2023/05/11

3 REISSUED FOR SPA 2023/11/24

4 ISSUED FOR SPA
RESUBMISSION

2023/12/08

5 REVISED FOR SPA 2023/12/19

6 REVISED FOR SPA 2024/01/19

2024-02-20

mccreighan
Approved

mccreighan
Andrew MANAGER



T/O GROUND FLOOR

0

T/O SECOND FLOOR

4500

T/O THIRD FLOOR

7675

T/O FOURTH FLOOR

10850

T/O FIFTH FLOOR

14125

T/O SIXTH FLOOR

17300

T/O ROOF

20475

1
3

0
4

5
0

0
3

1
7

5
3

1
7

5
3

2
7

5
3

1
7

5
3

1
7

5
1

2
2

0
1

0
3

0
2

3
8

6

E02

E03

E01

E03

E01E03

E06
E06

E03

E01

E06

E02

E02

E07

E03

E03

E01

E03

E02

E01

E03

E01

E04

E03

E03

E06

E06

E02 E01

E01

E01

E01

E07E07

E02

P
R

O
P

E
R

TY
 L

IN
E

5013

6881

P
R

O
P

E
R

TY
 L

IN
E

14095

T/O MID PARAPET

21695

T/O HIGH PARAPET

22725

T/O ELEV. SHAFT

25111

E02

E12

5000
E06

AVERAGE GRADE

-130

2
0

6
0

5

HATCH DENOTES BIRD 

FRIENDLY GLAZING

Note:

ALL DIMENSIONS AND INFORMATION SHOWN ON THESE DRAWINGS MUST BE
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SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.
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REV DESCRIPTION REV. DATE
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3 REISSUED FOR SPA 2023/11/24
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2023/12/08

5 REVISED FOR SPA 2024/01/19

NOTES:

1 - CM/BUILDER SHALL SHALL PROVIDE ALL EXTERIOR SAMPLES TO ARCHITECT/BRAND FOR APPROVAL OF COLOR &

      TEXTURE, BEFORE COMMENCING WORK ON SITE CM/BUILDER SHALL SUBMIT ARCHITECTS & BRAND'S APPROVED

      EXTERIOR SAMPLES TO OWNER FOR FINAL APPROVAL.

2 - CM AND/OR RELATED TRADE TO SUBMIT COLOR OPTIONS FOR ALL EXTERIOR MECHANICAL LOUVERS & CAPS BEFORE   

     BEFORE WORK IS EXECUTED ON SITE SO THAT COLOR MATCHING TO ADJACENT FINISH IS OBTAINTED.

3 - CM/GC TO PROVIDE SHOP DRAWING INDICATING ALL EXTERIOR MECHANICAL PENETRATION AS PERTAINS TO THEIR

      SIZE/LOCATION & FINISH/COLOR

EXTERIOR ELEVATION LEGEND

E01 EIFS - BRICK PATTERN-KENDALL CHARCOAL
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E04 EIFS - KENDAL CHARCOAL BM HC-166

E04A ACM - KENDAL CHARCOAL BM HC-166

E05 ACM -  WHITE DOVE, BM OC 17
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E08 WAC LIGHTING (WS-W29118), 3000K, BLACK FINISH

E12 ELEVATOR WALL BEYOND
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ALL DIMENSIONS AND INFORMATION SHOWN ON THESE DRAWINGS MUST BE
CHECKED AND VERIFIED ON SITE AND ANY DISCREPANCIES REPORTED TO
THE ARCHITECT PRIOR TO CONSTRUCTION AND FABRICATION OF ITS
COMPONENTS.  SHOULD EXISTING CONDITIONS OR SERVICES BE FOUND TO
VARY FROM THAT INDICATED ON THE DRAWINGS, THE ARCHITECT MUST BE
NOTIFIED IMMEDIATELY.

FEATURES OF CONSTRUCTION NOT FULLY SHOWN ARE ASSUMED TO BE THE
SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.

ALL DRAWINGS AND RELATED DOCUMENTS SHALL REMAIN THE PROPERTY
AND COPYRIGHT OF MATAJ ARCHITECTS INC.
USE LATEST REVISED DRAWINGS.  DO NOT SCALE DRAWINGS.
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SOUTH ELEVATION

WATERIDGE APARTMENT

BUILDING 3

MAI BL/TV EM

22-004Issue Date

375 CODD'S RD, WATERDIGE VILLAGE,

OTTAWA, ON

1 : 125A303

1 BLD 3 - SOUTH ELEVATION

REV DESCRIPTION REV. DATE

1 ISSUED FOR CLC - Reply 2022/06/30

2 ISSUED FOR SPA - 1ST
REVIEW REPLY

2023/05/11

3 ISSUED FOR SPA
RESUBMISSION

2023/12/08

4 REVISED FOR SPA 2023/12/19

5 REVISED FOR SPA 2024/01/19

NOTES:

1 - CM/BUILDER SHALL SHALL PROVIDE ALL EXTERIOR SAMPLES TO ARCHITECT/BRAND FOR APPROVAL OF COLOR &

      TEXTURE, BEFORE COMMENCING WORK ON SITE CM/BUILDER SHALL SUBMIT ARCHITECTS & BRAND'S APPROVED

      EXTERIOR SAMPLES TO OWNER FOR FINAL APPROVAL.

2 - CM AND/OR RELATED TRADE TO SUBMIT COLOR OPTIONS FOR ALL EXTERIOR MECHANICAL LOUVERS & CAPS BEFORE   

     BEFORE WORK IS EXECUTED ON SITE SO THAT COLOR MATCHING TO ADJACENT FINISH IS OBTAINTED.

3 - CM/GC TO PROVIDE SHOP DRAWING INDICATING ALL EXTERIOR MECHANICAL PENETRATION AS PERTAINS TO THEIR

      SIZE/LOCATION & FINISH/COLOR

EXTERIOR ELEVATION LEGEND

E01 EIFS - BRICK PATTERN-KENDALL CHARCOAL

E02 EIFS - GREY

E03 EIFS - SANDSTONE FINISH WHITE DOVE BM OC-17

E04 EIFS - KENDAL CHARCOAL BM HC-166

E04A ACM - KENDAL CHARCOAL BM HC-166

E05 ACM -  WHITE DOVE, BM OC 17

E06 STONE - 300X600 - ARRISCRAFT - NUTMEG-CAMBRIDGE RENAISSANCE

E07 GLASS GUARD RAIL

E08 WAC LIGHTING (WS-W29118), 3000K, BLACK FINISH

E12 ELEVATOR WALL BEYOND
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Note:

ALL DIMENSIONS AND INFORMATION SHOWN ON THESE DRAWINGS MUST BE
CHECKED AND VERIFIED ON SITE AND ANY DISCREPANCIES REPORTED TO
THE ARCHITECT PRIOR TO CONSTRUCTION AND FABRICATION OF ITS
COMPONENTS.  SHOULD EXISTING CONDITIONS OR SERVICES BE FOUND TO
VARY FROM THAT INDICATED ON THE DRAWINGS, THE ARCHITECT MUST BE
NOTIFIED IMMEDIATELY.

FEATURES OF CONSTRUCTION NOT FULLY SHOWN ARE ASSUMED TO BE THE
SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE DRAWINGS, NO PROVISION
HAS BEEN MADE IN THE DESIGN FOR CONDITIONS OCCURRING DURING
CONSTRUCTION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE ALL NECESSARY BRACING, SHORINGS, SHEET PILING OR OTHER
TEMPORARY SUPPORTS, TO SAFEGUARD ALL EXISTING OR ADJACENT
STRUCTURES AFFECTED BY THIS WORK.

ALL DRAWINGS AND RELATED DOCUMENTS SHALL REMAIN THE PROPERTY
AND COPYRIGHT OF MATAJ ARCHITECTS INC.
USE LATEST REVISED DRAWINGS.  DO NOT SCALE DRAWINGS.
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WATERIDGE APARTMENT
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22-004Issue Date

375 CODD'S RD, WATERDIGE VILLAGE,

OTTAWA, ON
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1 BLD 3 - NORTH ELEVATION

REV DESCRIPTION REV. DATE

1 ISSUED FOR SPA - 1ST
REVIEW REPLY

2023/05/11

2 REISSUED FOR SPA 2023/11/24

3 ISSUED FOR SPA
RESUBMISSION

2023/12/08

4 REVISED FOR SPA 2024/01/19

NOTES:

1 - CM/BUILDER SHALL SHALL PROVIDE ALL EXTERIOR SAMPLES TO ARCHITECT/BRAND FOR APPROVAL OF COLOR &

      TEXTURE, BEFORE COMMENCING WORK ON SITE CM/BUILDER SHALL SUBMIT ARCHITECTS & BRAND'S APPROVED

      EXTERIOR SAMPLES TO OWNER FOR FINAL APPROVAL.

2 - CM AND/OR RELATED TRADE TO SUBMIT COLOR OPTIONS FOR ALL EXTERIOR MECHANICAL LOUVERS & CAPS BEFORE   

     BEFORE WORK IS EXECUTED ON SITE SO THAT COLOR MATCHING TO ADJACENT FINISH IS OBTAINTED.

3 - CM/GC TO PROVIDE SHOP DRAWING INDICATING ALL EXTERIOR MECHANICAL PENETRATION AS PERTAINS TO THEIR

      SIZE/LOCATION & FINISH/COLOR

EXTERIOR ELEVATION LEGEND

E01 EIFS - BRICK PATTERN-KENDALL CHARCOAL

E02 EIFS - GREY

E03 EIFS - SANDSTONE FINISH WHITE DOVE BM OC-17

E04 EIFS - KENDAL CHARCOAL BM HC-166

E04A ACM - KENDAL CHARCOAL BM HC-166

E05 ACM -  WHITE DOVE, BM OC 17

E06 STONE - 300X600 - ARRISCRAFT - NUTMEG-CAMBRIDGE RENAISSANCE

E07 GLASS GUARD RAIL

E08 WAC LIGHTING (WS-W29118), 3000K, BLACK FINISH

E12 ELEVATOR WALL BEYOND
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