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PROPOSED 3-STOREY APARTMENT BUILDING
L01 FF=65.27

ENTRY FF=63.77
L00 FF=62.27
USF=61.67

MECH=60.77
MAX. ROOF RELEASE RATE = 0.63 L/s

TOF VARIES. MAX TOF=64.24, MIN TOF=62.42
(REFER TO ARCHITECURAL DWGS).

SUMP PUMP REQUIRED TO DISCHARGE
INTERNAL STORM SEWERS.

SUMP PUMP REQUIRED TO DISCHARGE
INTERNAL SANITARY SEWERS.

LINE OF BUILDING
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LINE OF BALCONY
LEVELS 01-03

SUNKEN TERRACE

SUNKEN TERRACE

LINE OF BUILDING AT
LEVELS 02-03

LINE OF BUILDING AT
LEVELS 01-03 SUNKEN TERRACE

LINE OF ROOF

LINE OF ROOF
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EX. 375mm STM
INV=61.93±

SPRINGLINE=62.12±

11.2m-100mmØ STM SERVICE @ 1.00% MIN.
C/W FULL PORT BACKWATER VALVE AS PER S14.
TO BE SLEEVED THROUGH FOUNDATION WALL. CONTROLLED
ROOF DRAIN TO BE CONNECTED TO INTERNAL PLUMBING AND
OUTLET THROUGH BUILDING MECHANICAL TO THE
DOWNSTREAM SIDE OF THE STM SERVICE BACKWATER VALVE.
INV @ BLDG =62.23
INV @ CONNECTION =62.12

INSULATE AS PER W22.
INSULATION THICKNESS=50mm

FLOOR/AREA DRAIN FOR SUNKEN TERRACE.
TO BE INDIRECTLY CONNECTED TO WEEPING
TILE SYSTEM BY DISCHARGING TO CLEAR
STONE SLOPED TOWARDS WEEPING TILE.

FLOOR/AREA DRAIN FOR SUNKEN TERRACE.
TO BE INDIRECTLY CONNECTED TO WEEPING
TILE SYSTEM BY DISCHARGING TO CLEAR
STONE SLOPED TOWARDS WEEPING TILE.

AREA DRAIN FOR WINDOW WELL. TO BE
INDIRECTLY CONNECTED TO WEEPING TILE
SYSTEM BY DISCHARGING TO CLEAR STONE
SLOPED TOWARDS WEEPING TILE.

AREA DRAIN FOR WINDOW WELL. TO BE
INDIRECTLY CONNECTED TO WEEPING TILE
SYSTEM BY DISCHARGING TO CLEAR STONE
SLOPED TOWARDS WEEPING TILE.

PAVER GRID SYSTEM (REFER
TO LANDSCAPE DWGS)

INTERLOCKING
PAVERS

HAND TAMPED GRANULAR MIXTURE
(REFER TO LANDSCAPE DWGS)
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SITE

AREA ID

RUNOFF COEFFICIENT

STORM DRAINAGE BOUNDARY

STORM DRAINAGE AREA ha.

INSULATION AS PER CITY STD W22

1
0.50 0.90

PROPOSED STORM SEWER

PROPOSED CATCHBASIN

EXISTING CATCHBASIN

DIRECTION OF EMERGENCY
OVERLAND FLOW ROUTE

PROPOSED ROOF DRAIN
(REFER TO ARCHITECTURAL DWGS FOR DETAILS)

RD

EXISTING STORM SEWER

SCHEDULE OF ROOF RELEASE RATES

BUILDING DRAIN TYPE # DRAINS 100YR Head (mm)100YR RELEASE RATE
(L/s)

BLDG WATTS ADJUSTABLE
ACCUTROL 2 114 0.63
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