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PRECAST CONCRETE PAVER:
TYPE 1

LEGEND

PRECAST CONCRETE PAVER:
TYPE 2

PROPOSED LANDSCAPED AREA

ARTIFICIAL TURF

PROPOSED DECIDUOUS TREE

PROPOSED SHRUBS

PROPOSED BENCH

PRECAST CONCRETE PAVER:
TYPE 3 (ROOF)

TEMPORARY BIKE RACK

ORNAMENTAL LOOP STYLE BIKE RACK

PROPOSED 100mm HIGH PRECAST
CURBED LANDSCAPE AREA

PROPOSED RAISED CORTEN
LANDSCAPE PLANTER

EXISTING TREE TO REMAIN

EXISTING TREE TO BE REMOVED

ILLUMINATED BOLLARDB

6m0 42

1500

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. USE TREE SPECIES TOLERANT TO

POORLY DRAINED SOIL CONDITIONS.

3
1

PLACE 1/3 OF ROOT BALL ABOVE GRADE. CUT AND REMOVE
BURLAP AND WIRE BASKET FROM TOP 1/3 OF ROOTBALL
WITHOUT DISTURBING ROOTS.

CONSTRUCT 100mm SAUCER AROUND TREE BASE. FILL WITH
75mm WOODCHIP MULCH. PULL BACK MULCH FROM BASE OF
TREE. ENSURE THAT MULCH COVERS ALL EXPOSED SOIL.

TREE WRAP APPLIED SPIRALLY FROM GROUND UP TO
HEIGHT OF SECOND BRANCHES.

REMOVE DAMAGED OR OBJECTIONABLE BRANCHES.
FOLLOW PROPER HORTICULTURAL PRACTICE.
DO NOT PRUNE LEADER

2 STAKES MIN 2400mm LONG WITH NO. 12 GALVANIZED WIRE
ENCASED IN 12mm DIAMETER RUBBER HOSE ALLOWING SLACK
IN GALVANIZED WIRE. REMOVE STAKES AFTER ONE YEAR.
STAKE BEYOND EDGE OF ROOTBALL.

ROOT COLLAR TO BE SET 100mm ABOVE FINISHED GRADE.

TAPER TO BLEND NATURALLY WITH
FINISH GRADE

TOPSOIL MIXTURE (SEE SPECIFICATIONS)

COMPACTED ROOTBALL SUPPORT PAD

2300

ROOTBALL

FINISH GRADE

15
0

45
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.

TOPSOIL MIXTURE AS PER  SPECIFICATIONS.

PLANTING BED AROUND SHRUBS. COVER
ENTIRE BED WITH 75mm DEPTH WOODCHIP
MULCH. PULL BACK MULCH FROM BASE OF
SHRUBS. ENSURE THAT MULCH COVERS
ALL EXPOSED SOIL.

TAPER TO BLEND NATURALLY WITH
FINISHED GRADE.

REMOVE DAMAGED OR OBJECTIONABLE
BRANCHES. FOLLOW PROPER
HORTICULTURAL PRACTICE.

REMOVE POTS COMPLETELY FROM POTTED
STOCK OR CUT AND REMOVE BURLAP AND
WIRE FROM TOP 1/3 OF ROOTBALL.
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GENERAL NOTES:
1. IT IS THE RESPONSIBILITY OF THE APPROPRIATE CONTRACTOR OR OFFICIAL TO REPORT ANY ERRORS, OMISSIONS OR

DISCREPANCIES ON THIS PLAN WITH ACTUAL SITE CONDITIONS TO THE LANDSCAPE ARCHITECT BEFORE PROCEEDING WITH
CONSTRUCTION.

2. THE CONTRACTOR IS TO NOTIFY ALL UTILITY COMPANIES AND AUTHORITIES PRIOR TO ANY EXCAVATION AND ASCERTAIN LOCATIONS
OF UNDERGROUND SERVICES.

3. THE CONTRACTOR IS TO REINSTATE ALL AREAS AND ITEMS DAMAGED AS A RESULT OF CONSTRUCTION ACTIVITY.
4. THE CONTRACTOR IS TO COMPLY WITH ALL PERTINENT CODES AND BY-LAWS.
5. THE CONTRACTOR IS TO MAINTAIN A POSITIVE SURFACE RUN-OFF THROUGHOUT THE ENTIRE CONSTRUCTION PERIOD.
6. THE LANDSCAPE ARCHITECT IS NOT RESPONSIBLE FOR SUBSURFACE CONDITIONS.
7. THE CONTRACTOR IS TO IDENTIFY ALL EXISTING TREES TO REMAIN ON SITE WITH THE LANDSCAPE ARCHITECT PRIOR TO

CONSTRUCTION.
8. THE CONTRACTOR IS TO STAKE THE PROPOSED LOCATION OF ALL PLANT MATERIAL IN CONJUNCTION WITH THE LANDSCAPE

ARCHITECT PRIOR TO EXCAVATION.
9. MINIMUM DISTANCES FOR SELECTED DECIDUOUS TREES ARE AS FOLLOWS:

9.1. BUILDING FOUNDATIONS - 7.5M
9.2. SIDEWALKS - 1.5M
9.3. PUBLIC STREETS - 2.5M
9.4. UNDERGROUND INFRASTRUCTURE - 2.0M

10. ALL TREES WITHIN 1M OF UNDERGROUND UTILITY TRENCHES ARE TO BE EXCAVATED BY HAND.
11. REMOVE ALL PROTECTIVE WRAPPING FROM TREE TRUNKS AFTER INSTALLATION.
12. STAKING OF TREES SHALL ONLY BE PERFORMED IF NECESSARY.
13. ENSURE THAT MULCH IS PULLED BACK A MINIMUM DISTANCE OF 75MM FROM BASE OF TREE TRUNK.

1
L.1

PHASE 1 & 2 - LANDSCAPE PLAN & TREE CONSERVATION REPORT
SCALE  1:150

2
L.1

TREE PLANTING DETAIL
SCALE  NTS

3
L.1

SHRUB / GRASS PLANTING DETAIL
SCALE  NTS

4
L.1

TYPICAL PAVER DETAIL
SCALE  NTS

5
L.1

LOOP BIKE RACK DETAIL
SCALE  NTS

A
L.1

PLAZA CROSS SECTION
SCALE  1:50

These architectural documents are the exclusive property of NEUF
architect(e)s and cannot be used, copied or reproduced without
written pre-authorisation. / Ces documents d'architecture sont la
propriété exclusive de NEUF architect(e)s et ne peuvent être utilisés,
reproduits ou copiés sans autorisation écrite préalable.
All dimensions which appear on the documents must be verified by
the contractor before starting work. / Les dimensions apparaissant
aux documents doivent être vérifiées par l'entrepreneur avant le début
des travaux.
The architect must be notified of all errors, omissions and
discrepancies between these documents and those of the others
professionnals. / Veuillez aviser l'architecte de toute dimension erreur
et/ou divergence entre ces documents et ceux des autres
professionnels.
The dimensions on these documents must be read and not
measured. / Les dimensions sur ces documents doivent être lues et
non mesurées.
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 PROPOSED PLANT LIST

 KEY QTY BOTANICAL NAME COMMON NAME SIZE CONDITION SPACING

 DECIDUOUS TREES

SB 5 Amelanchier canadensis Shadblow Serviceberry 200cm ht. WB, B&B n/a

 EXISTING TREE LIST

 KEY QTY BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS OWNERSHIP

 DECIDUOUS TREES

GB 6 Ginko Maindenhair Tree 100-150mm
DBH Poor - Good To Be Removed PRIVATE

HL 6 Gleditsia triacanthos Honey Locust 50-250mm
DBH Good To Remain PRIVATE

TC 2 Tilia cordata Little-Leaf Liden 200mm DBH Good To Remain PRIVATE
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