
CISTERN:
MINIMUM VOLUME = 64 CU.M

RELEASE RATE = 10 L/S

M-300

SCHEMATIC: CISTERN

24
-00

7M

NAVAN DEVELOPMENT
BLOCK 14

OTTAWA, ON

9 GURDWARA ROAD, UNIT 200, NEPEAN, ONTARIO K2E 7X6
TEL. (613) 366-4763  e-mail: mail@qmeengineering.com

M-300
02

AREA = 16.5 SQ M

AutoCAD SHX Text
FREE SURFACE=4.4M

AutoCAD SHX Text
MINIMUM WATER SURFACE=0.500M

AutoCAD SHX Text
SEDIMENT COLLECTION VOLUME

AutoCAD SHX Text
FINISH FLOOR (GROUND FLOOR BUILDING)

AutoCAD SHX Text
PARKING LEVEL 

AutoCAD SHX Text
CURRENT DATE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DRAWING NUMBER

AutoCAD SHX Text
CWC

AutoCAD SHX Text
24-007

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
THIS DRAWING, OR PARTS THEREOF, MAY NOT BE REPRODUCED OR USED IN ANY FORM, BY ANY METHOD, FOR ANY PURPOSE, WITHOUT THE WRITTEN PERMISSION OF QUADRANT ENGINEERING. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE SPECIFICATION. WHERE CONFLICT ARISES THE MORE STRINGENT OF THE TWO SHALL APPLY.

AutoCAD SHX Text
COPYRIGHT

AutoCAD SHX Text
c

AutoCAD SHX Text
           2024 QM&E ENGINEERING INC.

AutoCAD SHX Text
SHEET SIZE: 24" x 36"

AutoCAD SHX Text
CWC/LVDL

AutoCAD SHX Text
LVDL

AutoCAD SHX Text
NO.

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
PLT

AutoCAD SHX Text
NO.

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
PLT

AutoCAD SHX Text
THE CONTRACT DOCUMENTS ARE THE PROPERTY OF QM&E ENGINEERING INC. (QM&E) THE CONTRACTOR SHALL OBTAIN A FULL SET OF ALL CONSULTANTS' DESIGN DOCUMENTS PRIOR TO STARTING WORK. QM&E BEARS NO RESPONSIBILITY FOR INTERPRETATIONS OF THESE DOCUMENTS BY OTHERS. UPON WRITTEN APPLICATION QM&E WILL PROVIDE WRITTEN CLARIFICATION REGARDING THE INTENT OF THE CONTRACT DOCUMENTS. QM&E REVIEW OF SHOP DRAWINGS SUBMITTED BY THE CONTRACTOR IS FOR DESIGN CONFORMANCE ONLY. DRAWINGS ARE NOT TO BE SCALED FOR CONSTRUCTION. CONTRACTOR TO VERIFY ALL CONDITIONS AND DIMENSIONS, ON SITE, REQUIRED TO PERFORM THE WORK AND REPORT ANY DISCREPANCIES WITH THE CONTRACT DOCUMENTS TO THE DESIGN TEAM BEFORE COMMENCING WORK.

AutoCAD SHX Text
1:100

AutoCAD SHX Text
NO.

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
PLT

AutoCAD SHX Text
ISSUED FOR SITE PLAN COORDINATION

AutoCAD SHX Text
01

AutoCAD SHX Text
19 JUL 2024

AutoCAD SHX Text
BB

AutoCAD SHX Text
CISTERN PUMP CONTROL PANEL

AutoCAD SHX Text
SERVICE ACCESS AND OVERFLOW ELEV TG = 85.95

AutoCAD SHX Text
AIRWELL BEHIND WRAPS BEHIND ACCESS

AutoCAD SHX Text
FROM TRENCH DRAIN TG=82.40

AutoCAD SHX Text
TO LEAVING STORM (CIVIL) WATER INVERT  ST INVERT = 81.24

AutoCAD SHX Text
DISCHARGE PIPING TO OUT GOING CITY STORM MAIN TO BE SCHEDULE 80 IPEX XIRTEC PVC UNDERGROUND, GALVANIZED VICTAULIC ABOVE GROUND.

AutoCAD SHX Text
CONTROL PANEL WITH TWO 1 1/2" DIAMETER CONDUITS TO PIT. ELECTRICAL CONTRACTOR PROVIDES POWER TO PANEL. MECHANICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OTHER WIRING AND CONDUIT, WHICH SHALL BE TO THE STANDARDS OF ELECTRICAL CONTRACTOR.

AutoCAD SHX Text
REMOTE ALARM PANEL (LIGHT AND BUZZER) IN MAINTENANCE OFFICE, SUPPLIED BY MECHANICAL CONTRACTOR, INSTALLED AND WIRED BY ELECTRICAL CONTRACTOR.

AutoCAD SHX Text
CONDUIT BY ELECTRICAL CONTRACTOR. WIRING BY MECHANICAL CONTRACTOR.

AutoCAD SHX Text
CISTERN NOTES 1. SEE STORMWATER MANAGEMENT REPORT FOR ADDITIONAL SUPPORTING INFORMATION SEE STORMWATER MANAGEMENT REPORT FOR ADDITIONAL SUPPORTING INFORMATION FOR THE SYSTEM. THAT REPORT SHALL FORM PART OF THE SUPPORTING DOCUMENTS FOR THIS CONTRACT. CONTRACTOR SHALL READ THE REPORT PRIOR TO SUBMITTING CONTRACT PRICE. 2. THIS CONTRACTOR TO PROVIDE PIPING, CONTROLS, CONDUIT, WIRING AND THIS CONTRACTOR TO PROVIDE PIPING, CONTROLS, CONDUIT, WIRING AND MECHANICAL EQUIPMENT FOR THE CISTERNS, CISTERNS TO BE PROVIDED BY GENERAL CONTRACTOR. 3. ALL PENETRATIONS OF THE CISTERN SHALL BE MADE PRESSURE AND WATER TIGHT, ALL PENETRATIONS OF THE CISTERN SHALL BE MADE PRESSURE AND WATER TIGHT, AND SHALL BE MADE ABOVE THE FREE SURFACE. 4. CONTRACTOR TO MEASURE AREA OF CISTERN AFTER IT IS FORMED AND DETERMINE CONTRACTOR TO MEASURE AREA OF CISTERN AFTER IT IS FORMED AND DETERMINE HEIGHTS OF ALL WATER LEVELS, FLOAT LEVELS AND PIPE PENETRATIONS. SUBMIT FABRICATION SKETCH TO ENGINEER FOR REVIEW PRIOR TO STARTING WORK. ALL PIPE AND CONTROLS OPENINGS TO BE CORED IN THE CISTERN AFTER IT IS FORMED. 5. PUMPS TO BE PRIMARY/BACKUP WITH ALTERNATION. CONNECT TO EMERGENCY PUMPS TO BE PRIMARY/BACKUP WITH ALTERNATION. CONNECT TO EMERGENCY POWER SYSTEM

AutoCAD SHX Text
HIGH WATER ALARM

AutoCAD SHX Text
PUMP ON LEVEL

AutoCAD SHX Text
LOW LEVEL SHUTOFF

AutoCAD SHX Text
PUMP OFF LEVEL

AutoCAD SHX Text
%%USTORM SUMP PIT DETAIL

AutoCAD SHX Text
3

AutoCAD SHX Text
M-300

AutoCAD SHX Text
%%UCISTERN SCHEMATIC

AutoCAD SHX Text
1

AutoCAD SHX Text
M-300

AutoCAD SHX Text
%%UCISTERN PUMP DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
M-300

AutoCAD SHX Text
CONTROL PANEL WITH TWO 1 1/2" DIAMETER CONDUITS TO PIT. ELECTRICAL CONTRACTOR PROVIDES POWER TO PANEL. MECHANICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OTHER WIRING AND CONDUIT, WHICH SHALL BE TO THE STANDARDS OF ELECTRICAL CONTRACTOR.

AutoCAD SHX Text
SUMP SHALL VENT THROUGH SUMP WALL. INSTALLATION TO ONTARIO REG. 815/84-5.4.2. LOCATE PIPING AND UNIONS TO ACCOMMODATE COVER REMOVAL. PIPE VENTS TO ROOF.

AutoCAD SHX Text
INSTALL ALL VALVES WELL ABOVE HIGH WATER LEVEL BENEATH COVER.

AutoCAD SHX Text
DISCHARGE PIPE SHALL EXIT PIT BENEATH THE COVER.

AutoCAD SHX Text
DISCHARGE PIPING TO BE  ALL WELDED SCHEDULE 40 BLACK STEEL OR SCHEDULE 80 PVC.

AutoCAD SHX Text
REMOTE ALARM PANEL (LIGHT AND BUZZER) IN MAINTENANCE OFFICE, SUPPLIED BY MECHANICAL CONTRACTOR, INSTALLED AND WIRED BY ELECTRICAL CONTRACTOR.

AutoCAD SHX Text
CONDUIT BY ELECTRICAL CONTRACTOR.  WIRING BY MECHANICAL CONTRACTOR.

AutoCAD SHX Text
TYPICAL VENT LINE, INSTALL ACCORDING TO CODE. PIPE TO ROOF.

AutoCAD SHX Text
PITS AND GASKETTED COVERS BY OTHERS. PUMP CHAMBER SIZE TO BE DETERMINED BY MECHANICAL AND FORMWORK CONTRACTORS.

AutoCAD SHX Text
STORM SUMP NOTES 1. THE STORM SUMP SERVES WEEPERS AND SUBSLAB PIPING ONLY.THE STORM SUMP SERVES WEEPERS AND SUBSLAB PIPING ONLY.

AutoCAD SHX Text
PROVIDE LIFTING CHAIN AND GUIDERAILS.

AutoCAD SHX Text
HIGH WATER ALARM

AutoCAD SHX Text
BOTH PUMPS ON

AutoCAD SHX Text
SINGLE PUMP ON

AutoCAD SHX Text
LOW LEVEL ALARM

AutoCAD SHX Text
AIRWELL

AutoCAD SHX Text
ISSUED FOR SITE PLAN COORDINATION

AutoCAD SHX Text
02

AutoCAD SHX Text
15 OCT 2024

AutoCAD SHX Text
SL

AutoCAD SHX Text
ALARM LEVEL=4.5M

AutoCAD SHX Text
CISTERN BOTTOM=0.00M

AutoCAD SHX Text
SUMP APPROX 600mm DEEP

AutoCAD SHX Text
ELEV=82.25

AutoCAD SHX Text
SURFACE DRAINS CB103: TG=85.70 CB104: TG=85.70 CB105: TG=85.50

AutoCAD SHX Text
ELEV = 86.25


	Sheets and Views
	M-300


