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ENTRY SIGN

BACKYARD LOUNGE AREA

UNIT PAVING - DRIVEWAY    n.t.s.

UNIT PAVING - PATIO & WALKWAYS    n.t.s.

PERENNIAL & ORNAMENTAL GRASS PLANTING    n.t.s.

SHRUB PLANTING    n.t.s.

 GENERAL NOTES

1. THIS PLAN WAS PREPARED IN CONJUNCTION WITH THE GEOTECHNICAL  INVESTIGATION  FINAL REPORT
PREPARED BY EXP SERVICES INC. DATED 2024-07-31.
2. PLEASE NOTE BECAUSE OF THE MEDIUM TO HIGH POTENTIAL FOR SOIL VOLUME CHANGE OF THE
SENSITIVE SOILS ON SITE NO TREES ARE INTEGRATED ON THIS PLAN.
3. THIS DRAWING TO BE READ IN CONJUNCTION WITH ARCHITECTURAL DRAWINGS AND OTHER
CONSULTANTS DRAWINGS. SPECIFICALLY REFER TO THE TREE CONSERVATION REPORT PREPARED  BY
DENDORON, GRADING AND SERVICES PLAN AS WELL AS GEO-TECHNICAL INVESTIGATION REPORT ALL
PREPARED BY EXP. SERVICES INC.
4. IT IS THE RESPONSIBILITY OF THE APPROPRIATE CONTRACTOR OR OFFICIAL TO REPORT ANY ERRORS,
OMISSIONS OR DISCREPANCIES IN THIS PLAN WITH ACTUAL CONDITIONS OR OTHER CONSULTANT PLANS PRIOR
TO COMMENCING WORK. THE LANDSCAPE ARCHITECT IS NOT RESPONSIBLE FOR SUBSURFACE CONDITIONS.
5. IT IS THE RESPONSIBILITY OF THE APPROPRIATE CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS AND
TO OBEY ALL LOCAL BYLAWS AND REGULATIONS.
6. IT IS THE RESPONSIBILITY OF THE APPROPRIATE CONTRACTOR TO DETERMINE THE LOCATION OF ALL
UNDERGROUND SERVICES BEFORE THE START TO INCLUDE: TELEPHONE CABLES, CABLE TELEVISION, HYDRO
CABLES, LIGHTS AND POWER LINES, WEEPING TILES, STORM AND SANITARY SEWERS, NATURAL GAS LINES,
IRRIGATION LINES, ETC.
7. THE CONTRACTOR IS TO REINSTATE ALL AREAS AND ITEMS DAMAGED AS A RESULT OF CONSTRUCTION
ACTIVITIES.
8. PLANT SUBSTITUTIONS WILL NOT BE ACCEPTED WITHOUT PRIOR APPROVAL OF THE LANDSCAPE
ARCHITECT IN   WRITING.
9. POSITIVE DRAINAGE TO BE MAINTAINED AT ALL TIMES AWAY FROM THE BUILDING. THIS DRAWING NOT TO
BE USED FOR GRADING, REFER TO ENGINEER'S DRAWING FOR GRADING.
10. BASE INFORMATION FOR THIS PLAN WAS PREPARED USING THE SURVEY PLAN PREPARED BY ANNIS
O'SULLIVAN VOLLEBECK LTD. DATED JUNE 7, 2023.
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