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DRAWING

1. It is the responsibility of the appropriate contractor or official to
report any errors, omissions or discrepancies on this plan with actual
site conditions to the Landscape Architect before proceeding with
construction.

2. The contractor is to notify all utility companies and authorities prior
to any excavation and ascertain locations of underground services.

3. The contractor is to reinstate all areas and items damaged as a
result of construction activity.

4. The contractor is to comply with all pertinent codes and by-laws.

5. The contractor is to maintain a positive surface run-off throughout
the entire construction period.

6. The Landscape Architect is not responsible for subsurface
conditions.

7. The contractor is to identify all existing trees to remain on site with
the Landscape Architect prior to construction.

8. The contractor is to stake the proposed location of all plant
material in conjunction with the Landscape Architect prior to
excavation.

9. All trees within 1m of underground utility trenches are to be
excavated by hand.

10. Remove all protective wrapping from tree trunks after installation.

11. Staking of trees shall only be performed if necessary.

12. Ensure that mulch is pulled back a min. distance of 75mm from
base of tree trunk.

13. Deciduous trees to be planted on private property 450mm inside
of property line.

210 Gladstone Avenue, Suite 2001
Ottawa, Ontario K2P OY6
Tel : (613) 233 6030
Fax : (613) 233 8290
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TREE CONSERVATION REPORT & LANDSCAPE PLAN AS VIEWED FROM ABOVE
SCALE  1:250
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SHRUB PLANTING
SCALE  N.T.S.

GENERAL NOTES:

EXISTING TREES TO BE
REMOVED

PROPOSED PRECAST CONCRETE
PAVERS, TYPE 1

PROPOSED PLANT LIST
KEY QTY. BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS

TREES

SM 3 Acer pensylvanicum Striped Maple 50mm ø B&B
HL 6 Gleditsia triacanthos 'Skyline' Skyline Honey Locust 50mm ø B&B Branching at 2.1m

SHRUBS & ORNAMENTAL GRASS

BD 8 Juniperus sabina 'Blue Danube' Blue Danube Juniper 600 mm spr. Potted 1000 mm o.c.
BH 9 Juniperus horizontalis 'Bar Harbor' Bar Harbor Juniper 500 mm spr. Potted 800 mm o.c.
DW 11 Cornus stolonifera Red Osier Dogwood 1800 mm sp. Potted 1000 mm o.c.
KF 16 Calamagrostis 'Karl Foerster' Karl Foerster Grass 250 mm pot Potted 800 mm o.c.
YE 11 Taxus cuspidata 'Capitata' Upright Japanese Yew 600 mm spr. Potted 1200 mm o.c.
SF 30 Sorbaria sorbifolia 'Sem' Sem False Spirea 600 mm ht. Potted 1000 mm o.c.

EXISTING TREE TO BE REMOVED
KEY QTY. BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS

TREES

HL 1 Gleditsia triacanthos Honey Locust 125mmø Good Off Site

HB 1 Celtis occidentalis Hackberry 60mmø Good Off Site

SE 3 Ulmus pumila Siberian Elm 60-250mmø Good Off Site

PROPOSED DECIDUOUS TREE

KEY
QTY.

KEY
QTY.
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110 YORK / 141 GEORGE STREET

GROUND FLOOR LANDSCAPE PLAN

CLARIDGE HOMES

PROPOSED PAVERS (PERMEABLE)

PROPOSED PRECAST CONCRETE
PAVERS, TYPE 2

PROPOSED COLOURED CONCRETE
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ISSUED FOR SITE PLAN REVIEW1 06/28/2023 JL
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PROPOSED ARTIFICIAL TURF

PROPOSED STRUCTURAL SOIL

PROPOSED SHRUBS
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PROPOSED RIVERSTONE MULCH
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DECIDUOUS TREE PLANTING
SCALE  N.T.S.

PLANTING BED AROUND SHRUBS. COVER ENTIRE BED WITH 75mm DEPTH
WOODCHIP MULCH. PULL BACK MULCH FROM BASE OF SHRUBS. ENSURE

THAT MULCH COVERS ALL EXPOSED SOIL.

REMOVE POTS COMPLETELY FROM POTTED STOCK OR CUT AND REMOVE
BURLAP AND WIRE FROM TOP 1/3 OF ROOTBALL

REMOVE DAMAGED OR OBJECTIONABLE BRANCHES. FOLLOW PROPER
HORTICULTURAL PRACTICE.

TAPER TO BLEND NATURALLY WITH FINISHED GRADE

TOPSOIL MIXTURE AS PER  SPECIFICATIONS.
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NEIGHBOURING ANDAZ
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NEIGHBOURING
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NEIGHBOURING
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(UNDERGROUND
ELECTRICAL VAULT)
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NEIGHBOURING CONNECTION
ANDAZ HOTEL @ P1 LEVELS

OUTLINE OF
RESIDENTIAL TOWER
OVERHANG ABOVE
4th TO 17th FLOORS

EXIT

DASHED LINE REPRESENTS
UNDERGROUND PARKING
OUTLINE (P1, P2 & P3).

HOTEL TOWER
ABOVE

17 STOREYS

PENTHOUSE
240m2

AIRWELL W/
STEEL GRATE
LEVEL WITH
ADJACENT

SURFACE

EXIT

DASHED LINE
REPRESENTS
UNDERGROUND
PARKING OUTLINE
(P1, P2 & P3).

HERITAGE DISTRICT BOUNDARY

GREY HATCH
REPRESENTS GROUND
FLOOR FOOTPRINT OF
RESIDENTIAL TOWER

DASHED LINE REPRESENTS
UNDERGROUND PARKING OUTLINE
(P1, P2 & P3).
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HERITAGE DISTRICT BOUNDARY

GAS PAD

LANDSCAPED AREA

FIRE WALL BELOW GRADE,
FOLLOWS PROPERTY LINE
FROM P1-P3

FIRE WALL BELOW GRADE,
FOLLOWS PROPERTY LINE
FROM P1-P3

DASHED LINE REPRESENTS
ANDAZ HOTEL
UNDERGROUND VAULT AND
ELECTRICAL ROOMS (P1)

ANDAZ HOTEL AIRWELLS
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GROUND, 2ND & 3RD FLOORS
ASSEMBLY AREAS
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ARTIFICIAL TURF
DOG RUN

6 EXISTING TREES TO
BE REMOVED AS PER
ARBORISTS REPORT
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1500

NOTE
ALL DIMENSIONS ARE IN
MILLIMETRES. USE TREE
SPECIES TOLERANT TO
POORLY DRAINED SOIL
CONDITIONS
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PLACE 1/3 OF ROOT BALL ABOVE GRADE. CUT AND
REMOVE BURLAP AND WIRE BASKET FROM TOP 1/3 OF

ROOTBALL WITHOUT DISTURBING ROOTS.

CONSTRUCT 100mm SAUCER AROUND TREE BASE. FILL WITH
75mm WOODCHIP MULCH. PULL BACK MULCH FROM BASE OF

TREE. ENSURE THAT MULCH COVERS ALL EXPOSED SOIL.

TREE WRAP APPLIED SPIRALLY FROM GROUND UP TO
HEIGHT OF SECOND BRANCHES.

REMOVE DAMAGED OR OBJECTIONABLE BRANCHES.
FOLLOW PROPER HORTICULTURAL PRACTICE. DO NOT

PRUNE LEADER

2 STAKES MIN 2400mm LONG WITH NO. 12 GALVANIZED WIRE
ENCASED IN 12mm DIAMETER RUBBER HOSE ALLOWING SLACK

IN GALVANIZED WIRE. REMOVE STAKES AFTER ONE YEAR.
STAKE BEYOND EDGE OF ROOTBALL.

ROOT COLLAR TO BE
SET 100mm ABOVE
FINISHED GRADE.

TAPER TO BLEND NATURALLY WITH FINISHED GRADE

TOPSOIL MIXTURE AS PER SPECIFICATIONS

COMPACTED
ROOTBALL
SUPPORT PAD

2300

ROOTBALL
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