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LANDSCAPE DETAILS
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TYPICAL PEDESTRIAN CONCRETE PAVING ON GRADE
SECTION SCALE 1:10

D4

L5001

TYPICAL UNIT PAVING ON CONCRETE BASE AT GRADE
SECTION SCALE 1:10
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L5001

TYPICAL CONCRETE PLANTER CURB ON GRADE
SECTION SCALE 1:10
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L5001

TYPICAL TACTILE ATTENTION INDICATOR
SECTION SCALE 1:10
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L5001

TYPICAL ARTIFICIAL TURF ON GRADE AT ANIMAL RELIEF AREA
SECTION SCALE 1:10
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NOTES:
1. SAW CUT CONTROL JOINTS AT TYP. SPACING 1500mm MAX.
2. EXPANSION JOINTS AT TYP. SPACING  AS INDICATED ON LAYOUT PLANS.
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JOINT
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5mm CHAMFER
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ENSURE FLUSH
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SYNTHETIC TURF SYSTEM

50mm DEPTH
60mm-100mm
CLEANAGGREGATE
100mm DEPTH 3/4"
TURF AGGREGATE

200mm FLYASH
UNDER TURF GRAVEL
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CONCRETE
PAVING
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PANEL DRAIN

GEOTEXTILE FABRIC,
COVER ENTIRE
SUBGRADE

SLOPE SUBGRADE @ 7%
TOWARDS COLLECTOR
TRENCH

COMPACTED SUBGRADE

PRESSURE TREATED 2X4 ANCHOR TO
CONCRETE CURB @ 600mm O.C
W/ 1/2"Ø STAINLESS
STEEL EXPANSION ANCHORS

6" PERFORATED COLLECTOR
SUB-DRAIN CONNECTED TO
NEAREST CATCH BASIN

INSTALL FILTER FABRIC
BELOW AGGREGATE BASE
COURSE AND AT BOTTOM &
SIDES OF TRENCH

GRANULAR 'A'

EXPANSION JOINT

ENSURE FLUSH TRANSITION
BETWEEN FLUSH CONCRETE
CURB, ARTIFICIAL TURF, AND
ADJACENT CONCRETE PAVING
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TYPICAL BOLLARDS AT DROP-OFF
SECTION SCALE 1:10

300

FINISHED GRADE
CONCRETE PAVING

FINISHED GRADE
DEPRESSED ROAD CURB
SEE CIVIL DWGS
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C.I.P. CONCRETE FOOTING
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ENGINEERED SHOP DRAWINGS
FOR REVIEW AND APPROVAL
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REFER TO STRUCTURAL DRAWING.
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TYPICAL RUBBER SAFETY SURFACE ON GRADE
SECTION SCALE 1:10
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30 mm WEAVING
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FINISHED GRADE
RUBBER SAFETY
SURFACE

FINISHED GRADE
CONCRETE PAVING

FILTER FABRIC

SUBGRADE

NOTE:
- ENSURE FLUSH TRANSITION BETWEEN CONCRETE PAVING AND

RUBBER SAFETY SURFACE.
- DEPTH OF SAFETY SURFACE TO BE DETERMINED BY FALL ZONE

REQUIREMENT
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TYPICAL CAST IN PLACE RETAINING WALL AT LEVEL 2 PLAYGROUND AND EXISTING CHEO
IMAGE SCALE 1:20
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TYPICAL VEHICULAR CONCRETE PAVING ON GRADE
SECTION SCALE 1:10
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TYPICAL VEHICULAR CONCRETE PAVING ON SLAB
SECTION SCALE 1:10

SAW CUT CONTROL
JOINT

EXPANSION JOINT

NOTES:
1. REFER TO CIVIL FOR VEHICULAR DETAILS AND CONCRETE MIX TYPE.
2. SAW CUT CONTROL JOINTS AT TYP. SPACING 1500mm MAX.
3. EXPANSION JOINTS AT TYP. SPACING 4500mm MAX.
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W/ REINFORCING

GRANULAR 'A'

GRANULAR 'B'

SUBGRADE

X X X X

SAW CUT CONTROL
JOINT

EXPANSION JOINT

NOTES:
1. REFER TO CIVIL FOR VEHICULAR DETAILS AND CONCRETE MIX TYPE.
2. SAW CUT CONTROL JOINTS AT TYP. SPACING 1500mm MAX.
3. EXPANSION JOINTS AT TYP. SPACING 4500mm MAX.
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ROOF ASSEMBLY
SEE ARCH
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TYPICAL UNIT PAVERS ON SLAB
SECTION SCALE 1:10

CUSHION LAYER

ROOF ASSEMBLY
SEE ARCH. DWGS.
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30 mm WEAVING
COURSE

NOTE: RUBBER SAFETY SURFACE TO MEET
REQUIRED DEPTHS FOR FALL HEIGHTS FROM
INSTALLED EQUIPMENT. TOTAL RUBBER SAFETY
SURFACE DEPTH VARIES BETWEEN 30-120mm.
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TYPICAL RUBBER SAFETY SURFACE ON SLAB
SECTION SCALE 1:10
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TYPICAL COBBLESTONE ON SLAB
SECTION SCALE: 1:10
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COBBLE STONE

BEDDING SAND

HIGH PERFORMENCE
BEDDING MATERIAL
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SEE ARCH. DWGS.
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TYPICAL ARTIFICIAL TURF ON SLAB 
SECTION NOT TO SCALE
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PLANTING AREA

COMPACTED
GRANULAR 'A'

REINFORCING
2-15M CONT.
50mm MIN COVER

5mm CHAMFER

C.I.P. CONCRETE CURB
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15
0

500

EXPANSION JOINT

10M SPACER BARS AT 500
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PROVIDE SAWCUTS @ 6000mm
MAX. O/C USING 12mm JOINT
FILLER SET BACK FROM FACE
6mm. FINISH EDGES TO A 6mm
RADIUS.
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NOTE: CURB WIDTH VARIES 200-400mm. REFER TO LANDSCAPE
LAYOUT PLANS.
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TYPICAL FLUSH CONCRETE CURB
SECTION SCALE: 1:10
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TYPICAL METAL PLANTER ON SLAB TYPE ONE - BOTTOMLESS
IMAGE SCALE 1:20
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FINISHED GRADE SOD

5mm CHAMFER, TYP.

POURED IN PLACE CONCRETE.
SEE STRUCTURAL

ENGINEERED BACKFILL
SEE STRUCTURAL

FINISHED GRADE
CONCRETE PAVING

NOTES:
- REFER TO GRADING PLAN FOR WALL HEIGHTS
- FOR CONCRETE MIX TYPE REFER TO STRUCTURAL
- CONTRACTOR TO PROVIDE SMOOTH FINISH ON EXPOSED

PORTIONS OF WALL
- CONTRACTOR TO PROVIDE ENGINEERED SHOP DRAWINGS

FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION

15M@400 VEF
15M@400 HEF

DOWELS TO MATCH VERT.
REINFORCING

15@300 TSW

SUBGRADE

15M@400 BLW

15M@400 BSW

100mm DIA PERFORATED PVC
DRAINAGE PIPE C/W FILTER
CLOTH, CONNECT TO NEAREST
CB OR AD

GUARDRAIL SEE ARCH.
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NOTES:
1. REINFORCING TO BE EPOXY COATED.
2. CONTRACTOR TO INSTALL FREE DRAINING STONE AROUND DRAINS.
3. SNAP TIE HOLES TO ALIGN WITH EACH OTHER BOTH VERTICALLY & HORIZONTALLY.
4. PROVIDE 13mm EXPANSION JOINTS @ 6000mm O/C. PREMOULDED JOINT FILLER

(CERAMAR BY W.R. MEADOWS OR EQUAL) ON F.B.P / ON ASPHALT IMPREGNATED
FIBREBOARD.

5. PROVIDE CONTROL JOINTS @ 3000mm O/C.
6. EXPANSION & CONTROL JOINT TO BE SQUARE & CLEAN (NO FILLET ON JOINT).

FILLET / CHAMFER TO BE ONLY ON TOP FRONT FACE OF PLANTER WALLS.
7. CONTRACTOR TO PROVIDE SMOOTH FINISH ON EXPOSED PORTIONS OF WALL
8. FOR WALL HEIGHT, SEE LANDSCAPE GRADING PLANS.
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C.IP. CONCRETE PLANTER WALL

FILTER FABRIC

WEEP HOLES FOR
DRAINAGE SPACED
1500mm O.C.

WALL LIGHT - SEE ELECT.

50mm RIGID INSULATION
10@250H

ROOF ASSEMBLY
SEE ARCH
CONCRETE SLAB
SEE STRUCTURAL.
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TYPICAL CONCRETE PLANTER WALL ON SLAB
IMAGE SCALE 1:20
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FINISHED GRADE MATERIAL
VARIES

NOTES:
1. FOR WALL HEIGHT, SEE LANDSCAPE GRADING PLANS.
2. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR REVIEW

AND APPROVAL.
3. COLOURS OF PLANTER TO BE SELECTED BY CONSULTANT

BASED ON AVAILABLE RANGE BY GREEN THEORY.

PLANTING AREA

FILTER FABRIC TO EXTEND
ALONG BOTTOM OF PLANTER

WEEP HOLES FOR DRAINAGE
SPACED 1500mm O.C.

WALL LIGHT - SEE ELECT.
METAL BOTTOMLESS PLANTER

ROOF ASSEMBLY
SEE ARCH

STRUCTURAL GUSSET BEYOND
SPACING VARIES
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TYPICAL METAL PLANTER ON SLAB TYPE TWO
IMAGE SCALE 1:10
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NOTES:
1. FOR WALL HEIGHT, SEE LANDSCAPE GRADING PLANS.
2. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR REVIEW

AND APPROVAL.

PLANTING AREA

FILTER FABRIC

WEEP HOLES FOR DRAINAGE
SPACED 1500mm O.C.

INTEGRATED WALL LIGHT
SEE ELECT.

METAL PLANTER

ROOF ASSEMBLY
SEE ARCH

STRUCTURAL GUSSET BEYOND
SPACING VARIES
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BEDDING SAND

CONCRETE
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FINISHED GRADE
UNIT PAVERS
SEE SPECIFICATIONS

GREEN THEORY METAL PLANTERS WITH INTEGRATED LIGHTING

PLANTERS TO BE PRODUCED BY GREEN THEORY,
1523 BELL MILL SIDE ROAD
TILLSONBURG, ON
N4G 2R9

FINISHED GRADE -
UNIT PAVERS WITH
POLYMERIC JOINTING
SAND, SEE
SPECIFICATIONS

BEDDING SAND, SEE
SPECIFICATIONS
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ROOF ASSEMBLY
SEE ARCH. DWGS.
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GRANULAR 'A'
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FINISHED GRADE - MATERIAL
VARIES. ENSURE FLUSH
TRANSITION BETWEEN
CONCRETE PAVING AND
ADJACENT MATERIAL.

GRANULAR 'A'

CONCRETE  PAVING BAND.
FOR SAW CUT CONTROL
JOINTS SEE  LAYOUT PLAN
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FINISHED GRADE - MATERIAL
VARIES.  ENSURE FLUSH
TRANSITION BETWEEN
CONCRETE PAVING AND
ADJACENT MATERIAL.

ROOF ASSEMBLY
SEE ARCH. DWGS.
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TYPICAL FLUSH CONCRETE CURB
SECTION SCALE: 1:10

C.IP. CONCRETE PLANTER
CURB

5mm CHAMFER

EXPANSION JOINT

FINISHED GRADE - MATERIAL VARIES

EPOXY COATED REBAR

POSITIVE SLOPE TO DRAIN

GREEN ROOF PLANTING SEE ARCH.

ROOF ASSEMBLY
SEE ARCH. DWGS.
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TYPICAL CONCRETE PLANTER CURB ON SLAB
SECTION SCALE 1:10
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TYPICAL CONCRETE RAMP ON SLAB
SECTION
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EMBEDDED HANDRAIL
100MM & SEAL OPENING
WITH NON-SHRINK CEMENT
GROUT TO MATCH ADJACENT
CONCRETE COLOR

FINISHED GRADE
CONCRETE PAVING

GRANULAR 'A'

19mm THICK
316 ALLOY STAINLESS
STEEL HANDRAIL

C.I.P. 100mm CONCRETE
CURB

NOTES:
1. CONTRACTOR TO PROVIDE STAMPED ENGINEERED SHOP DRAWINGS FOR
APPROVAL PRIOR TO MANUFACTURING.
2. HANDRAIL TO BE CONSTRUCTED IN ACCORDANCE WITH OPSD AND AODA.
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