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1875 MAPLE GROVE RD

ZONING - R3YY

100-106 GRENADINE ST

ZONING - R3YY
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BENSINGER WAY

MAPLE GROVE ROAD

ROAD WIDENING ALLOWANCE 0.9M
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1869 MAPLE GROVE RD

ZONING - R3YY

(MAX. HEIGHT 12.0m)
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BLOCK 1

BLOCK 3

1

BLOCK 2

TREES TO BE PLANTED 1500mm WEST OF THE DRIVEWAYS & 1200mm

SOUTH OF THE PROPERTY LINE

TREES TO BE PLANTED 1500mm EAST OF THE DRIVEWAYS & 1200mm

NORTH OF THE PROPERTY LINE

600mmm WEST OF THE EAST

PROPERTY LINE AND 1200mm

SOUTH OF THE PROPERTY LINE
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TREE TO BE PLANTED 1200mm

NORTH OF THE SOUTH

PROPERTY LINE AND 600 EAST

OF THE WEST PROPERTY LINE

10m0

1:250

4 82 6

1500

3

1

PLACE 1/3 OF ROOT BALL ABOVE GRADE. CUT AND REMOVE

BURLAP AND WIRE BASKET FROM TOP 1/3 OF ROOTBALL

WITHOUT DISTURBING ROOTS.

150x150mm (MIN) SAUCER. FILL WITH 100mm

MULCH

2400mm LONG x 75mmØ TIMBER TREE STAKE PLACED

OUTSIDE ROOTBALL.

TAPER TO BLEND NATURALLY WITH FINISH GRADE

TOPSOIL MIXTURE (SEE SPECIFICATIONS)

COMPACTED ROOTBALL SUPPORT PAD

ROOTBALL

FINISH GRADE

'NATURETIE' BIODEGRADABLE TREE TIE.

SPACERS

PREVAILING WIND

RODENT PROTECTION

50 x 150 FRONT RAILS.  SPAN KING POST TO KING POST MIN

25 x 150 TOP AND BOTTOM

25 x 150 FENCE BOARDS WITH 6mm GAPS.

FASTEN WITH 2 SCREWS PER BOARD TOP AND BOTTOM

150 x150 KING POST @ 4500mm 0.C.

SONOTUBE FORMED CONCRETE FOOTINGS

200mmØ - INTERMEDIATE POSTS

300mmØ - KING POSTS

25 x 150

COMPACTED BACKFILL

12  x 6 DEEP ROUT ALL AROUND

2- 100 x 100 INTERMEDIATE POSTS.@ 1500mmO.C.

BETWEEN KING POSTS. SLOPE TOP 30º

4500

TOP RAIL

BOTTOM RAIL

MID RAIL

KING POST INTERMEDIATE POST

FINISHED GRADE

50 min., 150 max.
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1869 MAPLE GROVE, OTTAWA ON

LANDSCAPE PLAN
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JAMES B. LENNOX & ASSOCIATES INC.
LANDSCAPE            ARCHITECTS
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DRAWING

No. Issue
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ISSUED FOR SITE PLAN APPROVAL
1
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DR CK

1. It is the responsibility of the appropriate contractor or official to report any errors, omissions or discrepancies on this plan with actual site conditions to the

Landscape Architect before proceeding with construction.

2. The contractor is to notify all utility companies and authorities prior to any excavation and ascertain locations of underground services.

3. The contractor is to reinstate all areas and items damaged as a result of construction activity.

4. The contractor is to comply with all pertinent codes and by-laws.

5. The contractor is to maintain a positive surface run-off throughout the entire construction period.

6. The Landscape Architect is not responsible for subsurface conditions.

7. The contractor is to identify all existing trees to remain on site with the Landscape Architect prior to construction.

8. The contractor is to stake the proposed location of all plant material in conjunction with the Landscape Architect prior to excavation.

9. Minimum distances for selected deciduous trees are as follows:

- Building Foundations 7.5m

- Sidewalks 1.5m

- Public Streets 2.5m

- Underground Infrastructure 2.0m

10. All trees within 1m of underground utility trenches are to be excavated by hand.

11. Remove all protective wrapping from tree trunks after installation.

12. Staking of trees shall only be performed if necessary.

13. Ensure that mulch is pulled back a min. distance of 75mm from base of tree trunk.
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1869 MAPLE GROVE

Acer saccharum /

Sugar Maple

60mm ø  B&B

PROPOSED TREES - DECIDUOUS QTY

3

NEW 1.5m Ht. WOOD

SCREEN FENCE

Acer x freemanii /

Freeman's Maple

60mm ø  B&B

6

Celtis occidentalis /

Common Hackberry

60mm ø  B&B

5

Gledistia triacanthos

'Shademaster /

Shademaster Honey Locust

60mm ø  B&B

5
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DECIDUOUS TREE PLANTING
SCALE: NTS

3
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1.5m Ht. WOOD SCREEN FENCE
SCALE: NTS

PROPOSED

INTERLOCK PAVER

WALKWAY

AutoCAD SHX Text
6

AutoCAD SHX Text
106.88

AutoCAD SHX Text
SPK(SET)

AutoCAD SHX Text
7

AutoCAD SHX Text
106.85

AutoCAD SHX Text
SPK(SET)

AutoCAD SHX Text
T\G=107.50

AutoCAD SHX Text
CB

AutoCAD SHX Text
107.16

AutoCAD SHX Text
WV

AutoCAD SHX Text
107.30

AutoCAD SHX Text
107.42

AutoCAD SHX Text
107.51

AutoCAD SHX Text
107.37

AutoCAD SHX Text
107.29

AutoCAD SHX Text
107.20

AutoCAD SHX Text
106.95

AutoCAD SHX Text
106.90

AutoCAD SHX Text
106.85

AutoCAD SHX Text
106.52

AutoCAD SHX Text
106.62

AutoCAD SHX Text
106.66

AutoCAD SHX Text
106.67

AutoCAD SHX Text
106.76

AutoCAD SHX Text
107.21

AutoCAD SHX Text
107.01

AutoCAD SHX Text
106.83

AutoCAD SHX Text
106.67

AutoCAD SHX Text
106.70

AutoCAD SHX Text
107.34

AutoCAD SHX Text
107.26

AutoCAD SHX Text
107.17

AutoCAD SHX Text
106.97

AutoCAD SHX Text
106.87

AutoCAD SHX Text
106.94

AutoCAD SHX Text
107.23

AutoCAD SHX Text
FH

AutoCAD SHX Text
107.31

AutoCAD SHX Text
107.31

AutoCAD SHX Text
107.27

AutoCAD SHX Text
107.24

AutoCAD SHX Text
107.20

AutoCAD SHX Text
107.18

AutoCAD SHX Text
Movable

AutoCAD SHX Text
Shed

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
SWC

AutoCAD SHX Text
Gravel

AutoCAD SHX Text
Gravel

AutoCAD SHX Text
CLF

AutoCAD SHX Text
CLF

AutoCAD SHX Text
Approximate Centreline of Road

AutoCAD SHX Text
Top of Concrete Curb

AutoCAD SHX Text
Edge of Asphalt

AutoCAD SHX Text
Edge of Asphalt

AutoCAD SHX Text
Porch

AutoCAD SHX Text
No. 301

AutoCAD SHX Text
No. 1875

AutoCAD SHX Text
RWC 0.02 East

AutoCAD SHX Text
LOT                  1

AutoCAD SHX Text
CONCESSION                   1

AutoCAD SHX Text
GEOGRAPHIC        TOWNSHIP      OF     HUNTLEY

AutoCAD SHX Text
No. 114

AutoCAD SHX Text
Grenadine Street

AutoCAD SHX Text
No. 108

AutoCAD SHX Text
Grenadine Street

AutoCAD SHX Text
(Foundation Noted)

AutoCAD SHX Text
(Foundation Noted)

AutoCAD SHX Text
34.17

AutoCAD SHX Text
34.28

AutoCAD SHX Text
26.96

AutoCAD SHX Text
26.80

AutoCAD SHX Text
No. 106

AutoCAD SHX Text
Grenadine Street

AutoCAD SHX Text
(Foundation Noted)

AutoCAD SHX Text
BLOCK               21

AutoCAD SHX Text
T\G=107.40

AutoCAD SHX Text
CB

AutoCAD SHX Text
Concrete Curb

AutoCAD SHX Text
Edge of Asphalt

AutoCAD SHX Text
BH

AutoCAD SHX Text
106.85

AutoCAD SHX Text
BH

AutoCAD SHX Text
106.64

AutoCAD SHX Text
UP

AutoCAD SHX Text
LS

AutoCAD SHX Text
LS


	Sheets and Views
	Maple Grove L.1-L.1


