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MODIFIED 24.0m RIGHT OF WAY

NOTES:

LC

1. REFERENCE STANDARD NOTES ROAD ALLOWANCE (DGN:ROW-NOTES).

2. AT CATCH BASIN AND HYDRANT LOCATIONS THE GAS MAIN SHALL HAVE A MINIMUM 0.6m
CLEARANCE FROM STRUCTURES.

3. ALL PEDESTALS TO BE INSTALLED IN LINE WITH HYDRO TRANSFORMERS OR ON SIDE OF
TRENCH AWAY FROM ROAD.

4. REQUIREMENT FOR PROTECTIVE BOLLARDS AT TRANSFORMERS SHALL BE DETERMINED BY
HYDRO ON A CASE BY CASE BASIS.

5. HYDRO DUCTS & COMMUNICATION DUCTS (ENCASED) TYPICALLY REQUIRED ON ONE SIDE
OF R.O.W. ONLY.  PROVIDE 1.0m COVER ON ALL CONCRETE ENCASED DUCTS.

6. CONCRETE CURBS MAY BE BARRIER TYPE OR MOUNTABLE TYPE, CATCH BASIN TYPE WILL
SUIT CURB DESIGN. SEE SEWER DESIGN GUIDELINES FOR CATCHBASIN PREFERENCE.
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