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SILT SACK DETAIL
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DH INSULATION
THICKNESS

INSULATION MINIMUM WIDTH (W)

W= INSULATION WIDTH
D= PIPE DIAMETER 
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ALL DIMENSIONS IN MILLIMETERS

H= DEPTH OF COVER

H ≥ 1000 : HI-40 (276 KPa)
H < 1000 : HI-60 (414 KPa)

SURFACE

STYROFOAM
HI

BEDDING MATERIAL

BACKFILL

H

D2

THERMAL INSULATION FOR
SEWER IN SHALLOW TRENCHES

W

150

D

N.T.S.

D3

PERFORATED PIPE INSTALLATION
UNDERNEATH SWALE

CL

150mm
MIN.

25mm CLEAR STONE

75mm

MAXIMUM 3:1 SLOPES

100mm TOPSOIL

TRENCH WIDTH AS
PER OPSD 802.010

APPROVED HDPE PERFORATED
SMOOTH INNER WALL PIPE

WITH FILTER SOCK 250mm MIN

NOTES:

1. SIDE SLOPE OF SWALE - MIN. 1.5%, MAX 3:1.
2. UNDER PAVEMENT STRUCTURE NON PERFORATED PIPE TO BE USED WITH 75mm

BEDDING AND BACKFILLED WITH APPROVED NATIVE MATERIAL.
3. GEOTEXTILE SHALL BE APPROVED NON-WOVEN CLASS 1 OR AS SPECIFIED.

GEOTEXTILE
(300mm OVERLAP ON TOP)

150mm
MIN.
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