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 General Notes

1. This drawing to be read in conjunction with architectural drawings
and other consultants drawings. Specifically refer to the tree conservation
prepared  and report prepared by IFS Associates and servicing and grading
plan prepared by W.Elias and Associates Consulting Engineers.
2. It is the responsibility of the appropriate contractor or official to report
any errors, omissions or discrepancies in this plan with actual conditions or
other consultant' plans prior to commencing work. The Landscape Architect
is not responsible for subsurface conditions.
3. It is the responsibility of the appropriate contractor to obtain all
required permits and to obey all local bylaws and regulations.
4. It is the responsibility of the appropriate contractor to determine the
location of all underground services before the start to include: telephone
cables, cable television, hydro cables, lights and power lines, weeping tiles,
storm and sanitary sewers, natural gas lines, irrigation lines, etc.
5. The contractor is to reinstate all areas and items damaged as a
result of construction activities.
6. Plant substitutions will not be accepted without prior approval of the
Landscape Architect in   writing.
7. Positive drainage to be maintained at all times away from the
building. This drawing not to be used for grading, refer to engineer's
drawing for grading.
8. Base information for this plan was prepared using the survey plan
prepared by Annis O'Sullivan Vollebeck Ltd. November 2021.

AutoCAD SHX Text
MAINTENANCE STRIP

AutoCAD SHX Text
BENCHES

AutoCAD SHX Text
FREE STANDING GARDEN WALL. REFER TO ARCH. DWGS

AutoCAD SHX Text
SAFETY RAILING TO MEET CODE ATOP OF THE WALL. SEE ARCH. DWGS

AutoCAD SHX Text
HEDGE TO BE REMOVED

AutoCAD SHX Text
HEDGE TO BE REMOVED

AutoCAD SHX Text
PROPOSED 7FT HIGH WOOD FENCE

AutoCAD SHX Text
PROPOSED 7FT HIGH WOOD FENCE

AutoCAD SHX Text
OHW

AutoCAD SHX Text
OHW

AutoCAD SHX Text
OHW

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
DRIVEWAY

AutoCAD SHX Text
DRIVEWAY

AutoCAD SHX Text
DRIVEWAY

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
BALCONY

AutoCAD SHX Text
BALCONY

AutoCAD SHX Text
BALCONY

AutoCAD SHX Text
BALCONY

AutoCAD SHX Text
RIVER ROCK UNDER BALCONY

AutoCAD SHX Text
O

AutoCAD SHX Text
J

AutoCAD SHX Text
O

AutoCAD SHX Text
H

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
Z

AutoCAD SHX Text
C

AutoCAD SHX Text
Z

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
A

AutoCAD SHX Text
K

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
M

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
I

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
D

AutoCAD SHX Text
S

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
P

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
2022-05 3055 RICHMOND ROAD 2022-08-29.DWG ISSUED ON:Monday, August 29, 2022 2:04:55 PM  ISSUED ON:Monday, August 29, 2022 2:04:55 PM Monday, August 29, 2022 2:04:55 PM 

AutoCAD SHX Text
O.C. SPACING

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
4"

AutoCAD SHX Text
REMOVE ALL NURSERY TAGS

AutoCAD SHX Text
FINISHED GRADE AROUND PERENNIAL TO BE THE SAME AS GRADE OF PERENNIAL IN POT

AutoCAD SHX Text
4" MIN. DEPTH OF SHREDDED BARK OR HARDWOOD MULCH OVER AREA OF PLANTING BED

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
ENSURE FULL CONTACT BETWEEN ROOT BALL AND TOPSOIL MIX

AutoCAD SHX Text
MIN. 14" DEPTH  IN CONTINUOUS BEDS OF COMPACTED PLANTING MIX TO MATCH LIMIT OF PLANT BEDS IN DRAWINGS

AutoCAD SHX Text
EXISTING SUBGRADE

AutoCAD SHX Text
SPECIFICATIONS: 1. TOPSOIL MIX. SEE SPEC. TOPSOIL MIX. SEE SPEC. 2. WATER THOROUGHLY AFTER INSTALLATION. WATER THOROUGHLY AFTER INSTALLATION. 3. IF CONTAINER IS NON-ORGANIC REMOVE COMPLETELYIF CONTAINER IS NON-ORGANIC REMOVE COMPLETELY

AutoCAD SHX Text
3

AutoCAD SHX Text
L.4

AutoCAD SHX Text
6" MIN. DEPTH  "-1.5" DIA. SMOOTH 34"-1.5" DIA. SMOOTH WELL ROUNDED WASHED RIVER STONE

AutoCAD SHX Text
FINISHED GRADE OF GARDEN BED

AutoCAD SHX Text
TERR270R GEOTEXTILE OR APPROVED ALTERNATE

AutoCAD SHX Text
SUBGRADE COMPACTED TO 95% SPD

AutoCAD SHX Text
6" COMPACTED GRANULAR 'A' 

AutoCAD SHX Text
OPTION 1. GARDENIA WALL SYSTEM MANUFACTURED BY OAKS SET 2" ABOVE GARDEN BED COLOUR GREYSTONE

AutoCAD SHX Text
2% SLOPE AWAY FROM HOUSE FOUNDATION OR MIN. 1% SLOPE TOWARDS THE STREET AT EAST  PROPERTY LINE

AutoCAD SHX Text
4

AutoCAD SHX Text
L.4

AutoCAD SHX Text
PRUNE ONLY DEAD, DAMAGED OR DISEASED BRANCHES. REMOVE ALL NURSERY TAGS, PLASTIC OR METAL  

AutoCAD SHX Text
FINISHED GRADE AROUND SHRUB TO BE THE SAME AS GRADE OF SHRUB IN POT

AutoCAD SHX Text
MULCH WITH SHREDDED PINE BARK TO MIN. DEPTH OF 4" OVER AREA OF SAUCER OR BED

AutoCAD SHX Text
CONSTRUCT EARTH SAUCER 4" DEEP AROUND SHRUB OR BED

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
MIN.	14" DEPTH  IN CONTINUOUS BEDS 14" DEPTH  IN CONTINUOUS BEDS OF COMPACTED PLANTING MIX TO MATCH LIMIT OF PLANT BEDS IN DRAWINGS

AutoCAD SHX Text
SLIT SIDES AND REMOVE BOTTOM OF FIBRE POTS BEFORE PLANTING. BREAK SIDES TO BELOW GRADE AFTER PLANTING

AutoCAD SHX Text
SPECIFICATIONS: 1. TOPSOIL MIX. SEE SPEC. TOPSOIL MIX. SEE SPEC. 2. SYNTHETIC BURLAP IS NOT ALLOWED. SYNTHETIC BURLAP IS NOT ALLOWED. 3. WATER THOROUGHLY AFTER INSTALLATION. WATER THOROUGHLY AFTER INSTALLATION. 4. CUT & REMOVE TOP 1/3 OF ROPE AND BURLAP FROM ROOT CUT & REMOVE TOP 1/3 OF ROPE AND BURLAP FROM ROOT BALL. IF CONTAINER IS NON-ORGANIC REMOVE COMPLETELY 5. SCARIFY SUBGRADE PIT BOTTOM AND SIDES TO MIN. 6"SCARIFY SUBGRADE PIT BOTTOM AND SIDES TO MIN. 6"

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
2

AutoCAD SHX Text
L.4

AutoCAD SHX Text
DO NOT DAMAGE OR CUT LEADER. TRIM BRANCHES TO RETAIN NATURAL SHAPE AND REMOVE BROKEN OR CROSSOVER LIMBS. REMOVE ALL NURSERY TAGS, PLASTIC OR METAL   

AutoCAD SHX Text
TWINE TIE OR APPROVED ALTERNATE. TWINE TIE TO BE SECURED TIGHTLY TO STAKE BUT LOOSELY AROUND TREE TRUNK

AutoCAD SHX Text
2" X 2" WOODEN STAKE. STAKE SHALL NOT INTERFERE WITH BRANCHES OR ROOTBALL

AutoCAD SHX Text
4" DIA. BLACK PLASTIC PVC PERFORATED PIPE 18" LONG SET ON GRADE. SLIT ON SIDE. INSTALLED PRIOR TO MULCHIING 

AutoCAD SHX Text
SET TOP OF ROOT BALL SLIGHTLY ABOVE EXISTING GRADE TO ALLOW FOR SETTLEMENT

AutoCAD SHX Text
CONSTRUCT EARTH SAUCER 4" DEEP AND 4" BEYOND EDGE OF ROOT BALL  

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
MULCH WITH SHREDDED PINE BARK TO MIN. DEPTH OF 4" OVER AREA OF SAUCER

AutoCAD SHX Text
COMPACTED TOPSOIL MIX

AutoCAD SHX Text
ROOT BALL

AutoCAD SHX Text
SPECIFICATIONS: 1. TOPSOIL MIX. SEE SPEC. TOPSOIL MIX. SEE SPEC. 2. IF ROOT BALL HAS WIRE BASKET, CUT BASKET IN FOUR IF ROOT BALL HAS WIRE BASKET, CUT BASKET IN FOUR PLACES AND FOLD DOWN 8" INTO PLANTING PIT. 3. DO NOT STAKE THROUGH ROOT BALL. DO NOT STAKE THROUGH ROOT BALL. 4. WATER THOROUGHLY AFTER INSTALLATION. WATER THOROUGHLY AFTER INSTALLATION. 5. CUT AND REMOVE TOP   OF ROPE AND BURLAP FROM CUT AND REMOVE TOP   OF ROPE AND BURLAP FROM 13 OF ROPE AND BURLAP FROM ROOT BALL. 6. REMOVE STAKES AND TWINE TIES TWO YEARS AFTER REMOVE STAKES AND TWINE TIES TWO YEARS AFTER INSTALLATION. 7. SCARIFY SUBGRADE PIT BOTTOM AND SIDES TO MIN. 6". SCARIFY SUBGRADE PIT BOTTOM AND SIDES TO MIN. 6". 8. DOUBLE STAKE TREE WITH ORIENTATION N.W TO S.EDOUBLE STAKE TREE WITH ORIENTATION N.W TO S.E

AutoCAD SHX Text
4"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
4"

AutoCAD SHX Text
L.4

AutoCAD SHX Text
1

AutoCAD SHX Text
UNDISTURBED SUBSOIL

AutoCAD SHX Text
8" GRANULAR 'A' BASE COMPACTED TO 95 PERCENT FOR WALKWAY AND PATIO AREAS.

AutoCAD SHX Text
UNIT PAVERS

AutoCAD SHX Text
JOINTS BETWEEN PAVERS TO BE SWEPT WITH FINE SAND AND TAMPED INTO PLACE ONCE INSTALLATION IS COMPLETED

AutoCAD SHX Text
SNAP EDGE OR APPROVED EQUIVALENT TO BE USED ON ALL EDGES WHERE PAVERS ARE EXPOSED. 10" GALVANIZED SPIKES TO BE PLACED AT LEAST EVERY 2'-0"

AutoCAD SHX Text
1" SAND BEDDING COURSE TO RECEIVE PAVERS

AutoCAD SHX Text
TOP SOIL SLOPED AWAY FROM PAVING - ENSURE SNAP EDGE IS A MINIMUM OF 1.5" BELOW GRADE

AutoCAD SHX Text
6

AutoCAD SHX Text
L.4


