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AS NOTED

2021-10-28

1. All general site information and conditions compiled from
architect's and engineer's plans and surveys.

2. Do not scale this drawing.

3. Report any discrepancies prior to commencing work. No
responsibility is born by the Landscape Architect for
unknown subsurface conditions.

4. Reinstate all areas and items damaged as a result of
construction activities to the satisfaction of the
Landscape Architect.

5. Drawing may not be used for construction until signed by
Landscape Architect as issued for construction.

6. The accuracy of the position of utilities is not
guaranteed.

7. Individual utility co. must be contacted for confirmation
of utility existence and location prior to digging.

8. This drawing is an instrument of service and requires the
permission of the Landscape Architect for use. Copyright
is reserved by the Landscape Architect, David M.
Lashley.
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PLANT LIST
DICIDUOUS TREES

KEY QTY BOTANICAL NAME COMMON NAME SPACING SIZE COMMENTS
AS 7 Acer saccharum Sugar Maple - 50 mm CAL W.B
AC 3 Amelanchier laevis Allegheny Serviceberry - 50 mm CAL W.B

CO 8 Celtis occidentalis Hackberry - 50 mm CAL W.B

QM 5 Quercus macrocarpa Bur Oak - 50 mm CAL W.B

CONIFEROUS TREES
KEY QTY BOTANICAL NAME COMMON NAME SPACING SIZE COMMENTS

PG 3 Picea glauca White Spruce - 1.8m ht. W.B
SHRUBS
KEY QTY BOTANICAL NAME COMMON NAME SPACING SIZE COMMENTS

Acm 2 Amelanchier canadensis Serviceberry - 150cm ht. Multistem

Sm 40 Symphoricarpos albus Snowberry 1.25m 3 GAL -

PERENIALS
KEY QTY BOTANICAL NAME COMMON NAME SPACING SIZE COMMENTS

Ep 10 Echinacea purpurea Purple Coneflower 75cm 1 GAL -
Ls 8 Liatris spicata Dense Blazing star 60cm 1GAL -

Rf 16 Rudbeckia fulgida Black-Eyed Susan 75cm 1GAL -
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