






































































SYMBOLS AND TERMS 
 

 

SOIL DESCRIPTION 
 
Behavioural properties, such as structure and strength, take precedence over particle gradation in 

describing soils.  Terminology describing soil structure are as follows: 

 
Desiccated - having visible signs of weathering by oxidation of clay                                

minerals, shrinkage cracks, etc. 

Fissured - having cracks, and hence a blocky structure. 

Varved - composed of regular alternating layers of silt and clay. 

Stratified - composed of alternating layers of different soil types, e.g. silt 

and sand or silt and clay. 

Well-Graded - Having wide range in grain sizes and substantial amounts of 

all intermediate particle sizes (see Grain Size Distribution). 

Uniformly-Graded - Predominantly of one grain size (see Grain Size Distribution). 

 
 
The standard terminology to describe the strength of cohesionless soils is the relative density, usually 

inferred from the results of the Standard Penetration Test (SPT) ‘N’ value.  The SPT N value is the 

number of blows of a 63.5 kg hammer, falling 760 mm, required to drive a 51 mm O.D. split spoon 

sampler 300 mm into the soil after an initial penetration of 150 mm. 

 
Relative Density ‘N’ Value Relative Density % 

Very Loose <4 <15 

Loose 4-10 15-35 

Compact 10-30 35-65 

Dense 30-50 65-85 

Very Dense >50 >85 

 

 
The standard terminology to describe the strength of cohesive soils is the consistency, which is based on 

the undisturbed undrained shear strength as measured by the in situ or laboratory vane tests, 

penetrometer tests, unconfined compression tests, or occasionally by Standard Penetration Tests. 

 
Consistency Undrained Shear Strength (kPa) ‘N’ Value 

Very Soft <12 <2 

Soft 12-25 2-4 

Firm 25-50 4-8 

Stiff 

Very Stiff 

50-100 

100-200 

8-15 

15-30 

Hard >200 >30 



SYMBOLS AND TERMS (continued) 

 
 

SOIL DESCRIPTION (continued) 
 
Cohesive soils can also be classified according to their “sensitivity”.  The sensitivity is the ratio between 

the undisturbed undrained shear strength and the remoulded undrained shear strength of the soil. 

 

Terminology used for describing soil strata based upon texture, or the proportion of individual particle 

sizes present is provided on the Textural Soil Classification Chart at the end of this information package. 

 

 

ROCK DESCRIPTION 
 
The structural description of the bedrock mass is based on the Rock Quality Designation (RQD). 

 

The RQD classification is based on a modified core recovery percentage in which all pieces of sound core 

over 100 mm long are counted as recovery.  The smaller pieces are considered to be a result of closely-

spaced discontinuities (resulting from shearing, jointing, faulting, or weathering) in the rock mass and are 

not counted.  RQD is ideally determined from NXL size core.  However, it can be used on smaller core 

sizes, such as BX, if the bulk of the fractures caused by drilling stresses (called “mechanical breaks”) are 

easily distinguishable from the normal in situ fractures. 

 
RQD % ROCK QUALITY 

  

90-100 Excellent, intact, very sound 

75-90 Good, massive, moderately jointed or sound 

50-75 Fair, blocky and seamy, fractured 

25-50 Poor, shattered and very seamy or blocky, severely fractured 

 0-25 Very poor, crushed, very severely fractured 

 

 
SAMPLE TYPES 
 

SS - Split spoon sample (obtained in conjunction with the performing of the Standard 

Penetration Test (SPT)) 

TW - Thin wall tube or Shelby tube 

PS - Piston sample 

AU - Auger sample or bulk sample 

WS - Wash sample 

RC - Rock core sample (Core bit size AXT, BXL, etc.).  Rock core samples are 

obtained with the use of standard diamond drilling bits. 

  
  



SYMBOLS AND TERMS (continued) 
 
 

GRAIN SIZE DISTRIBUTION 

 
MC% - Natural moisture content or water content of sample, % 

LL - Liquid Limit, % (water content above which soil behaves as a liquid) 

PL - Plastic limit, % (water content above which soil behaves plastically) 

PI - Plasticity index, % (difference between LL and PL) 

   

Dxx - Grain size which xx% of the soil, by weight, is of finer grain sizes 

These grain size descriptions are not used below 0.075 mm grain size 

D10 - Grain size at which 10% of the soil is finer (effective grain size) 

D60 - Grain size at which 60% of the soil is finer 

   

Cc - Concavity coefficient     =     (D30)
2
 / (D10 x D60) 

Cu - Uniformity coefficient     =     D60 / D10 

   

Cc and Cu are used to assess the grading of sands and gravels: 

Well-graded gravels have:         1 < Cc < 3     and     Cu > 4 

Well-graded sands have:           1 < Cc < 3     and     Cu > 6 

Sands and gravels not meeting the above requirements are poorly-graded or uniformly-graded. 

Cc and Cu are not applicable for the description of soils with more than 10% silt and clay 

(more than 10% finer than 0.075 mm or the #200 sieve) 

 

CONSOLIDATION TEST 

 
p’o - Present effective overburden pressure at sample depth 

p’c - Preconsolidation pressure of (maximum past pressure on) sample 

Ccr - Recompression index (in effect at pressures below p’c) 

Cc - Compression index (in effect at pressures above p’c) 

   

OC Ratio Overconsolidaton ratio  =  p’c / p’o 

Void Ratio Initial sample void ratio  = volume of voids / volume of solids 

Wo - Initial water content (at start of consolidation test) 

 
 

PERMEABILITY TEST 

 
k - Coefficient of permeability or hydraulic conductivity is a measure of the ability of 

water to flow through the sample.  The value of k is measured at a specified unit 

weight for (remoulded) cohesionless soil samples, because its value will vary 

with the unit weight or density of the sample during the test. 

 

















 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FIGURE 1 
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