
GENERAL SITE PLAN NOTES:

SITE AND BUILDING DATA:

GENERAL NOTES:

1. FOR PAVED SURFACES, GRADING, SITE SERVICING, 
DRAINAGE EROSION AND SEDIMENT CONTROL, REFER 
TO CIVIL DRAWINGS.

2. FOR PLANTING DETAILS, REFER TO LANDSCAPE 
DRAWINGS.

ZONING:

GROSS BUILDING AREA:
1. * (ONTARIO BUILDING CODE DEFINITION): THE TOTAL 

AREA OF ALL FLOORS ABOVE GRADE MEASURED 
BETWEEN THE OUTSIDE SURFACES OF EXTERIOR 
WALLS.  

2. * GROSS FLOOR AREA (CITY OF OTTAWA ZONING 
BYLAW):
DEFINITION FOR THE PURPOSE OF DETERMINING 

PARKING REQUIREMENTS): GROSS LEASABLE FLOOR 
AREA MEANS THE TOTAL FLOOR AREA DESIGNED FOR 
TENANT OCCUPANCY AND EXCLUSIVE USE, MEASURED 
FROM THE INTERIORS OF OUTSIDE WALLS EXCLUDING 
FLOOR AREA OCCUPIED BY PARTY WALLS AND 
EXCLUDING: INTERIOR PARKING / LOADING (DRIVE 
THRU).

3. FLOOR AREA OCCUPIED BY SHARED MECHANICAL, 
SERVICE AND ELECTRICAL EQUIPMENT THAT SERVE THE 
BUILDING; (BY-LAW 2008-326)

4. COMMON HALLWAYS; CORRIDORS; STAIRWELLS, 
ELEVATOR SHAFTS AND OTHER VOIDS; STEPS AND 
LANDINGS; (BY-LAW 2008-326)

5. BICYCLE PARKING; MOTOR VEHICLE PARKING OR 
LOADING FACILITIES; COMMON LAUNDRY, STORAGE AND 
WASHROOM FACILITIES THAT SERVE THE BUILDING OR 
TENANTS;

6. COMMON STORAGE AREAS THAT ARE ACCESSORY TO 
THE PRINCIPAL USE OF THE BUILDING; (BY-LAW 2008-326)

7. COMMON AMENITY AREA AND PLAY AREAS ACCESSORY 
TO A PRINCIPLE USE ON THE LOT; AND (BY-LAW 2008-326) 
LIVING QUARTERS FOR A CARETAKER OF THE BUILDING. 

GM ZONE

ZONING DESIGNATIONS (PART 10):

ZONING PROVISIONS

MINIMUM LOT WIDTH (m):
MINIMUM LOT AREA (m2):
MINIMUM FRONT YARD SETBACK:
MINIMUM REAR YARD SETBACK:
MINIMUM INTERIOR SIDE YARD SETBACK:
MINIMUM CORNER SIDE YARD SETBACK:

VEHICLE PARKING (SECTION 101):

BICYCLE PARKING (SECTION 111):

LOADING ZONE (SECTION 113):

MINIMUM REQUIRED:
NUMBER PROVIDED:

PARKING FOR THE PHYSICALLY DISABLED (PARKING 
BYLAW 2003-530, SECTION 122):

TOPOGRAPHICAL INFORMATION:

PART OF LOT 1
CONCESSSION 8
GEOGRAPHIC TOWNSHIP OF CUMBERLAND
CITY OF OTTAWA

SURVEY BY: ANNIS, O'SULLIVAN, VOLLEBEKK Ltd.

9
10

N/A
N/A
10 m
10 m
3 m
6 m

BUILDING HEIGHT

MAXIMUM (GM ZONES):
PROPOSED:

LANDSCAPING (SECTION 110):

REQUIRED FRONT AND CORNER SIDE YARDS TO BE 
LANDSCAPED, EXCEPT FOR DRIVEWAYS CROSSING THE 
FRONT OR CORNER SIDE YARD LEADING TO PARKING AREA

18 m

WAREHOUSE (0.8/100m) FIRST 5000m2:

WAREHOUSE (0.4/100M) AFTER 5000m2:

(5,000/100m2) x 0.8 = 40

(11,080/100m2) x 0.4 = 45

NEW BUILDING HEIGHT 14.4M

14 m

(*2.)

(*1.)

(*) SEE GROSS BUILDING AREA NOTES 
BELOW

1 PER 2000m2 (WAREHOUSE)

NUMBER PROVIDED:
MINIMUM REQUIRED: 2

1* (* SEE AMENDMENT AS PART OF 
ZONING BY-LAW AMENDMENT)

NUMBER PROVIDED:

MINIMUM REQUIRED: 85

(* SEE AMENDMENT AS PART OF ZONING BY-
LAW AMENDMENT)

MINIMUM REQUIRED: 3 No. [1x TYPE 'A' l 2x TYPE 'B']

NUMBER PROVIDED: 3 No. [1x TYPE 'A' l 2x TYPE 'B']
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1. DO NOT SCALE DRAWINGS; ONLY FIGURED 
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FILE REQUEST FOR INTERPRETATION AND REQUEST 
CLARITY.

2. IT IS THE RESPONSIBILITY OF THE GENERAL 
CONTRACTOR TO VERIFY DIMENSIONS ON SITE; 
REPORT DISCREPANCIES TO THE ARCHITECT 
PROMPTLY.

3. GENERAL CONTRACTOR TO TAKE INTO ACCOUNT 
CONSTRUCTION TOLERANCE; GENERAL CONTRACTOR 
TO COORDINATE THE WORK OF DIFFERENT TRADES TO 
COMPLY WITH DESIGN INTENT.

4. ALL WORK DESCRIBED IN THESE DRAWINGS AND 
SPECIFICATIONS ARE TO COMPLY WITH THE CURRENT 
EDITION OF THE ONTARIO BUILDING CODE (2010) 
INCLUDING MOST RECENT AMMENDMENTS.

5. DRAWINGS AND SPECIFICATIONS ARE 
COMPLEMENTARY AND ARE TO BE READ TOGETHER.

COPYRIGHT

THIS DRAWING IS AN INSTRUMENT OF SERVICE AND IS 
PROTECTED BY COPYRIGHT AND IS THE SOLE PROPERTY 
OF ARCHITECTS DCA INC. COPIES, INCLUDING ELECTRONIC 
COPIES, MAY ONLY BE USED FOR THE PURPOSE INTENDED, 
FOR THE SINGLE PROJECT FOR WHICH THEY ARE ISSUED 
AND MAY NOT BE OFFERED FOR SALE OR TRANSFER 
WITHOUT THE EXPRESS WRITTEN PERMISSION OF THE 
ARCHITECT.
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SITE PLAN

DYMON 5210 INNES ROAD

project north
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SCALE: 1 : 250A100

SITE PLAN1

(*) PARKING PROVIDED: PARKING BAY TYPE: No.

PARK-5.2X2.6 1.SITE PARKING 49

PARK-BF-5-2X3-4-TYPE-A 2. SITE BARR. FREE BAY
TYPE A

1

PARK-BF-5.2X2.6-TYPE-B 3. BARR. FREE BAY TYPE B 2

PARKING TOTAL...................... 52

3271.42 m² 35213.23 ft²

SITE AREA

NEW BUILDING AREA 5585.69 m² 60123.90 ft²

NEW BUILDING AREA 5585.69 m² 60123.90 ft²

-
PARKING LOT

AREA
MIN. LANDSCAPE %

ALLOWED
LANDSCAPING

PROVISION %

LANDSCAPING /
PARKING

1.00 m² 15% 100 %

GROSS FLOOR AREA (GFA 2) - EXCL-INTERIOR LOADING

1. GFA - RECEPTION / RETAIL 1029.14 m² 11077.61 ft²

1.-0 GFA - MECH. 47.50 m² 511.26 ft²

1.-0. GFA -
SELF-ST.-@-DR-AISL

295.05 m² 3175.87 ft²

1.-1.5 GFA - MECH. (+ MEZZ.) 58.75 m² 632.35 ft²

1.-3. GFA - SELF-ST. 13646.62 m² 146891.02 ft²

GFA-TOTAL 15077.06 m² 162288.12 ft²

GROSS FLOOR AREA (GFA) -INTERIOR LOADING

INT. LOADING & PARKING 882.58 m² 9500.05 ft²

LOADING BAY AREA PARKING TYPE: No.

LOAD-3.66*6.7M 4. LOAD.-BARR.-FREE 1

LOAD-2.6*6.7M 5. LOAD.-QUEING-BAY 6

LOADING BAY PARKING TOTAL........... 7

GROSS BUILDING AREA (1) 16861.61 m² 181496.87 ft²

GROSS BUILDING AREA (1) 16861.61 m² 181496.87 ft²

GROSS FLOOR AREA (2) 15077.06 m² 162288.12 ft²

1 ISSUE FOR REVIEW 2022-12-22

2 ISSUE FOR SPA 2023-02-06

3 ISSUE FOR REVIEW 2023-04-12

4 ISSUE FOR SPA - UPDATE 2023-06-19

SCALE: 1 : 1250A100

1-G-FLR2

SCALE: 1 : 1250A100

2-2ND-FLR3

SCALE: 1 : 1250A100

3-3RD-FLR4

DATA-GROSS BLG AREAS (1) - LEVELS

G-FLR 5626.07 m² 60558.52 ft²

MEZZANINE 83.33 m² 896.99 ft²

2ND-FLR 5585.69 m² 60123.90 ft²

3RD-FLR 5566.51 m² 59917.46 ft²

16861.61 m² 181496.87 ft²
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ROOF LEGEND:

NOTES:

1. TPO WALKWAYS SHOWN WITH INTENT TO COORDINATE LOCATION OF TPO 
WALKWAY @ SIDE OF RTUS WITH ACCESS PANELS

2. REFER TO MECHANICAL DRAWINGS FOR GAS LINE AND 
PLUMBING/MECHANICAL PENETRATIONS. SEE 2-3/A540

3. FUTURE SOLAR PANEL SYSTEM, REFER TO MANUFACTURER'S AND/OR 
ELECTRICAL ENGINEER'S DRAWINGS, REFER TO DETAIL 6/A540

RD ROOF DRAIN SEE

SLOPED INSULATION

762mm (2'-6") TPO WALKWAY. 
SEE SPECIFICATIONS

C.SCP.
CONT. 1830mm WIDE 
SCUPPER AT VERTICAL IMP

SEE

SCP. SEETHRU PARAPET SCUPPER AT 
HORIZ. IMP

ROOF OVER ELEVATOR SHAFT. SEE ELEVATOR 
DETAILS.

RH ROOF HATCH SEE

RTU ROOF TOP UNITS SEE

5
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INSULATED METAL PANEL SYSTEM. HORIZONTAL ORIENTATION.

FULL VISION HIGH SPEED ROLL-UP OVERHEAD DOOR C/W MOTOR, TRACK 
AND HARDWARE. SEE SPECIFICATIONS.

INSULATED OVERHEAD DOOR COMPLETE WITH TRACK & HARDWARE 
(REFER TO SPECIFICATIONS).

CURTAIN WALL GLAZING IN THERMALLY BROKEN ANODIZED ALUMINUM 
STOREFRONT FRAMING SYSTEM.
VF- VISION GLAZING: SEE NOTE BELOW

ALUMINUM COMPOSITE MATERIAL PROFILE.

7

ANODIZED ALUMINUM WINDOW SILL TO MATCH CURTAIN WALL BY 
WINDOW SUPPLIER

GALVANIZED BENT STEEL PLATE AROUND 3 SIDES OF OPENING C/W 
PREFINISHED METAL FLASHING.

COMBUSTION AIR INTAKE C/W VENT CAP (RADIANT HEATERS). SEE 
MECHANICAL.

CONCRETE FILLED STEEL PROTECTION BOLLARD. SEE DETAIL.

FIRE DEPARTMENT CONNECTION REFER TO M&E. MAX 900mm, MIN 300mm 
ABOVE GRADE

GALVANIZED STEEL GUARDRAIL AT LOADING RAMP.

GALVANIZED STEEL WALL PROTECTION. PAINTED 'YELLOW'.

PER-FINISHED MECHANICAL LOUVER. REFER TO MECHANICAL.

PREFINISHED ALUMINUM COMPOSITE MATERIAL CAP.

PREFINISHED ALUMINUM COMPOSITE MATERIAL VENTILATED 
SOFFIT.

EXTERIOR WALL PAK LIGHT. CENTERED ON EXIT (IF APPLICABLE). REFER 
TO ELEC. DWGS

PREFINISHED METAL INSULATED METAL PANEL JOINT 
COVER TRIM.

PLACEHOLDER

TRAFFIC LIGHTS. REFER TO ELECTRICAL & SPECIFICATIONS

ALUMINUM COMPOSITE MATERIAL C/W WITH INSULATED METAL PANEL 
FRAME FIXING SYSTEM . SEE SPECIFICATIONS.

HORIZONTAL ACM REVEAL JOINT (38mm) C/W ACM FILLER
PLATE. 

ELECTRICAL LANTERN LIGHTING FIXTURES AND REQUIRED POWER 
CONNECTION. SEE ELECTRICAL

RADIANT HEATER VENT PIPING C/W NON-COMBUSTIBLE SLEEVE. 
COLOUR TO MATCH ADJACENT WALL FINISH. SEE MECHANICAL.

27

28

29

30

31

32

33

33A

34

35

36

3738

39

40

41

42

2 INSULATED METAL PANEL SYSTEM. VERTICAL ORIENTATION.

INSULATED METAL PANEL SYSTEM.
COLOUR: 'DARK BRONZE

1 1A

3 3A

4 ACCENT FIN-EXTRUSION: 'BLADE PROFILE'.

5 PRE-FINISHED METAL FLASHING.

6 INSULATED METAL PANEL SYSTEM HORZONTAL JOINT.

VERTICAL INSULATED METAL PANEL REVEAL 
C/W GASKET.

8 POURED CONCRETE. REFER TO STRUCTURAL.

9 ARRISCRAFT ADAIR LIMESTONE ARCHITECTURAL MASONRY UNIT.

BACK-LIT GLASS WITH FRIT PATTERN.
VF- VISION GLAZING: SEE NOTE BELOW

MASONRY EXPANSION JOINT ROPED AND CAULKED. COLOUR TO MATCH 
MASONRY MORTAR. 11

12 12A

13

14 14A INSULATED HOLLOW METAL DOOR. SEE DOOR SCHEDULE. 

SEE 14 - 14A.

15

16 VF

10 VF

SECURITY CAMERA SUPPLIED AND INSTALLED BY DYMON.

INTERNALLY LIT SIGNAGE BY SIGN SUPPLIER. PROVIDE POWER SUPPLY 
C/W 19MM THICK EXTERIOR GRADE PLYWOOD FOR SIGNAGE MOUNTING. 

17

18 18A

19

20

21 SPANDREL GLAZING C/W INSULATED BACK PANEL. 

DOCK SEAL, SEE SPECIFICATIONS.22

PRE-FINISHED CONTINUOUS METAL SCUPPER. REFER TO PLANS AND 
DETAILS.

23 23A

24 CONTINUOUS BENT METAL PREFINISHED METAL c/w HIDDEN FASTENERS.

25 PRE-FINISHED METAL FLASHING C/W DRIP EDGE. 

26

FDC

38

VERTICAL ACM REVEAL JOINT (25mm) C/W FILLER PLATE.

CURTAIN WALL GLAZING: VISION GLASS - FRIT AS PER CITY 
REQUIREMENTS FOR FOR COMLIANCE WITH BIRD SAFE GUIDELINES.VF:
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INSULATED METAL PANEL SYSTEM. HORIZONTAL ORIENTATION.

FULL VISION HIGH SPEED ROLL-UP OVERHEAD DOOR C/W MOTOR, TRACK 
AND HARDWARE. SEE SPECIFICATIONS.

INSULATED OVERHEAD DOOR COMPLETE WITH TRACK & HARDWARE 
(REFER TO SPECIFICATIONS).

CURTAIN WALL GLAZING IN THERMALLY BROKEN ANODIZED ALUMINUM 
STOREFRONT FRAMING SYSTEM.
VF- VISION GLAZING: SEE NOTE BELOW

ALUMINUM COMPOSITE MATERIAL PROFILE.

7

ANODIZED ALUMINUM WINDOW SILL TO MATCH CURTAIN WALL BY 
WINDOW SUPPLIER

GALVANIZED BENT STEEL PLATE AROUND 3 SIDES OF OPENING C/W 
PREFINISHED METAL FLASHING.

COMBUSTION AIR INTAKE C/W VENT CAP (RADIANT HEATERS). SEE 
MECHANICAL.

CONCRETE FILLED STEEL PROTECTION BOLLARD. SEE DETAIL.

FIRE DEPARTMENT CONNECTION REFER TO M&E. MAX 900mm, MIN 300mm 
ABOVE GRADE

GALVANIZED STEEL GUARDRAIL AT LOADING RAMP.

GALVANIZED STEEL WALL PROTECTION. PAINTED 'YELLOW'.

PER-FINISHED MECHANICAL LOUVER. REFER TO MECHANICAL.

PREFINISHED ALUMINUM COMPOSITE MATERIAL CAP.

PREFINISHED ALUMINUM COMPOSITE MATERIAL VENTILATED 
SOFFIT.

EXTERIOR WALL PAK LIGHT. CENTERED ON EXIT (IF APPLICABLE). REFER 
TO ELEC. DWGS

PREFINISHED METAL INSULATED METAL PANEL JOINT 
COVER TRIM.

PLACEHOLDER

TRAFFIC LIGHTS. REFER TO ELECTRICAL & SPECIFICATIONS

ALUMINUM COMPOSITE MATERIAL C/W WITH INSULATED METAL PANEL 
FRAME FIXING SYSTEM . SEE SPECIFICATIONS.

HORIZONTAL ACM REVEAL JOINT (38mm) C/W ACM FILLER
PLATE. 

ELECTRICAL LANTERN LIGHTING FIXTURES AND REQUIRED POWER 
CONNECTION. SEE ELECTRICAL

RADIANT HEATER VENT PIPING C/W NON-COMBUSTIBLE SLEEVE. 
COLOUR TO MATCH ADJACENT WALL FINISH. SEE MECHANICAL.

27

28

29

30

31

32

33

33A

34

35

36

3738

39

40

41

42

2 INSULATED METAL PANEL SYSTEM. VERTICAL ORIENTATION.

INSULATED METAL PANEL SYSTEM.
COLOUR: 'DARK BRONZE

1 1A

3 3A

4 ACCENT FIN-EXTRUSION: 'BLADE PROFILE'.

5 PRE-FINISHED METAL FLASHING.

6 INSULATED METAL PANEL SYSTEM HORZONTAL JOINT.

VERTICAL INSULATED METAL PANEL REVEAL 
C/W GASKET.

8 POURED CONCRETE. REFER TO STRUCTURAL.

9 ARRISCRAFT ADAIR LIMESTONE ARCHITECTURAL MASONRY UNIT.

BACK-LIT GLASS WITH FRIT PATTERN.
VF- VISION GLAZING: SEE NOTE BELOW

MASONRY EXPANSION JOINT ROPED AND CAULKED. COLOUR TO MATCH 
MASONRY MORTAR. 11

12 12A

13

14 14A INSULATED HOLLOW METAL DOOR. SEE DOOR SCHEDULE. 

SEE 14 - 14A.

15

16 VF

10 VF

SECURITY CAMERA SUPPLIED AND INSTALLED BY DYMON.

INTERNALLY LIT SIGNAGE BY SIGN SUPPLIER. PROVIDE POWER SUPPLY 
C/W 19MM THICK EXTERIOR GRADE PLYWOOD FOR SIGNAGE MOUNTING. 

17

18 18A

19

20

21 SPANDREL GLAZING C/W INSULATED BACK PANEL. 

DOCK SEAL, SEE SPECIFICATIONS.22

PRE-FINISHED CONTINUOUS METAL SCUPPER. REFER TO PLANS AND 
DETAILS.

23 23A

24 CONTINUOUS BENT METAL PREFINISHED METAL c/w HIDDEN FASTENERS.

25 PRE-FINISHED METAL FLASHING C/W DRIP EDGE. 

26

FDC

38

VERTICAL ACM REVEAL JOINT (25mm) C/W FILLER PLATE.

CURTAIN WALL GLAZING: VISION GLASS - FRIT AS PER CITY 
REQUIREMENTS FOR FOR COMLIANCE WITH BIRD SAFE GUIDELINES.VF:
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