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LUMINAIRE SCHEDULE —
Statistics
CATALOG OUTPUT INPUT
LABEL QTY  |MANUFACTURER o DESCRIPTION L i WS Descrition ag Vax vin | ahin AvgMin
G WDGE2 LED WITH P2 - PERFORMANCE PACKAGE, 4000K, 80CRI, | 0.9 BIKE PARKING 12fc | 15f | 09F 17 131
A 21 LITHONIALIGHTING | WDGE2 LED P2 40K - ,4000K, 80CRI, [ 0. 2030 18.98W
80CRI TFTM TYPE FORWARD THROW MEDIUM OPTIC COURTYARD 12fc | 33fc | 02fc 16.5:1 6.0:1
DRIVE WAY 20k | 57fc | 04fc 1431 5.0:1
8 ) LITHONIA LIGHTING s 3 40K 80C D-SERIES SIZE 1 AREA LUMINAIRE P3 PERFORMANCE PACKAGE PARKING LOT 18fc 56fc 0.3fc 18.7:1 6.0:1
DSX1 LED P3 40K 80CRI
4000K CCT 80CRI RIGHT CORNER CUTOFF EXTREME BACKLIGHT 499 9268 102ATW BASE GRID et Tose | oon NA NA
RCCO CONTROL
D-SERIES SIZE 1 AREA LUMINAIRE P3 PERFORMANCE PACKAGE
F 2 LITHONIALIGHTING | DSX1 LED P3 40K 80CRI |4000K CCT 80CRI LEFT CORNER CUTOFF EXTREME BACKLIGHT | ¢ g9 9268 102.47W
LCCO CONTROL
D 3 LITHONIALIGHTING | psx2 LED P3 40K 80CRI | D-SERIES SIZE 2 AREA LUMINAIRE P3 PERFORMANCE PACKAGE
BLC3 4000K CCT 80CRI TYPE 3 EXTREME BACKLIGHT CONTROL 0.90 19637 219.4W
WDGE2 LED P3 40K WDGE2 LED WITH P3 - PERFORMANCE PACKAGE, 4000K, 80CRI, | 0.9 366 32.13W
E 12 LITHONIALIGHTING | g1 TFTM TYPE FORWARD THROW MEDIUM OPTIC
LBR6 ALO1 (750LM) SWWw1| 6IN LBR RETROFIT 750LM 4000K CLEAR SEMI-SPECULAR
G 15 LITHONIALIGHTING | AR LSS MWD 80CRI MEDIUM WIDE 80CRI 0.90 928 w

d¥series

Specifications
EPA: 069ft
(0.06m?)
Length: 32
(83.1am)
Width: 14.26"
(362m)
Height H1: 7.88"
(20.0cm)
Height H2: 273"
(6.9m)
iaht: 34 |bs
Weight: U4k

Design Select options indicated
by this color background.

D-Series Size1 =
LED Area Luminaire F‘

a = rv
e -“‘?ﬁ‘-‘ n

NIGHTT
[Fremun] FRIENDLY

BAA BABA Introduction

The modern styling of the D-Series features a
highly refined aesthetic that blends seamlessly
with its environment. The D-Series offers the
benefits of the latest in LED technology into

a high performance, high efficacy, long-life
luminaire.

The photometric performance results in sites
with excellent uniformity, greater pole spacing
and lower power density. D-Series outstand-
ing photometry aids in reducing the number of
poles required in area lighting applications with
typical energy savings of 65% ancFexpected
service life of over 100,000 hours.

l_] design select

Items marked by a shaded background qualify for the Design Select program and ship in 15
days or less. To learn more about Design Select, visit www.acuitybrands.com/designselect.
*See ordering tree for details

EXAMPLE: DSX1 LED P7 40K 70CRI T3M MVOLT SPA NLTAIR2 PIRHN DDBXD

DSX1LED

DSX1LED Forward optics | (this section 70CRI only) AFR  Automotive front row T5M  TypeV medium MVOLT  (120V-277V)* Shippedincluded
P1 P6 30K 3000K 70CRI T1S  Typelshort T5LG  TypeVlowglare | HVOLT  (347V-480V)% SPA Square pole mounting (#8 drilling)
P2 P7 40K 4000K 70CRI T2M  Typell medium TSW  TypeV wide XVOLT  (277V-480v)7 RPA Round pole mounting (#8 drilling)
P3 P8 50K 5000K T0CRI T3M  Type lll medium BLC3  Typelll backlight | 120%% SPAS Square pole mounting #5 drilling®
P4 P9 T3LG  Type lll low glare? control® 208162 RPAS  Round pole mounting #5 drilling®
PS5 27K 2700K 80CRI T4 Type IV medium BLC Typ$ I\{}ba(klig ht | ggpw SPASN  Square narrow pole mounting
Rotated 30K 3000K 80CRI TALG  Type IV low glare’ L0 i:‘ :m 27%% # drillng
opties | 35K 3500 80GRI TFIM. Forward thow aoff: U7E DR Tl
L L e

50K 5000K 80CRI cutoff

Shipped installed PER7  Seven-pin receptacle only Shipped installed DDBXD  Dark Bronze
NLTAIR2 PIRHN  nLight AR gen 2 enabled with (conrol ordered separate) * | 5ppyoky 20V surge protection DBIXD  Black
bl aton Jarbiet. | | [AQKE e bl ouptioe Hs Houseside shied (blackfnsh standard)2 DNAXD  Natural luminum
SETs0L VLB [ BL30  Bi-level switched dimming, 190 Left d 1 DWHXD  Whi
ambient sensor enabled at 300 1621 eft rotated optics ite
2R BLSO  Bilevel switched dimmin R90 Right rotated optics' DDBTXD  Textured dark bronze
PR High/low, mon’on/a‘mbien} 500 621 g (CE Coastal Construction® DBLBXD  Textured black
:m?;’nf;ﬂsﬂmmdhggm’ DMG  0-10v dimming wires pulled HA 50°Cambient operation DNATXD  Textured natural aluminum
2AcBD2 outside fixture (for use with BAA Buy America(n) Act and/or Build America Buy America Qualified DWHGXD  Textured white
PER NEMA twist-lock receptacle :2;;;:;?;)‘ ‘gomrol, el Sk Single fuse (120, 277, 347V)®
:);Iey) gfon\ro\sordemdsepa' DS Dualswitching ™" DF Double fuse (208, 240, 480)
Shipped separatel
PERS Five-pin receptadle only ppecsep Y - .
(controls ordered separate)/* EGSR External Glare Shield (reversible, field install required, matches housing finish)
BSDB Bird Spikes (field install required)
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CAUTION: DO NOT SCALE DRAWINGS.

THIS REPRODUCTION MAY BE AT A SIZE DIFFERENT THAN ORIGINALLY DRAWN. EXP
ASSUMES NO RESPONSIBILITY FOR INCORRECT SCALING. UNAUTHORIZED REPRODUCTION
OR REUSE IS STRICTLY PROHIBITED. NOT PUBLISHED - ALL RIGHTS RESERVED. EXP
EXPRESSLY DISCLAIMS RESPONSIBILITY ARISING FROM UNAUTHORIZED USE OF THESE
DRAWINGS AND NOTES. AUTHORIZATION MUST BE IN WRITING.

'_ LITHONI/A LIGHTING
FEATURES & SPECIFICATIONS

INTENDED USE — Typical applications include corridors, lobbies, conference rooms and private offices.
CONSTRUCTION —New Construction.

Optional goof rings available for additional overlap trim coverage.

1/2"1-1/2" ceiling thickness

25° ambient temperature

ICrated up to 1000im

OPTICS — LEDs are binned to a 3-step MacAdam Ellipse. 55° cutoff

New construction frame approved for 8 (4 in/4 out) No. 12 AWG conductors rated for 90°C through wiring.
80CRI standard (90CRI optional)

UGR — UGR is zero for fixtures aimed at nadir with a cut-off equal to or less than 60deg, per CIE 1171996
Discomfort Glare in Interior Lighting. UGR FAQ

ELECTRICAL — Adjustable lumen output with four module options. Fixed lumen options also available.
MVOLT 120/277V 50/60Hz driver (0-10V & 120V Phase Dimming to 10% or 1% min dimming level)
FCCCFRTitle 47 Part 15 Class A for 277V. FCCCFR Title 47 Part 15 Class B for 120V.

LUMEN MAINTENANCE — L80 at 60,000 hours

LISTINGS — Certified to US and Canadian safety standards. Damp location standard (Wet Location (WL)
optional, requires covered ceiling). Some configurations are ENERGY STAR® certified, please visit www.
energystar.qov for specific products. TAA compliant. UFC (3-530-01) specification compliant for power factor
and THD. GSA P100 6.2.4 compliant for power quality at full output; compliant up to 2000Im at fully dimmed
output. Drivers are ROHS compliant

Title 24 compliant (90CRI, up to 1000Im).

WARRANTY — 5-year limited warranty. Thisis the only warranty provided and no other statements in this
specification sheet create any warranty of any kind. All other express and implied warranties are disclaimed.
Complete warranty terms located at: www.acuitybrands.com/support/warranty/terms-and-conditions
Note: Actual performance may differ as a result of end-user environment and application.

Allvalues are design or typical values, measured under laboratory conditions at 25 °C.

Specifications subject to change without notice.

(atalog
Number

Notes

Type

LBR6 NCH

6" Open and Wallwash LED
New Construction Downlight

New Construction

WDGE2 LED e
Architectural Wall Sconce -
Visual Comfort Optic ‘
E ’ Type
BAA BABA Introduction

The WDGE LED family is designed to meet specifiers every wall-
mounted lighting need in a widely accepted shape that blends

D2 with any architecture. The clean rectilinear design comes in four
S ifi . sizes with lumen packages ranging from 1,200 to 25,000 lumens,
pecitications prov‘idihg a trule sitf—wide soI;Jtiorlw. Embzddecég/\'th nL{\'gth AR
wireless controls, the WDGE family provides additional ener:
Depth (D1): 7" savings and code compliance. P ¥
Depth (D2): 15 H WDGE?2 delivers up to 6,000 lumens with a soft, non-pixelated
Height: 9n light source, creating a visually comfortable environment. When
combined with multiple integrated emergency battery backup
Width: 11.5" options, including an 18W cold temperature option, the WDGE2
Weight: becomes the ideal wall-mounted lighting solution for pedestrian
(without options) 135 lbs w D1 scale applications in any environment.

*See ordering tree for details

design select Items marked by a shaded background qualify for the Design Select program and ship in 15 days or less. To learn more about Design Select, visit www.acuitybrands.com/designselect.

WDGE1 LED Visual Comfort 4w i - 750 1,200 2,000 - - - -
WDGE2 LED Visual Comfort 10W 18W Standalone / nLight - 1,200 2,000 3,000 4,500 6,000 N
WDGE2 LED Precision Refractive oW 18W Standalone / nLight 700 1,200 2,000 3,200 4,200 - -
WDGE3 LED Predision Refractive 15W 18W Standalone / nLight 6,000 7,500 8,500 10,000 12,000 - -
WDGE4 LED Predision Refractive /nlight - 12,000 16,000 18,000 20,000 22,000 25,000

EXAMPLE: WDGE2 LED P3 40K 80CRI VF MVOLT SRM DDBXD

WDGE2LED | P1' P1sw 27K 2700K 80CRI VF  Visual comfort

PERFORMANCE DATA
LELELE LT CHIGU Open Trim Wallwash Trim
30K/80CRI 35K/80CRI 40K/30CRI 50K/80CRI
ALOT (500LM) 6 571 99 585 101 599 103 617 105
ALOT (750LM) 9 905 102 | 926 103 948 | 105 | o717 108
ALOT (1000LM) 3 1270 | 98 100 | 100 | 1330 | 102 | 172 [ 104
ALO2 (1000LM) 13 1346 [ 108 | 13798 | mo | 1410 [ m2 | 1454 [ M5
ALO2 (1500LM) 19 1965 [ 105 | 2011 | 107 | 2059 | 109 | 2123 [
ALO2 (2000LM) 25 2476 | 100 | 2533 | 101 | 2593 [ 103 | 2674 | 106
ALO3 (2000LM) 2% 2547 | 103 | 2606 | 105 | 2668 [ 107 | 2751 | 109
ALO3 (2500LM) 2 3075 98 3146 | 100 | 3221 | 101 | 321 | 104
ALO3 (3000LM) 38 492 | 9 373 9% 3658 | 96 | 3m 99
ALO4 (4000LM) 39 4180 | 107 | 465 | 109 | a0 [ 12 | 4393 | 13
ALO4 (4500LM) 44 4613 | 105 | 4707 | 107 | 4801 [ 109 | 4848 | 110
ALO4 (5000LM) 9 so17 | 102 | smo | 104 | s [ 07 | 53 | 108
LBR6 MS MWD 80CRI
30K/80CRI 35K/80CRI 40K/80CRI 50K/80CRI
ALOT (S00LM) 6 480 99 584 101 597 102 616 105
ALOT (750LM) 9 760 102 924 103 946 | 105 975 108
ALOT (1000LM) 13 1067 | 98 1207 | 100 | 1328 [ 102 | 1369 | 104
ALO2 (1000LM) 13 131 [ 08 | 1375 | 10 | 1408 | 12 [ ws1 | 15
ALO2 (1500LM) 19 1651 105 | 2007 | 106 | 20s5 | 108 | 218 m Items marked by a shaded background qualify for the Design Select program and ship in 15
ALO2 (2000LM) 25 2079 99 2528 101 2588 103 2668 105 days orless. To learn more about Design Select, visit www.acuitybrands.com/designselect.
ALO3 (2000LM) 2% 2139 | 03 | 2601 | 104 | 2663 | 106 | 2745 | 109 *See ordering tree for details
ALO3 (2500LM) 2 2583 %8 | 3140 [ 9 24 | 100 | 3314 | 103
ALO3 (3000LM) 38 2933 3 3566 | 94 | 3651 9% 3764 | 98
ALO4 (4000LM) 39 31 90 | 3583 92 354 | 94 | 3690 | 95
ALO4 (4500LM) 4 3875 88 | 3054 | 90 403 | 92 | 4n 93
ALO4(5000LM) 49 914 | 8 | 400 | 88 $8 | 90 | 409 | 90 . ﬂ\lﬁl
nLiGHT sl @wwm"

« Tested in accordance with IESNA LM-79-08.
« Tested to current IES and NEMA standards under stabilized laboratory conditions.
+ (RI:80 typical

attery pack

DOWNLIGHTING

LBR6 NCH

MVOLT Shipped included Shipped separately
P PSW 30K 3000K 90CRI forward thiow 347} SRM  Surfacemounting bracket  AWS  3/8inch Architectural wall spacer®
P31 . P3sW 35K 3500K VW Visual comfort 480° ICW  Indirect Canopy/Ceiling PBBW  Surface-mounted back box (top, left,
p4! Door with small window (SW) is 40K 4000K il Washer bratkelc(dry/damp right conduit entry). Use when there
ps required to accommodate sensors. 50K2 5000K locations only) is no junction box available.
See page 2 for more details.
E4WH  Emergency battery backup, Certified in CATitle 20 Standalone Sensors/Controls (only available with P1SW, P2SW & P3SW) DDBXD Dark bronze
MAEDBS (4, 0°C min) PIR Bi-level (100/35%) motion sensor for 8-15" mounting heights. Intended for use on switched circuits with external dusk to | 'DBLXD Black
ET0WH  Emergency battery backup, Certified in CATitle 20 dawn switching. DNAXD Natural
MAEDBS (10W, 5°C min) PIRH Bi-level (100/35%) motion sensor for 15-30" mounting heights. Intended for use on switched circuits with external dusk aluminum
E20WC  Emergency battery backup, Certified in CATitle 20 to dawn switching DWHXD  White
MAEDBS (18W, -20C min) PIRIFGY Bi-level (100/35%) mation sensor for 8-15'mounting heights with photocell pre-programmed for dusk to dawn operation. DSSXD Sandstone
PE Phatocel, ButtonType® . PIRH1FC3V Bi-level (100/35%) motion sensor for 15-30"mounting heights with photocell pre-programmed for dusk to dawn operation. | pppTXD  Textured dark
oS Eﬁ;;g“;:e‘”p%ge"gmém“:é )‘1””5 and2light Networked Sensors/Controls (cnly avalable with P1SW, P25W & P3SW) bronze
o 5 NLTAIR2 PIR Embedded wireless controls by nLight with Passive Infrared Occ sensor and on/off photocell for 8-15" mounting heights. DBLBXD  Textured black
DMG  0-10V dimming wires pulled outside fixture (for use |
withan external control, ordered separately)* NLTAIR2 PIRH Embedded wireless controls by nLight with Passive Infrared Occ sensor and on/off photocell for 15-30" mounting heights. DNATXD  Textured natural
BCE  Bottom conduitentry for back box (PBBW). Total of 4 NLTAIREM2 PIR  Embedded wireless controls by nLight with UL924 listed emegency operation, Passive Infared Occ sensor and on/off aluminum
entry points. photocell for 8-15" mounting heights® DWHGXD  Textured white
DSLE  Dual Switching (1 Driver, 2 Light Engines) NLTAIREM2 PIRH  Embedded wireless controls by nLight with UL924isted emegency operation, Passive Infiared Occ sensor and on/off DSSTXD  Textured
photocell for 15-30" mounting heights® sandstone
e Coastal Construction®
See page 4 for out of box functionality
, ‘ LITHON/IA COMMERCIAL OUTDOOR  ©One Lithonia Way » Conyers, Georgia 30012 » Phone: 1-800-705-SERV (7378) « WDGE2 LED
LIGHTING. © 20192025 Acuity Brands Lighting, Inc. All rights reserved Rev. 04/02/25
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