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LANDSCAPED OPEN SPACE AREA :

GROSS LOT AREA (includes dedication):

PROVISION

NET F.S.I. (gross floor area/net lot area): 0.81

GROSS FLOOR AREA

SETBACKS :

MIN. FRONT YARD:

MIN CORNER SIDE YARD (WEST):

MIN REAR YARD:

 SOFT LANDSCAPE AREA :

TOTAL LANDSCAPE :

TOTAL NUMBER OF UNITS :

HARD LANDSCAPE AREA :

LOCKER SPACES :

VISITOR PARKING SPACES (METRO-TOWNS)

( INCLUDES BARRIER FREE PS ) :

BARRIER FREE PARKING SPACES DEDICATED FOR VISITORS :

TOTAL PARKING SPACES :

RATIO

0.1:1

SURFACE: 6

U/G: 0

TOTAL: 6

BICYCLE SPACES (METRO-TOWNS):

LONG-TERM BICYCLE SPACES :

132

PROPOSED

NET LOT AREA (excludes dedication):

GROSS F.S.I. (gross floor area/gross lot area):

BUILDING AREA

NUMBER OF TOWNHOUSE UNITS :

LOT COVERAGE (building area/net lot area): 26.90 %

40205.88 SM[432772.49 SF]

0.73

N/A
TBD

368 SUITES

1:1

[As per City of Ottawa Traffic and Parking By-law (No. 2017-301), Section 111 ]

SITE STATISTICS

N/A

(36.70% OF NET LOT AREA)

(86.45% OF LANDSCAPING)

(13.55% OF LANDSCAPING)

N/A

N/A

30%

NO MINIMUM

NO MINIMUM

1400 SM
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NO MINIMUM

3.00 M

3.00 M
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TOTAL: 48

SURFACE: 136

U/G: 128

TOTAL: 264
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U/G: 0

TOTAL: 208

RESIDENT PARKING SPACES (METRO-TOWNS):

2:1
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NUTS WITH FLAT WASHERS ON BOTH SIDES.
ANCHORS WITH TWO GALVANIZED 12mm HEX HEAD BOLTS AND
THE SIGN FACE MUST BE SECURED TO A POST OR WALL

SPACIFICATION
SIGN BLANK WITH TOP AND BOTTOM MOUNT HOLES. TO MTO
0.064 INCH GAUGE ALUMINUM OR 15 GAUGE GALVANIZE STEEL

MOUNTING

SIGNAGE FACE

THE HEAD OR TOP END OF EACH SPACE.
NOT MORE THAN 2.0m FROM THE FACE OF THE CURB OR AT
THE REQUIRED SIGN MUST BE MOUNTED AT LEAST 0.6m AND
APPLICABLE. SUCH AS OPEN ROW IN PARKING LOT.

ALL HANDICAPPED PARKING STALLS SHALL BE DESIGNATED BY
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FIRE ROUTE SIGNAGE AND INSTALLATION SPECIFICATIONS
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SIGN REQUIREMENTS
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INSTALLATION REQUIREMENTS
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FIRE ROUTE SIGN DETAIL
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SIGNS SHALL COMPLY WITH THE ATTACHED FIGURE 5  1. ALL SIGN  SHALL HAVE APPROPRIATE RADIUS. CORNER AS PER DIAGRAM OR 4  ALL SIGN  SHALL HAVE APPROPRIATE RADIUS. CORNER AS PER DIAGRAM OR 4  2. CM. RADIUS. ALL SHARP EDGES REMOVED SIGN BLANKS SHALL COMPLETED SIGNS SHALL HAVE 11MM. CM. RADIUS. ALL SHARP EDGES REMOVED SIGN BLANKS SHALL COMPLETED SIGNS SHALL HAVE 11MM. X 18MM. SLOTTED HOLES TO  3. ACCEPT METRIC OR IMPERIAL MOUNTING WITH HOLES 3CM-12CM FROM OUTER EDGE OR AS PER ACCEPT METRIC OR IMPERIAL MOUNTING WITH HOLES 3CM-12CM FROM OUTER EDGE OR AS PER DIAGRAM. CENTRE OF MOUNTING SLOTS SHALL BE EQUAL TO MULTIPLE OF 5.08CM (2 INCHES) CENTRALLY LOCATED ON BLANK. ON STEEL BLANKS, FABRICATIONS SHALL BE FABRICATED BEFORE GALVANISING AS TO PREVENT CORROSION. ON ALUMINUM BLANKS, FABRICATING SHALL BE PERFORMED PRIOR TO PAINTING AND BAKING. FINISHED SIGNS AND SYMBOLS SHALL BE APPLIED TO 1.63MM UTILITY GRADE  4. ALUMINUM WITH BRIGHT WHITE MILL BAKED FINISH ON BOTH SIDES. ALL INKS SHALL BE  FACES TO ALUMINUM WITH BRIGHT WHITE MILL BAKED FINISH ON BOTH SIDES. ALL INKS SHALL BE  FACES TO FACES TO CONFORM TO REG. 486 OF THE HIGHWAY TRAFFIC ACT.  5. ALL LETTERING TO MEET M.T.O. STANDARDS  ALL LETTERING TO MEET M.T.O. STANDARDS  6. ALL COLOURS TO MEET M.T.O. STANDARDS ALL COLOURS TO MEET M.T.O. STANDARDS 
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1.   SHALL BE POSTED ON BOTH SIDES OF THE FIRE ROUTE FACING THE FLOW OF TRAFFIC      SHALL BE POSTED ON BOTH SIDES OF THE FIRE ROUTE FACING THE FLOW OF TRAFFIC      AT A 45 DEGREE ANGLE, 2.13M (7FT) ABOVE GROUND LEVEL AND AT DISTANCES SO  THEY THEY CAN BE CLEARLY SEEN BY THE MOTORIST AND NOT MORE THAN 22.86M (75FT)  APART. APART. 2.   MAY BE MOUNTED FLUSH ON THE BUILDING FACE ALONG THE FIRE ROUTE, 2.13M  (7FT) MAY BE MOUNTED FLUSH ON THE BUILDING FACE ALONG THE FIRE ROUTE, 2.13M  (7FT) (7FT) ABOVE GROUND LEVEL AND AT DISTANCES SO THEY CAN BE CLEARLY SEEN BY  THE MOTORIST THE MOTORIST AND NOT MORE THAN 15.24M (50FT) APART. 3.   IF A FIRE ROUTE EXCEEDS 6M (19.6FT) IN WIDTH OR IN APPROVED CIRCUMSTANCES,  IF A FIRE ROUTE EXCEEDS 6M (19.6FT) IN WIDTH OR IN APPROVED CIRCUMSTANCES,  POSTING OF SIGNAGE ON ONE SIDE OF THE ROUTE IS PERMISSIBLE. 4.   SIGNS SHALL INDICATE WHERE THE FIRE ROUTE STARTS AND ENDS.  IN SOME   SITUATIONS SIGNS SHALL INDICATE WHERE THE FIRE ROUTE STARTS AND ENDS.  IN SOME   SITUATIONS SITUATIONS WHERE BOTH NO STOPPING/NO PARKING SIGNS ARE REQUIRED, TWO SIGNS  MAY BE REQUIRED ON MAY BE REQUIRED ON THE SAME POST.
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2 MINUTE IDLE LIMIT
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