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= S SUPPORT ROOT BALL T 20T s = +/~609.6mm ADJUST PEDESTAL TO SUIT BALL /
> SUBGRADE [2-07] VARIES POT DIMENSION TOPSOIL
_ ‘ | AT THE CONTRACTORS EXPENSE A $OIL TEST IS TO BE COMPLETED BY A REPUTABLE LABORATORY. THE £0IL TEST 16 TO BE COMPLETED
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2. ALL PLANTS TO CONFORM TO CNLA - CANADIAN STANDARDS FOR NURSERY STOCK. 2. ALL PLANTS TO COANFOEQ TOT iNLHA 'uCSAzAg‘AN STﬁNDf?Ss;iR NAquffﬁﬁ* %NECK(':T T | CONTRACTOR TO REFER TO ALL SPECIFICATIONS. 2. TOPSOIL FOR PLANTING BEDS 15 TO BE A FERTILE, FRIABLE, NATURAL LOAM TO A MINIMUM DEPTH OF 18" (45@0MM), AND A MINIMUM DEPTH
3. GIVE LANDSCAPE ARCHITECT 4 HOURS NOTICE PRIOR TO INSTALLATION TO INSPECT PLANT 5 CIVE LANDECAFE ARCHITECT 18 HOURS NOTICE PRIOR TC INSTALLATION TO INGFECT FL 2. ALL PLANTS TO CONFORM TO CNLA - CANADIAN STANDARDS FOR NURSERY STOCK. OF 4" (Ip0MM) FOR TURF AREAS - UNLESS OTHERUISE STATED - TORSOIL SHALL CONTAN NOT LESS THAN 4% ORGANIC MATTER FOR CLAY
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| ALL TREEPITS, SHRUB PITS AND PLANTING AREAS ARE TO BE MULCHED UNLESS OTHERWISE NOTED.
DECIDUOUS TREE PLANTING DETAIL - N.T.S. CONIFEROUS TREE PLANTING DETAIL - N.T.S. TYPICAL ISLAND PLANTING DETAIL - N.T.S. 2. CONTRACTOR TO INSTALL 3' (T5MM) OF 'GRO-BARK' MEDIUM MULCH IN ALL AREAS.
3. ALTERNATIVES MAY BE ACCEPTED - CONTRACTOR TO PROVIDE 3 SAMPLES FOR WRITTEN APPROVAL TO THE LANDSCAPE ARCHITECT.
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GRADE ] | WATER (SEE DETAIL). EARTH SAUCER TO HAVE APPROVED MULCH NSTALLED TO A MINMUM DEPTH OR 25" (63MM).
cL cL COMPACTED SUBGRADE 9. ALL BURLAP SHALL BE CUT AND BURIED BELOW SURFACE DURING PLANTING. THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION OR
1.2m MINIMUM | 1.2m MM COOT BALL OF TREE 0. ALL EVERGREENS ARE TO URAPPED THE FIRST WINTER AT THE EXPENSE OF THE LANDSCARPE CONTRACTOR TENDER PURPOSES UNLESS SIGNED AND DATED BY
" omtE I ALL SHRUBS PLANTED WITHIN In OF SALTED ROADWAYS, PARKING AND SIDEWALKS TO BE PROTECTED WITH SILT FENCING THROUGHOUT THE BARRY R. MURPHY, OALA, CSLA, LANDSCAPE ARCHITECT,
OFE NOTE 5 NOTED TYPICAL SECTION LAYOUT FIRST WINTER AFTER INSTALLATION AT THE EXPENSE OF THE LANDSCAPE CONTRACTOR (OPTIONAL) LONDON, ONTARIO (519) 667.3322.
BUILDING ?U‘LE“NG 2. DIRECT ALL RAINLEADERS AND SUMP LEADERS AWAY FROM PLANTING BEDS AND TO DESIGNATED DRAINAGE SWALES.
EDGE al >\ pe 3. DO NOT INSTALL PLANT MATERIAL IN DRANAGE SWALES.
14, CONTRACTOR I5 TO REMOVE ALL STAKES AND GUY WIRES AFTER 2 FULL GROUING SEASONS.
ELEVATION (NEXT TO BUILDING) PLAN VIEW (NEXT TO BUILDING) % . OF TREE soD Barry R. Murphy, O.A.LLA.C.S.LA. DATE
TYPICAL TYPICAL min. 300mm ® © . ALL LANDSCAPED AREAS TO BE SODDED TO THE STREET CURB (&) UNLESS OTHERWISE STATED.
' B CONTINOUS 2. CONTRACTOR TO ENSURE (UHERE APFPLICABLE) ALL PLANTING BEDS ADJACENT TO TRAFFIC ISLANDS, INTERIOR SITE CURBING, AND
NOTES: min. 300mm - TRENCH SIDEWALKS HAVE A 3'2'(10M) SOD MAINTENANCE STRIP INSTALLED.
e 3. ANY SODDING OR WORKS ON LANDS ABUTTING THE PROPERTY FROM THE LOTLINES TO SIDEWALK AND CURBING, SHALL BE COMPLETED
L. CONTRACTOR TO REFER TO ALL SPECIFICATIONS. 7 OR REPAIRED TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT, CITY, AND OR REGIONAL MUNICIPALITY LNLESS OTHERWISE STATED.
oAl e i pclisipiice el e AiAN) bl e S PLAN VIEW 7 4 50D SHALL BE CERTIFIED * | CULTIVATED TURF GRASS, GROUN AND SOLD IN ACCORDANCE WITH THE CLASSIFICATIONS OF THE NURSERY
MATERIAL AND PIT PREPARATION - SEE GENERAL SPECIFICATIONS. ////// 50D GROUWERS ASSOCIATION OF ONTARIO. AT TIME OF SALE IT SHALL HAVE A STRONG F[BQ?U% ROOT SYSTEM AND SHALL BE CUT IN
4 DO NOT ALLOW AIR POCKETS WHEN BACKFILLING. . 4 PIECES APPROXIMATELY ONE 8QYD (300 M2) IN AREA WITH THE 8OIL PORTION BEING 2/4" IN(ISMM),
5. POSITION CROUN OF ROOT BALL 50MM ABOVE FINISHED GRADE 1O ALLOW FOR $ETTLING. £.S I 5. 60D TO BE FERTILIZED AT THE APPROPRIATE RATES AS INDICATED BY $OIL TESTS COMPLETED BY A REPUTABLE SOILS LABORATORY.
6. Z:ABIT{QG FAENTTHEOD‘ &Luefumgiz AsLHLALLE A@fgfﬂ TONéﬁEELEO(]DET STOCK. AND BALLED STOCK. 3@ = 6. UPON INSTALLATION AREAS SHOULD BE WATERED SO AS TO SATURATE S0D AND THE UPPER 4" (100MM) OF BACKFILL TOPSOIL. AFTER
. RUBS P D IN GROUR B CO ous BED. |~ _ .
I o e A AT e SPECiEs, B ; +/ : Eg%mm NOTES: %oggsérdggs%; HSAQVFET DRIED SUFFICIENTLY TO PREVENT DAMAGE, IT 8HALL BE ROLLED WITH A ROLLER PROVIDING | 500 LBS. (68KG) 0CT 1623 ISSUED EOR SPA 1
2. ALL DIMENSIONS SHOUN IN MILLIMETERS. DRAINAGE PIPE CONNECTS . CONTRACTOR TO REFER TO ALL SPECIFICATIONS, T
10, INSTALL T5MM OF APPROVED MULCH. TO STORMUATER SEWER VARIES 2. CONTRACTOR TO SUPPLY AND INSTALL LARGE LIMESTONE ARMOURSTONE' OR APPROVED 1. CONTRACTOR TO REPAIR ALL DAMAGED AREAS TO THE SATISFACTION OF THE LANDSCARE ARCHITECT AND OR CLIENT.
Il PEEL BACK TOP I/3 OF BURLAP, DO NOT REMOVE. CUT AND REMOVE ALL ROPE FROM TOP HALF SYSTEM (OPTIONAL) \ ALTERNATE OCTI1223 I88UED EOR REVIEW 6.
OF ROOT BALL (B¢B PLANT MATERIALS). REMOVYE PLANTS FROM PLASTIC CONTAINERS 3. LANDSCAPE BOULDERS AS INDICATED ON PLANS ARE SCHEMATIC ONLY, EXACT PLACEMENT WATERING
) ;%%gﬁgg%’igggﬁg EB?EL;’) CATIVE TORSOIL. FREE OF STONES LUMPS OF CLAT GREATER NOTES SECTION . ;%i‘;gggzgig éNEDTEfE TFHOELE(’)EENC; ;uZE';RV’é‘ON OF THE LANDSCAPE ARCHITECT. | DURING THE WARRANTY PERIOD, BETWEEN MAY [5 AND SEPTEMBER |5 OF EACH YEAR WATERING OF ALL PLANTS SHALL BE CARRIED OUT
. % , 2 : _— 5’ :
THAN 25mm (INCH) AND ALL ROOTS OR OTHER EXTRANEOUS MATERIAL, AMEND WITH 50% TRIPLE = 80% = L00 X 450 X 600 g?;ﬁg&gﬁéﬁ;g&gﬁ NZE%QC\;E\QEA‘F ﬁj%;ﬁ%ﬂ%ﬁ Tﬂgi;‘f ﬁﬁggﬁﬁ% fi‘jiig% TO BE DETERVINED BY THE OUNER, UNLESS OTHERUISE L2123 ISSUED FOR COORD >.
MIX: MAX. /3 OF PLANTING BED DEPTH MAY BE ABOVE GRADE WHERE SOILS ARE HEAVILY 1. SEE ISLAND PLANTING DETAIL FOR CROSSECTION 20% = 46OX 450 X 300 : [ :
COMPACTED TOPSOIL TO BE TAMPED TO MINIMIZE SETTLEMENT. 2. TRENCH TO BE CONTINUOUS 5. BOULDERS ARE TO BE BURIED )% BELOW GRADE AND BACKFILLED N 15@mm LIFTS. 2. |F NO AUTOMATED IRRIGATION SYSTEM HAS BEEN PROVIDED FOR WATERING OPERATIONS, CONTRACTOR TO PROVIDE WATER TO THE SITE
13. ALL SHRUBS TO BE PLANTED A MINIMUM OF 12m ON CENTER AWAY FROM ALL BUILDING EDGES 3. TRENCH SIZE TO BE MIN. 500mm WIDER ALL AROUND THAN ROOT BALL. 6. CONTRACTOR TO INSTALL LANDSCAPE FABRIC (FILTER FABRIC) UNDERNEATH BOULDERS, TYP. IF HOSE BIBS WITHIN THE BUILDING ENVELOPE ARE NOT AVAILABLE. APR2822 ISSUED FOR SPA 4.
UNLESS OTHERWISE NOTED. 4. ENGURE MINIMUM 300mm BETWEEN TRENCH AND EDGE OF CURB. 3. MANUAL WATERING SHOULD ENSURE DEEP WATERING OF TREES, SHRUBS, GROUND COVERS AND GRASSED AREAS. WATERING OF GRASSED
AREAS TO COMMENCE ON A REGULAR BASIS AND CONTINUE WITH INTENSITY DEPENDING ON AMOUNT OF RAINFALL. NEW 80D THAT HAS
SHRUB PLANTING DETAIL - N.T.S. CONTINUOUS TRENCH DETAIL - N.T.S. ARMOURSTONE DETAIL - N.T.S. BEEN LAID SHOULD BE KEFT MOIST FOR 4 T0 5 WEEKS OR INTIL IT HAS FIRMLY ROOTED INTO THE EXISTING SOIL. APR2523 IS6UED FOR REVIEW 3.
4 ALL CONFEROUS TREES SHALL BE WATERED N LATE FALL, JUST PRIOR TO FREEZE-UP.
5. WATER SHALL BE APPLIED 80 THAT THE WASHING OF THE SOIL OR DISLODGING OF MULCH OR TREE GUARDS DOES NOT OCCUR. DAMAGE
NOTE: \ SHALL BE IMMEDIATELY REPAIRED TO THE SATISFACTION OF THE OUNER AT NO ADDITIONAL COST. APRIB23 ISSUED FOR COORDINATION 2.
3 5 o S E RI E S UNLESS OTHERWISE SPECIFIED: & 1
MBR350-5-S . EXPANSION JOINT WIDTH I3mm EILLED WITH BITUMINOUS p T MAR2123 I86UED FOR REVIEW
FIBRE AND WATERPROOFED WITH SEALANT, AGAINST
PEDESTALS AND CURBS, WALLS ETC.. SEAL JOINT WITH ¢ 27y
POLYSULFIDE SEALANT 95mn . DATE DESCRIFTION \o.
2. FACE OF PLANTER TO BE LIGHT SAND BLASTED FINISH a <
3. SHOP DRAWINGS SHALL BE PROVIDED TO 4 ¢
LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO .2 .
CONSTRUCTION. . ‘ a PLOTTING INFORMATION:
NP PLOTIED DATE = OCTI623
N S PLOTTED SCALE = Il
S % . <
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MATERIALS: Bike Rack is constructed using H.S. steel tube, formed steel and solid steel angle. 4 < 4 aa » a ) <4 4
FINISH All steel components are protected with E-Coat rust proofing. s “ a7 P . 4 "
The Maglin Powdercoat System provides a durable finish on all metal surfaces. | hd ) ) 4 <
INSTALLATION: The bike rack is delivered pre-assembled. It is available with a surface mount installation. 300
TOSFEARE  Shlec MBREOSS LIGHT SAND BLASTED FINISH
- Powdercoat Color (Silver14 Gloss) EINISHED GRADE OF PLANTING BED
OPTIONS MBR350-4-5 (4 rings) 5omm RECESSED SECTION
BATTLE DRAIN AT 300
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\ 13mm PITCH *©
< B . e ‘
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r 126 ! * CONCRETETOBE 1514PAIN 2 DAYS ’ . . ’ 0
+ 70 COA MNM STANDARDS, C i . CAMBRIAN RD. BARRHAVEN, ONTARIO
< pa) 4 a
4 a < & 4\,7 o
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