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SANITARY MANHOLE

SANITARY SEWER

STORM MANHOLE

STORM SEWER - LESS THAN 9009

STORM SEWER - 90008 AND GREATER
WATERMAIN

STREET CATCHBASIN C/W TOP OF GRATE
CURB INLET CATCHBASIN C/W GUTTER GRADE
DOUBLE CATCHBASIN C/W TOP OF GRATE
DOUBLE CURB INLET CATCHBASIN C/W GUTTER GRADE
DITCH INLET MANHOLE C/W TOP OF GRATE
CATCHBASIN MANHOLE C/W TOP OF GRATE

REAR YARD CATCHBASIN IN ROAD CONNECTING STRUCTURE
C/W SOLID GRATE

REAR YARD "TEE" CATCHBASIN (3009) C/W TOP OF GRATE
AND INVERT OUT

REAR YARD "END" CATCHBASIN (3009) C/W TOP OF GRATE
AND INVERT OUT

REAR YARD "CUSTOM ANGLED " CATCHBASIN (450Q) C/W TOP OF
GRATE AND INVERT OUT

REAR YARD "THREE WAY" CATCHBASIN (4509) C/W TOP OF
GRATE AND INVERT OUT

PERFORATED REAR YARD SUBDRAIN

CSP CULVERT C/W DIAMETER

VALVE AND VALVE BOX

VALVE AND VALVE CHAMBER

PARK VALVE CHAMBER C/W SERVICE POST
FIRE HYDRANT C/W BOTTOM OF FLANGE ELEVATION
WATERMAIN REDUCER

VERTICAL BEND LOCATION

SIAMESE CONNECTION (IF REQUIRED)

METER (IF REQUIRED)

REMOTE METER (IF REQUIRED)

WATERMAIN IDENTIFICATION (IF REQUIRED)
PIPE CROSSING IDENTIFICATION (IF REQUIRED)
FOUNDATION STORM CONNECTION LOCATION
WATER/SANITARY CONNECTION LOCATION

INFERRED REFUSAL (SEE GEOTECHNICAL REPORT)

100 YEAR STORM HYDRAULIC GRADE LINE AT MANHOLE
UNDERSIDE OF FOOTING ELEVATION

CLAY SEAL IN SEWER / WATERMAIN TRENCH

WATERMAIN SCHEDULE
Station Description Finished Grade [Top of Waterain As Bw!t
Waterain
A 0+000.00 TEE 95.530 93.130
0+004.55 11.25 BEND 95.766 93.366
0+007.05 22.5 BEND 95.765 93.365
0+010.01 V&VC 95.818 93.418
B 0+012.24 TEE 95.837 93.437
C 0+038.09 TEE 95.694 93.294
D 0+040.20 TEE 95.717 93.317
0+042.94 V&VC 95.739 93.339
0+056.16 HYDRANT TEE 95.693 93.293
E 0+081.54 TEE 96.033 93.633
0+084.04 V&VC 96.084 93.684
F 0+098.19 TEE 95.950 93.550
G 0+113.49 TEE 96.119 93.719
0+115.99 V&VC 96.176 93.776
H 0+132.04 TEE 96.394 93.994
0+134.54 V&VC 96.360 93.960
0+153.73 HYDRANT TEE 96.380 93.980
| 0+162.41 TEE 96.438 94.038
0+164.91 V&VC 96.458 94.058
J 0+190.35 TEE 96.401 94.001
0+192.85 V&VC 96.409 94.009
0+195.15 REDUCER 96.422 94.022
0+203.97 45 BEND 96.475 94.075
0+217.24 45 BEND 96.759 94.359
0+234.92 22.5 BEND 96.498 94.098
0+241.76 22.5 BEND 96.411 94.011
0+257.14 45 BEND 96.660 94.260
0+284.21 45 BEND 96.227 93.827
0+288.30 45 BEND 96.197 93.797
0+290.80 VB 96.157 93.757
K 0+295.82 TEE 96.205 93.805
E 0+000.00 TEE 96.033 93.633
0+008.22 V&VC 96.048 93.648
0+064.76 45 BEND 95.881 93.481
0+070.45 45 BEND 95.833 93.433
0+073.57 HYDRANT TEE 95.977 93.577
0+092.00 V&VC 95.943 93.543
(e} 0+098.37 TEE 95.920 93.520
0+122.17 V&VC 95.946 93.546
N 0+124.17 TEE 95.963 93.563
0+126.17 V&VC 95.994 93.594
0+140.64 45 BEND 96.395 93.995
0+147.37 HYDRANT TEE 96.516 94.116
0+149.99 45 BEND 96.470 94.070
0+162.51 V&VC 96.219 93.819
K 0+165.01 TEE 96.205 93.805
L 0+173.28 TEE 96.193 93.793
0+175.78 V&VC 96.213 93.813
0+205.38 V&VC 96.456 94.056
| 0+212.16 TEE 96.438 94.038
B 0+000.00 TEE 95.837 93.437
0+001.62 VB 95.793 93.393
0+006.13 45 BEND 95.668 93.268
0+011.88 22.5 BEND 95.885 93.485
0+018.68 22,5 BEND 95.833 93.433
U 0+036.29 TEE 95.806 93.406
0+038.29 VB 95.803 93.403
0+046.42 TEE 95.790 93.390
\ 0+056.65 CAP 95.775 93.375
D 0+000.00 TEE 95.703 93.303
0+002.00 VB 95.725 93.325
R 0+031.27 TEE 95.717 93.317
Q 0+000.00 CAP 95.722 93.322
0+010.97 REDUCER 95.751 93.351
0+012.91 VB 95.727 93.327
R 0+014.91 TEE 95.702 93.302
0+069.98 45 BEND 96.115 93.715
0+074.12 45 BEND 96.278 93.878
0+100.46 VB 95.996 93.596
F 0+102.46 TEE 95.950 93.550
H 0+000.00 TEE 96.394 93.994
0+002.00 VB 96.415 94.015
0+030.39 45 BEND 96.324 93.924
0+033.16 45 BEND 96.762 94.362
S 0+089.51 TEE 97.604 95.204
0+091.50 VB 97.637 95.237
0+093.46 REDUCER 97.669 95.269
T 0+107.19 CAP 97.912 95.512
J 0+000.00 TEE 96.401 94.001
0+002.00 VB 94.046 91.646
S 0+032.35 TEE 97.604 95.204
C 0+000.00 TEE 95.694 93.294
0+007.32 VB 95.667 93.267
W 0+034.07 TEE 95.812 93.412
0+036.07 VB 95.788 93.388
X 0+054.42 CAP 95.789
U 0+000.00 TEE 95.935 93.535
0+002.00 VB 95.993 93.593
0+030.54 VB 95.804 93.404
X 0+032.54 TEE 95.812 93.412
N 0+000.00 TEE 95.963 93.563
0+001.50 VBEND 95.941 93.541
0+002.00 VBEND 95.935 93.560
0+007.00 VBEND 95.909 93.534
0+007.50 VBEND 95.897 93.497
0+011.91 95.931 93.531
0+015.59 96.151 93.751
0+039.50 DISTRICT METER 96.170 93.770
P 0+056.60 TEE 95.339 92.939
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UTILITY NOTES:

ALL MATERIALS AND CONSTRUCTION IS TO BE IN ACCORDANCE WITH THE CURRENT CITY OF OTTAWA
STANDARD DRAWINGS & SPECIFICATIONS OR OPSD/OPSS IF CITY DRAWINGS AND SPECIFICATIONS DO NOT
APPLY.

THE POSITION OF UNDERGROUND AND ABOVEGROUND SERVICE, UTILITIES AND STRUCTURES ARE NOT
NECESSARILY SHOWN ON THE CONTRACT DRAWINGS, AND WHERE SHOWN, THE ACCURACY OF THE
POSITION OF SUCH SERVICE, UTILITIES AND STRUCTURES IS NOT GUARANTEED. THE CONTRACTOR IS
RESPONSIBLE FOR DETERMINING THE EXACT LOCATION, SIZE, MATERIAL AND ELEVATION OF ALL EXISTING
SERVICES AND UTILITIES PRIOR TO CONSTRUCTION.

THE CONTRACTOR SHALL REPORT ALL CONFLICTS, DISCOVERIES OF ERROR AND DISCREPANCIES TO THE
ENGINEER.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT AND ASSUME RESPONSIBILITY FOR ALL UTILITIES
WHETHER OR NOT SHOW ON THESE DRAWINGS.

THESE DRAWINGS ARE NOT TO BE SCALED OR USED FOR LAYOUT PURPOSES.

THE COMPOSITE UTILITY PLAN HAS BEEN REVIEWED BY ARCADIS FOR CONFORMITY TO THE DESIGN
CONCEPT FOR THE DEVELOPMENT AND FOR GENERAL ARRANGEMENT ONLY AND AS SUCH SHALL NOT
RELIEVE THE CONTRACTOR OF RESPONSIBILITY FOR ERRORS OR OMISSIONS IN EITHER LAYOUT OR
WORKMANSHIP.

THIS DRAWING IS A COMPILATION OF OTHER UTILITY DESIGNS AND DOES NOT INDICATE IN ANY WAY THAT
THE PARTY SIGNING THIS DRAWING HAS DESIGNED OR APPROVED THE RESPECTIVE UTILITY PLANTS
INDICATED ON THIS DRAWING. THE DRAWING WAS PREPARED TO BE USED AS REFERENCE ONLY AS PER
REQUIREMENTS OF THE CITY OF OTTAWA. IT IS THE CONTRACTORS RESPONSIBILITY TO ENSURE IT HAS
REVIEWED THE CURRENT AND EXISTING DESIGNS BY HYDRO, STREET LIGHTING, BELL, CANADA POST, O.C.
TRANSPO, CABLE TV AND ANY OTHER PARTIES INCLUDED BUT NOT MENTIONED AND COMPLETE THE
INSTALLATION IN ACCORDANCE WITH THE REQUIREMENTS OF THE STAKEHOLDER UTILITY DESIGNS.

CONTRACTOR TO ADVISE ENGINEER IN WRITING OF ANY DISCREPANCIES IN THE HYDRO, BELL, ROGERS,
ENBRIDGE, AND STREETLIGHT DRAWINGS, AND THE CUP AHEAD OF INSTALLATION.

HYDRO INSPECTOR IS TO BE NOTIFIED AND PRESENT AHEAD OF HYDRO INSTALLATION

BELL AND ROGERS VAULT EASEMENT SIZE AND LOCATION ARE AS SHOWN ON THE CUP. ANY LOCATION
DISCREPANCIES ARE TO BE REPORTED TO THE ENGINEER IN WRITING AHEAD OF INSTALLATION.

BELL AND ROGERS VAULTS ARE TO BE PLACED TO THE EXTENT POSSIBLE IN THE RIGHT OF WAY
RESPECTING THE REQUIRED CLEARANCES FROM DUCTS IN THE JOINT UTILITY TRENCH. IF VAULTS ARE ON
PRIVATE PROPERTY THEY MUST BE PLACED WITHIN THE EASEMENT. VERIFY VAULT CORNERS PRIOR TO
FINAL INSTALLATION AND FIBRE LINE PLACEMENT. VAULTS INSTALLED IN THE WRONG LOCATION OR
OUTSIDE THE EASEMENTS WILL BE RELOCATED AT THE COST OF BELL AND ROGERS.

UTILITY EASEMENTS ARE TO BE STAKED - ALL 4 CORNERS WITH PROPOSED FINAL GRADES MARKED ON THE
STAKES.

STREETLIGHTS ARE TO BE INSTALLED AT THE OFFSETS FROM FACE OF CURB SHOWN ON THE APPROVED
ROAD SECTIONS FOR THE PROJECT.

CAD FILES OF THE CUP PROVIDED BY THE ENGINEER ARE AS A COURTESY ONLY TO ASSIST THE
CONTRACTOR. LAYOUT OF THE UTILITIES IS THE RESPONSIBILITY OF THE CONTRACTOR AND LEGAL
SURVEYOR.

Pipe Interference Table
Cr?\lsos.ing PIPE 1 PIPE 2 Clearance

@ oS STV 1.612

Bottom 93.124 Top 91.511
@ e S 1.151

Bottom 93.184 Top 92.033
@ BottoYVnT9§.235 TopSS,)AZI\.j985 0.250
@ Bottovr:ng.zm Topsg3'\{|004 0.250
@ Bottovr\r/1T9§.1 05 Topsi;r 1'\./|679 1.425
@ Bottonvagzﬂ 13 Topss')AZ’\.j1 63 0.950
@ Bottovr¥1T9§.708 TopSS,)AZI\.j967 0.741
Bottovr\rlngz.?M TopSJZ'YlGGS 1.046
@ Bottovr\r/1T9§.300 TopSQAZr\.‘543 0.757
Bottovr\r/1T9§.304 Topsgzl\./low 1.277
@ BottoiTgft.622 To;y\gﬁ 92 0.430
@ Bottovr\r/1T9§.828 Topsg\.jzm 0.618
@ Bottovr¥1T9§.896 Topsgzl\./lgm 0.929
BottoYVnT9§.653 Topsg\:i’\.j1 44 0.509
@ Bottovr¥1T9§.626 Topsézl\.‘wg 0.648
Bottovr\r/1T9§.438 TopSQAZr\.‘830 0.608
@ Bottovr\r/1T9R5.645 Topsg2’\.1671 2974
Bottovr¥1T9§.205 Topss?zr\.J425 0.780
o SN 0.711

Bottom 92.996 Top 92.285
BottorSnA; 515 Topsg1,\./|093 0.421
@ BottoSmAg3.058 TopS ;2{'661 0.397
@ BottoiAS,)\IZ.OM T0p89T1'\.A737 0.317
@ BottorSnAng.GOO Topsg¥31 3 0.287
BottorSnAng.ZSO Topsgzl\./loos 0.277
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NOTES :

ALL MATERIALS AND CONSTRUCTION IS TO BE IN ACCORDANCE WITH THE CURRENT CITY OF OTTAWA
STANDARD DRAWINGS & SPECIFICATIONS OR OPSD/OPSS IF CITY DRAWINGS AND SPECIFICATIONS DO NOT
APPLY.

THE POSITION OF UNDERGROUND AND ABOVE GROUND SERVICE, UTILITIES AND STRUCTURES ARE NOT
NECESSARILY SHOWN ON THE CONTRACT DRAWINGS, AND WHERE SHOWN, THE ACCURACY OF THE
POSITION OF SUCH SERVICE, UTILITIES AND STRUCTURES IS NOT GUARANTEED. THE CONTRACTOR IS
RESPONSIBLE FOR DETERMINING THE EXACT LOCATION, SIZE, MATERIAL AND ELEVATION OF ALL EXISTING
SERVICES AND UTILITIES PRIOR TO CONSTRUCTION.

THE CONTRACTOR SHALL REPORT ALL CONFLICTS, DISCOVERIES OF ERROR AND DISCREPANCIES TO THE
ENGINEER.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT AND ASSUME RESPONSIBILITY FOR ALL UTILITIES
WHETHER OR NOT SHOW ON THESE DRAWINGS.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT ALL LANDS BEYOND THE SITE LIMITS. ANY AREAS
BEYOND THE SITE LIMITS, WHICH ARE DISTURBED DURING CONSTRUCTION, SHALL BE REPAIRED AND
RESTORED TO ORIGINAL CONDITION OR BETTER, TO THE SATISFACTION OF THE ADJACENT LAND OWNER,
THE OWNER, THE OWNERS REPRESENTATIVES AND/OR THE AUTHORITY HAVING JURISDICTION AT THE
EXPENSE OF THE CONTRACTOR.

WHERE NECESSARY, THE CONTRACTOR SHALL IMPLEMENT A TRAFFIC MANAGEMENT PLAN TO THE
SATISFACTION OF THE CITY OF OTTAWA. ALL CONSTRUCTION SIGNAGE MUST CONFORM TO THE LATEST
VERSION OF THE M.T.O. MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES. ALL TEMPORARY TRAFFIC
CONTROL MEASURES MUST BE REMOVED UPON THE COMPLETION OF THE WORKS.

SHOULD ANY BURIED ARCHAEOLOGICAL REMAINS BE FOUND ON THE PROPERTY DURING CONSTRUCTION
ACTIVITIES, THE CONTRACTOR SHALL NOTIFY THE OWNER TO CONTACT THE HERITAGE OPERATIONS UNIT
OF THE ONTARIO MINISTRY OF CULTURE MUST BE NOTIFIED IMMEDIATE, AND WORK WITHIN THE AREA
SHALL BE CEASED UNTIL FURTHER NOTICE.

FOR GEOTECHNICAL INFORMATION REFER TO GEOTECHNICAL REPORT PG7469-1 PREPARED BY PATERSON
GROUP DATED JULY 02, 2024.

Table 3 — Recommended Asphalt Pavement Structure — local roadways

Thickness
(mm) Material Description
40 Wear Course — Superpave 12.5 Asphaltic Concrete
50 Binder Course — Superpave 19.0 Asphaltic Concrete
150 BASE - OPSS Granular A Crushed Stone
450 SUBBASE - OPSS Granular B Type Il

SUBGRADE - Either fill, in situ soils or OPSS Granular B Type | or || material placed over in
situ soil or bedrock.

Table 2 - Recommended Asphalt Pavement Structure — driveways

Thickness

(mm) Material Description

50 Wear Course — SupQerpave 12.5 Asphaltic Concrete
150 BASE — OPSS Granular A Crushed Stone
300 SUBBASE - OPSS Granular B Type Il

SUBGRADE - Either fill, in situ soils or OPSS Granular B Type | or || material placed over in
situ soil or bedrock.

FOR GEODETIC BENCHMARK AND GEOMETRIC LAYOUT OF STREET AND LOTS, REFER TO TOPOGRAPHICAL
SURVEY AND PLAN OF SUBDIVISION PREPARED BY ANNIS O’SULLIVAN VOLLEBEKK LTD. BENCHMARK
BASED ON CAN--NET VIRTUAL REFERENCE SYSTEM NETWORK.

. FOR SITE PLAN INFORMATION, REFER TO SITE PLAN PREPARED BY M. DAVID BLAKELY ARCHITECT INC.
. THESE DRAWINGS ARE NOT TO BE SCALED OR USED FOR LAYOUT PURPOSES

. ROADWAY SECTIONS REQUIRING GRADE RAISE TO PROPOSED SUB GRADE LEVEL TO BE FILLED WITH

ACCEPTABLE NATIVE EARTH BORROW OR IMPORTED OPSS SELECTED SUBGRADE MATERIAL IF NATIVE
MATERIAL IS DEFICIENT AS PER RECOMMENDATION OF GEOTECHNICAL ENGINEER.

. IN AREAS WHERE EXISTING GROUND IS BELOW THE PROPOSED ELEVATION OF SEWER AND WATERMAINS,

GRADE RAISING AND FILLING IS TO BE IN ACCORDANCE WITH THE RECOMMENDATIONS OF THE
GEOTECHNICAL REPORT. AS PER CITY GUIDELINES ALL WATERMAINS IN FILL AREAS ARE TO BE TIED WITH
RESTRAINING JOINTS AND THRUST BLOCKS.

. THE CONTRACTOR SHALL IMPLEMENT THE EROSION AND SEDIMENT CONTROL PLAN PRIOR TO THE

COMMENCEMENT OF ANY SITE CONSTRUCTION. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL
BE INSTALLED TO THE SATISFACTION OF THE ENGINEER, OR ANY REGULATORY AGENCY. ALL EROSION AND
SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED UNTIL VEGETATION IS ESTABLISHED OR UNTIL THE
START OF A SUBSEQUENT PHASE.

. CONTRACTORS SHALL BE RESPONSIBLE FOR KEEPING CLEAN ALL ROADS WHICH BECOME COVERED IN

DUST, DEBRIS AND/OR MUD AS A RESULT OF ITS CONSTRUCTION OPERATIONS.

. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL BEDDING OR ADDITIONAL STRENGTH PIPE

SHOULD THE MAXIMUM OPSD TRENCH WIDTH BE EXCEEDED.

. ALL PIPE, CULVERTS, STRUCTURES REFER TO NOMINAL INSIDE DIMENSIONS.

. SHOULD CLAY SEALS BE REQUIRED, THEY SHALL BE INSTALLED AS PER THE RECOMMENDATIONS WITHIN

THE GEOTECHNICAL REPORT.

. UNLESS SPECIFICALLY NOTED OTHERWISE, PIPE MATERIALS SHALL BE AS FOLLOWS;

-WATERMAINS TO BE PVC DR18

-SANITARY SEWER TO BE PVC DR35

-PERFORATED STORM SEWERS IN REAR YARDS AND LANDSCAPE AREAS TO BE 250mm HDPE

-STORM SEWERS 375mm DIAMETER AND LESS TO BE PVC DR35

-STORM SEWERS 450mm DIAMETER AND GREATER TO BE CONCRETE, CLASS AS PER OPSD 807.010 OR
807.030, OR HIGHER

FOR SHALLOW SEWERS, REFER TO CITY STANDARD S35.

ALL CONNECTIONS TO EXISTING WATERMAINS ARE TO BE COMPLETED BY CITY FORCES. CONTRACTOR IS
TO EXCAVATE, BACKFILL, COMPACT AND REINSTATE.

ANY WATERMAIN WITH LESS THAN 2.4m AND ANY SEWER WITH LESS THAN 2.0m DEPTH OF COVER
REQUIRES THERMAL INSULATION AS PER CITY OF OTTAWA STANDARD W22 OR AS APPROVED BY THE
ENGINEER.

ALL FIRE HYDRANTS AS PER CITY STANDARD W19, c/w 150mm@ LEAD UNLESS OTHERWISE SPECIFIED.
ALL STUBBED SEWERS SHALL HAVE PRE-MANUFACTURED CAPS INSTALLED.

ALL CATCHBASINS SHALL HAVE A 600mm SUMP. ALL CATCHBASIN MANHOLES, AND ALL STORM MANHOLES
WITH OUTLETTING PIPE SIZES LESS THAN 900mm, SHALL HAVE A 300mm SUMP.

ALL SANITARY MANHOLES IN PONDING AREAS SHALL BE EQUIPPED WITH A WATERTIGHT COVER.

ALL LEADS FOR STREET CATCHBASIN'S AND CURB INLET CATCHBASIN'S CONNECTED TO MAIN SHALL BE
200mm® PVC DR35 @ MIN 2% SLOPE UNLESS NOTED OTHERWISE. ALL LEADS FOR RYCB'S CONNECTED TO
MAIN SHALL BE 200mm@ PVC DR35 @ MIN 1% SLOPE UNLESS NOTED OTHERWISE.

UNLESS SPECIFICALLY NOTED OTHERWISE, ALL STREET CATCHBASINS SHALL BE INSTALLED WITH TWO -
3.0m MINIMUM SUBDRAINS INSTALLED LONGITUDINALLY, PARALLEL WITH THE CURB. ALL CATCHBASINS IN
ASPHALT AREAS, NOT ADJACENT TO A CURB, SHALL BE INSTALLED WITH FOUR - 3.0m MINIMUM SUBDRAINS
INSTALLED ORTHOGONALLY.

INLET CONTROL DEVICES SHALL BE INSTALLED PRIOR TO COMPLETING THE ROAD BASE (GRANULAR A).

ALL SEWER SERVICE LATERALS WITH MAINLINE CONNECTIONS DEEPER THAN 5.0m REQUIRE A
CONTROLLED SETTLEMENT JOINT.

EACH BUILDING SHALL BE EQUIPPED WITH A SANITARY AND STORM SEWER BACKWATER VALVE AND
CLEAN-OUT ON ITS PRIMARY SERVICE, IF REQUIRED BY ONTARIO BUILDING CODE (DETERMINED BY
OTHERS).

THE SUBGRADE OF ALL STRUCTURES, PIPE, ROADS, SIDEWALKS, WALKWAYS, AND BUILDINGS SHALL BE
INSPECTED BY THE GEOTECHNICAL ENGINEER PRIOR TO PROCEEDING WITH CONSTRUCTION.

TOP COURSE ASPHALT SHALL NOT BE PLACED UNTIL THE FINAL CCTV INSPECTION AND NECESSARY
REPAIRS HAVE BEEN COMPLETED TO THE SATISFACTION OF THE ENGINEER AND THE CITY OF OTTAWA.

ALL RETAINING WALLS GREATER THAN 1.0m IN HEIGHT SHALL BE DESIGNED BY A QUALIFIED STRUCTURAL
ENGINEER.

ALL RETAINING WALLS GREATER THAN 0.6m IN HEIGHT REQUIRE A GUARD. ANY GUARD ON A RETAINING
WALL GREATER THAN 1.0m IN HEIGHT SHALL BE DESIGNED BY THE QUALIFIED STRUCTURAL ENGINEER
RESPONSIBLE FOR THE WALL DESIGN.

UPON COMPLETION OF THE RETAINING WALL, THE CONTRACTOR SHALL REQUEST A CONFORMANCE
CERTIFICATE FROM THE QUALIFIED ENGINEER RESPONSIBLE FOR THE WALL DESIGN.

CLIENT

PHOENIX HOMES

18A Bentley Ave Ottawa, ON K2E 6T8

COPYRIGHT
This drawing has been prepared solely for the
intended use, thus any reproduction or distribution
for any purpose other than authorized by Arcadis
is forbidden. Written dimensions shall have
precedence over scaled dimensions. Contractors
shall verify and be responsible for all dimensions
and conditions on the job, and Arcadis shall be
informed of any variations from the dimensions
and conditions shown on the drawing. Shop
drawings shall be submitted to Arcadis for general
conformance before proceeding with fabrication.

Arcadis Professional Services (Canada) Inc.

formerly 1Bl Group Professional Services (Canada) Inc.

ISSUES
No. DESCRIPTION DATE
SUBMISSION 1 ISSUED FOR SPA 2025-05-14
2 SUBMISSION No. 1 TO CITY 2025409-18

SEE 010 FOR NOTES, LEGEND, CB TABLE AND DETAILS

SEAL

<

o
&

S. E. LABADE '

100214983

A ARCADIS

333 Preston Street - Suite 500
Ottawa ON K1S 5N4 Canada
tel 613 225 1311
www.arcadis.com

PROJECT

4816 BANK STREET

PROJECT NO:

147743

DRAWN BY: CHECKED BY:
D.D. M.P.

PROJECT MGR: APPROVED BY:
S.E.L. S.E.L.

SHEET TITLE

NOTES & LEGEND

File Location: C:\DARoot\Jobs\2cc044f939fd46af899607675a224bc6\adskfiles\b.39a14de5-bfda-419b-ac1a-f7417228d50a\Project Files\10_WIP\04_CIVIL\Sheets\C-010 NOTES-LEGEND.dwg Last Saved: September 18, 2025, by dored5754 Plotted: Thursday, September 18, 2025 7:27:29 PM by acesuser

DO7-XX-XX-XXXX

10mm

SHEET NUMBER ISSUE

C-010 2

SCALE CHECK

1in

XXXXX



AutoCAD SHX Text
ASPHALT SIDEWALK

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
V

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
S. E. LABADIE 100214983

AutoCAD SHX Text
PHOENIX HOMES

AutoCAD SHX Text
18A Bentley Ave Ottawa, ON K2E 6T8


= T CLIENT

N € promr o

Nz NN - == / | COPYRIGHT
= L - R i =] L I - This drawing has been prepared solely for the
T o~ o, | Sh-famwalel intended use, thus any reproduction or distribution
Edge of Drivén Povemanf —— —— —— — ™| Corner of Concrete Bo:

e C ] - - of Conerele Bese for any purpose other than authorized by Arcadis
T T R S T T T T T B T T T T T [ o is forbidden. Written dimensions shall have

= ROAD o AREOVANCE . BETVEEN,  CONCESSIONS 3 = Fp % recadance ovrscleddimenans. Conractors
— — T T T T T T T T T e T e e o U CONORE, AO0/97 (ST NTSA6S) Yoo ot L o B S N N shall verify and be responsible for all dimensions
o o o and conditions on the job, and Arcadis shall be
e e R ——— PN O30 - OFB%_ . e e e e informed of any variations from the dimensions
-————— Y e —— — — — — — —dwm - — — and conditions shown on the drawing. Shop
- , drawings shall be submitted to Arcadis for general
- conformance before proceeding with fabrication.

535mmg CSP

|
|
512

/Trertermer on &P Arcadis Professional Services (Canada) Inc.
\ formerly 1Bl Group Professional Services (Canada) Inc.
BLOCK 247/

PLAN 4R-8937

// | F s P, ALIW oMW OHW — OHW Ny S OnW JHW AW — C‘H)A‘y, B
~ [T | PART 6 PLAN 9R-8957 ¥ - _ pmrs — A raezr oMV OHW o g X P an-ogl

L oparT 7 (STREET WIDENING) ISSUES

No. DESCRIPTION DATE

WIS
| /Q/\\ Q@ NS N S e

CONCESSION \ 4 (RIDEAU FRONT)

1 SUBMISSION 1 ISSUED FOR SPA 2025-05-34,
(GLOUCESTER) 2 SUBMISSION No. 1 TO CITY 2025 @‘.

PART 6 ‘ ‘\ PN 04328 - 0223

| \PLAN 4R-3/304

STOREY
RETAIL
BUILDING

\ EXISTING 2
‘ |

EXISTING 2 STOREY
RETAIL BUILDING \

SN \

N
L PIN 04328 - 0219 | PIN 04328 - 220

MH-H

) NI

J/ N \ \
\ o\ T\G=04.81
\ \ ) \ t
\ - \
\ \ \
\ LA \
\
A\

Metal Shed—" \_Metol Shed
0.06 West

/ \ @
/ \ \

pART 5

-

CONSULTANTS

PLAN|

241

DO7-XX-XX-XXXX

File Location: C:\Users\dored5754\DC\ACCDocs\Arcadis ACC US\ACA-00147743-4816Bank Street Sparta\Project Files\10_WIP\04_CIVIL\Sheets\C-020 REMOVALS PLAN.dwg Last Saved: August 17, 2025, by dored5754 Plotted: September 18, 2025 3:36:08 PM by Dore, Denis

Ul sl RS S SRS |
L \74/\4////§\@< /Qig/\/\///i/ié///#/sé/\i\///ﬁ@\é//\s/\é&\/ﬁ\ PART | PLAN 5R-5275
alpEiVialaw e - To0 19 *4/;//*47%/7\@4%/7%///\7\@%\/7@74 <///7\74///\\‘ -
I T 0 \/W\S//Q\/QQ/W\\Q//\ /QQ//\QS/7\/§/§ RS |
S NS Rl S RS S R SRS S GSS | /
S T T S T s s ) A U
il //s\/;\//ﬁé///\éfig\é//%@é///\/é///?@\%//\*@ é////\74////\7/ h LOT L @Q\&W\/\\//ﬁ
S SRS S R SR S PR RUS SIS SIS,
/Q/\/ SN YRS, (55 U/ \/\/ [/ 04328 - - 3 Pl s
RS S RSy el RSy S
S S PSS IRS S S SRSl
LS TR S TS U B T WSSO RUS - —
TG R
PGS IRUS PRGSO IS RGS)R o —
IS R SRS OSSR SS SSRGS %
USRS RSS! Sy . 3
\/Q\\Q/QQ/ \//\Q\L QQ// \/§\ N it ut==y ?\L/Q/\ NSy L \ PART 3 -,
\ﬁ@%ﬁﬁgéﬁégﬁﬁgﬁﬁéék USRI T N K gﬁ@%* =y §$Q*T9i\ ; o S. £. LABADIE E
1Q£QE§Z§Z§S§§%Q7§§%SZZQ%S#%RZ?17 *x . §7ii%;\/ \ X 100214983
USRSy SRS SIS 4, S
OSSP S SRSl S SRYS 0
S Rl S RSl S RSl < sl
S SRS RS SIS IRUS ) SIS
RS USSR . U,
SRSl eSS ‘ SIS
USRS S S RS el YSRIJEES
WSSOI S IRES RS SIS
SRS RS RS S S UYSOST
SRS s S ol SRSl
| / ﬂ 2va T } 1\ C \ Voo h L I /\// //7474/#@#\74//\747/\1\///\§04///§//i47 7 SIS A L/WQ//\?@\é \/\/////é//\\/ Pt
C/ OO c +], ﬂ ~ T 3 \ \ st NI 7 §//§ //QQ/W\\Q//Q\QQ/W\Q\//\\ 3 ISESIRUS ) /3\\§/§ //QS
A AUy \ S SRS RS S RS Sy S RS L T T T PSSRl
| \A ‘ | NSl RS S RS S USSP UGS
SIS RIS SIRUS RS Se USRSl
SN WSS /\/s//\Q/QQ SIS IS
0/ \/\/ S \/s/\/ /- S/ \//Q\///ss// /]
QRS S RS (LSS TR, UGS
h SRl S RS Sy SRS RO Yl
///\Q// \//\ ~/ IS \\/\///\\/\'//Z\/'\\//\\///Q\///\Q/\//:
R S S S SRS i s PSS PRIME CONSULTANT
SR T s
5 7 Af;/* = *!\ "PART 5 Jﬁai?*i/ T | T PARLBIPARI BT T [ M - *pf 4 WELT}’PTLHT 7 T T [PART 4| PART 61 _ T " T T PART 4 JM - T*T* ﬁw*? "PART 6 | PART 8 \‘& S ﬁ A RmDIS
e j ‘ ok 4 \ ‘ q | | | | o | | | i’m | | | | | | | | W
panr 2 partT 3, ParT 4| parT 6l parT 8 kb | parT i | parT 2| parT 4| parT 6| parT 17 | | parr 2 earr 3V parr 5 parr 7! parr o L] part 2 | parr 3 parr 5| part 7lh] part 2 | parT 3| part 51 panr 7 bl part 2\ part 3 parr 5 L earr 71\ pasr 9 | |
PLAN 4R-32/50 | ~ &l .
B ;LAN ; ; ‘ E@EI ‘ ‘ ‘ ‘ IR-32/50 STE‘ PLAN IR-3/903 ‘% %‘ PLAN AR-3/90/ ‘i\\l 5{‘ PLAN AR-3/902 ‘% %‘ PLAN -3/900 333 PreSton Street - SUIte 500
1 ! I ! ! ! ! J ‘ | Cl N Ottawa ON K1S 5N4 Canada
\ SUBUECT TO EASEMENTS INST.'S & g | | | ‘0(,\2083994’ | | | | O(JZOH/r’OZF" | | | & | | | | tel 61 3 225 1 311
e ot BLOCK o . N IH . . B ] 245 L | |BLOCK \ \ \ \ L 243 BLOCKi N ! \ \ 1 2 www.arcadis.com
N, || P s |y if §f§ Hf S s s % Sl |pE v F 0 5 ofo § ’w S S PROJECT
S S B = = = | = = e e e e
STREET WibENG) g g SNL T S R T L % I 1 e R N R D 9 4816 BANK STREET
. RED N | | | | ‘ | | | | | | | \PLAN\ | N | | | | | | | | 4M7/\ : 1 |
1 1 1 / | | | | | | | | | | | | | | | |
| | | | | | | | | | | | | | |
PROJECT NO:
147743
DRAWN BY: CHECKED BY:
7777777  DRY GRIND EXISTING ASPHALT. D.D. M.P.
(:) REMOVAL 00000 AVERAGE DEPTH 50mm. CROJECT MGR. APPROVED BY
S.E.L. S.E.L.
@)  ADJUST MANHOLE, VALVES FULL DEPTH ASPHALT REMOVAL
!I SHEET TITLE
ADJUST CATCH BASIN
\\\/\\\/\\\/\\ AREA TO BE CLEARED REMOVALS PLAN
ADJUSTMENT BY BELL OR DR AND GRUBBED
O HYDRO APPROVED CONTRACTOR
REMOVE OR ABANDON SEWER,
X WATERMAIN, UTILITY, CURB. CURBS REMOVAL OF BUILDINGS, FOUNDATIONS
RETURNS, FENCE
SHEET NUMBER ISSUE
[ PLUG REMOVALS OF CONCRETE/ ASPHALT
SIDEWALK AND INTERLOCK C—02 O 2

SCALE CHECK



